4400 /OELL ING! SHL ONISN 





Running an 1130 FORTRAN program under the disk monitor system, 


Yes (usual 
condition) 





USING THE IBM 1130 


USING THE IBM 1130 


ALFRED M. BORK 
University of California 
Irvine 


ADDISON-WESLEY PUBLISHING COMPANY 
Reading, Massachusetts 
Menlo Park, California/London/Don Mills, Ontario 


fe Se pha. OF OS a. 


Specified tables and charts in the Appendixes are 
reprinted by permission from the following 
publications copyrighted by International Business 
Machines Corporation: /BM 1130 Assembler Language, 
© 1966 (C-5, pp. 138-139); [BM 1130 Basic 

FORTRAN IV Language, © 1967 (A-5, p. 119); 

IBM 1130 Disk Monitor System Reference 

Manual, © 1966 (A-6, pp. 119-120; A-7, p. 121; 

B-3, p. 124; B-8, p. 127; B-9, pp. 128-129; B-10, p. 130; 
B-11, pp. 130-131; B-13, pp. 132-133; D-2, p. 150; 
D-3, p. 153; D-5, p. 154); IBM 1130 Functional 
Characteristics Manual, © 1966 (C-1, p. 135; 

C-2, p. 136; C-6, pp. 140-144; D-6, p. 155; F-4, p. 182; 
F-5, p. 183; F-11, p. 186); /BM 1130 Subroutine 

Library, © 1966 (C-8, pp. 146-149; E-1, pp. 167-169; 
E-4, pp. 171-172; E-5, pp. 172-173; E-8, p. 176; 

E-10, p. 178; E-11, p. 179). 


Copyright © 1968 by Addison-Wesley Publishing 
Company, Inc. All rights reserved. No part of this 
publication may be reproduced, stored in a retrieval 
system, or transmitted, in any form or by any 
means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written 
permission of the publisher. Printed in the 

United States of America. Published simultaneously 
‘in Canada. Library of Congress Catalog Card 

No. 68-25920. 


PREFACE 


This book concerns programming and using the 

IBM 1130, a recently designed small digital computer. 
No previous acquaintance with digital computers or 
their function is assumed, so the material is 

suitable for a novice, either as an introduction to 

this computer, or to computers in general. It will also 
serve readers already acquainted with other computers 
who desire an introduction to the IBM 1130 and 

its programming facilities. All the major programming 
systems of the 1130—the monitor, FORTRAN, and 

the assembler—are described. 


The organization of the book merits some discussion. 
Books on computers and programming language 

are often organized, | believe, much too logically. 
Covering every topic systematically is not necessarily 
suited to best learning. The pedagogical approach 
used here yields a much messier structure; topics are 
occasionally repeated, and neat, logical subdivision 
is sacrificed. | have tried to present the material in a 
natural learning sequence, rather than in a logical 
sequence. Thus, for example, some of the 

middle chapters group related facilities of FORTRAN 
and the monitor system, because these are used 
together. FORTRAN is the first language presented, 
because it is usually the easiest way for the 

beginner to gain access to the computer. 


The book attempts no complete description of 

the programming and functioning of the 1130. To be 
complete would require a book many times this 

size, and because any computer system changes as 
new hardware and programming developments 

are announced, even a book complete when initially 
published would soon fail to reflect all the 

current details of the system. The rational attitude 
is that the final source of information concerning 

the system will be the IBM published manuals. 
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| assume that the advanced user will have access to 
such information. These manuals are frequently 
revised to reflect the day-to-day progress of 

the system in a way not possible with a bound book. 


The manuals for a computer system are often 
maligned as being unreadable. Although some 
manuals are difficult to read, | feel that this criticism 
is primarily due to a misunderstanding. The 
purpose of the manuals for a computer system is not 
to teach people about the system, but rather to 
define all the components of the system carefully. 
They are intended for reference and definition rather 
than for introducing the system. 


This book, intended for anyone becoming acquainted 
with the 1130 system, can be much more free in 

its organization, grouping topics that naturally fit 
together for a person first learning the system. 

But it cannot replace the manuals. | believe 

that some of the IBM 1130 manuals are quite readable, 
while others are difficult to understand without 
previous computer experience. For example, learning 
the assembler language from the IBM 1130 
assembler manual would not be easy, since this very 
brief manual was written presumably for people 


already somewhat acquainted with assembler languages. 


| hope that the book will be useful in a modular 
fashion. A person who wants to write and run simple 
FORTRAN programs will probably find the description 
in Chapters 1 and 2 sufficient for his immediate 
needs. These chapters should enable him to learn 

by beginning to write and run his own programs. 

lf a reader then wants to become acquainted with 
more details of the FORTRAN language, the next 

two chapters will be useful. Many readers may 

stop at this point, but others will want to continue the 


study of the assembler and machine-language 
facilities of the 1130. 


It is not assumed that every reader will read the 

book from beginning to end. Those already familiar 
with FORTRAN for other machines, for example, 

can jump in at the chapters on coding and the 
assembler language and study these facilities without 
having worked through the previous chapters, or 

they can read the sections which particularly concern 
the monitor system. 


Each of the programming languages is introduced 
primarily through examples. | have found this 
approach to be faster for my students and, for most 
students, more satisfying than the usual FORTRAN 
treatments proceeding through grammatical 
considerations, though undoubtedly some students will 
learn the language faster through direct study of 

its syntax. My experience shows the approach 
through examples to be the simplest procedure for the 
majority, even though the arrangement is less 
satisfying logically. 


The tables in the Appendix section of the book are 
intended to satisfy a special need. Some of this 
material is useful while reading the rest of the book, 
and consequently it is referenced at appropriate 
points; but more important, these tables and 

charts are intended for the active programmer, who 
needs a brief collection of reference material 
concentrated for convenience in a single place. Some 
of the tables are reprinted by permission from 

the IBM 1130 manuals or are modifications of tables 
in those manuals. Others have been developed 
particularly for this book. To make this section complete 
and self-contained, the information tables occasionally 
overlap material in the body of the book. 


My experience with the IBM 1130, reflected in this 
book, has been with the version 1 Disk Monitor 
System which supported the original 1130 
configuration. As the manuscript was about to go to 
the publisher, the version 2 system was announced; 
the new version should be available at about the 
time this book is published. The version 2 system is 
an extension of the version 1 system, keeping the 
facilities already available and adding support 

for additional input/output equipment and multiple 
disks. As with all computer systems, there may 

be some modifications in its final form. It seems 
likely that in the near future both versions will 

be in use, version 1 on smaller and version 2 

on larger configurations. Eventually the additional 
version 2 facilities will probably be available on all 1130 
computers. 


The reader should keep in mind that the descriptions 
of the version 2 monitor may be modified in future 
development. | have isolated the statements that 
refer just to version 2 to forewarn the reader. 


The writing of this book involved assistance from 
many others. My immediate impetus was the 
acquisition of an IBM 1130 by the computer center at 
Reed College in the fall of 1966. Several of us, 
faculty and students, took it upon ourselves to become 
as acquainted as possible with the machine in 
advance, through reading the manuals, and then to 
aid in educating others in the community in its use. 
Like other computer centers, the Reed computer 
center has an innovative group of very capable 
student programmers. This book reflects my deep 
indebtedness in many ways to that small group 

of students who worked with me in learning how to 
program and use the machine when it first arrived. 
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Two students in particular, Peter Langston and 

David Raich, were especially helpful in guiding my 
learning processes, and on several occasions they gave 
me important assistance in the writing of early 
programs. They read drafts of parts of the book and 
made many useful suggestions. For their effective 
contributions | wish to thank them. 


My wife Annette read the manuscript—some sections 
of it in several drafts—and made invaluable 
contributions to the readability of the final product. 


Cambridge, Massachusetts A.M.B. 
April, 1968 
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INTRODUCTION TO FORTRAN 
AND TO THE COMPUTER 


CHAPTER 1 


INTRODUCTION TO FORTRAN AND TO THE COMPUTER 


There are several ways to study a new language. Here we 
are interested in learning FORTRAN, a rather specialized 
language intended for the communication of a problem 
to a digital computer. Learning FORTRAN is not too 
different from learning any other language. Wecan 
approach it through its grammatical structure and 
vocabulary or through examples of its use, as people 
learn their native languages. Both methods may lead to 
the same result, but each begins quite differently. We 
shall follow the second method, becoming acquainted 
with FORTRAN, or at least a part of FORTRAN, by studying 
some examples. The particular FORTRAN dialect we 
shall study is that used on the IBM 1130, but much of 
the discussion will be applicable to other versions of 
FORTRAN. 


We begin, as in all computer programs, with a problem. 
Our strategy is first to discuss the problem we want to 
solve and then to develop the FORTRAN program to solve 
it, discussing the steps in the program as we proceed. 
We shall choose a problem not requiring specialized 
knowledge but one that is a genuine computer problem. 
Even from the beginning it is reasonable to ask just 
which problems should be run on computers and which 
problems should not. To get a ‘‘feel’’ for the types of 
problems suitable for computer solution, we want our 
first example to be a problem difficult to solve by hand 
calculation. In other words, the computer should be 
used to work a problem that would present real 
difficulties without it. 





FIG. 1-1. The loan calculation, first stage. 


THE LOAN PROBLEM 


Let us consider the calculation of a loan. A person goes 
to a bank to borrow money for a house. He may negotiate 
concerning interest rate or he may accept a fixed rate. 

He may have a choice about the length of the loan: some 
housing loans are for 20 years, others for 30. 


Although we are specifying a house loan in this example, 

we want a program which will work for any loan; it should 
accept the amount of money to be borrowed, the interest 

rate, and the period of the loan, and then calculate all the 
payments, interest, etc., on the loan. 


In writing this program we need to know how to compute 
the monthly payments. If you think a little about it, you 
may realize that this calculation is not trivial. We cannot 
simply divide the loan by the number of months in the 
period to find the monthly payment, because part of each 
one will go to interest instead of decreasing the amount 
owed. We Shall not develop the full mathematical 
structure for computing these monthly payments. Many 
books on banking or related topics contain a formula for 
calculating the monthly payments on a loan, and we 
intend to borrow this result. Here is the formula, 


p — ARG + RY” 
Se ie 


in which A is the amount of the loan, N is the number of 
months for which the loan is extended, R is the interest 
rate per month (that is, the interest rate for the year 
divided by 12), and P is the monthly payment. If Nisa 
large number, because the loan is for a long period of 
time, then raising quantities to the Nth power is a 
complicated calculation. (Anyone familiar with logarithms 
may know how to compute the result.) To make our 
calculations easier, we propose to get the computer to 
carry them out by writing a FORTRAN program to instruct 
the computer what to do. Figure 1-1 shows the first 
stage in developing a diagram of the program. 


The FORTRAN statement describing the calculation of the 
monthly payment does not look much different from 
the formula just expressed in everyday algebra: 


P = (A*R*(1. + R)**N)/((1. + R)*¥*N -— 1.) 


The names A, R, and N are those previously used. 
Comparing this with the algebraic formula, we can readily 
see that ‘'*’’ (asterisk) is the FORTRAN multiplication 
sign and that ‘'/’’ means division. A FORTRAN statement 
may use parentheses which in algebra would be 
redundant, and spaces can be put anywhere for clarity. 
By comparing the FORTRAN statement of the formula 
with the algebraic formula, we can see that the double 
asterisk, ‘‘**,’"’ means ‘‘to the power.’’ Because of 
limitations on the input-output machines, FORTRAN 


programs have only linear strings of characters, and 
raised exponents may not be used. The decimal points 
after the 1's are not essential in 1130 FORTRAN, but (as 
we shall see) lead to faster execution of the program. 


ENTERING THE BASIC INFORMATION 


One FORTRAN statement, or sentence, does not make a 
program. Since the loan calculation can be carried out 
for many different loans, we want to be able to give the 
computer the loan description before each calculation. 
Therefore a part in the FORTRAN program must describe 
these initial conditions. This stage is added to the 
diagram (Fig. 1-2.) One way to give information to the 
1130 is through the typewriter keyboard built into the 
console of the computer. 


Here is a possible introductory section of the program 
designed to accomplish the input of this information: 


WRITE (1,2) 

2 FORMAT ( 
READ (6,3 ) A 

3 FORMAT (F8.2) 
WRITE (1,4) 

4 FORMAT ( 
READ (6,5 ) RY 

5 FORMAT (F5.2) 
WRITE (1,6) 

6 FORMAT ( 
READ (6,7 ) N 

7 FORMAT (13) 


Our strategy is to enter the amount of the loan, the 
interest, and the period of the loan at the console 
keyboard, in response to messages typed by the console 
printer, or typewriter. This program fragment contains 
WRITE statements alternating with READ statements. 
Each WRITE or READ statement is followed by a FORMAT 
statement. READ is an input command; it asks the 
computer to accept some data from the outside world. 
WRITE is an output command instructing the computer to 
give us some information, in either printed or punched 
form. 


A computer usually has several devices for input and 
output of information. In this program we will be using 
three input-output devices. The first two have just been 
mentioned, the console printer and keyboard. We intend 
to enter the initial data from the keyboard. Thisisa 
standard electric typewriter keyboard with a slightly 
altered arrangement of some of the control keys. The 
console printer is the printing part of an IBM Selectric 
typewriter. The third output device, used later in this 
program, is a physically separate unit, the 1132 Printer, 


"ENTER NUMBER OF MONTHS IN FORM XXxX' 
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ENTERING THE BASIC INFORMATION 


Enter amount, interest, and 
period from the typewriter 


a 


Calculate monthly payment 
L 


FIG. 1-2. The loan calculation, first and second stages. 


"LOAN PROGRAM — ENTER AMOUNT IN FORM XXXXX.XX' ) 


"ENTER INTEREST RATE PER YEAR IN FORM XX.XX' ) 


a line printer because it appears to print a whole line at 
one time. The 1132 isa relatively slow line printer, 
producing eighty lines of output per minute, little more 
than one per second. A faster printer, the 1403, is also 
available. Larger computers have line printers generating 
more than a thousand lines per minute. 


If you look at the READ and WRITE statements in our 
program fragment, you may note that the word READ or 
WRITE is always followed by parentheses containing two 
numbers separated by a comma. The first number 
identifies the input-output device used; the second is 
the statement number identifying an associated FORMAT 
statement. Every 1130 READ or WRITE has a FORMAT 
statement associated with it. We have put the FORMAT 
statements right after the READ and WRITE statements, 
but they could occur anywhere in the program. FORMAT 
statements are not executed; they only furnish information 
for the associated READ and WRITE statements. 


Numbers used in the READ and WRITE statements to 
specify devices are determined by the programs supplied 
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with the computer. The identifying numbers assumed 
by the 1130 FORTRAN compiler (including a device not 
yet discussed) are as follows: 


Console Printer 1 
Card Read Punch 2 
Line Printer 3 
Console Keyboard 6 


In our FORTRAN program fragment, the three WRITE 
statements contain nothing after the close of the 
parentheses. In each case the associated FORMAT 
sentence contains a message to be typed; the computer 
is told to WRITE the message found in single quotes in 
the FORMAT statement. Each of these three messages. 
typed on the console printer when the program is run, 
tells the operator the quantity to be entered next, as well 
as the form to be followed in typing. 


Each READ statement is followed by a letter or collection 
of letters. These letters are FORTRAN variable names, 
justas P, A, R, and N were in the FORTRAN formula. 
Each variable is used elsewhere within the FORTRAN 
program. Thus the third READ statement instructs the 
computer to read the variable N, the number of months. 
This value is to be entered from the console keyboard 
when the READ statement is encountered, and then 
stored in the memory of the computer. Later in the 
calculation when the computer needs the number of 
months, it knows where to find that figure stored in 
memory for use in the calculation. 


FORTRAN variables are much like those you are familiar 
with in ordinary algebra. However, a group of up to five 
letters or numbers can be used as a single variable 
name, provided that the first symbol in the group is a 
letter. Thus RY, in the second READ, is an acceptable 
variable. Usually all variables starting with the letters 

I through N are special variables which can hold only 
integral values. The differences between real and 
integer variables are significant and will be discussed 

in more detail later. 


The FORMAT statement associated with each READ 
statement through its statement number specifies the 
structure of the information to be entered. Thus the I3 
in FORMAT statement 7 indicates that N should be entered 
as a three-position integer, such as 123. (The present 
1130 system demands that the number be right-justified 
when entered. For example, if 42 is typed, it must either 
be 042 or preceded by one space.) In FORMAT statement 
3, the F8.2 indicates that eight places (including decimal 
point and sign, if any) are to be allowed for input of the 
variable A; if no decimal point is entered, the computer 
is to assume that two of the places are to the right of the 
point. FORMAT specifications are a little messy to learn, 
but you will begin to understand them better with use. 
We shall see more details later. 
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THE FULL LOAN PROGRAM 


At this point, instead of looking at more pieces of the 
program, we shall present the full program. We want 
our program to do more than simply compute the 
monthly payment. For income tax purposes, it is 
necessary to know how much of the payment is interest 
and how much is a deduction from the balance owed, 
since interest on a loan is an allowable deduction. It is 
also useful to know the monthly balance. For example, 
the borrower may want to know the balance if he is 
considering paying the remainder of the loan in one 
payment. Therefore we want the output of the program 
to contain the payment, the interest paid each month, 
and the remaining balance. 


With this rather vague description, we present the 1130 
FORTRAN program for carrying out the load calculation 
in Fig. 1-3. The full loan program can be represented by 
a diagram (Fig. 1-4) like those shown in Figs. 1-1 and 
1-2. Diagrams of the type shown in Fig. 1-4 provide a 
convenient way of following the flow of the calculation. 


A FORTRAN program is a series of FORTRAN statements, 
usually written one per line. For input to the computer, 
each line of the program will correspond to one punched 
card. The physical order of the FORTRAN sentences on 
the page (the order of the cards) is the order in which 
the instructions are normally executed, although certain 
instructions can modify this execution order. 


The program in Fig. 1-3 begins with the WRITE and READ 
statements already examined. These three pairs of 
WRITE—READ statements are followed by another WRITE 
statement. The device number, 3, indicates that the 
material is to be written on the line printer. The FORMAT 
statement (9) associated with this WRITE statement has 
several new aspects. First, note the several slashes (the 
symbol ‘‘/'’). These slashes could not mean division, 
since a FORMAT statement does not specify an arithmetic 
operation. A slash in a FORMAT specification indicates a 
new line on the output device, the line printer. If the 
output device were the card punch, the slash would 
indicate that a new card is to be punched. 


The second interesting thing about this FORMAT statement 
is that it is too long for a single card. A punch card has 
80 columns; the body of a FORTRAN statement can use 
columns 7 through 72. The line following the 9 hasa l 
in a column that none of the earlier statements used, and 
the next line has a 2 in the same column. This column, 
number 6 on a punched card, is called the continuation 
column. Customarily a FORTRAN statement does not use 
this column, but if the sentence is too long for one card, 
a number of continuation cards can be used by putting 
any nonzero character in the continuation column. In 
1130 FORTRAN up to five cards are allowable for a 
statement. Here our statement is continued on two 


REAL I 
WRITE (192) 
FORMAT ( 
READ (6s 3 ) 
FORMAT (F8e2) 
WRITE ( 194) 
FORMAT ( 
READ (695 ) RY 
FORMAT ( F5e2) 
WRITE (196) 


& 


6 FORMAT (*ENTER NUMBER OF MONTHS IN FORM XXX! 
READ (697) N 
7 FORMAT (13) 
WRITE(39 9) As RY»s N 
9 FORMAT ( * INTEREST CALCULATION ON A LOAN! / 
1/ * INTEREST RATE PER YEAR = 'F5e2 / 
2' PAYMENT 13X "INTEREST’ 12X *BALANCE®  ) 
R = (RY/120) / 1006 
Pz (A* R * (le +R ) *# NY) Sf 
K = 0 
76 K = K + 1 
IzR*#A 
AtzA=P + I 
WRITE (35 8) Ps Is A 
8 FORMAT (* S'FBe2s 11X'S'FBe2s 11X 'S$* F9e2 
IF ( N= K ) 849 84s 76 
84 CALL EXIT 
END 
FIGURE 1-3 


successive cards. This use of continuation cards isa 
matter of convenience rather than necessity, for it is 
almost always possible to break up a statement into a 
series of smaller entities. However, breaking up a 
statement is not always convenient. Although 
continuation is used here in a FORMAT statement, it can 
be used with any FORTRAN statement. 


FORMAT statement 9 is complicated. Its first line is 
simply a heading line, ordering that INTEREST 
CALCULATION ON A LOAN be printed. This heading 
identifies the output page, telling what is happening. 

The second line of output will contain the printed 
expression AMOUNT=; this will be followed by the va/ue 

of the variable A, the amount of the loan. The format 
specification, F10.2, allows 10 places for printing the 
value and demands two places to the right of the decimal 
point. The 10 places include the decimal point and 
possible sign. The next line will start with INTEREST 
RATE PER YEAR=, followed by the value of R. Five places 
are allowed, including a decimal point and, if necessary, 
a sign, with two digits to the right of the point. The next 
line allows four spaces to print the number of months of 
the loan, again following an identifying message. The 
last number (months of the loan) was stored as an 
integer, and thus must be printed under an integer format 
specification, in this case I 4; i.e., no decimal point is 
printed. 


It may seem a little silly to print on the line printer the 


same information we have just entered from the keyboard. 


"LOAN PROGRAM = ENTER AMOUNT IN FORM XXXXXeXX! 


"ENTER INTEREST RATE PER YEAR IN FORM XXeXx' 


' NUMBER OF MONTHS »& 


(le + R) #* N = 1) 


THE FULL LOAN PROGRAM 


) 


) 


) 


* AMOUNT = * Fl002 


' 14 // 


) 





Yes 





FIGURE 1-4 


This output serves two functions: First, the heading 
assures us that we entered the information that we 
thought we entered and thus did not make a typing error; 
and second, the messages printed identify the output. 
The information on the typewriter and the information on 
the line printer will be on two separate sheets of paper, 
and there is some advantage in having all the information 
together. 


Finally, our long FORMAT statement prints another line, 
the heading for the table we intend to print. In addition 
to the three quoted words, we have the first occurrence 
of an X specification. The format specification 13X 
indicates that 13 blank spaces are to be left between the 
words PAYMENT and INTEREST in the printed output. 
Similarly, 12 blank spaces between INTEREST and 
BALANCE are specified by the 12X. 


One further aspect of this FORMAT statement should be 
noted. It concerns the fact that the line printer rather 
than another output device is used. The operation of the 
line printer involves establishing an area (a buffer) in the 
memory of the computer where the information to be 
printed is stored. The first character in the buffer is not 
to be printed out, but is rather to control the carriage on 
the line printer. In each of our messages, the first 
character inside the quote at the beginning of the line 

is a blank. This is the control character for single spacing 
before the printing of that line. It is possible to enter a 
double-space character, or a character which would 
begin a new page before printing. Carriage control 
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characters are used only by the line printer and should 
not appear in FORMAT statements associated with either 
the typewriter or the card punch. 


The two lines following FORMAT statement 9 calculate 

the monthly payment. The second of these is our 
complicated formula for the payment; the first one does 

a little bookkeeping. We enter the interest in the usual 
percent form, such as 6.5. This is a yearly rate, not 
expressed as a decimal, while the formula for the payment 
assumes a monthly decimal rate. Hence we must first 
divide by 12 to get the monthly rate and then divide by 
100 to convert to decimal form. The result of this 
calculation, the monthly interest rate, is stored as the 
variable R, and is available when we calculate the monthly 
payments in the next statement. 


The arithmetic statement in Fig. 1-3, K=0, setting a 
variable K to zero, may seem mysterious. K is to be the 
month during the calculation; each time we compute a 
new balance we increment K by 1, so we initially set it to 
zero months. We shall compare this variable with the 
total number of months to determine when we are 
finished. 


The next statement, labeled 76, also involves K: 
K=K +1 


At first glance this statement may seem strange to 
someone not familiar with an algebraic computer 
language such as FORTRAN. If you saw such a relation 
in an algebra book, you would think that something was 
wrong: canceling K would leave the odd result O = 1. 
However, a FORTRAN statement is not to be treated in 
this way; it is a specification for a calculation. K will 
correspond to a location in the memory of the computer. 
An arithmetic statement such as 76 instructs the 
computer to find the current value of K, add 1 to it, and 
store the result in the same location K. Thus it has the 
effect of incrementing K by 1 each time it is executed. 
We shall see in a moment that this statement will be 
executed over and over again. 


The next line computes the interest by the simple 
expedient of multiplying the rate per month by the 
amount. 


The calculation of the new balance is straightforward. 

We cannot simply take away the monthly payment, P, 
from the old balance, because part of that payment does 
not reduce the balance but represents interest, I. Hence 
the new balance is found by subtracting (P — 1) from 
the old balance. We could have written 


A=A — (P - I) 
in the FORTRAN program, but rather arbitrarily we 
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decided to eliminate the parentheses and write I asa 
positive quantity. 


The following WRITE statement and its associated FORMAT 
statement (8) print the monthly information: the 
principal, the interest, and the balance. This statement 
does not contain much that is new, although it does 
perform the slight trick of instructing the computer to 
print the dollar sign before each of the quantities, making 
the output slightly fancier. Note again the space before 
the first dollar sign, needed for carriage control on the 
line printer. The first two variables are allowed eight 
places each, with two digits to the right of the decimal 
point, while the third variable, the amount, is to be 
allowed nine places. The count of places used by a 
number must always include the decimal point and any 
needed sign; if insufficient space is allotted, 1130 
FORTRAN suppresses the number and prints a row of 
asterisks! 


The IF statement immediately following FORMAT 
statement 8 is new for us. It represents one way of 
altering the flow of the program in FORTRAN. The 
facility to branch in a program, and thus to be able to 
execute a group of instructions many times, is an 
important aspect of computer programming. In general, 
the computer continues with the next statement after 
finishing the current one, but the IF statement is a 
conditional branching statement, generating a change in 
order which depends on conditions at the time the IF 
statement is reached. (We shall later encounter other 
branching statements.) 


IF statements have this meaning: if the entity in the 
parentheses is negative, control is transferred to the first 
statement named; if the entity in the parentheses is zero, 
control is transferred to the second statement; /f the 
entity in the parentheses is positive, control is transferred 
to the third statement. In this case the IF statement 
assures us that we will calculate just the right number of 
months before considering the computation finished. 

The expression (N —K) is the difference between the total 
number of months the loan is to run and the number of 
months already reached in the calculation. So long as K 
is less than N, i.e., so long as more computation is 
necessary, N — K will be a positive number. Then control 
will be transferred to the last statement referred to by 
the list following the condition N — K, i.e., back to 
statement 76 where we again increment K, compute 

the new interest and the new balance, and print this 
information. Thus we repeat or, in computer termi- 
nology, /oop through this part of the program N times. 

But as soon as K becomes equal to or greater than N, 
then N — K will become negative or zero, and we proceed 
to the first or second statement in the list, both 84 in 

this case. You can see from its name that statement 84 
is the exit from the program, instructing the computer to 
transfer control to another computer program. 


Let us return to the first statement in the program: 
REAL I. 


This refers to an aspect of FORTRAN variables mentioned 
only briefly before. FORTRAN recognizes two types of 
variables and numbers. Some of the variables and 
constants are called integer, or fixed point, variables. 
Integers are the familiar counting numbers of everyday 
life, numbers without decimal point or fractional part. 
FORTRAN usually assumes that if the variable name 
begins with I, J, K, L, M, orN, itis an integer 
variable. Thus the number of months, K, in our program 
is an integer variable, and the 1 we add to it an integer 
constant. Any variable beginning with any other letter of 
the alphabet is considered to be a real, or floating point, 
variable. A real variable or number contains an explicit 
decimal point; e.g., 2.734 and 3.974 x 10!” are real. 


These two kinds of numbers and variables, integer and 
real, correspond to two different methods of internal 
storage of numbers. Beginners should be cautioned that 
integer arithmetic does not necessarily produce the 
results one might expect, since the answers are also 
integers. Thus the statement I = 5/10 will set the 
variable I to zero! Hence, except for counting, it might 
be best for the beginner to use real variables and num- 
bers. If an expression contains a mixture of reals and 
integers, the integers are converted to real numbers when 
necessary; but this conversion takes time, and so it is 
best to include decimal points, as in the constants in the 
calculation for P. In some varieties of FORTRAN, mixture 
of modes is not allowed. 


Sometimes it is convenient to override the variable type. 
In the present problem I is a convenient variable to 
denote interest, because it is the first letter of the cor- 
responding word. However, I would usually be an integer, 
not suitable for expressing dollars and cents. Hence we 
override the specification by the REAL I statement at the 
beginning of the FORTRAN program. This statement 
expresses our intention that I is to be a real variable. 
The opposite procedure is possible; by an INTEGER or 
REAL specification, we can override the initial-letter 
specification of a variable of either type. A single 
specification statement can refer to several variables. 


Finally, we come to the END statement. The very last 
statement of every FORTRAN program must be an END 
statement. However, this statement has nothing to do 
with the calculation; rather it is needed for other purposes 
we shall note later. For the moment, you can simply 
accept it as a rule that such a statement must end any 
program. 


RUNNING THE PROGRAM 


RUNNING THE PROGRAM 


We have completed the discussion of the FORTRAN loan 
program. You might be curious to see the result of 
running the program for one case, to see whether our 
discussion of what should happen predicts what did 
happen. The program is first punched on cards, and 
then the card deck is fed to the computer via the card 
reader. After some delay (the details will concern us 
later) the typewriter types the first messages. We enter 
the three requested numbers at the console keyboard, 
pressing EOF (End Of Field) after each. One resultant 
output from the line printer is shown in Fig. 1-5. You 
should compare this output with the discussion of the 
program and see that they agree. The spacing and 
information in the output correspond to the specifications 
in the FORMAT statements. It is comforting to see that the 
balance is zero after the final payment. This final 
balance is a reasonable assurance of the validity of the 
calculation, since a check on the method of computation 
shows that we did not simply juggle the numbers to make 
the balance zero at the end. It is always desirable, when- 
ever possible, to have such a check in a calculation; it 
ensures that the program is doing what we think it is 
doing. 


INTEREST CALCULATION ON A LOAN 


AMOUNT # 

INTEREST RATE PER YEAR 2 6.600 
NUMBER OF MONTHS 8 

PAYMENT INTEREST BALANCE 

$ 226613 $ 33233 $ 4807.19 
$ 226413 $ 32204 $ 4613210 
$ 226613 $ 30.75 $ 4417472 
$ 226413 $ 29045 $ 4221.04 
$ 226.13 $ 28.14 $ 4023.04 
$ 226613 $ 26282 $ 3823.72 
$ 226213 $ 25049 $ 3623.08 
$ 226613 $ 24015 $ 3421210 
$ 226¢13 $ 22280 $ 3217.77 
$ 226213 $ 21645 $ 3013.08 
$ 2260613 $ 20.08 $ 2807.03 
$ 226013 $ 18.71 $ 2599.61 
$ 226¢e13 $ 17.33 $ 2390.80 
$ 226¢13 $ 1593 $ 2180461 
$ 226413 $ 14253 $ 1969.01] 
$ 226e13 $ 13012 $ 17564200 
$ 22613 $ 11.270 $ 1541.57 
$ 226413 $ 10627 $ 1325e71 
$ 2260613 $ 8.83 $ 1108441 
$ 226¢e13 $ 7¢38 $ 889466 
$ 226013 $ 5293 $ 669246 
$ 226¢13 $ 4246 $ 447678 
$ 226613 $ 2298 $ 224263 
$ 226413 $ 149 $ -0.00 
FIGURE 1-5 
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CHAPTER 2 


THE DO STATEMENT 


So far we have discussed one FORTRAN loan program in 
detail and have seen the results for one set of input 
values. However, this program represents neither the 
beginning nor the end of the work on this problem. We 
want now to look at some of the missing details. 


After a program is written, the programmer may see ways 
to improve it or ‘‘clean it up.’’ Some of these changes are 
trivial variations, but others modify the program to make 
it more effective. Figure 2-1 shows another program 
functionally identical to the one just discussed but using 
a FORTRAN statement not yet mentioned. 


If you compare this program with the previous loan 
program (Fig. 1-3), you can see that some of the 
statements involving K are no longer present; rather we 
have two new ones, D0 99. . . and CONTINUE. These 
two statements perform the same task as those they 
replace. They provide a convenient way of setting up a 
loop, going through the same part of the program a 
number of times. A DO statement, like an IF, is a way of 
constructing a branch in a program. 


As you might suspect, looking at the program, the 99 in 
the DO statement refers to statement 99. Statement 99, 
CONTINUE, is a dummy statement, that is, a statement 
which leads to no instructions for the computer but 
simply marks a place in the program, the end of the DO 


REAL I 
WRITE (192) 


THE DO STATEMENT 


loop. When the DO loop is first entered through the DO 99 
statement, the variable K is set equal to 1. (Any integer 
variable could be used.) When the end of the loop, 
statement 99, is reached, K is increased by 1; then it is 
compared with N to see whether K has exceeded N; if not, 
control is returned to the next statement after the DO 99 
statement. This continues until K exceeds the value N, 

at which point the statement after the CONTINUE 
statement is executed. The DO loop is not doing anything 
we could not accomplish with an IF statement, but it is 
slightly neater. In some situations it has advantages over 
other ways to create loops. Although it is not necessary 
to end a DO loop with a CONTINUE statement, it is 
convenient, particularly if you may want to modify the 
program and alter the range of the DO loop. Many 
experienced programmers routinely end DO loops in this 
manner. 


DO statements can be nested, but they cannot be over- 
lapping: one cannot, in the middle of the execution of 
one DO loop, start another DO loop with a terminal 
statement (CONTINUE in our example is the terminal 
statement) outside the first loop. As long as the nest is 
truly an enclosure, or the loops end at the same 
statement, there is no difficulty (Fig. 2-2). There are 
restrictions on the number of DO loops allowable in a 
nest and on the ways these may be combined, but this is 
unlikely to concern the beginning programmer. 


2 FORMAT ( "LOAN PROGRAM = ENTER AMOUNT IN FORM XXXXXeXX! ) 


READ (6s 3) A 
3 FORMAT (F8e2) 
WRITE (¢( 194) 


4 FORMAT ( "ENTER INTEREST RATE PER YEAR IN FORM XXeXX' ) 


READ (695 ) RY 

FORMAT ( F5e2) 

WRITE (196) 

6 FORMAT ('ENTER NUMBER OF MONTHS IN FORM XXX? 
READ (697) N 


wo 


7 FORMAT (13) Allowable Not allowable 

WRITE(3s 9) As RY® N 
9 FORMAT ( * INTEREST CALCULATION ON A LOAN! / * AMOUNT # * FlOe02 

1/ ' INTEREST RATE PER YEAR © 'F5Se2 / * NUMBER OF MONTHS = ' 14 // [ 

2' PAYMENT® 13X "INTEREST' 12X *BALANCES ) 

R = (RY/12¢) / 1006 7" 

P= (A* R* (le +R) **# ND 4 C Cle + RI) #*# N 

00 99 K = 1b N Pia 

l=R*A 

AzA=-P + I 

WRITE (39 8) Ps Is A 


8 FORMAT (¢ S'F8e2s LIX*S'FBe2s LIX 'S$!' F9e2 
99 CONTINUE 

CALL EXIT 

END 


FIGURE 2-1 


= 


FIG. 2-2. Nesting of DO loops. 
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// JOB LOAN CALCULATION 
// FOR 

*#IOCS(TYPEWRITERs KEYBOARD» 
*#EXTENDED PRECISION 


*#LIST SOURCE PROGRAM 


1132 PRINTER) 


REAL I 
WRITE (192) 

2 FORMAT ( "LOAN PROGRAM = ENTER AMOUNT IN FORM XXXXXeXX! ) 
READ (65 3) A 


* A IS THE AMOUNT OF THE LOAN 
3 FORMAT (F8e2) 
WRITE ( 194) 
4 FORMAT (¢ 
READ (695 ) RY 
5 FORMAT ( F5e2) 
WRITE (196) 


‘ENTER INTEREST RATE PER YEAR IN FORM XXeXX! ) 


6 FORMAT (' ENTER NUMBER OF MONTHS IN FORM XXX ) 


READ (697) N 
T FORMAT (13) 
WRITE(3s 9) As RYo N 


9 FORMAT (¢ * INTEREST CALCULATION ON A LOAN' * AMOUNT = * Fl0Oe2 
1/ ' INTEREST RATE PER YEAR = *F5e2 / * NUMBER OF MONTHS = ! [4 // 
2' PAYMENT! 13X ‘INTEREST* 12K "BALANCE'® 

R = (RY/1l12e) / 1006 

P=(A* R * (le +R ) *# NY) 4 € Cle + RD) *## N= 1) 
DO 99 J = 1s N 

I =R * A / 1006 

A=A=-P + I 

WRITE (39 8) Ps Io A 
8 FORMAT (* S"F8e2s 1L1IX*S$*FBe2s 11X *S$' FIe2 ) 
99 CONTINUE 

CALL EXIT 

ENO 

FIGURE 2-3 


WRITING AND RUNNING THE PROGRAM 


Now | should like to go back to the beginning of the work 
on this program and recount my experience in writing it. 
First, of course, | had to decide what problem might be 
interesting for people first learning to use FORTRAN; | 
wanted to choose a problem which made some effective 
use of the computer, rather than performing trivial 
calculation. | had seen the loan problem used to introduce 
another computer language and thought it might be a 
good choice here. Usually a program is roughed out on 
paper before being punched on cards. Since this was a 
relatively simple program, however, | went immediately 
to the key punch. 


The key punch is an instrument for producing punched 
cards; it works like an electric typewriter, except that each 
character is punched in one column of an 80-column 

IBM card, the standard card you probably know. Another 
difference is that some of the keys move cards through 
the machine instead of punching. One FORTRAN 
statement is punched on one card, except when con- 
tinuation cards are necessary. AC for a comment card, 
not to be executed, may occupy column 1; columns 2-5, 
have the statement number, if any; column 6 is the 
continuation column; the FORTRAN statement appears 
between columns 7 and 72 inclusive; columns 73-80 can 
be used for identification purposes, if desired. Correction 
of typing errors is relatively easy on the key punch, since 
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error-free portions of a card can be duplicated without 
retyping. We shall not comment in detail on key-punch 
operations; with just a few minutes’ practice you will 
find the key punch easy to use, particularly if you first 
watch someone use it for a short time. 


After getting the loan calculation program on cards, | 
was in a position to try it. | should confess that my 

first punched program was not either of those presented 
so far. The program first entered, with no embellish- 
ments, is shown in Fig. 2-3. The FORTRAN program 
proper is preceded by cards which identify this as a new 
job, announce that the language is going to be FORTRAN, 
and give certain auxiliary information about the program. 
We will not consider these cards in detail, but only 
indicate that their purpose is to communicate with 
programs stored on the computer disk, a form of internal 
storage. These disk programs, called the monitor system, 
are an important element in using the computer; they 
will be discussed in the next chapter. The disk contains, 
among other things, all the materials essential for 
running FORTRAN programs. 


At this point it is important to understand that a FORTRAN 
program given directly to a digital computer, any digital 
computer, would be useless. All the instructions to be 
carried out by the 1130 must eventually be in 1130 


UNREFERENCED STATEMENTS 
99 


UNDEFINED VARIABLES 
p 


INVALID STATEMENTS 

C 07 ERROR AT STATEMENT NUMBER 2 +001 
C 29 ERROR AT STATEMENT NUMBER 6 

C 24 ERROR AT STATEMENT NUMBER 9 +002 


OUTPUT HAS BEEN SUPPRESSED 


END OF COMPILATION 


FIGURE 2-4 


machine language, a coding form which looks very dif- 
ferent from a FORTRAN program. But as part of the 
monitor system the 1130 is equipped with a program 
called the FORTRAN compiler which trans/ates any valid 
1130 FORTRAN program into an 1130 machine-language 
program. The FORTRAN compiler is essential if we are 
to run a FORTRAN program. The // FOR card tells the 
supervisor program, part of the monitor, that the following 
cards hold a FORTRAN program and that the FORTRAN 
compiler should be made available. The process of 
translating is complex; the FORTRAN compiler is a much 
larger program than any you are likely to write. 


Figure 2-4 shows the output | received from the line 
printer when | used this program. The rude remarks on 
this printout may surprise you. Beginning programmers 
usually do not realize that programs almost never work 
when first written. New programs, particularly if 

complex, are almost certain to contain errors. Much of 
the job of programming is not the initial writing of the 
program, but the finding of errors and correcting them. 
This process, known as debugging, is partly done by the 
FORTRAN compiler. The output lists three error messages 
in three statements in the program, identified by number. 
In each case the sum added after the statement number 
indicates how many statements one must go past the 
identified statement to find the defective one. The type 
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of error is given by a code, necessitating the use of a 
FORTRAN error code sheet. The error codes, contained 
in an IBM manual for the 1130, are given in Appendix 
A-6. 


The three errors cited in Fig. 2-4 can be identified by 
referring to the Appendix A-6 listing of error codes; 
however, one can often find the error more quickly just by 
inspecting the erroneous statement. For example, look 
at FORMAT statement 6 of the program in Fig. 2-3. You 
will see that the single quote at the right-hand end has 
been omitted; the computer is complaining that | have 
not set off the entire message in single quotes. We 
confirm this analysis by looking up C 29 in the error code 
listing, where we find 


Field width specification > 145. 


The compiler thinks that the message to be printed does 
not stop, because it cannot locate the second single 
quote. In other words, it believes that we want to print 
too many characters. Thus we have probably found the 
error in this statement, and we can repunch the card. 


Sometimes error messages are less informative. One 
cannot expect the compiler to be able to take into 
account all possible kinds of errors, so the messages 

may be misleading. For example, we are told that the 
statement printed two statements past number 9 is 
invalid. This is the statement beginning P =. (Remember 
that the continuation cards are all part of statement 9.) 
The error code explanation, 


Invalid integer constant, 


seems meaningless, since there are no integer constants 
on this card! Inspecting the listing of the program, 
however, we discover that the DO statement immediately 
following is out of line; it has the letter O sitting in the 
continuation column. This is a typical punching mistake. 
So the FORTRAN compiler considers the DO statement 
part of the arithmetic statement defining P! It cannot 
make any sense of the DO material as part of the state- 
ment on calculating P and therefore an error message is 
produced. This error also led to the comment that 99 
was an unreferenced statement number. 


The first of the errors caught by the compiler is of 
slightly different but related type. STATEMENT NUMBER 
2+ 001 refers to the READ sentence. Since it is very 
simple, we can quickly see that it contains no error. 
Therefore we go on to the next sentence. Here | had 
intended to write a comment sentence, but instead of the 
C in the first column, | typed an asterisk. Hence the 
compiler does not interpret that sentence as a comment, 
but, since an S occupies column 6, considers it a con- 
tinuation of the previous sentence. This produced 
nonsense, and | received an error message. 
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VARIABLE ALLOCATIONS 


I 0000 A 20002 RY =0004 R =0006 P =0008 N 
STATEMENT ALLOCATIONS 

2 2001D 3 70035 4 20037 5 2O04E 6 =«0050 7 
FEATURES SUPPORTED 

I0cs 
CALLED SUBPROGRAMS 

FADD F SUB FMPY FOIV FLD FSTO FSBR FOVR 

SIOF SIOI PRNTZ 


REAL CONSTANTS 


el20000E 0220014 elOQOO00E 03=0016 


INTEGER CONSTANTS 


1=001A 6=001B8 32001C 
CORE REQUIREMENTS FOR 
COMMON O VARIABLES 20 PROGRAM 304 


END OF COMPILATION 


FIGURE 2-5 


| corrected these errors, entered the program again, and 
picked up one or two more errors. | will not show the 
intermediate program, for there is little to be learned 
from it. At last, about 15 minutes after entering the 
initial program, | had compiled a program which gave 

no error messages. Figure 2-5 shows the first part of 

the output on the line printer, partially due to the use of a 
*LIST ALL monitor control card before the program. The 
listing always tells where the variables and constants are 
stored in the program and how long the program is. 

Thus the program occupies 304 computer words with 20 
words for variable storage. No nasty error messages were 
received. My program is now grammatically correct; the 
FORTRAN compiler does not complain. 


However, it is very important to understand that even a 
grammatically correct FORTRAN program, with sentences 
following all of the FORTRAN rules, may not function 
correctly. This was made immediately obvious in this 
case when | tried to run the program. The rather sur- 
prising result of this apparently ‘‘correct’’ program is 
shown in Fig. 2-6. 


This would indeed be a peculiar loan! The borrower does 
not expect the bank to end up owing him $469.75 after 
the period of the loan. This odd outcome demonstrates 
the advantage of having, within the program, some 
internal check of the validity of the calculation. Some- 
thing is clearly wrong with our program; although 
grammatically correct, it is not producing the expected 
results. 


Examining the results further, we discover another 
strange aspect: the interest is ridiculously low. We 
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elOQO000E 01=0018 


20010 


=0063 


FAXI 


K =0012 
9 20065 8 
FLOAT TYPEZ 


=00B0 


SREO 


99 2=013B 


SWRT SCOMP 


INTEREST CALCULATION ON A LOAN 


AMOUNT = 6000.00 

INTEREST RATE PER YEAR = 5200 
NUMBER OF MONTHS ®& 36 

PAYMENT INTEREST 

$ 179283 $ 0025 $ 
$ 179283 $ 0224 $ 
$ 179283 $ 0e23 $ 
$ 179483 $ O22 + 
$ 179.283 $ Ooe22 $ 
$ 17983 $ Oe2l $ 
$ 179.83 $ 0220 £ 
$ 179283 $ 0019 $ 
$ 179.83 $ 0019 $ 
$ 179283 $ 0.18 $ 
$ 179.283 $ 0.17 $ 
$ 179283 $ 0216 $ 
$ 179.283 $ 0216 $ 
$ 179283 $ 0015 $ 
$ 179283 $ 0214 $ 
$ 1792483 $ 013 $ 
$ 179.283 $ 0013 $ 
$ 179283 $ Oel2 $ 
$ 179483 $ 011 $ 
$ 179483 $ 0210 $ 
$ 179483 $ 0.210 $ 
$ 179483 % 0009 $ 
$ 179283 $ 0.08 $ 
$ 179483 $ 0-07 $ 
$ 179.283 $ 0.07 $ 
$ 179283 $ 0206 $ 
$ 179.83 $ 0205 $ 
$ 17983 $ 0.04 $ 
$ 179.283 $ 0204 $ 
$ 179483 $ 02003 $ 
$ 179.83 $ 0.02 $ 
$ 1792483 $ 0.01 3 
$ 179283 $ 0201 $ 
$ 179483 $ 0200 $ 
$ 1792483 $ -0.00 $ 
$ 1792483 $ -0.201 $ 
FIGURE 2-6 


SFIO 


BALANCE 


5820441 
5640282 
5461¢22 
5281.61 
5102-200 
4922438 
4742275 
4563611 
4383446 
4203-81 
4024215 
3844649 
3664.81 
3485213 
3305044 
31250674 
2946.04 
2766233 
2586261 
24066 88 
2227615 
2047041] 
1867.66 
1687-290 
1508414 
1328436 
1148.59 
968480 

789.01 
60920 
429439 
249-58 

69.275 
“110207 
~289.91 
—-469675 


REAL I 
WRITE (192) 


WRITING AND RUNNING THE PROGRAM 


2 FORMAT ( *'LOAN PROGRAM = ENTER AMOUNT IN FORM XXXXXeXX!* ) 


READ (6% 3) A 
3 FORMAT (F8e2) 
WRITE ( 194) 


4 FORMAT ( "ENTER INTEREST RATE PER YEAR IN FORM XXeXX! ) 


READ (635 ) RY 
5 FORMAT ( F5e2) 
WRITE (196) 
6 FORMAT (* ENTER NUMBER OF MONTHS IN FORM XXX! 
READ (697) N 
7 FORMAT (13) 
WRITE(3s 9) As RYo N 
9 FORMAT ( * INTEREST CALCULATION ON A LOAN! / 


AMOUNT = * FlOce2 


1/ ' INTEREST RATE PER YEAR = 'F5e2 / *§ NUMBER OF MONTHS = ° [4 // 


2* PAYMENT? 13X "INTEREST' 12X 'BALANCE® ) 
R = (RY/1l2e) / 1006 


Pz (A* R * (le +R ) ** N ) SF ( (le + R) *## N = 1) 


00 99 K = leo N 

I1=R* A / 1006 

AzA=-P + 1 

WRITE (35 8) Ps Te A 
8 FORMAT (' S*F8e2s 11X*'S*FBe2s 11X S$! FIe2 
99 CONTINUE 

CALL EXIT 

END 


FIGURE 2-7 


would expect the initial interest to be a sizable proportion 
of the monthly payment, but here it is trivial. This, 
coupled with the difficulties in the balance, suggests that 
we examine the program leading to these odd results 
(Fig. 2-7). 


Since the monthly interest is too low, we naturally look at 
the statement which computes it, the statement begin- 
ning I=. We compute I by multiplying the monthly 

rate, R, by the current balance, A, and then dividing the 
result by 100. But this is wrong. You can see that | had 
already, in the statement calculating the rate, R, divided 
by 100 to convert from percent to decimal. Hence this 
additional 100 in the interest calculation is incorrect. 
The difficulty is not with the FORTRAN program, but 

with the programmer! 


Correcting this card produces a program identical with 
the one discussed at the beginning of this chapter, the 
program introducing the DO loop (Fig. 2-1). 


There is still another surprise for us. This difficulty is 
more subtle in some ways than any we have discussed so 
far; it forces us to consider the process of carrying out 
any numerical calculation. Figure 2-8 gives the initial 
result of running this program. The printout shows a 
small negative balance at the end of the loan period. We 
are much better off than with the large negative balance, 
but nevertheless, it does seem a little unreasonable that 
the bank should owe us even $.26 after the term of the 
loan. We get a/most a zero balance at the end of the loan, 
so there is no major error in the calculation, and one 
would expect that the difficulty, if any, is some relatively 
minor factor. Note that the interest appears to be 


INTEREST CALCULATION ON A LOAN 
AMOUNT = 5000-00 

INTEREST RATE PER YEAR = 5200 
NUMBER OF MONTHS = 30 


PAYMENT INTEREST BALANCE 

$ 177265 $ 202e83 $ 4843.17 
$ 177265 $ 20617 $ 4685.70 
$ 177665 $ 19.52 $ 4527-57 
$ 177465 $ 18.86 $ 4368.78 
$ 177465 $ 18-20 $ 4209032 
$ 177665 $ 17.53 $ 4049621 
$ 177-65 $ 16.87 $ 3888442 
$ 177265 $ 16620 $ 3726697 
$ 177665 $ 15.52 $ 3564-84 
$ 177.65 $ 14.85 $ 3402404 
$ 177665 $ 14.17 $ 3238456 
$ 177665 $ 13049 $ 3074.40 
$ 177465 $ 12681 $ 2909256 
$ 177265 $ 12212 $ 2744402 
$ 1776¢65 $ 11043 $ 2577480 
$ 177.65 $ 10.74 $ 2410689 
$ 177¢65 $ 1004 $ 2243428 
$ 177-65 $ 9034 $ 2074.97 
$ 177265 $ 8264 $ 1905496 
$ 177.65 $ 7294 $ 1736625 
S$ 177665 $ 7023 $ 156582 
$ 177265 $ 6.52 $ 1394.69 
$ 177.65 $ 5.81 $ 1222685 
$ 177.65 $ 5.09 $ 1050629 
$ 177265 $ 4037 $ 877202 
$ 177265 $ 3265 $ 703-01 
$ 177-65 $ 2092 $ 528628 
$ 177265 $ 2220 $ 352.83 
$ 177265 $ 1047 $ 176065 
$ 177-65 $ 0.73 $ -0.26 
FIGURE 2-8 
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reasonable; you might calculate the initial interest 
yourself and see that it is correct. Hand calculations to 
check a computer program are often advisable. 


We have noted that FORTRAN has two ways of storing 
numbers internally, integer and real; the payment, the 
interest, and the balance are real numbers. But the 
computer cannot keep an infinite number of significant 
figures for each number. Since the number must be 
stored as some finite collection of digits, many calcula- 
tions must throw away the part of the result beyond the 
places being kept. Actually, the numbers are handled 
internally in the 1130 in binary, or base-two form, so the 
number of places stored reflects binary rather than 
decimal arithmetic. In FORTRAN calculation a real 
number is stored with the equivalent of seven significant 
decimal figures, or more accurately, between six and 
seven.. Hence the amounts of the balance, with six 
significant figures, represent almost the limit of accuracy. 
Small round-off errors are introduced in each calculation, 
because the figures past the seventh place are being 
thrown away. Therefore it seems likely that the difficulty 
with the small negative final balance is due not to the 
program but to the number of places kept in each cal- 
culation. Fortunately, we are allowed an option in 1130 
FORTRAN for correcting this error. By putting an 
*EXTENDED PRECISION card after the //bFOR card, we 
instruct the computer to store about ten significant 
figures for each real number, rather than the usual seven. 
When werun the program using the *EXTENDED PRECISION 
card, the balance is zero after the final payment, as in 
the results from our program in Chapter 1. Thus the 
small final balance when the program is run under 
standard precision occurs because we are pushing the 
the limits of accuracy. 


This concludes our introduction to FORTRAN. We have 
examined some features of the FORTRAN language and 
some aspects of running a FORTRAN program on the 
1130. We have by no means exhausted all the resources 
of FORTRAN but we have presented enough to allow you 
to begin writing your own programs. There is no better 
way to learn than to select a problem and then attempt to 
write a FORTRAN program to carry out its solution. The 
brief summary of grammatical rules in the next sections 
may be useful if you decide to follow this advice. 


COMMENT SENTENCES 


A C in column 1 identifies a comment included for the 
convenience and enlightenment of the program users. 
Comment statements are ignored by the computer during 
execution of the program; from the computer’s point of 
view the program, with or without comments, is the same. 
They will, however, be listed if you request a program 
listing. Comment sentences are convenient for keeping 
track of what the program is doing. 
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NUMBERS AND VARIABLES 


FORTRAN uses two forms of numbers and variables, 
integer and real. Integers contain no decimal point; 
they are ‘‘counting’’ numbers. An integer variable is so 
designated by the use of an INTEGER statement or by 
making the first letter an I, J, K, L, M, orN; its value 
at any time during the calculation is an integer. 


Real numbers contain a decimal point. Two basic forms 
are employed in FORTRAN input, both of which are 
stored in the same way. The first form includes the 
explicit decimal point; the other is the FORTRAN equiv- 
alent of the scientific power-of-10 notation, with a 
structure such as al10%. A special notation is used for 
‘‘10 to the power of’’ in FORTRAN, the letter E. Thus 
the number 4.3 X 10!’ may be written in FORTRAN as 
4.3E17 or 0.43E18. Real variables can begin with any 
letter except those mentioned for integers (unless a REAL 
statement designates a variable with one of those letters 
as real). 


Variable names must begin with a letter. In 1130 
FORTRAN five letters or numbers are allowed in a name. 


Examples 


Integers: 4, -7, 84, 973 

Reals: 3.14, —.073, 6.6E-27 

Integer variables: I, KIM, KLOUT, LOUTZ, M3 
Real variables: TIME, REED, A, C183D 


ARITHMETIC STATEMENTS 


The arithmetic statement represents a formula which 
defines a calculation. Many of the conventions of algebra 
are used. The left-hand side consists of a single variable, 
separated from the right-hand side by an equals sign. 

The right-hand side can be any algebraic expression 
involving the operations of addition (+), subtraction (-), 
multiplication (*), division (/) and exponentiation (**). 
Explicit functions such as SIN, COS, LOG, EXP, and SQRT 
in the subroutine library can occur within algebraic 
statements. 


In 1130 FORTRAN the arithmetic statement can contain 
a mixture of real and integer variables. If both reals and 
integers occur on the right-hand side, numbers are 
converted to reals in the calculation when necessary. 
The result is converted to match the variable type on the 
left side, if necessary. 


Parentheses can be freely used whenever any question 
may arise as to the precise meaning of the statement. 
(There is an assumed order to operations if parentheses 
are omitted.) Spaces can be used almost anywhere within 
a program if they are needed for clarity, since the 1130 
compiler, like many other FORTRAN compilers, elimi- 


nates all spaces (except for those in FORMAT statements) 
before analyzing any statement. 


Examples 

A = (B*C) + D / SIN (E/F) 

A= A — (REED*<«N) 

I=J+K — (J*K) 

VEL — (POS + A*VEL)*DELT 


< 
3 | 
c 
ll 


UNCONDITIONAL BRANCHING: GO TO 
The unconditional branching statement, of the form 
GO TO Y 


where Y is the number of another statement in the 
program, transfers control to statement Y, breaking the 
linear sequence of commands. The statement immedi- 
ately following a GO TO is not accessible unless it is 
numbered and referred to by some other transfer 
statement. 


Example 
GO TO 996 


CONDITIONAL TRANSFER: ARITHMETIC IF 
The arithmetic IF statement has the form 
IF (A) a, B, Y 


where A is an arithmetic expression, i.e., any numerical 
expression that could serve as the right-hand side of an 
arithmetic statement, and a, 8 and Y are statement 
numbers. First the computer evaluates this expression. 
There are three possible actions, depending on whether 
the calculated value of the expression is negative, zero, 
or positive. These cases correspond to the three state- 
ment numbers a, 6, Y, which follow the parentheses. 
(Commas separate the statement numbers.) If the 
expression is negative, control is transferred to the first 
statement number, represented by a. If the value is zero, 
control is transferred to the statement having the second 
statement number (@). If the expression is positive, 
control is transferred to the statement with the third 
number (7). These numbers need not all be different, 


but they must be statement numbers used in the program. 


Examples 


IF (Z) 78, 142, 96 

IF ( BB — 4.*A*C ) 1, 3, 5 

IF (I-J) 4, 2, 4 

IF ( A*COS ( HORSE/COW ) — FORD ) 9, 12, 12 


INPUT-OUTPUT STATEMENTS 


LOOPS: DO 
Form of statement: 
D0a B=Y7, 6,€ 


where qa is the number of the statement that ends the DO 
loop, @ is an integer variable that is used within the 
program, and 7, 6, and e¢, are integer variables or con- 
stants. During execution of the statement, Y must be 1 
or greater. The € specifies the amount that the integer 
variable 8 will be increased each time the group is 
executed. (The omission of this third number and its 
preceding comma leads to the assumption that it is 1.) 
The loop starting at the DO statement and ending at the 
statement numbered in the DO statement is executed 
until 8 exceeds 6, and then control is transferred to the 
statement following the DO loop. 


Examples 


DO 45 IT=1, 5 
DO 999 KAP =7, 35, 3 
DO 2 JORSE = ICOW, 14 


INPUT-OUTPUT STATEMENTS 


Form of statement: 


READ 
Q, variable list 
WRITE (2.8) [ 


Input-output statements instruct the computer to accept 
data for storage in memory (READ) or to reveal, i.e., print 
or punch, data from memory (WRITE). The possible 
devices in an installation are assigned numbers, and the 
input or output device to be used is indicated in the 
statement by the first number (qa) in the parentheses. 
The second (8) is the statement number of a FORMAT 
statement. A list of the variables to be read or written, 
separated by commas, follows the parentheses in the 
statement. 


Examples 

WRITE ( 1,85 ) 

READ ( 2,6 ) HORSE, COW, FORD 
WRITE ( 3,6 ) POS, VEL, TIME, MASS 


The first statement writes the alphameric information in 
FORMAT statement 85. 


Integer variables can be used for the device symbols. 
Thus if one wanted to choose the device to be used for 
output each time the program is run, one might use a 
statement like this: 


WRITE (IOUT,7 ) A, B 
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MORE ON THE LOAN CALCULATION 


Other statements could enter the value of IOUT before 
this statement is executed, or the program could compute 
a value. 


FORMAT STATEMENTS 


Form of statement: 
FORMAT (Specifications, separated by commas) 


A FORMAT statement has a statement number, referred 

to in an input or output statement. The material inside 
the parentheses following the word FORMAT describes the 
data. Different data descriptions are separated by a 
comma; the order of these specifications corresponds to 
the order of the list in the input-output statement 
referring to the FORMAT statement. Input-output (1/0) 
specifications may take the following forms: 


1. Integers. The format specification for integers is IG, 
where B is an integer constant indicating the number 
of places needed. 


2. Reals, F-specification. The standard real number 
specification is Fa.8, where a gives the entire physical 
length of a number, including spaces for decimal point 
and sign, and B specifies the number of places to the 
right of the decimal point. The number is assumed to 
be right-justified. If an input number contains a 
decimal point, the F-specification for decimal point 
location is overridden. (See Table 2-1.) 


3. Reals, E-specification. Power-of-10 notation can be 
requested by a data specification of the form Ea.£, 
where a and 8 have meanings similar to their 
F-specification meanings. 


4. Alphameric information. The letter H indicates alpha- 
meric input or output. His preceded by a number 
indicating the number of characters to be considered 
and followed by the characters themselves. A comma 
after this specification is not required but is allowed. 
Single quotes can also be used to designate such data; 
then the compiler counts the number of characters 
between quotes. 


5. Blanks. The specification aX, where a is an integer, 
requests a blank spaces. A comma is not required 
after this specification, but is allowed. 


6. A slash generates a new line or starts a new card. 


Examples 


3 FORMAT ( F6.3,E8.2,15 ) 
73 FORMAT ( 'VELOCITY IS NOW' F8.5 ) 


990 FORMAT ( 'A = 'F7.1,'B = 'F7.1,'HORSE = 'I8 ) 
1 FORMAT ( 'TIME' 10X 'POSITION'/3SOX 'VELOCITY' 
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TABLE 2-1 


FORMAT INPUT WITH AND WITHOUT 
A DECIMAL POINT IN THE DATA 


For this FORMAT These input data are equivalent 


F6.3 +6.7, 6.7, 6700 
El2.4 -7.821 E 19, —-78210E 19 
TABLE 2-2 


FORMAT EXAMPLES—OUTPUT 


b = blank (i.e., computer would print nothing) 


These FORMATS | Might produce this output 


F6.3 b7.341 
—6.495 
*¥***** | Number too large for this format] 


F10.2 bbbbb79.82 
bbbb973.62 
bb-—9874.00 


I5 bbb72 
b-841 


4X 13 bbbb783 
bbbbbb2 
bbbbb-8 


A4 FOUR 
bCOW 
bbAT 


E10.2 bbO.47Eb19 
bbO.67E-13 
b—-0 . 43Eb02 


HALT COMMANDS AND EXITS 


PAUSE makes the computer stop within the program and 
not execute the next instruction; pushing the PROGRAM 
START button on the console directs the computer to 
resume execution with the statement following the PAUSE 
statement. STOP also puts the computer in the manual 
mode, but when the operator then presses START on the 
console, control is transferred out of the program. CALL 
EXIT performs the same function as STOP, but it is not 
necessary to push START. So STOP is equivalent to first 
PAUSE, then CALL EXIT. 


CARD FORMAT FOR FORTRAN 


Column 1 Column reserved for a C, signifying 
a comment statement. 


Columns 2-5 The statement number, if any. It 
does not need to be right- or left- 
justified. 

Column 6 The continuation column. Usually 


it is blank, but if the statement is 
continued from a preceding card, 
column 6 is punched with any 
nonzero character. 


Columns 7-72 The FORTRAN statement. 


Columns 73-80 Columns reserved for optional identi- 
fication or sequential numbering. 


CARD FORMAT FOR FORTRAN 
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USING THE COMPUTER 
AND THE MONITOR SYSTEM 


CHAPTER 3 





A BRIEF REVIEW OF THE 1130 SYSTEM 


The computer can be viewed as a collection of physical 
components. Here we intend to look briefly at the large 
elements of the machine: the input-output units, the 
memory, and the central processor. As with our dis- 
cussion of FORTRAN, we make no attempt to be 
comprehensive. Figure 3-1 shows the general structure 
and arrangement. 


In Chapters 1 and 2 we discussed some of the input- 


output devices in the 1130 system. The console keyboard 


and the console printer or typewriter, built into the 
central processing unit of every 1130 system, are 
modifications of the IBM Selectric typewriter. 


In addition, every system is likely to have either a card 
read punch or a paper tape reader. We shall assume that 
the system has a card read punch; the details are only 
slightly different for a tape reader. Devices of several 
speeds are available. The one we shall consider, the 
1442 card read punch, has a single input hopper for 
loading cards, whether they are to be read or punched. 
Every card passes under both a reading station and a 
punching station. Although speed is affected by how 
much of a card is read or punched and by what is done 
between cards being processed, this machine can read 
400 and punch 350 cards per minute. We can speak of 
the card read punch as either a reader or a punch, 
depending on the operation being considered. 


The 1132 printer, another physically separate device we 
have already encountered, is optional, and may be 
lacking in some systems. It prints about 80 lines per 
minute, using 120 type wheels, each with 47 characters. 
A faster line printer, the 1403, is also available. 


The two kinds of internal memory in the 1130 are a fast 
core memory and a slower but larger (and optional) disk 
memory. The basic core memory is a large collection of 
small donut-shaped magnetic cores, organized in words 
of fixed length, each identified by an address. In a mini- 
mum system the core has 4096 words (4K), with 
additional modules available to increase the core 
presently possible to 32,768 words (32K). Numbers 
are ‘‘written’’ by magnetizing the cores, with two possible 
pole orientations. Core memories are very fast; the 
standard 1130 memory has a cycle time, the time to 


obtain a number from the core, of about 3.6 microseconds, 


and a faster memory is also available. All the materials 
actively used in a program, i.e., the numbers calculated 
by the program and the full program itself, are in core 
memory. 


The disk memory is optional with 1130 systems. The 
disk, with magnetic surfaces on the top and bottom, 
turns rapidly. A read-write arm can be in any one of 203 
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FIG. 3-1. Relation between the 1130 components. 
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places along the disk; it ‘‘writes,’’ i.e., stores information, 
by making small magnetic ‘‘marks’’ on the disk. About 
500,000 words can be written on one disk, and up to six 
disks can be in use at one time in presently announced 
1130 systems. Since in any reading or writing operation, 
the arm moves and the disk turns, the disk is much 
slower than the core memory. The disk is used asa 
backup or secondary storage device. When material on 
disk is needed within the program, that material is 
brought in from disk to core memory. Likewise material 
not needed at the moment in core may be stored 
temporarily on disk. 


There is considerable difference in operation, depending 
on whether or not a system has a disk. The FORTRAN 
compiler and the other parts of the monitor system may 
be kept on disk but a system without a disk must enter 
all this material from cards each time the material is 
used. In this book we assume that we are dealing with a 
system containing at least one disk; however, the lan- 
guage details, both for FORTRAN and for the Assembler 
language discussed later, are much the same with or 
without a disk. 


The central processor is the computer part most directly 
concerned with the execution of the program. Its 

primary role is the execution of instructions. A special 
storage slot, the /nstruction Address Register (IAR), con- 
tains the address in memory of the next instruction to be 
executed. (A register is a memory word in the central 
processor.) The central processor obtains this instruction 
from memory, increments the IAR by 1, and then exe- 
cutes the current instruction. The instructions the central 
processor receives from memory are not the FORTRAN 
statements we have seen, but the machine-language 
instructions the FORTRAN compiler has produced. 

Later we shall see details of machine language. Each 
instruction involves a single basic operation; one instruc- 
tion, for example, might specify the addition of two 
numbers. To carry out an operation like addition, special 
circuitry is needed within the central processor; built-in 
electronic circuits have the ability to add two numbers 
and to perform other arithmetic or comparison operations. 
The basic transistor circuitry is complicated because so 
much is needed, but it is simple in terms of the basic 
logical design. In addition, branching instructions can 
modify the instruction address register so that the next 
instruction to be executed is not the next sequential one 
in the memory. 


Typically it takes a few microseconds to execute an 
instruction on the 1130. The time differs from one 
instruction to another and may depend on the prevailing 
circumstances under which the instruction is executed. 
Appendix D-6 shows execution times for the machine- 
language instructions available in the 1130. 
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INTRODUCTION TO BUTTON PUSHING 


The principal off-on switch for the 1130 system is on the 
central processor, above and to the right of the keyboard. 
The disk file has its own switch (inside the door on the 
right-hand side of the central processor) and the line 
printer also has a separate switch; both switches can be 
left on during normal operation, so that the one central 
processor switch serves to turn the whole system on 

or off. 


The card reader and the line printer also have their own 
start and stop buttons. When the whole system is first 
turned on, the line printer must be started by pushing 
its start button, and the card reader must be set by 
pushing NPRO. START on the card reader brings a card 
into position so that card reading can commence if 
requested by the program in control. 


The computer console contains two different buttons for 
stopping the machine; the full significance of these 
buttons will appear later. IMMEDIATE STOP halts the 
computer exactly where it is, stopping whatever is hap- 
pening at that moment. Under some conditions using 
IMMEDIATE STOP will result in a loss of information, so 
it should not be used unless PROGRAM STOP has already 
been unsuccessful and the disk is not in use. The use of 
PROGRAM STOP transfers control to a special section of 
a program, eventually leading to a WAIT instruction. In 
the WAIT state the machine is not executing any instruc- 
tions but simply waiting. The WAIT can be interrupted 
internally, when input-output operations have been 
completed, or the computer can be started again by 
PROGRAM START on the console. Note that the 1132 
line printer (like other I/O devices) has its own STOP 
button and can even be turned off, if necessary. 


The PROGRAM START button (to the right of the key- 
board) starts the computer executing the instruction 
immediately following the instruction indicated in the 
instruction address register. Succeeding instructions are 
then carried out without pause if the mode switch (see 
below) is in the RUN position. 


The RESET button clears certain internal registers in the 
central processor. It is used in restarting procedures. 
Most of the lights on the console go out when RESET is 
touched. These lights indicate what is in some of the 
registers. 


The mode switch has already been mentioned. Usually it 
is in the RUN position. Two other positions are useful 
for the FORTRAN programmer. One is the LOAD position, 
which enables us, with the use of the console LOAD IAR 
button, to place an address into the instruction address 
register. The address is set in the console switches, the 
row of 16 switches above the keyboard. Another useful 
common position of the mode switch is SINGLE IN- 


STRUCTION EXECUTE (SI); one instruction is executed 
each time PROGRAM START is pushed. The usefulness 
of executing one instruction at a time will come out when 
we consider debugging assembler programs. 


The PROGRAM LOAD button instructs the computer to 
read a card in a special way, then to transfer control to 
the instruction just read in. Its normal use in the system 
is with a COLD START card, a card used in returning 
control to the monitor program when for some reason the 
skeleton Supervisor is not in core. 


The flow chart showing how to run a FORTRAN program 
through the system (see the inside front cover) gives more 
explicit details about how to use the buttons. The art of 
button pushing is simple on the 1130 and will soon be 
picked up by any user. 


THE DISK MONITOR SYSTEM 


We have referred several times to the monitor, a set of 
programs stored on the computer disk to handle the 
bookkeeping aspects of running jobs. The concept is 
relatively new; the first monitor systems were devised 
around 1960. Executive and operating systems are other 
common names. 


Originally monitors were developed for large computers. 
Much of the time of such computers was devoted to 
putting programs into the machine; typically, after a 
program was finished, the operator loaded the cards for 
the next program. During this loading the computer was 
doing nothing. With a computer that can perform hun- 
dreds of thousands of operations per minute, the few 
minutes for loading cards represents that much wasted 
calculation time. 


It was soon realized that it is not necessary to waste this 
time, and the first monitor systems were devised to 
enable the computer to proceed directly to the next job 
waiting in the card reader or on magnetic tape. This 
method of operation is called a stacked job mode. Later 
operating systems, more complex, assume responsibility 
for assignment of input/output devices, association of 
files in the program with named files in storage, record- 
keeping on usage, and traffic control of many terminals 
in time-sharing systems. 


Increasing use of monitors also reflects increasing 
sophistication of computer software, i.e., the programs 
supplied. At first all programs were written in machine 
language; the manufacturer supplied few programs other 
than routines for jobs that were often needed. As new 
computer languages were developed, it came to be 
expected that the compilers for these languages would 
be part of the programming ‘‘package”’ provided by the 
manufacturer. Thus almost any computer purchased 


THE DISK MONITOR SYSTEM 


today in the United States will have available a FORTRAN 
compiler, as well as an assembler for a symbolic language. 
Given several choices of programming language, the 
monitor must know the language used in the job it is 
about to receive. 


Along with this increasing variety of software, including 
the monitor and compiler programs, has come the need 
for auxiliary storage in addition to core memory. In most 
computers the core memory is far too small to contain 
the FORTRAN compiler, the assembler, the monitor 
programs, necessary subroutines, and the users’ pro- 
grams; hence slower but more massive backup storage 
is essential. In some systems magnetic tapes or magnetic 
drums often provide such bulk storage. The monitor 
programs of the 1130 are on a disk (called the master 
cartridge in a multidisk system) and are brought into 
core, piece by piece, as needed. 


In addition to the FORTRAN compiler and the 1130 
assembler, the monitor system contains other programs. 
One group is for bookkeeping associated with using 
disks, particularly for the storage of system-supplied and 
user-written programs and data. Another group, the 
supervisor, is responsible for the reading and handling of 
the monitor control records, the cards which are punched 
with two slashes (//) followed by a blank in the first 
three columns. 


A third section of the monitor is the /oader, or core load 
builder, designed to prepare a disk program for loading 
into core. Since the program stored on disk is usually in 
a form different from that needed in core, there may be 
considerable work involved in this process. The system 
must be certain that all the necessary auxiliary programs 
are on disk, must prepare them for loading into core, and 
must load them. 


One important program in the monitor system is the 
skeleton supervisor; its purpose is to make sure that there 
is always a return path to the supervisor program. The 
skeleton supervisor can be reached in a number of ways, 
usually through a CALL EXIT or STOP statement in a 
FORTRAN program or a similar statement in an assembler 
program. One can also go to the skeleton supervisor by 
loading its address (0038) in the instruction address 
register. (See Appendix G-3 for details on how to do this.) 
However, a misbehaving user program can alter the area 
of memory reserved for the skeleton supervisor, making 

it necessary to use a COLD START card to reestablish 
connection with the supervisor program. Figure 3-2 
illustrates the components of the disk monitor system. 


IBM has released two versions of the disk monitor sys- 
tem. The first version supports the system as originally 
announced, with 1132 line printer, 1442 card read 
punch, and one disk. Later options include other input/ 
output devices, increased internal speed, up to six disks, 
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FIG. 3-2. Diagram of components of disk monitor system. 


and additional core storage. The version 2 monitor 
supports these new options. The version 2 system is an 
extension of version 1, retaining most of the features of 
the initial system. Many of the new details concern 
problems that arise when there are several disks ina 
system, since some disk operations must specify which 
disk is to be used. It seems likely that both systems will 
be in use for some time. In the following discussion, 
references to the ‘‘monitor system”’ cover aspects common 
to both versions; either version is specified where 
appropriate. 


USING THE MONITOR SYSTEM 


The chart inside the front cover of this book shows the 
use of the monitor programs and the control buttons in 
running a typical FORTRAN program. Here we will 
briefly describe the process. 


Usually the first monitor control card for a task to be 
performed is a //bJOB card, signaling the supervisor that 
it is about to receive a new job. (Where necessary for 
clarity, we indicate a blank column by b.) One result is 
the start of necessary bookkeeping activities. Stored 
both in core and on disk is a table of information about 
the system and some of the programs on disk; in core it 
is called COMMA, on disk, DCOM. Since it is possible to 
alter COMMA during a program, either intentionally or 
unintentionally, the monitor program assumes that it 
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must ‘‘restore’’ this area from the disk at the beginning 
of every job. Thus alterations from a previous program 
are ‘‘erased”’ by the JOB card. 


This description of the JOB card applies to the version 1 
monitor. The JOB card has additional functions in version 
2. With multiple disks some information must be given 
as to which of the available disks are to be used for 
which purposes. A disk may play four different roles 
during the execution of a FORTRAN (or assembler) pro- 
gram. With a single-disk system, using the version 1 
monitor, all the functions must use the one disk. How- 
ever, if separate disks are available, additional speed is 
possible. The master cartridge always contains the disk 
monitor system itself. With version 2 a disk is assigned 
a four-position name. The master cartridge name is 
specified on the JOB card in columns 11-14. Disks are 
physically located on drives, and the drive which con- 
tains the master cartridge identified in these columns of 
the JOB card is referred to as /ogical drive zero. This 
logical drive can be any one of the physical disk drives 
in use. 


During the compilation of FORTRAN and assembler pro- 
grams, and during preparation for core loading, two 
additional disk areas are needed. These can be on 
separate disks in a multiple-disk system using the ver- 
sion 2 monitor, and indeed some speed is gained if 
separate disks are used. Working storage is used in 
compilation, and the identification for the disk to be used 
for working storage is in columns 41-44 on the JOB card. 
This can be the master cartridge named in columns 11-14. 
In preparing core loads, the system also uses an area on 
disk called the Core Image Buffer (CIB); the disk contain- 
ing the CIB is specified on the JOB card in columns 36-39. 
Finally, disks may contain programs or data files. There 
are four possible logical drives that can be associated 
with disk areas in which programs or data are stored, 

and these have their identifications respectively in col- 
umns 16-19, 21-24, 26-29, and 31-34. 


The next monitor control card used in a FORTRAN job, 
//oFOR, indicates to the compiler that the language to 
be used in the following program is FORTRAN; with more 
than one possible language, the computer needs to 

know which will be used. Since no other columns on this 
card are required for other purposes, //bFOR can also be 
punched as //bFORTRAN; any other identification, such 
as the programmer’s name, can be printed on the card. 


After the monitor control record announcing that the suc- 
ceeding program is in FORTRAN, the program deck 
contains one or more FORTRAN control cards. They are 
not part of the FORTRAN program, but supply information 
to the compiler. Some control cards allow the user to 
make optional selections; we have seen an example of 
this in the use of an extended precision FORTRAN 

control card. 


One control card is required for all (main line) FORTRAN 
programs, the IOCS card taking the following form: 


*IOCS (CARD, TYPEWRITER, KEYBOARD, 
1132 PRINTER, PAPER TAPE, DISK) 


Only the devices used in the program need to be listed, 
and we do not show all the possibilities. The necessity 
of the IOCS card may seem slightly questionable to you; 
the programs we have already seen specify the devices 
directly in the READ and WRITE statements, so the 
information here seems redundant. However, it is 
always required. Its use takes care of the possibility that 
a READ or WRITE statement may contain an integer 
variable instead of an assigned device code, in order 
that the device can be chosen when the program is run. 
In different runs you might want to obtain output some- 
times on the line printer and sometimes on cards; 1130 
FORTRAN allows this choice of input or output device at 
runtime. If the choice is delayed until run time, then 
the program does not indicate the devices, and the IOCS 
card tells the compiler which ones may be used. 


Other FORTRAN control cards will not be discussed here. 
They provide optional features, such as listing the pro- 
gram, listing the storage of variables within the program, 
listing the subprograms your program requires, and 
tracing facilities useful for debugging purposes. Details 
are given in Appendix A-4. 


The chart inside the front cover shows (at ‘‘Order’’) that 
the program cards follow FORTRAN control cards. You 
already have learned something about punching FOR- 
TRAN programs, so no further discussion is necessary. 


The FORTRAN compiler processes the FORTRAN state- 
ments, ‘‘translating’’ them from FORTRAN to 1130 
machine language. This translation process is complex, 
and the FORTRAN compiler is a complicated program. 

It is a string processing activity: the FORTRAN program is 
stored in memory as a string of characters, the successive 
statements separated by a special character inserted into 
the string. The string is worked on successively by the 
phases (subprograms) of the FORTRAN compiler. Each 
phase is brought in from disk to perform some operation 
on the string. Gradually the string looks less and less 
like a FORTRAN program and more and more like a 
machine-language program. The details of the operation 
of the FORTRAN compiler are in the 1130 Program Logic 
Manual, and Chapter 12 gives some information about it. 
After compilation, the translated program is on disk in 
the working storage area. The programmer can select 
which disk to use for working storage if his system has 
more than one disk in use at the same time. 


In the early stages of working with a program, com- 
pilation may be as far as we want to go, since we are 
still correcting the program, guided by the error messages 
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generated during compilation. If it is a working program, 
however, we may want to execute it. Execution requires 
another monitor control card, //bXEQ. 


The first task performed because of the XEQ card is to 
call a monitor program we have mentioned, the loader. 
(in version 2 the program called is the core load builder.) 
The loader converts our program into core image format, 
a form suitable for core memory, then finds on disk all 
the subprograms needed, converts them in similar 
fashion, establishes communications between our pro- 
gram and the needed subprograms, and places the 
converted programs in core memory. 


You may be wondering what subprograms are 

‘‘needed.’’ The first part of the output from the loan 
program (Fig. 2-5) shows the subprograms called by that 
program. Torun any FORTRAN program, many system- 
supplied programs are needed; these programs, stored 
on disk by name, provide for arithmetic and input/output 
functions, among other things. The loader looks up the 
name of a called subprogram in the Location Equivalence 
Table (LET) stored on disk. Effectively associated with 
each name in LET is its disk storage address, so the pro- 
gram can be located and converted to core image format. 
After the XEQ card is read, the disk arm makes a charac- 
teristic buzzing as it moves back and forth picking up the 
necessary materials. 


This is by no means an exhaustive discussion of running 
programs under the disk monitor system, but it describes 
the steps for a simple FORTRAN program. 


USING THE DISK UTILITY PROGRAMS 


Monitor programs of one group are known as Disk 
Utility Programs (DUP). Let us consider some uses of 
this group with the loan program discussed in Chapters 
1 and 2. 


So far, the loan program exists for us only as a FORTRAN 
program, punched statement by statement on cards. 
Each time we wish to use this program the cards must be 
read, and the program must be translated into machine 
language and prepared for use in core by the loader or 
core load builder. 


However, if the loan program is a production program, 
used over and over again, retranslating for each use 
would be wasteful. The translated program can be stored 
on a disk under a name, or it can be punched on cards 

in its translated form. 


Let us identify the program as LOAN—a reasonably 
descriptive name. Names of disk-stored programs can 

be up to five characters long (with the first character 
always a letter), just as within FORTRAN. Suppose that 
the LOAN program is on disk in working storage; this 
would be the case if no program had been compiled since 
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the last run of LOAN. Then the following two cards will 
store the program on disk under the name LOAN: 


| ° 1 ° A? a 


//DUP 
*STOREbbbbbbWSbbUAbbLOAN 


The numbers above these lines indicate card columns. 
We are assuming the version 1 monitor and a single disk. 
(Appendix B-6 shows how disk utility programs are 
adapted when several disks and the version 2 monitor 
are in use.) 


The first of these cards, //bDUP, notifies the supervisor 
that a disk utility program is to be used. The second is a 
STORE command. The LOAD program, now in working 
storage (WS) on disk, is to be stored in an area on disk 
known as the User Area (UA), under its name, LOAN. 
Columns 13 and 14 are called the ‘‘FROM"’ field, and 
columns 17 and 18 are called the ‘‘TO”’ field. This name, 
LOAN, is entered in LET, the location equivalence table. 


To call LOAN from storage at any time after it is stored on 
disk, the only card needed is an execution card: 


1 8 
| | 


//bXEQbLOAN 


First the location equivalence table is used to locate LOAN, 
and then the loader places it in core. Programs do not 
occupy a fixed location in the user area; as programs are 
taken out of it, the remaining storage is repacked for 
most efficient use and LET is corrected. 


The program stored on disk in the manner just indicated 
(called disk system format) must be processed by the 
loader (version 2: core load builder) before it is ready for 
execution; after compilation the working storage program 
is not in final core form, as already indicated. The load- 
ing job is one of the most time-consuming within the 
monitor system; considerable time must go into picking 
up all the necessary subprograms and converting every- 
thing into a form suitable for core. If LOAN is to be used 
many times, it might be advantageous to store it ina 
form already suitable for core. This can be done with the 
following cards: 


' i rn a 
//DUP 
*STORECI WS UA LOAN 


Again we are assuming that the program has just been 
compiled and so is currently available in working storage 
on disk. The CI on the second card indicates that the 
program is to be stored in core image format. The infor- 
mation stored will include not only the main program, 

but all the necessary subprograms and linkages, with the 
addresses reflecting the final core form. In this procedure 
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the loader or core load builder operates before the pro- 
gram is placed in the user area on disk, so it is no longer 
needed when the execution card (of the same form as 
above) is used, and the program can be brought 
immediately into core. 


A noticeable reduction in time is effected by storing in 
core image format, but as you might suspect, this pro- 
cedure also has a disadvantage. Since the subroutines 
usually require more room than the main program, a 
complete core load occupies much more storage space on 
disk than a disk system format program. Storage space 
is measured in several ways on disk; one method used by 
the disk monitor system is disk b/ocks, groups of 20 
words. Stored in disk system format, LOAN occupies 22 
disk blocks of space. On the other hand, if LOAN is stored 
in core image format, it occupies 127 disk blocks, a much 
greater number! Hence the gain in execution speed 
must be weighed against greater disk storage require- 
ments. If the disks are not heavily used and therefore 
have a large amount of storage available, the greater 
amount of storage needed will not be important. But as 
the disks become filled with programs and there is less 
and less available space, it may not be reasonable to 
store a program in core image format. This might be 
more of a problem if there is only one disk in the system. 


Another kind of intermediate storage is available in the 
form of punched cards. If the LOAN program is to be 

used only once a month in an installation where storage 
space is at a premium, keeping it in disk storage for the 
entire month would be wasteful. Instead we can dump 
the program onto cards. The following two cards, followed 
by a stack of blank cards to be punched, will give an out- 
put similar to that stored on disk by STORE, but now 
punched on cards in a concentrated form, 54 computer 
words to each card. 


1 sig a - 
/ /DUP 
*DUMP WS CD LOAN 


The CD refers to cards. It is important, when using this 
option, to check that there are enough blank cards in the 
card hopper. It does not hurt to have too many blank 
cards, because the monitor will simply pass them all 
looking for another monitor control card (a card begin- 
ning with //) after the program is punched. 


To execute this punched translated program, the following 
sequence can be used: 


; vd 

//0JOB 

/ /®DUP 

* STORE CD WS LOAN 

[loan deck punched as indicated above] 
/ /bXEQ 


Here we are transferring the program from cards to work- 
ing storage and then executing the program in working 
storage. 


Other sequences can be used. We might want to store 

the program temporarily in the user area on disk and then 
delete it when the job is finished. The following sequence 
of cards would treat the problem in that way, producing 
the same results as above. 


| . i a “I 


//bJOBbT 
//DUP 
*STORE CD UA LOAN 


[loan deck] 
/ /®oXEQDLOAN 


This is the first use we have made of the T on the JOB 
card, indicating a temporary job. Its effect is that any 
programs stored on disk during this job will be deleted 
automatically when the next JOB card is encountered. 
Thus under this mode the LOAN program will not be 
permanently stored on disk, but it must be referred to 

by name in the XEQ card. (There are some limitations on 
the DUP operations possible during temporary jobs; they 
are given in Appendix B-7.) 


We can also dump programs on cards in core image 
format. First we store the program on disk in core image 
format and then dump it onto cards from the user area. 
The card deck might be as follows: 


| . fi i i 


//bJOBbT 
//®FOR 


[FORTRAN program cards] 


///eDUP 


*STORECI WS UA _ LOAN 
*DUMP UA CD LOAN 


We have spoken of disk storage vs. card storage as alter- 
native ways of keeping the compiled program, but the 
two are not exclusive. The wise user may keep on cards 
the same program he has stored on disk; occasionally, 
either because of system failure or programming failure, 
accidents occur with disk, destroying programs stored 
there. Having the compiled program available on cards 
provides a convenient way of restoring it on disk without 
compiling again. Within a particular computer center a 
collection of important compiled programs on cards can 
be added to the monitor subroutine library, so that if it is 
necessary to reload the monitor system, these will be 
reloaded also. It is also wise to store the original FOR- 
TRAN program cards if there is a possibility of later use 
of the program. 


USING THE DISK UTILITY PROGRAMS 


We can see the translated program either in disk system 
format or in core image format by dumping it onto the 
line printer, PR. The output is in hexadecimal words; 
later we shall see how to ‘‘read’’ such output. 


It is not hard to imagine other useful bookkeeping activi- 
ties. One might make changes in the LOAN program after 
storing it on disk and therefore want to replace the earlier 
program with the revision. Or the LOAN program might 
have outlived its usefulness. In either case the desired 
result can be accomplished by a DELETE statement: 


: ‘i 
/ /bDUP 
*DELETE LOAN 


When a program is deleted from disk storage, its entry is 
taken out of LET and the user area is repacked. Packing 
may take considerable time, and the user should be 
cautioned never to stop the computer during this 
operation. 


It is useful to understand that, although we have been 
showing the DUP card in each sequence, a series of disk 
utility jobs requires only a single preceding DUP statement. 


So far we have spoken of storing programs only in the 
user area. However, the monitor also allows the estab- 
lishment of another area, the fixed area, in disk storage. 
The principal difference between the user area and the 
fixed area is that no repacking of programs goes on in the 
fixed area when a program is deleted; a fixed-area 
program stays at the disk location first assigned to it. 
Occasionally it is convenient (or essential) to know that a 
program is always at a given location. Another table, the 
Fixed Location Equivalence Table (FLET), identifies and 
locates the programs in the fixed area. It is necessary to 
define a fixed area; details on defining and extending the 
area can be found in the 1130 monitor manual and in 
Appendix B-4. 


Finally, it is convenient to know which programs are cur- 
rently stored on disk. They will include, in addition to the 
user-stored programs, many system subroutines needed 
during the execution of FORTRAN or assembler programs. 
One can obtain a list of these programs with the following 
cards: 


1 
| 


//bDUP 
*DUMPLET 


This long list, produced on the line printer (or console 
typewriter if there is no printer), shows the name of each 
program, the number of disk blocks it occupies, and the 
current sector address of the program on disk. The sector 
addresses change as programs are deleted from the user 
area, but they remain the same for the fixed area. 
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The disk utility programs for a multidisk system must 
allow for the movement of information from one disk to 
another, and for the inclusion on each disk of its own 


LET and FLET tables for programs stored on each. There- 


fore, under the version 2 monitor, many DUP control 
records can specify, with a four-place hexadecimal iden- 
tification in columns 31-34, the cartridge from which 
information is to come, and, in columns 37-40, the 
identification of the cartridge to which information is 

to go. Many of the disk utility program control records 
can contain both of these fields, but the DUMPLET card 
has only a FROM ID field, and the DEFINE FIXED AREA 
card and the DISK WRITE ADDRESS OPERATION card 
(DWADR) contain only TO ID fields. 


The disk utility programs for version 2 also contain a few 
additional facilities not available in version 1. For exam- 
ple, it is possible to dump the FLET table alone and, as 
one might expect, it is possible to dump those parts of 
the LET or FLET table that are stored on one disk rather 
than the entire table. The version 2 monitor allows one 
to reduce the size of a fixed area by the use of a minus 
sign in column 31, while with the version 1 monitor a 
fixed area can be made smaller only by reloading the 
monitor system. Disk utility program control cards in 
version 2 also allow one to change the principal print 
device and the principal input device, as in these 
examples: 


! i 


*DEFINE PRINC PRINT 1132 
*DEFINE PRINC PRINT 1403 


*DEFINE PRINC PRINT [Console typewriter] 


COMPUTER CENTER POLICY ON 
DISK STORAGE OF USER PROGRAMS 


Each computer center will have its own policies concern- 
ing disk storage to determine which users can store 
programs on which disks, how much can be stored, and 
how long. The user should inquire about local policies. 


Usually a center owns more disks than may be in use at 

one time, and the user entering a program on disk needs 
to note which disk is to be used. Each disk may have an 

identifying label, or name, which can be used on the 

JOB card. 


In the version 1 monitor this identification is a five- 
character name; a disk called REED might have the 
following JOB card: 


i i 
//bJ0B REED 


If a name is placed on the JOB card, the supervisor pro- 
gram checks to see whether that name was assigned to 
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the disk when the monitor system was initially loaded; if 
not, an error message is produced. One can, however, 
still proceed with the disk by pushing PROGRAM START 
on the console. 


Because in a center serving many users huge numbers of 
programs will accumulate, eventually filling all the avail- 
able disk storage, it is essential to keep an inventory of 
programs stored on disk, including information on when 
they may be erased. A notebook in the center is useful 
for this purpose. The notebook can show the name of the 
program, the date stored, the disk name, the program's 
length, the date or conditions for removal, and other 
relevant information. This procedure also makes the 
programs available to others, since the notebook can 
contain additional information necessary for using the 
program. The notebook can be checked periodically to 
ascertain which programs are due for removal. 


MORE FORTRAN 


CHAPTER 4 


MORE FORTRAN 





FIG. 4-1. Flow chart for the modified loan program. 
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We now return to FORTRAN in order to consider some 
features that will provide us with increased flexibility in 
programming. Previously we studied a FORTRAN subset 
which might be called basic FORTRAN (although other 
sets also have this name). This subset is sufficient for 
simple programs, and the beginner may not see the need 
for more. However, FORTRAN has additional facilities 
that can be very useful for more complicated programs. 
As before, we proceed through examples. 


INTERROGATING THE CONSOLE SWITCHES 


We return for the last time to our LOAN program, again 
making a slight modification. Unlike previous changes 
affecting only the mode of calculation, this program 
modification will have a noticeable effect on the 
results. 


As the LOAN program is presently written, it is a ‘‘one- 
shot” affair, a program that is run only once each time an 
XEQ card is used. However, when using this program, we 
might like to consider a series of loans rather than only 
one. To enable us to do this, our strategy is to make the 
program loop back on itself whenever another loan is to 
be computed. The modified LOAN program can be repre- 
sented diagrammatically as in Fig. 4-1. 


The question as to whether or not another loan is to be 
considered is to be decided by us rather than by the com- 
puter. Hence we want to add statements to our program 
that allow a decision by the computer operator. One way 
of doing this is to use the console entry switches, a set of 
16 switches above the keyboard. They are two-position 
switches: down for off, up for on (Fig. 4-2). A FORTRAN 
program can check the position of any console switch and 
take differing action, depending on whether the switch is 
off or on; thus we can influence the calculation by setting 
the switches. 


Figure 4-3 gives the new version of the LOAN program, 
under the control of switch 1. The differences between 
this and our previous loan programs are not great. The 
first WRITE statement now has a statement number, 1; if 
we are to return to the beginning of the program, there 
must be a numbered statement that identifies the 
beginning. 


The two statements new to this program, 


CALL DATSW (1,J) 
GO TO (85,1),J 


are types of statements not previously encountered in our 


Instruction . Operation 


addtecs S910 1171213 14 15 register 


8 9 10 11//12 131415 ] 3 x7 (OPeration 


Storage 
address 


Storage 


buffer SF 10 1ihiz isis 


Arithmetic Interrupt 


ee 8 9 10 111213 1415 : levels 


Cycle control 
Accumulator S910 112 wis counter 


Accumulator Condition 


extension 8 910 11]/12 131415 - register 





Space bar 





FIGURE 4-2 


REAL I 
WRITE (102) 
2 FORMAT ( "LOAN PROGRAM =~ ENTER AMOUNT IN FORM XXXXXeXX!* ) 

READ (62 3) A 
3 FORMAT (F8e2) 

WRITE ( 194) 
4 FORMAT ( "ENTER INTEREST RATE PER YEAR IN FORM XXeXX® ) 

READ (695 ) RY 
5 FORMAT ¢ F5e2) 
WRITE (196) 
FORMAT (*ENTER NUMBER OF MONTHS IN FORM Xxx! ) 
READ (697) N 
FORMAT (13) 
WRITE(39 9) Aso RYs N 
9 FORMAT ( * INTEREST CALCULATION ON A LOAN! / © AMOUNT = * Fl0602 

1/ * INTEREST RATE PER YEAR = *F5e2 / * NUMBER OF MONTHS = * [4 // 

2' PAYMENT® 13X "INTEREST 12X "BALANCE!  ) 

R & (RY/12e) / 1006 

Ps (A *# R * (le +R ) FH ND) S € Cle + R) #*# N = 1) 

DO 99 K = le N 

IsR*#A 

AzA=-P + 1] 

WRITE (39 8) Po Io A 
8 FORMAT (°° S*FBe2s LIX*S*FBe2s 11X *S$" F9e2 ) 
99 CONTINUE 

CALL DATSW (ls J ) 

GO TO (859 1 )e J 
65 CALL EXIT 


END ‘ FIGURE 4-3 


~ 


> ‘a 
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study of FORTRAN. The first is a simple example of a 
subroutine CALL, and the second is a computed GO TO 
statement. 


First we shall consider the joint effect of these statements 
and then examine what each does individually. Con- 
sidered together, the two statements constitute a check 
on console switch 1. If this switch is on, the computer is 
instructed to branch to statement number 85. If console 
switch 1 is off, program control transfers to statement 
number 1. Thus, turning on the switch causes an exit 
from the program when the loan calculation is finished. 
On the other hand, if the switch is off, we return to the 
beginning of the program and enter the information for a 
new loan. The switch is checked only when these two 
statements are executed; if the switch is turned on during 
the printing of the results, nothing will happen until the 
printing is finished. 


The first statement is a call to the subroutine DATSW; the 
items in parentheses following the subroutine name 
supply needed information. The DATSW subroutine works 
as follows. Inside the parentheses there are two integers, 
the first either constant or variable, the second variable. 
The switch to be interrogated is identified by the first 
item in the parentheses, in this example switch 1. The 
subroutine checks the position of switch 1. If on, the 
integer variable J (the second item in the parentheses) 

is set equal to 1; if switch 1 is off, J is assigned the value 
2. In other words, after the execution of the CALL state- 
ment, J has the value of either 1 or 2, depending on 
whether the switch is on or off. Note that J is used in this 
program only for this purpose, although such exclusive 
use is not essential. We have used an integer constant 
for the switch number, but an integer variable or integer 
expression is also allowed; the different switches might 
be checked in different executions of the same CALL 
DATSW statement. The console switches are numbered 
from Oto 15. 


The second new statement, the computed GO TO, is a 
common conditional branching statement in FORTRAN. 
Within the parentheses is a series of statement numbers 
separated by commas. These statement numbers must 
be used elsewhere in the program. The integer variable 
at the end, after the comma outside the parentheses, 
determines which branch occurs. The value of J, estab- 
lished by the subroutine call, picks out the statement 
number in that position in the series within the paren- 
theses. Thus if J = 1, the branch is to the first statement 
number listed. If J = 2, the branch is to the second 
statement number listed, and so on. (More than two 
statement numbers can be listed in a computed GO TO, 
but only two are needed here.) If J has a value greater 
than the number of statement numbers in the list (possi- 
ble in other circumstances though not here), the resulting 
action generated by the GO TO will be undefined, and 
troubles are likely. 
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In the next sections we shall consider three ways for 
making FORTRAN a more versatile language by writing 
program material to be used at many places within the 
same program. Thus we can avoid repeating sections of 
the program which are used several times. These three 
procedures di‘fer in flexibility and versatility. The first, 
the statement function, is limited to a single statement, 
while the other two types are groups of statements called 
subprograms. 


The Pythagorean theorem can be employed to calculate 
the distance of a point from the origin, given the co- 
ordinates of the point. Suppose we have a point with 
coordinates (X,Y), as shown in Fig. 4-4. The distance we 
want is the length of the hypotenuse of the triangle, or 


VX2 + ¥2 


We often find it useful to determine the distance of a 
point from the origin, knowing only its X- and Y- 
coordinates. 


We can easily translate this method of calculating the 
distance into a FORTRAN expression: 


SQRT(X*X + Y*Y) 


SQRT is the /ibrary routine for taking a square root. (We 
shall discuss library functions in more detail later.) 


We could write this expression wherever needed in the 
program, but it would be a bother to write it many times. 
FORTRAN has a facility, the Statement Function, which 
allows us early in the program to assign a name to an 
expression like this, and then use that name as often as 
desired during the program. We might call the distance 
from the origin DIST. Then the FORTRAN statement 
function could look like this: 


DIST (X,Y) = SQRT (X*X + Y*Y) 


The statement function must precede any executable 
statement in the FORTRAN program. (See Appendix A-1 
for a list of executable statements.) Figure 4-5 shows the 
skeleton of a program which first defines this FORTRAN 
statement function and then uses it several times on 
different quantities. 


It should be clear that we effect a considerable reduction 
in programming effort by not having to write the expres- 
sion for calculating the distance whenever needed. In any 
calculation where such a subcalculation is to be done 
often, the statement function is valuable. However, it 
cannot exceed one statement, and it can define only a 
single function. The other types of remote programming 
which we shall consider next eliminate two of these re- 
strictions, but in different ways. 





FIG. 4-4. Problem: How far is the point (x,y) from the origin? 


DIST ( Xs Y ) = SQRT ( X#X + Y#Y ) 
eco 
eee 
Z = DIST (PQ) 
ee0 
eee 
Q= A * DIST(X1ls 7el) + C 
eee 
eco 
R = SIN ( S## DIST(7e¢34E7s e69E8))/ C 
eee 
eee 
IF(B#B = Ge*#A#A = DIST(P20)) 179 859 97 
e006 
eee 


END 


FIGURE 4-5 


Start 









First subprogram 


Second subprogram 


Third subprogram 


FIG. 4-6. A possible flow of control for a main program and three 
subprograms. 
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FORTRAN SUBPROGRAMS 


Each sample FORTRAN program inspected up to now has 
been composed of one ‘‘piece,’’ except for possible state- 
ment functions early in the program. However, one of the 
most useful programming tools is the ability to write 
‘‘side’’ programs, called subprograms. These subpro- 
grams may be required by many system users or many 
times within a single program. They also can simplify 
the problems of finding errors in a program. When a 
sequence of steps is to be used many times, it is advan- 
tageous to code the sequence once for all uses. FORTRAN 
has two kinds of subprograms, functions and subroutines. 
Although written similarly, functions and subroutines are 
used differently within the main FORTRAN program. 


Some sense of the various structural relationships possi- 
ble between main programs and subprograms is very 
useful. Subprograms may be used within main programs, 
and subprograms may themselves use subprograms. 

One possible arrangement is illustrated by Fig. 4-6, in 
which the flow of control follows the arrowed line through 
a maze of program and subprograms. We usually begin 
and end in the main program, but this is not essential. 


Besides giving a unique status to a frequently used set of 
instructions, subprograms can play another role. It is 
often easier to write complex programs as a series of 
pieces, each one of which can be tested individually. 
Either function or subroutine subprograms furnish a 
convenient way of structuring these pieces. 


We shall learn about subprograms by inspecting a sample. 
One relatively simple task often needed in certain calcu- 
lations is that of finding the maximum number in a set 

of numbers; we will use this calculation to illustrate the 
writing of a function subprogram, but first we need to 
make a detour. 


FORTRAN ARRAYS 


The first problem in writing the maximum number pro- 
gram is storing and specifying the collection of numbers 
whose maximum is required. We could give each number 
a FORTRAN variable name and use the names in the 
program to refer to these variables individually. However, 
FORTRAN, reflecting a common mathematical device, 
provides a convenient method for specifying and manip- 
ulating a collection of numbers, the array. 


If a mathematician wants to designate a collection of 
related numbers, he may use the same symbol for all of 
them, adding changing subscripts to distinguish one 
number from another; for example, 


Ai, A2, A3 


might designate three numbers. A two-dimensional array 


31 


MORE FORTRAN 


of numbers, a matrix, can be specified by two subscripts. 
Four numbers in a matrix might be written in linear 
arrangement as 


Aii, A12, A21, A22 
or, in a two-dimensional matrix arrangement, as 


Ai1, A12 
A21, A22 


Such notation could be extended to three subscripts, 
four subscripts, etc. 


The FORTRAN array is similar, with notational changes 
imposed by the use of linear printing devices, and with 
limitations on the allowable number of subscripts. Thus 
one might designate a collection of five entities in FOR- 
TRAN by the following five variable names. 


A(1), A(2), A(5), A(4), A(5) 


One can sometimes refer to this collection or array by 
using the single letter A, both in connection with sub- 
programs and with READ and WRITE statements. 
Similarly, 


KIM(1,1), KIM(2,1), KIM(1,2), KIM(2,2) 


are the ingredients of a 2 * 2 FORTRAN matrix, with 
integer values. 


The program can specify a member of the array which 
will vary during the calculation. Thus at one point the 


quantity A(K) might appear in an arithmetical expression. 


Before this expression is encountered, K would have been 
assigned some value; for example, the first time the 
statement is to be executed, K might have the value 3, so 
the element used in the calculation would be A(3). 


Only integers can be subscripts; limited subscript arith- 
metic is permitted, as in these examples which illustrate 
allowable subscript arithmetic: 


KOP + 3 
INDEX — 43 
7*LOOP 
16*LORSE —- 83 


FORTRAN also allows two-dimensional arrays, 


C(J,K) 
JOB(KOST, LOSS) 


and three-dimensional arrays, 


POS (IX, IY,I2) 
K374L(I1,12,13) 
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The rules for naming real and integer arrays are the 
same as for other variables. 


The FORTRAN compiler needs to know how much storage 
to allocate for an array. This amount may not be obvious 
from the program. Storage is specified by a special 
statement, the DIMENSION statement, which must 
precede any executable statement in the program. lf 

the array Ais a one-dimensional array of 42 numbers, 

and if the array ZQR is a two-dimensional array, with the 
first index running from 1 through 6 and the second from 
1 through 10, the DIMENSION statement required would be 


DIMENSION A(42), ZQR(6,10) 


This same information can also be conveyed to the com- 
piler in a REAL or INTEGER specification. If C3 is a linear 
array of 92 integers, and KUT is a three-dimensional real 
array. with all indexes going from 1 through 10, the fol- 
lowing statements, preceding any executable statement, 
would provide the compiler with the necessary information: 


INTEGER C3 (92) 
REAL KUT(10,10,10) 


These statements would precede a DIMENSION state- 
ment, if present to allocate storage for other variables. 
All allocation of storage for constants and variables is 
done by the compiler in advance, rather than during 
execution. The 1130 compiler stores the variables and 
constants in memory just before the program itself. 
Arrays are stored ‘‘backward,’’ with higher subscript 
values nearer the beginning of the core memory. Some 
recent computer languages save storage space by allowing 
dynamic allocation during the running of programs, 
rather than during compilation. 


USING ARRAYS IN INPUT/OUTPUT STATEMENTS 


There are special FORTRAN facilities for input and output 
of arrays. Consider the following program fragment: 


DIMENSION MAT (5,5) 


D011 I=1,5 
D011 J=1,5 
MAT(I,J) = I*100 + J 

1 CONTINUE 


END 


Two DO loops set values for the 5 X 5 integer array named 
MAT. The value of any element in MAT is a three-digit 
integer, with the leftmost digit the value of the first sub- 
script (1), the middle element zero (*100), and the right- 
most digit the value of the second subscript (+J). Thus 


MAT (I,J) = 203 when I = 2, J = 3; or 401 when I = 4, 
J=1. Weare identifying the array elements so that we 
can see the effects of different formats. 


We can use array elements in WRITE statements using 
only facilities we know about, but now with subscripted 
variables. MAT(2,1) and MAT(4,3) represent definite 
numbers in storage. Thus they can occur in READ and 
WRITE statements just as we have seen previously with 
other variable names. If we wish to output only selected 
elements of an array, we can simply list them one by one 
ina WRITE statement. However, we can list an entire 
array as well. Consider these two statements: 


WRITE (1,10) MAT 
10 FORMAT (//5(14,14,14,14,14/)) 


By specifying only the array name MAT with no subscripts 
in the WRITE statement, we instruct the computer to type 
the entire array. If we study the output from these state- 
ments as shown in Table 4-1, we quickly see the order in 
which output is given from the machine. Remember that 
the first digit in each element comes from the first sub- 
script, and the third from the second subscript. The Sin 
the FORMAT specitication indicates that the specification 
is to be used five times, each giving one line of five 
numbers. 


The order of output (and input, similarly) is fixed by the 
FORTRAN programming system when one uses simply 

the array name in the WRITE statement. The first sub- 
script changes most rapidly, as in the example. Unfor- 
tunately this ordering leads to a result opposite to that 
obtained from the usual mathematical convention of 

using the first subscript to label the rows and the second 
to label the columns. The two slashes early in the FORMAT 
statement give two blank lines before the table is printed, 
and the third slash signals each new line. 


TABLE 4-1 


101 201 301 401 501 
102. 202 302 # 402 502 
103. 203 303 #£.403 503 
104 204 304 404 #&«®2504 
105 205 $305 #$£=405 505 


The FORMAT statement here is a little clumsy. We can 
simplify it by introducing a new format feature. The 
format specifications we have used so far all had a one- 
to-one correspondence with the variables of an associated 
READ or WRITE statement; for every variable there was a 
format specification. However, this is not essential. The 
case of more specifications than needed is trivial—the 
unneeded formats are ignored. If, however, we exhaust 
the format specification list before we have finished out- 
putting all the variables in the WRITE list, the rule is to 
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return to the beginning of the innermost parentheses 
still in use in the FORMAT statement, including any pre- 
ceding number. A line is changed for each such return. 


Thus the format 
FORMAT (//(5(1I4))) 


will produce results identical with those obtained above, 
first skipping two lines and then typing five numbers per 
line, with no skips between lines. On the other hand, the 
statement 


FORMAT (//5(14)) 


will lead not only to two blanks before the table, but also 
to two blank lines before each new line of output. This 
repetition rule is not restricted to arrays, and is useful 
elsewhere. 


We can get greater control over the output or input from 
an array with implied DO loops within the READ or WRITE 
statement. The following cards would give the same out- 
put as that shown in Table 4-1, with MAT defined as in 
our program fragment. 


WRITE (1,65) ((MAT(I,J), J = 1,5), I = 1,5) 
65 FORMAT (//(5(T4) )) 


If we want to obtain the mathematician’s standard 
arrangement for a matrix, we could use 


WRITE (1,65) ((MAT(I,J), I = 1,5), J = 1,5) 
65 FORMAT (//(5(I4))) 


The sequencing in the implied DO loop produces the 
results given in Table 4-2. Just as with other DO loops, 
subscripts do not have to range over all the allowable 
values; thus we could output a subset of a given matrix 
with this facility. 


TABLE 4-2 


101 102 103 104 105 
201 202 203. 204 +#7:205 
301 302 303. 304 #305 
401 402 403 404 +7:.[‘§405 
501 502 503 504 505 


FORTRAN FUNCTION SUBPROGRAMS: 
THE MAXIMUM FUNCTION 


With FORTRAN arrays at our disposal we return to the 
problem of writing a function subprogram to find the 
maximum number in acollection. The obvious procedure 
for finding the maximum starts by considering the first 
number in the collection as a maximum, and proceeds by 
comparing it with the succeeding number, adopting the 
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// JOB 
// FOR 
*LIST ALL 
REAL FUNCTION MAX(AoN) 


C A IS A ONE DIMENSIONAL ARRAY» N THE NUMBER OF PLACES IN THE ARRAY 


C TO BE USED 
DIMENSION A(1) 
MAX = A(l) 
DO 2 I = 29 N 
IF (MAX=A(1I)) 39292 
3 MAX = A(l1) 
2 CONTINUE 
RETURN 
END 


new number as the maximum whenever it is larger than 
the previous maximum and continuing with the compari- 
son to the end of the array. There are other ways, but this 
is a reasonable procedure. 


The numbers, assumed to be real, are to be stored ina 
FORTRAN array in the main program, and we also specify 
how many of the numbers in the array are to be used. 
The program is shown in Fig. 4-7. The first statement 
identifies the program as a function subprogram. Usu- 
ally the data type would be determined by the first letter, 
as with FORTRAN variables, so there would be no need 
for the REAL preceding the function. Here we are using a 
variable beginning with M, normally an integer, and we are 
specifying that it is real. The two arguments of the func- 
tion, the given information, are A, the array, and N, the 
number of values to be used. 


The DIMENSION statement is needed in the subprogram, 
but no storage is allocated in the subprogram, since the 
space for the array is provided in the main program. So 
the lisa ‘‘dummy” value not affecting the program; we 
could use any number, and the effect would be the same. 


It should not be difficult to follow this program; it cal- 
culates the maximum by the procedure suggested, going 
through the set of numbers and keeping the largest. The 
RETURN is a FORTRAN statement we have not seen before. 
It indicates that control, along with the final value com- 
puted, is to be returned to the original program. 


How can this program be used within another program? 
A function subprogram is called by using the function in 
the same way that we used the statement functions 
previously discussed. Thus if we wanted to let a variable 
B be the maximum value of the first 73 numbers stored 
in a one-dimensional array called WELL, the FORTRAN 
statement would be 


B = MAX (WELL,73) 


A FORTRAN statement using this function could be more 
complex: 


A = B**MAX(CAB,4) + HORSE/MAX(DOG,TI) 
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FIGURE 4-7 


Here the MAX function would be used twice to carry out 
this one statement. 


We will later write a similar program in the assembler 
language, a language closer to the one actually used by 
the computer. 


FORTRAN SUBROUTINE SUBPROGRAMS 


The next type of FORTRAN subprogram is the subroutine. 
The subroutine has a form much like the function sub- 
program, except that the word SUBROUTINE replaces the 
word FUNCTION in the initial statement. For reasons that 
we will soon see, no data type specification is needed. 

A typical subroutine heading statement might be the 
following: 


SUBROUTINE NOISE (AMAX, AMIN, IRA,P,Q) 


The list in parentheses after the subroutine name (NOISE) 
is a parameter list. The arguments in this list can be of 
any allowable data type, real or integer, variable or con- 
stant. In a subroutine they may play either of two roles. 
Some of the arguments transmit values from the calling 
program to be used in the subroutine calculations. How- 
ever, other parameters may be variables assigned values 
within the subroutine, values to be made available to the 
calling program. A subroutine need not have any param- 
eters at all. Subroutines use the RETURN statement, 
which returns control to the statement after the calling 
statement in the calling program. 


The subroutine NOISE might be called by any of the 
following FORTRAN statements: 


CALL NOISE (A(4,2), B(7,3), 17,Y,2Z) | 

CALL NOISE (+B*B — 4.*A*C,-B*B + 4.*A*C,JOB, 
OUT1,OUT2) 

CALL NOISE (AMAX, AMIN, IRA,P,Q) 


We are assuming that the first three arguments in each 
subroutine list for NOISE are values coming from the 
main program, while the next two are variables that are 


assigned values within the subroutine. There is no need 
to insist on the same names in the main program and the 
subroutine, but the order of the parameters is important, 


since the association will be of corresponding parameters. 


Each parameter in the subroutine should be of the same 
type (real or integer) as its corresponding variable or 
constant in the calling program. 


In addition to different methods of calling, an important 
difference between function and subroutine subprograms 
is that a function a/ways returns a single value, the value 

of the function, while a subroutine subprogram may return 
any number of values. 


Subroutines sometimes need data from the calling pro- 
gram. This information can be in the parameter list, as 
indicated, but another procedure is particularly useful if 
much information from the calling program is needed in 
the subroutine: the COMMON statement. COMMON identifies 
a fixed area of the core memory. Suppose the main pro- 
gram has the following COMMON statement: 


COMMON PORT, ORE, LAP 
Then the following COMMON statement in the subprogram, 
COMMON ZZ, YY, JOB 


would ensure that the real variable PORT occupies the 
same place in storage as the real variable ZZ, and sim- 
ilarly for the other quantities in the two lists. Thus the 
value of PORT is always available to the subroutine. 


In the 1130 disk system, COMMON storage is allocated in 
high-address core (Fig. 4-8). Wecan place an array in 
COMMON by using only its name, with no subscripts: 


DIMENSION GIRL (17) 
COMMON DATE, GIRL 


or, more briefly, 
COMMON DATE, GIRL (17) 


If both are used, the DIMENSION statement must precede 
the COMMON statement: 


DIMENSION BOY (17) 
COMMON DATE, GIRL (17) 


LAP ORE PORT ¢-— Variables in calling program 


High core —4 
¢{+— Variables in subroutine 





t+ Low core 





JOB YY ZZ 


FIG. 4-8. Structure of COMMON for example in text. 
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USING SUBPROGRAMS 


Although we have outlined the writing of subprograms and 
the calling of such programs in a FORTRAN program, we 
have not fully discussed the use of subprograms. 


First, it should be clear that there is a main FORTRAN 
program being executed. The program might be read 
from cards or executed from disk or brought in by one of 
several other alternatives, but the function or subroutine 
subprograms needed in the main program must be stored 
on disk before execution of the main program, with the 
1130. 


Therefore the subprogram must be compiled and stored 
on disk before it can be called. We have already dis- 
cussed the disk utility program facilities for storing a 
program on disk. When a subprogram is to be stored, the 
customary procedure is to start with JOB and FORTRAN 
cards, followed by the program cards for the subprogram, 
and then a DUP card and a STORE card: 


| is md <a 
//DUP 
*STORE WS UA MAX 


The name (here MAX) on the STORE card must agree with 
the name of the subprogram; if the names differ, an error 
message is typed and the STORE operation is terminated. 
Other error messages may also be encountered; for in- 
stance, if you attempt to load a program called MAX, not 
realizing that someone else had already loaded on the 
same disk a program with an identical name, the disk 
utility program will complain. DUP, when asked to store 

a program on disk, checks the location equivalence table 
(LET), which tells what programs are currently stored on 
disk. If the program name is already in LET, an error 
message is generated and the program is not stored. If, 
however, the subprogram is successfully stored, its name 
and length will be entered in LET. 


The main program is prepared for running by the loader, 
the program called by an XEQ card. The loader searches 
the program for needed subprograms, looks up these 
subprograms in LET, finds the subprograms, and pre- 
pares the main program and the subprograms for loading 
in core. The subprograms may themselves call other 
subprograms, and for each one LET must be consulted 
and the programs loaded. If any program called for in 
your main program or in one of the subprograms is not 
stored on disk with the precise name used in the program, 
an error message stating that the subprogram is not in 
the location equivalence table will be generated; execu- 
tion is then aborted. 


Sometimes it is desirable to load a subprogram only for 
one job, erasing it immediately after the job is completed. 
This could be done with a DELETE card immediately after 
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execution. Thus we could erase our MAX program by the 
following cards: 


| = 
//DUP 
*DELETE MAX 


A temporary JOB card (T in column 8) can be used to 
accomplish this, as explained in Chapter 3. 


SYSTEM FUNCTIONS AND SUBROUTINES 


We have suggested that the 1130 FORTRAN system con- 
tains functions and subroutines available to any user of 
the system, some intended for explicit use within pro- 
grams. All the common mathematical functions are 
available, with names generally recognizable to users. 
Table 4-3 shows some of the functions in the 1130 
monitor system. 


Some examples of mathematical statements using some 
of these built-in functions are: 


X = SIN(Y) 

Z = 3*EXP(TAN(Y)) + COS(Y*Y — Z*3.1) 
F = -X — A*V*ABS(V) 

QUIRK = ALOG(A(4,I)**C) + D 


Note that an arithmetic expression can be the argument 
of a function. 


TABLE 4-3 
FORTRAN 
NAME NAME TYPE 
Sine SIN sine of a rea/ number 
is real 
Cosine cos Cosine of a real number 
is real 
Square root SQRT Square root of a real 
number is real 
Exponential EXP Exponential of a rea/ 


number is rea/ 


Natural logarithm | ALOG Log of a real number 


is real 
Arctangent ATAN Arctangent of a real 
number is rea/ 
ABS Real to real 


Absolute value ———_— 
IABS Integer to integer 
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We have already seen that the output from the loan pro- 
gram included a list of subroutines necessary in the 
execution of that program. None of these subroutines 
appeared in CALL statements in the program; they were 
requested by the compiling program. Many of these were 
required because the 1130 does not directly perform real 
arithmetic operations, but relies on system subroutines 
for these tasks. We shall learn more about these sub- 
routines later. 


ALPHAMERIC INFORMATION IN FORTRAN 


FORTRAN, initially developed as a scientific computation 
language, had no facilities for handling and manipulating 
character data such as the letters of the alphabet, the 
number symbols considered as symbols, and other 
special symbols. Demand for this ability quickly arose, 
and later versions of FORTRAN usually include facilities 
for reading, writing, and manipulating a/phameric 
information. These facilities are often considered to be 
somewhat unnatural, almost a trick, reflecting the fact 
that alphameric information was not taken into account 
in the initial FORTRAN planning. 


A character may be internally coded in several ways 
within the 1130 memory. FORTRAN makes use of one of 
these, the IBM Extended Binary Coded Decimal Interchange 
Coding (EBCDIC). For present purposes we can ignore the 
coding details, but it is important to know that in FOR- 
TRAN two characters of alphameric data may be stored in 
one computer memory word. We have had little to say 
about the computer words, but the user of the alpha- 
meric facilities in FORTRAN must have an elementary 
knowledge of the types of storage available. There are 
three methods for storing numerical data in FORTRAN, 
the storage of an integer in one word, a standard preci- 
sion real number in two words, and an extended precision 
real number in three words. In accordance with the two- 
in-one feature, in place of one integer we can store two 
alphameric characters; in place of one standard precision 
real number, four characters; and finally, in place of one 
extended precision real number, six characters. 


Assume that we wish to enter 20 alphameric characters, 
punched in the first 20 columns of acard. They can be 
considered as an array to which a name can be assigned. 
Examples of two FORTRAN procedures for reading 20 
alphameric characters are: 


1. Using integer variables: 
DIMENSION IMES (10) 


READ (2,1) IMES 
1 FORMAT (10A 2) 


2. Using real variables: 


DIMENSION CHAR (5) 


READ (2,1) CHAR 
1 FORMAT (5A 4) 


Similar instructions could be used to write alphameric 
information. 


Both of these procedures function in the same way, read- 
ing and storing the input data, but unless the one-word 
integer option is used (see FORTRAN control cards), the 
first procedure uses twice as much internal space. In 
both, the strategy is to set up an array and use the vari- 
able name to refer to the whole character string. In the 
first program we dimension a ten-element integer array, 
since the storage space for an integer variable accommo- 
dates two alphameric characters. In the second program 
we need the space of only five variables, since the space 
for a standard precision real number can be used for 
storing four alphameric characters. In the READ state- 
ment, as with other READ and WRITE statements using 
dimensioned variables, the array name does not have any 
attached subscript. The two formats reflect the two types 
of storage. 


When we read and write alphameric information in 
FORTRAN, the only ‘‘penalty”’ is that we have to use a 
dimension statement and another format type. However, 
if we need to manipulate alphameric information, the 
fact that FORTRAN was not originally written for using 
such information becomes more apparent. For manipu- 
lation, some knowledge of how the alphameric characters 
are stored is important. 


Simple comparisons between alphameric information can 
be done with the IF statement, since different letters 
must be coded internally in different ways. Suppose, for 
example, that two character strings, IFILE and KFILE, 
are read in and stored with these names identifying them. 
We can determine whether the string stored in KFILE has 
the same first two letters as IFILE by using the following 
IF statement: 


IF (IFILE(1) -— KFILE(1))10,20,10 


The middle statement number, 20, the branching state- 
ment if the result of the expression in the parentheses is 
zero, Causes a branch to the part of the program that 
follows when KFILE(1) = IFILE(1), i.e., when the strings 
have the same first two letters. Even this simple use of 
the IF statement is a little strained, for our interest here 
is not in comparing two numbers as we have done in all 
previous uses of the IF statement. 


With the version 2 monitor system it is possible to store 
alphameric data in variable names at the beginning of the 
program, by the use of the DATA statement. This is the 
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only way to introduce alphameric data other than by a 
READ statement. The following example is taken from the 
preliminary version of the manual for the version 2 mon- 
itor. Assume an array A has at least seven elements and 
that the following DATA statement occurs at the beginning 
of a FORTRAN program. 


DATA A/3*'ABCD', 2*'AB', ‘'A' 'BC', 'A.BC'/ 


Then the first three elements are assigned the value 
ABCD, the next two AB, the next A’BC, and the seventh 
A.BC. 


USING DISK STORAGE IN 1130 FORTRAN 


It is convenient to have access to a disk in at least two 
situations during execution of a FORTRAN program. 
There may be so much information to be stored that core 
storage is inadequate for the entire program at one time. 
Under these circumstances, some data can be temporar- 
ily stored on disk; access to the information is possible 
within the program. Such disk use will increase program 
execution time, because reading onto and writing from 
the disk are comparatively slow processes. 


It is also useful in FORTRAN programs to be able to 
access data files permanently stored on disk, either to 
obtain information or to change in some way material 
stored there. 


The FORTRAN resources for handling disk storage can be 
used in connection with the disk utility program, par- 
ticularly the STOREDATA and DUMPDATA commands. 


The requirements for enabling FORTRAN statements to 
write and to use information on disk are straightforward. 
First, one must allocate the necessary space for a disk 
file. Each file must be identified within the FORTRAN 
program by a number; if the file is to be stored perma- 
nently, it must be given a name. Facilities will be needed 
in FORTRAN, to move information from disk to core 
memory, and from core back to disk. 


With this introduction let us consider a problem. Suppose 
that we want a class file on disk, initially with the names 
of the students in a class but eventually containing 
additional information concerning majors, grades, etc. 
Assume that the maximum enrollment is 50; then the 

file will contain 50 records. We must also decide how 
much information is to be stored in each record. A check 
on names in recent classes indicates that 26 characters 
can usually accommodate a full name. We need to specify 
the number of words in each file record. Rather arbi- 
trarily we will require 40 words for each record, 13 for 

the name and the remainder for auxiliary information. 


The names are to be punched, one to a card, starting in 
column 1, and arranged by hand or machine-sorted in the 
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// JOB 
// FORTRAN 


*#IOCS(KEYBOARDs TYPEWRITER91132 PRINTER »sCARDsDISK) 


*LIST ALL 

DEFINE FILE 1(50040sUsNREC) 
DIMENSION NAME (13) 
DO 2 K#= l»s 50 
READ (2s 3) NAME 
WRITE (1° K) NAME 

3 FORMAT ( 13A2 } 

2 CONTINUE 
CALL EXIT 
END 


VARIABLE ALLOCATIONS 
NAME =0020 NREC #0022 iI! #0024 


STATEMENT ALLOCATIONS 
3 20029 2 20052 


FEATURES SUPPORTED 
IOCcS 


CALLED SUBPROGRAMS 
FLO FSTO TYPEZ SRED SFIO SIOATI 


INTEGER CONSTANTS 
120026 5020027 220028 


CORE REQUIREMENTS FOR 


COMMON O VARIABLES 38 PROGRAM 54 


END OF COMPILATION 


desired order. These cards are thus data cards rather 
than program cards. The cards are to be read and stored 
as part of a file on disk. Using the resources of FORTRAN 
and the monitor system, we want to establish a file with 
these properties. A program which will do this for us is 
shown in Fig. 4-9. 


The DEFINE FILE statement gives the information neces- 
sary for the compiler to set up the file. The number 1 
identifies the file within the FORTRAN program. (Several 
files with different numbers are allowed.) The WRITE 
statement in this program refers to this file, because the 
first number in the parentheses is 1. Any integer con- 
stant within the standard range of 1130 constants can be 
used as the file ID number. Note that WRITE specifies 
the disk as the output device by using an apostrophe 
rather than a comma; this is the identifying characteristic 
of disk 1/0. A disk WRITE means ‘‘write on the disk.”’ 
Disk READ and WRITE statements do not reference 
FORMAT statements; no format conversion is possible, so 
the entire record is handled as a whole. 


The numbers 50 and 40 are respectively the number of 
records in file 1 and the number of words in each record. 
Thus 2000 words are needed. (The U is required for 
compatability with other more elaborate versions of 
FORTRAN.) The variable NREC will contain the number of 
the last record accessed; this information is sometimes 
convenient although this program does not use that 
variable. 
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FIGURE 4-9 


The procedure is to read a card, storing the first 26 alpha- 
meric characters of the card in a variable called NAME. 
Then NAME is written on disk in record K, where K is the 
number of the card just read. The FORTRAN program 
establishes a 50-record file on the disk, with each record 
containing a 13-word (i.e., 26-character) name followed by 
blanks in the next 27 words if the data cards are blank 
except for the name. The first number in the disk WRITE 
statement identifies the file, the second the record 

within the file. 


In our discussion of storing alphameric characters, we 
used the FORMAT statement with A (standing for alpha- 
meric) for character string information. NAME is a dimen- 
sioned variable, a collection of 13 integer variables, in 
which the 26 letters composing the student’s name are 
to be stored, two per variable. The format specification 
associated with the READ (from card) statement, 13 A2, 
indicates that 26 alphameric characters are to be read. 


After this FORTRAN program has been executed, our full 
objective will still not be achieved. The created file, con- 
taining the names of those in the class, is a temporary 
file in the working storage area on disk. However, we 
want a permanent file, identified by its name; to accom- 
plish this we can use the facilities of the disk utility 
program. The two DUP operations for manipulating data 
files are STOREDATA and DUMPDATA. 


If the next two cards follow the data cards, after the 
execution of the above program, a permanent file called 


CLASS will be created on disk: 


I ° ‘ig 17 A 1 


//bDUP 
*STOREDATA WS UA CLASS 7 


We are moving the data file from working storage (WS) to 
the user area (UA). The number on the STOREDATA card, 
here 7, is the number of disk sectors (a sector contains 
320 words) that we are storing. This number overrides 
the length of the file as originally defined in the FOR- 
TRAN program. We must use an integral number of 
sectors; seven sectors will give us more words (7 X 320) 
for our file than we need, but six sectors would not give 
us enough. As with other names, five characters are 
allowed for data file names, the first a letter. 


The successful establishment of this file is indicated by 
the printing of two numbers. In one case the numbers 
obtained were 1910 and 0070. The first is a disk sector 
address; material that was already stored in the user area 
determined that the sector with address 1910 was the 
first available sector. This address is not permanent, 
because the contents of the user area are repacked as 
programs or files are removed. (If fixed storage is de- 
sired, the fixed area can be used.) The 0070 specifies the 
number of disk blocks, groups of 20 words, in the file. 

It is in hexadecimal notation; since 101g = 1610, 70 
blocks constitute seven sectors. Chapter 6 discusses 
hexadecimal numbers. The location equivalence table 
will now include CLASS. 


With the version 2 monitor a third item, separated from 
the others by the usual comma, can occur inside each 
pair of parentheses in the DEFINE FILE statement, the 
disk identification. If no disk identification is given for a 
file in a multidisk system, that is, if the FILES card 
couples the name of the file only with a FORTRAN file 
number, the file named is assumed to be on the master 
cartridge, the one containing the disk monitor system. 


It is desirable to see whether the file does contain the 
information it is presumed to contain. Hence it is useful 
to have a test program, similar to our file loading 
program, which prints the information from the file. 
DUMPDATA, dumping to the line printer, is not what is 
wanted here, since this instruction dumps the computer 
words in hexadecimal. We could decode these and get 
the names, but this approach would be inconvenient. 
Figure 4-10 shows the program which will list the file 
items in readable form. It also illustrates the process of 
associating a numbered file within a FORTRAN program 
with a named file on disk. 


We have again called the FORTRAN file 1, although we 
could have used a different number. This file is to be 
identified with the CLASS file. This association is estab- 
lished through the XEQ statement and the FILES state- 


USING DISK STORAGE IN 1130 FORTRAN 


// JOB 
// FORTRAN 
*#LIST ALL 
*#IOCS(1132PRINTEReDISK es TYPEWRITER) 
DEFINE FILE 1(50940sUsNREC) 
DIMENSION NAME (13) 
DO 2 K= le 50 
READ(1"* K) NAME 
WRITE (393) NAME 
3 FORMAT(* *13A2) 
2 CONTINUE 
CALL EXIT 
END 


// XEQ 01 


#FILES(1»CLASS) FIGURE 4-10 


ment following it. First, the O1 in the XEQ statement 
indicates that one card with execution information is to 
follow. Here we use a FILES card, but there are several 
other possibilities for execution information cards within 
the FORTRAN system. The FILES card associates the 
file 1 with the file CLASS. No embedded blanks are 
allowed in a FILES card, but a number of different files 
can be associated by using a comma between the paren- 
theses. Thus if file 1 in a program were to be associated 
with a file named CLASS and file 2 were to be associated 
with a file named GRADE, the FILES card would look like 
this: 


*FILES(1,CLASS) , (2,GRADE) 


If more than one FILES card is needed, leave a comma 
at the end of all except the last one: 


*FILES(1,CLASS) , (2,GRADE), 
*FILES (3, CREDT) 


The XEQ card here would indicate two FILES cards. All 
the supervisor control records use a comma in this way 
for continuation. 


This completes our discussion of disk files within FOR- 
TRAN. You can easily see that a bank might keep infor- 
mation on its loans in a disk file; each record could 
contain current information about one loan, and a loan 
program could update the whole file each month by in- 
corporating the monthly payments into individual records. 
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CHAPTER 5 


FORTRAN PROGRAMS THAT ARE TOO LONG 


The beginner’s FORTRAN programs are usually short, 
but as he becomes more experienced and bolder, his 
programs become longer. Sooner or later almost anyone 
will write a program which will be too large for the 1130; 
this is more likely to happen with a 4K core than with a 


larger memory, but even in the second case it is common. 


To speak of FORTRAN programs as long is imprecise, for 


a program can be too long in two ways. The first is recog- 


nized during compilation of the program, while the other 
is noted only when the loader prepares the full program 
for core execution. 


During the compilation of a FORTRAN program the fol- 
lowing error message may be typed out: 


COO WORKING STORAGE EXCEEDED 


In such a case the output will be suppressed. 

We know that after the program is compiled, it is stored 
on the disk in working storage. The amount of space 
available for working storage depends upon the number 
and size of user programs in the user area. If the disk 
has a large number of programs already in storage, there 
is relatively little space left for this temporary storage of 
the FORTRAN program being compiled, so it is possible 
to exceed the available space during compilation. Errors 
of this kind can often be remedied by deleting from the 
user area programs that are no longer active, particularly 
if only a small amount of additional space is needed. Or 
another disk with more working storage available can be 
used. 


The other length error, perhaps more common, is dis- 
covered during the loading process. During compilation 
of a program, no record is kept of the length of the sub- 
programs needed, so there is no way of knowing whether 
the program is too long to fit into core memory. How- 
ever, this information is available to the loader, which 
checks whether sufficient storage is available. An error 
message is produced if the program will not fit into core: 


R40XXXX (HEX) = ADDITIONAL CORE REQUIRED 


One variant of this message indicates a particular prob- 
lem associated with the COMMON area: 


R41XXX(HEX) TOO MANY WDS IN COMMON 


It is possible to estimate in advance whether a FORTRAN 
program will fit into the memory of the computer. The 
information necessary for making such an estimate can 
be found in the IBM manual, Core Requirements for 1130 
FORTRAN. The average FORTRAN statement generates 
about 14 machine-language words; the manual lists the 
length of the FORTRAN library programs, and examples 


CLEANING UP THE PROGRAM 


illustrate how to calculate the lengths of FORTRAN pro- 
grams. However, it is usually not necessary to make such 
a preliminary calculation; one can let the system deter- 
mine whether the program is too long, by running the 
program and watching for error messages. 


The program is not necessarily terminated after an R40 
error message, since there are some built-in resources 
that may solve the problem; the system itself tries to use 
the disk to save space. 


CLEANING UP THE PROGRAM 


The programmer confronted with an overlong program 
wants to know what to do. His first thought may be that 
it is necessary to abandon the program. However, there 
are procedures which may allow him to carry out the 
desired calculation. 


The first question that should be asked is this: Is the 
program longer than it needs to be? Novice programmers 
often write sloppy programs, and a careful analysis of the 
program may show that much space can be saved, either 
in storage or in the program. One of their most common 
extravagances is their tendency to choose very large 
arrays, without considering how much storage will be 
required. Thus a program which contains at the begin- 
ning the statement 


DIMENSION X(200,200) 


is asking the machine to set up storage for 40,000 real 
variables, occupying (with standard precision) 80,000 
words of storage. This will be impossible on most 1130’s, 
for no standard configuration has this much core memory. 
The novice programmer may find that little or none of 
this dimensioned storage is essential for the working of 
the program and that, by slight rewriting, he can make 
the program fit comfortably into core. Or it may be 
necessary to establish a disk file to hold it. There may be 
other aspects of the program that need to be cleaned up; 
almost no program is as efficient in the use of space as 

it might be. 


An interesting and instructive example of how a FORTRAN 
program can be cleaned up so that it both occupies less 
space and works more efficiently is included in the IBM 
manual 1130 FORTRAN Programming Techniques. This 
manual also discusses many of the tricks for running long 
programs mentioned here. 


Sometimes minor differences in writing programs lead to 
considerable differences when the programs are exe- 
cuted, both in storage requirements and in time. This is 
particularly true in FORTRAN, where the compiler sees 
the program differently than the human programmer 
sees it. 
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For example, consider the two following statements: 


A= 0. 
A=0 


Most FORTRAN programmers would consider these state- 
ments to be functionally the same. The decimal point 
identifies the first zero as a real or floating-point zero, 
while the other zero is an integer. The A, unless specified 
otherwise in a data type statement, is a real variable. 

The second sentence assumes, usually correctly, that 
variable types are converted across the equals sign; this 
is true in 1130 FORTRAN, but this conversion process 
involves a subroutine not needed in the first statement. 


Counting of 1130 instructions shows that the statement 
A=0. requires the execution of 40 machine-language 
instructions, while the statement A = 0 requires the 
execution of 58. Although 18 machine-language instruc- 
tions, each executed at microsecond speed, do not waste 
a great deal of time, if the sentence occurs in a loop 
executed many times in a program, a noticeable saving 
might be realized by the explicit presence of the decimal 
point. There is also likely to be a saving of space. Hence, 
the wise programmer, in spite of the available FORTRAN 
conversion, will include the decimal point on the right- 
hand side, to work toward optimizing his program. 


FACILITIES FOR LONG FORTRAN PROGRAMS 


A resource in the FORTRAN language which we have not 
yet discussed is particularly useful for long programs. 

It often happens that certain variables are needed in 

only part of the program calculation. Then the same 
space in core can be shared by several different variables. 
Suppose, for example, that two two-dimensional arrays, 

A and B, are specified by the following dimension 
statement: 


DIMENSION A(50,50), B(50,50) 


Suppose further that whenever one of these arrays is in 
use, the other is not needed. Then one can use them at 
separate times in the same core area, thus saving 5000 
words. The following statements, which must precede 
any executable statements, and be in this order, accom- 
plish this. 


DIMENSION A(50,50), B(50,50) 
EQUIVALENCE (A(1), B(1)) 


With these specifications the two matrices A and B could 
both be used, but only one core storage area would be 
reserved. Naturally the program would have to take this 
into account. One could not expect to find values of the 
first matrix in core just after the second matrix had been 


42 


used unless the first matrix had then been reentered by 
the program, because the new values are written over the 
old values. EQUIVALENCE also has other uses in pro- 
gramming; for example, with alphameric data it is 
convenient to make integer and real arrays equivalent, so 
that the data can be referenced either way. 


We can also save space within a program, particularly if 
much variable storage is needed, by storing data on the 
disk, using the DEFINE FILE statement; we have already 
seen how to do this. For programs requiring very large 
quantities of data the use of the disk is almost essential. 


LINKED PROGRAMS 


All these techniques save storage space in core memory. 
But even after we have saved all possible storage by care- 
ful rewriting of the program and elimination of unnecessary 
details, it is conceivable that the program is still too long. 
There are at least two procedures that permit us to run 
even a long program; both, however, also increase the 
running time. 


The first technique is particularly useful if the program 
naturally falls into a series of separate pieces. The 
strategy is to write the program as a series of separate 
FORTRAN main programs and to /ink them together. 
Every program except the last will contain a FORTRAN 
statement whose purpose is to bring the next program 
into core. This statement takes the following form: 


CALL LINK (name of the next program segment) 


Suppose, for example, that the main program was named 
STEP1, the second program STEP2, and the third pro- 
gram STEP3. Then STEP1 would contain the following 
statement: 


CALL LINK (STEP2) 
and the STEP2 program would include this statement: 
CALL LINK (STEPS) 


The flow of control can be seen easily in Fig. 5-1 where 
we use the FORTRAN control card *NAME to show the 
name of each piece. All the pieces except possibly the 
first are stored by name on disk, and therefore they are 
listed in the location equivalence table. The first program 
is entered by one of the usual techniques, and it calls the 
next one by means of a LINK statement. 


If programs are linked in this fashion, one precaution is 
necessary. When the new program is loaded, the old 
program, including most of its storage, is wiped out. But 
presumably some of the data calculated in the first pro- 
gram will be needed in the next stage. Only one part of 


the core memory, the COMMON area, is preserved during 
such transitions; thus any information to be used in the 
next link must be stored in COMMON in both links. Vari- 
ables stored in the same position in COMMON in the two 
programs are effectively equivalent. As in subprograms, 
COMMON provides for communication between linked 
programs. (This precaution concerns only core memory. 
All data on disk, including any in working storage, are 
unaffected.) 


There is no limit to the number of programs that can be 
linked. If many programs needing a carry-over of data are 
linked, the COMMON area will be heavily used, since it 
must bring the data from the last link and carry the data 
to the next. Remember that all the programs except the 
first must be stored on disk before the calculation begins. 
Each will be brought into core by the loader when needed, 
so execution is slower than with a single program. Storing 
the links in core image form will increase speed of exe- 
cution but will also increase disk space requirements. 


Although we have talked about the sequence of linked 
programs as if it were a strict linear sequence, linkage 
can occur within a program instead of at its end, with the 
timing of the actual link depending on calculations within 
that program; there might be several CALL LINK state- 
ments leading to different programs being called during 
different executions. 






os 






FIG. 5-1. Three ‘‘linked’’ programs. 


LOCAL SUBPROGRAMS 


LOCAL SUBPROGRAMS 


Another important space-saving method is the use of the 
LOCAL specification. The strategy here is to group sub- 
programs and allocate space in core memory only for 

the longest program in the group. Each subprogram is 
brought in from disk to the allocated space in core as 
needed. Although this procedure leads to a slower exe- 
cution of the program, it may enable us to run programs 
not possible without this facility. It contrasts with the 
usual procedure, in which all the subprograms necessary 
for a given program are loaded into core before execution 
of the program starts. Here the loader or core load builder 
prepares all the subprograms, as usual, but those specified 
on LOCAL cards are held in working storage on disk, 

ready to be transferred to core as needed. 


Suppose a given program needs two subprograms, BOY 
and GIRL, but that BOY is needed only in the early stage 
of the program and GIRL is needed only in a later stage. 
The program is too long, so the programmer must find a 
way to save core space. Since only one ‘‘swap” will be 
necessary under the circumstances, a LOCAL usage seems 
reasonable. The following cards after the program, re- 
placing the usual XEQ card, would accomplish this. 


PoP 
/ /0XEQ 1 
*LOCAL, BOY, GIRL (no embedded blanks) 


Columns 16 and 17 of the XEQ card indicate the card 
count (right-justified) of supervisor control records to 
follow, just as with the FILES records (see p. 39). BOY 
and GIRL would be prepared for core, but held in working 
storage on disk. Each would be loaded when called; a 
single area of core would accommodate both separately 
called subroutines. 


The preceding example assumes that the main program 
to be executed has just been compiled and is in working 
storage on disk. If the program is stored in the user or 
fixed area on disk, this not only affects the XEQ card, as 
we already know, but also leads to a change in the LOCAL 
card. The following sequence could be used in these 
circumstances with a main program named CHILD. 


PoP 


//®XEQbCHILD 1 
*LOCALCHILD, BOY, GIRL 


Comparing these two cases, we find that the main pro- 
gram’s name is listed just after the word LOCAL if the 
program is called from the user or fixed area on disk. A 
comma immediately following the word LOCAL and omis- 
sion of the main program’s name indicate that the 
program is in working storage. No embedded blanks are 
allowed in a LOCAL statement; the relative freedom in the 
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way other FORTRAN statements can be written is not 
permitted in a LOCAL statement. CHILD, the main pro- 
gram, is always in core during execution, but only BOY or 
GIRL is there at one time. 


If an XEQ card has an Lincolumn 14, a core map showing 
the location of subprograms in core is produced. The 
local programs are indicated in this map by the word 
LOCAL following the core address. All the programs 
called by a LOCAL program are also treated as LOCALs. 


There are restrictions on what programs can be used as 
LOCAL. Generally any user-written subroutine can be 
used. Functions, however, whether user-written or 
system-provided, are not allowed as LOCAL. Many of 

the system subroutines can be used as LOCALs to save 
space. For example, if two (or more) input/output 
routines are needed, one to run the typewriter and one to 
run the line printer, it is possible to use LOCAL. Wecan 
see that knowledge of the system beyond that mentioned 
so far becomes more and more necessary as one wants to 
use the LOCAL facilities. If a FORTRAN program is com- 
piled with a LIST ALL or LIST SUBPROGRAM NAMES control 
card preceding it, we obtain a list of needed subprograms. 
This is useful in deciding which programs to use as 
LOCALs. 


Another restriction on the use of LOCAL cards is dictated 
by the need to avoid logical tangles. Often a given sub- 
program calls other programs. LOCAL cards must take 
this into account. Thus if the program HORSE called the 
program COW it would not be reasonable to use HORSE 
and COW on one LOCAL card. 


A comma at the end of a LOCAL card means that the next 
card is acontinuation. The two records 


*LOCAL, SUBP1,SUBP2, 
*LOCALSUBPS 


are equivalent to 
*LOCAL, SUBP1 , SUBP2, SUBP3 


The CALL LINK and LOCAL facilities can be combined. 
Figure 5-2 gives an example of a short, trivial program 
which illustrates their joint use. We note that the two 
different LOCAL cards refer to two different main pro- 
grams which are joined by a linking statement. Thus the 
first two subprograms, FSTO and WRTYZ, will be LOCAL in 
program P1, and the two subprograms mentioned on the 
second LOCAL card will be LOCAL in program P10. One 
can see this clearly by using an XEQ with an L in column 
14. The core map produced before loading the first pro- 
gram contains the information about the location in core 
memory of all the subprograms of that program, including 
its LOCALs, while the core map for the second program 

is generated only when that program is called by the 
linking statement. 
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The monitor system also has built-in facilities for creating 
LOCAL programs. If the loader discovers that your FOR- 
TRAN program is too long for core, it creates system- 
generated locals, called SOCAL (system overlays). The 
monitor manual discusses which subprograms are used 
in system overlays, but a user who is not concerned with 
the details can allow the system to do the work for him. 
Messages identify the overlays created. If you specify in 
a LOCAL card a program that would have been involved 

in a system overlay, the LOCAL card takes precedence. 


Both LOCAL and EQUIVALENCE facilities lead to sharing 
of space in core memory. However, with EQUIVALENCE 
several data items share the same locations, but with 
LOCAL several subprograms share storage space in core. 
Furthermore, EQUIVALENCE does not use the disk, 
whereas LOCALs are kept on disk until the particular sub- 
program is needed in core. 


It should now be apparent that considerable resources are 
available to the programmer for running long FORTRAN 
programs. 


// JOB T 
// FOR 
*IOCS( TYPEWRITER) 
*LIST SOURCE PROGRAM 
A = EXP(2e) 
B= ABS(2e) 
WRITE(1»s 2) As 8 
2 FORMAT (2F5e2) 
CALL EXIT 
END 


// DUP 


*STORE WS UWA P10 


// FORTRAN 
*IOCS( TYPEWRITER) 
*#LIST SOURCE PROGRAM 
A = SIN(2e) 
B = COS (2e) 
WRITE (lo 2) AsB 
2 FORMAT (2F5e2) 
CALL LINK( P10) 


END 
// OUP 
*STORE WS UA Pl 
// XEQ Pl 2 
*#LOCALP]1 sFSTOoWRTYZ 


*#LOCALP10»sFGETP »SCOMP 


FIG. 5-2. LOCAL cards with linked programs. 


DEBUGGING IN FORTRAN 


We had an introduction to the process of debugging, or 
finding errors in programs, in our discussion of the loan 
program. That debugging is necessary often comes as a 
surprise to the beginning programmer; he feels that 
after he learns the details of the language he should be 
able to write programs without errors. But the experi- 
enced programmer knows that almost any program other 
than the simplest will not work when first written. 


Much of the working programmer's time goes toward 
making programs work as they are supposed to work. 
Debugging is an art, partly dependent on the facilities 
available in the language being used. In this section we 
discuss the error-correction techniques for 1130 FOR- 
TRAN. Later we will consider debugging assembler- 
language programs; some of these techniques can also 

be used within FORTRAN by the experienced programmer. 


With the loan program the first indication of trouble was 
the printing of error messages after compilation. The 
correction of such syntactical errors is the first order of 


business. As we have seen, these messages do not neces- 


sarily give a direct clue to the source of trouble; some 
errors will automatically lead to other errors. Even the 
more sophisticated compilers used with large computers 
cannot always indicate accurately the cause of the error, 
but they can always determine when the grammatical 
rules of the language have been violated and therefore 
where ambiguities exist. If nothing else, the error mes- 
sages from the 1130 FORTRAN compiler identify at least 
some of the troublesome statements. Usually these 
errors are relatively easy to correct. 


After the program has been successfully compiled, the 
next stage in which messages may indicate trouble comes 
after the machine reads the XEQ card, but before it enters 
the program. The most obvious difficulty, already dis- 
cussed, is that the program may be too long to fit into 
core. The loader error list contains other possible error 
messages. 


RECOGNIZING TROUBLES 


Undoubtedly the most serious difficulties, the hardest to 
pin down, are those that occur during execution of the 
program. How do you know you are in trouble at all, if 
the program appears to ‘‘run’’? Presumably your program 
is supposed to accomplish something, to produce some 
output. If you do not get this output, then you can right- 
fully conclude that the program is not behaving as 
intended. Here the presence of difficulties is obvious. 


Sometimes asterisks will be printed or typed, instead of 
the numbers expected. This indicates that the numbers 


RECOGNIZING TROUBLES 


could not fit into the space allowed in the FORMAT speci- 
fication. The problem may be only an improper FORMAT 
statement. However, if the printed results are far from 
the expected range, it may well be that the program 

does not accomplish the intended task. We have seen an 
example of this in the improper statement for interest 
calculation in the loan program. 


There may be still other signs of trouble. First, the com- 
puter may come to a halt because it has encountered an 
instruction which cannot be executed. To recognize this 
you must consult the lights on the 1130 console. The row 
of five lights in the upper right-hand corner of the panel 
represent the operation register, showing the type of 
machine-language instruction being executed at a given 
moment. During a normal stop, lights 2 and 3 will be on, 
indicating a legitimate WAIT instruction. (You can tell 
when the computer stops because the console lights are 
then steady and bright instead of flickering, and the RUN 
light is off.) If the operation register does not show a 
WAIT, the pause is abnormal; it was not intended to occur 
and it indicates that something is wrong with your 
program. Since most of the possible combinations of 
operation register lights do correspond to instructions, 
stopping because of an illegal operation code is relatively 
rare except for the case of the instruction with code 
‘“‘Zero”’ (all lights off). 


Even legitimate WAITs are sometimes indications of 
trouble. Perhaps the most commonly encountered one 
arises from problems concerning input and output. In 
1130 FORTRAN, if the input or output does not corre- 
spond in type to the format specifications, or if there are 
troubles with the IOCS card, the system goes to a WAIT. 
In addition to lights 2 and 3 in the operation register 
indicating a WAIT, the 16 lights on the left-hand side of 
the panel, which show the contents of the accumulator 
register, are also critical in detecting |/O errors. When- 
ever there is a FORTRAN I/O problem, the four lights on 
the left-hand end of the accumulator will all be on in a 
hexadecimal configuration representing the F in the table 
of FORTRAN |/0O error halts, in Appendix A-7. The other 
accumulator lights, with each vertical group of four lights 
constituting one hexadecimal digit, indicate the precise 
1/O problem identified in the table. When PROGRAM 
START is pushed after a FORTRAN 1/0 error WAIT, the 
program is terminated, and control is returned to the 
monitor program. 


Incidentally, we can also use this ‘‘error’’ to exit from a 
FORTRAN program. Suppose that the FORTRAN program 
calls for typewriter input. When the computer reaches 
this point in the program, the KEYBOARD SELECT light, 
near the keyboard, comes on. If we wish to leave the 
program when the KEYBOARD SELECT light is on, we type 
‘‘nonsense,’’ that is, anything not acceptable as data. For 
example, if the format specification calls for a number to 
be entered, in the E, F, or | format, then typing alphabetic 
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characters will lead to a FORTRAN I/O error, and when 
START is pressed, control is returned to the monitor 
program. 


Other WAITs may also indicate errors. For example, some 
subroutine failures, particularly with input/output sub- 
routines, produce error exits. But these are relatively 
less common. Appendix A-7 gives further information 
concerning computer action after !/O errors. 


Other types of unexpected and undesired behavior can 
also occur. A common problem, sometimes identifiable 
by a careful study of the console lights, is an uncontrolled 
loop. Often within normal computing processes the 
computer loops many, many times through one set of 
instructions. A conditional branching statement should 
eventually cause an exit from the loop. However, because 
of programming errors, the conditions for exiting from 

the loop may never be satisfied, and therefore the loop is 
performed over and over again without end. 


A loop is visible as a steady flickering of the console 
lights, but some nonloops may also give this appearance. 
During a loop the lights may appear to be unchanging, 
but a comparison with the brightness of the lights when 
the computer is halted will show that there is a dimming 
during the loop. If one wants to be certain that a loop is 
in progress, one can put the mode switch on Sl, single 
instruction execute. The lights will shift to a steady, 
strong pattern indicating a single instruction; then each 
time PROGRAM START is pushed, the computer will 
execute just one instruction. In the case of a very small 
loop, one might wish to see how many instructions it 
takes to get through the loop by observing the different 
numbers in the operation register until the pattern is 
repeated. To resume regular operation, one returns the 
mode switch to RUN and presses PROGRAM START. 


However, the number of instructions in a loop is seldom 
important; what is important is to know whether or not 
the computer is in an unintended loop. Unfortunately 
there is no completely unambiguous way to determine 
this. Some knowledge of the program will help; if you 
know that you have used a DO statement which will execute 
a part of the program 500 times, you expect a long loop 
before the exit. On the other hand, if the lights indicate 
a long loop when no highly repetitive calculation is called 
for in your program, trouble with branching conditions is 
likely. 


One type of error indication can be rather upsetting to 
the novice. Difficulties connected with input and output 
routines will sometimes lead to the feeding of paper, 
either on the console printer or on the line printer. Paper 
suddenly flows from one of these devices at a rapid rate! 
Usually, because of the interrupt system of the com- 
puter, PROGRAM STOP will be of no avail. The only 
button that is likely to help in this situation is IMMEDI- 
ATE STOP. In some situations the use of IMMEDIATE 
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STOP may result in loss of information, making it neces- 
sary to begin the program again. Particular care should 
be taken not to use this button during input-output 
operations, unless essential. 


HIDDEN TROUBLES 


So far our concern has been with recognizing the more 
obvious causes of trouble. The most insidious errors are 
not those we have described; they occur in situations 
where everything appears to be normal. The program 
compiles, loads, runs, produces output, and exits to the 
monitor program. Under these conditions the tendency 
is strong to believe that everything must be satisfactory. 
However, we must learn to be cautious in all situations. 
How can we be sure that the computer is actually doing 
the intended computation? 


With the loan program there was a simple inherent way of 
determining whether the computer was doing what we 
intended it to do. The first time the program was run, the 
final loan balance was a large negative sum rather than 
zero, a sure indication that something was wrong in the 
program. Often, however, there will be no obvious way of 
determining whether the calculation is reasonable. 


As a first step in checking the results, the programmer 
should give careful thought to what output he expects: 
the range of the numbers, the relative ordering of the 
data, etc. This consideration may be only a quick guess, 
or it may be based on rough hand calculations. It is 
always wise to have such an estimate in mind in any 
problem-solving activity, with or without the computer. 
In many situations it is possible to make a guess with 
relatively little work. Then the output can be inspected 
to see whether it corresponds reasonably to the rough 
guess. The importance of this procedure cannot be over- 
stressed; it is all too easy to write grammatically correct 
programs which generate nothing but ‘‘garbage.’’ 


The programmer can also test whether his program is 
functioning properly by adding an internal check, even 
though there is no natural one in the program. It is im- 
possible to give any general advice here, because such 
checks must depend on the nature of the problem, but 
one example may be helpful. Suppose that we are com- 
puting the motion of a satellite, with a program based on 
Newton's laws of motion. There are other physical prin- 
ciples which apply to such a motion; the total energy is 
always the same, for example. By writing into the pro- 
gram a computation of the total energy at occasional 
stages of the program and printing the results, we can 
obtain a basis for judging the accuracy of the calculation. 
This example pertains specifically to mechanics, but the 
ingenious programmer can often invent some method of 
internal testing. 


However, it is often true that only hand calculations will 
show that the program is doing what is expected. Al- 
though the popular literature on computers tends to 
picture them as allowing us to escape from performing 
calculations, the serious user of a computer quickly 
discovers that the human calculator is still essential. In 
many instances the only guarantee that the program is 
performing properly comes from choosing some simple 
data and performing a few hand calculations. If these 
calculations are to check the program, obviously they 
must use calculational procedures that are the same as 
those in the program. 


Fortunately, we do not need to carry out the complete 
calculation intended for the computer! This would indeed 
be silly, but if we compute directly a few cases and 
compare these with the computer output in the same sit- 
uations, then we have greater faith in the efficacy of the 
program. The choice of data for the trial hand calculation 
is important. The tendency is to use very simple data, to 
make the computation easier. For instance, in the satellite 
problem we might calculate initial conditions for a per- 
fectly circular orbit and use this case as a check. However, 
for a case that is too uncharacteristic, that is, too simple, 
the computer answers may agree with the hand calcula- 
tion, whereas more complex data might not produce 
agreement. Again, as with many aspects of debugging, 
the ‘‘correct’’ choice of trial data is an art rather than a 
science, depending heavily on the experience of the 
programmer. 


FINDING FORTRAN TROUBLES 


Knowing that there are difficulties and finding the precise 
cause of them are two quite different operations. Some- 
times the nature of the difficulty leads directly to the 
cause, as with the loan program. But for the vast majority 
of programs, debugging is more complicated. 


Several conceptual tools are very useful in the error- 
finding process. Perhaps the most important was used 
in connection with the loan program. A program often 
has a complex branching structure, with many IF and 
computed GO TO statements which send the calculation 
off in various directions under various conditions. If one 
has only the written program to deal with, it is easy to be 
confused by the intricacies of the various loops involved. 
It is therefore advisable to produce a flow chart of the 
program. 


The flow chart is a diagrammatic representation of the 
operation to be performed. Such a diagram can give 
complete detail, showing every instruction in the entire 
program, or it can be a skeleton-like specification of the 
general flow of the program. Particularly when a program 
has been modified many times, the flow chart helps 

to provide an overall view of the nature of the operation; 
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study of it will often indicate branching errors. In some 
systems it is possible to produce flow charts on the line 
printer or other output device directly from the program. 
However, at the moment such a procedure is not com- 
monly available for the 1130, so we must rely on humans 
to make flow charts. There are standard symbols for 

flow charts, but so far as the present writer can see, there 
seems to be no vital significance in this standardization 
for most computer users, and the charts presented in 
Chapters 1 and 2 do not use standard symbols. 


One simple device often useful in examining a FORTRAN 
program to find errors is the PAUSE command, bringing 
the computer to the WAIT state; pressing PROGRAM 
START resumes the execution of the program. If in an 
attempt to isolate the cause of error we want to deter- 
mine whether a calculation ever reaches a particular 
place in the program, we can insert a PAUSE statement at 
that point when compiling the program. It is convenient 
to have PAUSE cards available to insert when needed. 


One might legitimately wonder when the WAIT occurs 
whether it is due to that PAUSE or to an error condition. 
Again FORTRAN provides a resource for the user. If a 
four-digit number is written after the PAUSE on the FOR- 
TRAN card, this number is entered in the accumulator 
just before the WAIT. Each vertical group of four lights 
in the accumulator register on console corresponds to one 
digit in the number. Thus one can sprinkle a number of 
PAUSE commands in the program, each with a different 
identifying number, and thereby tell which PAUSE is 
which. The STOP statement can also have an identifying 
number to be displayed in the accumulator, but STOP 
causes an exit from the program when PROGRAM START 
is pushed. 


TRACING 1130 FORTRAN 


One of the most useful procedures for finding errors in 
computer programs is tracing. This takes several forms. 
Usually a FORTRAN program prints only the values of 
variables explicitly requested in WRITE statements. 
However, if there is trouble, it may be very helpful 

to obtain intermediate values to check that the calcula- 
tion is proceeding as a hand calculation has shown that 
it should proceed. One might want to know the results 
calculated in all arithmetic statements, or in some 
selected subclass of particularly critical statements. We 
could do this with additional WRITE statements, but a 
built-in facility is available for this procedure. 


The use of FORTRAN control record, 
*ARITHMETIC TRACE 


after the //bFOR card and before the beginning of the 
program causes the compiler to generate trace instruc- 
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tions for each arithmetic statement in the program. 
Tracing is controlled by switch 15 on the console. During 
execution, if console switch 15 is off, the program gives 
only the output requested within the program, performing 
as it would without the TRACE card. However, when 
switch 15 is turned on, the result of each arithmetic 
statement (the number that will be stored in the location 
indicated by the left-hand side of the statement) is printed. 
(If the IOCS card did not specify the printer, or if there is 
no printer in the system, the traced numbers are typed.) 
An arithmetic trace result is preceded by a single asterisk. 
If the output is used with a listing of the program, we can 
follow the action of the program and determine whether 

it is performing as expected. 


Another extremely useful form of this facility, the transfer 
trace, concerns not the arithmetic statements but the 
conditional branching statements, the IF and computed 
GO TO statements. Since branching statements alter the 
flow of a program, complicated branching possibilities 
are a likely source of such programming errors as un- 
controlled loops. Hence it is useful to know what decision 
is made each time a branching statement is encountered. 
To accomplish this, one uses the FORTRAN control card 


*TRANSFER TRACE 


to instruct the computer to generate transfer trace in- 
structions. Just as before, the program will perform as 
usual, that is, with no trace output, if switch 15 is off 
during execution. But, if switch 15 is turned on at any 
time, the value of the expression in parentheses in any 
IF statement and the value of the integer variable in any 
computed GO TO will be printed, preceded by two and 
three asterisks respectively. Arithmetic and transfer 
trace can be used together, if desired. 


The subroutine calls 


CALL TSTOP 
CALL TSTRT 


are effective for both arithmetic trace and transfer trace, 
and they limit tracing to just part of the program. When 
CALL TSTOP appears in the program, the instructions 
following it are immune from tracing, even if switch 15 is 
on. On the other hand, an occurrence of CALL TSTRT 
returns tracing control to switch 15. Thus, if one wanted 
to trace only a small portion of the program, one could 
first use the appropriate TRACE card or cards before the 
program, then place a CALL TSTOP card at the beginning 
of the program, and CALL TSTRT and CALL TSTOP cards 
setting off the section to be traced. In this situation, if 
switch 15 is on, only the segment of the program be- 
tween CALL TSTRT and CALL TSTOP will be traced. It 
should be remembered that the order of the program is 


48 


the order in which it is actually executed, rather than just 
the order of the statements. If switch 15 is off, the pro- 
gram runs as if no tracing were demanded. Thus it is 
possible, without activating switch 15 each time, to watch 
what is happening in a small group of statements. How- 
ever, selective tracing can also be accomplished by the 
use of PAUSE statements and switch 15. 


Tracing is most effective when combined with hand cal- 
culations following the flow of the program for a few 
selected cases. It enables the programmer to check 
whether or not the calculation is proceeding as he expects 
it to proceed. However, it is necessary to avoid too much 
tracing in a program; one can quickly obtain so much 
output with trace facilities that the sheer bulk of material 
is impractical. 


Version 2 has a FORTRAN subroutine which is particularly 
useful in debugging procedures, the PDUMP subroutine. 
This allows another type of selective tracing. To illus- 
trate its use, consider that at some stage in the program 
we should like to dump two one-dimensional arrays, a real 
array of 10 numbers called FAY, and an integer array of 
15 numbers called KAY. The following statement in the 
FORTRAN program would lead to the dumping of these 
two arrays on the principal print device: 


CALL PDUMP (FAY(1),FAY(10),5,KAY(1),KAY(15),4) 


Here the 4 indicates integer format for the output, and 5 
indicates real format. We could dump both arrays in a 
real (or integer) format, in spite of their different internal 
storage methods. Each sequence of three calling param- 
eters corresponds to one group of data to be printed; the 
first two parameters specify two ‘‘ends”’ in storage, and 
the third parameter specifies the format. For hexa- 
decimal format use zero for the third parameter. 


BINARY ARITHMETIC PROBLEMS 


Perhaps no problems are more bewildering to beginning 
programmers than those that come about because com- 
puter arithmetic differs from ‘‘human”’ arithmetic. Later 
we shall investigate the details of how the computer 
stores and manipulates numbers. For the moment we 
are concerned with some consequences of this difference 
that may seem strange. 


Consider the following program: 


Y= 0. 

1 V=V+.1 
WRITE (1,2) V 

2 FORMAT (F4.1) 
IF (V -— .9) l 

3 CALL EXIT 
END 


, 3d, 3 


This seems to be a quite straightforward, if somewhat 
trivial, program. However, its output may well be 
surprising: 


oOo oO 0 00 0000 
OMDANOOAARWAADND 


This looks most peculiar indeed. The first impression is 
that the computer failed to add during one of the steps 

in the program; our immediate suspicion is that there 
may have been a machine failure. However, if we run this 
program over and over, we find these results consistently. 
There is another related peculiarity. Our expectation 
might well be that with this IF statement, nine lines 
should be printed. But there are ten lines, with one line 
apparently printed twice. 


Some insight can be obtained if we make one slight pro- 
gram alteration to print more decimal places. If we 
replace the FORMAT statement above by this statement, 


2 FORMAT (F10.7) 
then the output looks like this: 


. LOOOOO0O 
. 2000000 
. 5000000 
, 0999999 
. 4999999 
. 9999999 
6999998 
. TI9999T 
8999995 
. 9999995 


OOO OO OOO Oo O 


These values are closer to the values stored in the 
machine. 


Now we can see more clearly what is happening. The 
number which the computer stores for the .1 in statement 
1 is not an exact equivalent of .1 but rather the best 
approximation the computer is capable of, using its in- 
ternal arrangement for storing numbers. (The problem 
here is similar to that of trying to express 4 as a finite 
decimal fraction.) Internal storage is binary rather than 
decimal, and some numbers, even when they can be 
expressed exactly as decimal numbers, do not have an 
exact representation as binary numbers. Furthermore, 
routines used for real arithmetic can introduce inac- 
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Ccuracies. Hence small errors may be introduced in each 
calculation, and these errors may eventually become 
significant. 


With this new insight into what is happening, you can 

also see why the problem with the IF statement occurs. 
When statement 1 is executed for the ninth time, we 
expect that V will be .9 and that the IF statement will 
cause a branch to EXIT. But because of the approxima- 
tions, V is then actually .8999995, or very slightly /ess 
than .9. Hence the desired branch does not occur, be- 
cause the quantity in parentheses is still slightly less than 
zero, and an additional line is printed. 


There is another aspect of the way the computer operates, 
and particularly of the way FORTRAN prints numbers, 
that is of great interest in connection with this little prob- 
lem. Consider, for example, the fifth line. You can see 
that the decimal representation of the number is approxi- 
mately 0.4999999. But in the first printout, the number 
actually printed was 0.4. It is clear that in the print 
operation, there is no rounding off. When you request 
one decimal place, all additional decimal places in the 
number are simply chopped off. If it is desirable to have 
numbers that are rounded in the usual fashion, the pro- 
grammer must do this within the program. 


Let us return to our trivial program and alter it to make it 
actually do what we want it to do. We will add a .05 to 
each quantity before printing, in order to perform any 
appropriate round off. The program doing this is shown 
in Fig. 5-3, and the output would now be what we probably 
expected the first time. 


Just as in the case of our initial troubles with the loan 
program, we can sometimes overcome problems asso- 
ciated with binary arithmetic by using extended precision 
rather than standard precision. Then a greater number of 
significant binary places is retained, and there is less in- 
accuracy. We could also solve the problem by setting up 
an integer variable which is first incremented by 1, and 
then divided by 10 in each loop. 


The reader may want to reread this section after the dis- 
cussion of binary numbers in the next chapter. 


// JOB 
// FORTRAN 
*#LIST ALL 
*IOCS (TYPEWRITER»s 1132 PRINTER ) 
V = Oo 
1 Ve#wevVvV + el 
We VvV+ 205 
WRITE (ls 2) W 
2 FORMAT (F4el) 
IF (W = 09) ls 39 3 
3 CALL EXIT 
END 


FIGURE 5-3 
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OVERFLOW ERRORS 


Because the computer can store information only in 

finite chunks, any number stored, integer or real, is 
limited in value. The limitations are different for integers 
and reals. For integers the maximum positive value that 
can be used in FORTRAN is 32,767 and the negative 

limit is —32,768. (After the next chapter you should be 
able to understand why these numbers are not the same.) 
For real numbers the absolute value can range between 
approximately 108 and 10-28, 


Simple calculations can easily exceed these limits. The 
fact that the numbers are out of the allowable range may 
not be obvious, because an intermediate result in a com- 
putation may exceed 1028 even when the final result 
would be below the allowable limit. The value of the final 
output would be affected in such acase. In 1130 FOR- 
TRAN subroutines, when the computer generates a 
number larger than it is capable of storing, it sets the 
variable to the largest possible value. If the number is 
too small, the variable is set to zero. So the ‘‘true’’ value 
will be altered during the calculation, and the answer will 
not be correct. 


An example may be useful. Consider the following simple 
FORTRAN program: 


1. E25 
1.E30 

= 1.E35 

= ( X#Y +Z)/X 
CALL EXIT 

END 


ON KM 
| 


A hand calculation quickly shows that Q should be about 
102°, inside the allowable range. But running the program 
in trace mode produces a surprise! The value actually 
calculated for Q is 


.1701412 x 10!4 


The difference arises because X*Y gives a number that 
is too large, so the result of this calculation is set to the 
maximum value. 


The FORTRAN subroutines which carry out real arith- 
metic are written so that they set an indicator word in a 
special location in core when overflow problems occur. It 
is possible to interrogate this word within the program, 
by the use of the subroutine OVERFL. The CALL state- 
ment is 


CALL OVERFL (J) 


where J is a variable to be returned from the subroutine, 
with a value dependent on the overflow indicator. If 
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overflow has occurred in a calculation, J is set equal to 1 
by OVERFL; if no overflow has occurred, J is setto 2. A 
computed GO TO following such a CALL statement, check- 
ing the current value of J, could send control to an error 
section of the program if overflow occurs. (The 1130 
FORTRAN subroutines do not themselves generate an 
error message on overflow, but only set this indicator 
word.) This same subroutine also checks for an under- 
flow, an arithmetic result smaller than about 10—38, 
Then J is set equal to 3. The overflow indicator is reset 
after this subroutine has been executed, so another call 
to the subroutine may give different values for J unless 
an overflow has subsequently occurred. 

We can write a skeleton program to make use of this 
internal facility: 


CALL OVERFL (L) 
GO TO (10,20,30), L 
10 WRITE (3,40) 
40 FORMAT (' OVERFLOW' ) 
GO TO 20 
30 WRITE (3,50) 
50 FORMAT (' UNDERFLOW' ) 
20 (Next program starts) 


We could also write this as a subroutine: 


SUBROUTINE OFLOW 
CALL OVERFL(L) 
GO TO (10,20,30), L 
10 WRITE (3,40) 
40 FORMAT (' OVERFLOW') 
RETURN 
30 WRITE (3,50) 
50 FORMAT (' UNDERFLOW' ) 
20 RETURN 
END 


Note the use of several RETURN statements for exits from 
the subroutine. Thus we would need only a 


CALL OFLOW 


card wherever we want to check for overflow or underflow. 
This simple subroutine would not indicate where the 
trouble occurred, but with only slightly more program- 
ming it would be possible to locate the trouble spot. 


If you know that the numbers you will be getting in your 
program are well within the allowable range, such check- 
ing is superfluous. However, for calculations in which the 
values might become very large or very small, checking 

of this kind can be a useful debugging procedure. Tracing 
also can be used to check partially for overflow or 
underflow. 


DIVISION BY ZERO 


Another useful FORTRAN subroutine checks for attempts 
to divide by zero. The appropriate CALL statement is the 
following: 


CALL DVCHK (J) 


J is set to 1 if the division-by-zero indicator is on, to 2 if 
itis off. The indicator is turned off after the subroutine. 
Division by zero is a relatively minor problem, but it is 
sometimes useful to check. If an attempt is made in real 
arithmetic to divide by zero, no division occurs and the 
number is unaltered. 


COMMON PROBLEMS IN FORTRAN PROGRAMS 


It is impossible to foresee all the errors that a program- 
mer may make in a FORTRAN program. We can, however, 
mention a few problems that will present difficulties to 
programmers. Some of these will plague the novice, 
others even the experienced person. 


Perhaps the most common trouble encountered by a 
novice is due to his failure to use the asterisk for multi- 
plication. Any programmer familiar with the algebraic 
convention of indicating the multiplication of two quantities 
by writing them next to each other easily slips into this 
error. Suppose, for example, a beginner wants to multiply 
A and V; he might write the FORTRAN statement 


C = AV 


A FORTRAN compiler, however, has a different view of 
this statement; it regards AV as a variable name and 
tries to set C equal to the value of the variable AV. Since 
the statement is grammatically correct, it would generate 
no compiler error message, but it will not do what the 
writer intends it to do, and the result when the program 
is run will be unsatisfactory. 


This error is also common when one or both of the factors 
are enclosed by parentheses. Someone coming into 
FORTRAN with a background of algebra might be tempted 
to write the following statement: 


F = (A +B) (C +D) 


The compiler would now generate an error message, be- 
cause this is not a grammatically proper FORTRAN 
statement. 

Only the beginning programmer is likely to make the 
above mistake, and he is not likely to make it too many 
times in his career. But as his programs become more 
complex, other types of problems occur. He may, for 
example, forget what statement numbers he has used and 
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attempt to use the same one on different statements. 
The compiler will catch an error of this kind. 


Another frequent error (not found by the compiler, since 
it is not a syntax problem) is the unintentional use of one 
variable for two different purposes within a program. 
Occasionally the same variable name will be used to 
represent different values in different parts of one pro- 
gram, in order to save storage space. But this can be 
done only when the several values so named are not 
needed simultaneously in the program. What we are here 
concerned with is an unintentional use of the same vari- 
able in two different senses, with the result that the 
variable has values in part of the calculation that it is not 
intended to have. This mistake is relatively easy to avoid 
in the initial writing of a program, but troublesome when 
the program, particularly if complicated, is altered during 
the debugging process. 


Still another common problem concerns dimensioned 
variables. When a variable is initially dimensioned, space 
in memory is set aside by the compiler. But the program 
does not check to see that we stay within this space! 

Thus if we have DIMENSION X(20), the computer will 
nonetheless accept a reference to X (22), retrieving the 
value from or storing it in a place reserved for other 
things. Thus the introduction of a variable too large for 
its dimensioned area will ‘‘eat up’’ material stored out- 
side the intended range, and eventually troubles are 
almost bound to result. If one suspects this difficulty, 
statements can be inserted in the program to print the 
subscript for a subscripted variable each time the variable 
is encountered, or an IF statement can be added to see 
whether the subscript stays within range. Tracing might 
also be useful. It would be possible, as you probably 
realize, to design the FORTRAN program to make a range 
check whenever presented with a subscripted variable. 
However, since this would increase the time for running 
such a program, checking for range is usually done by the 
programmer rather than by machine. A FORTRAN pro- 
gram which suddenly ceases to run while executing a loop 
that involves dimensioned variables may be in this type 

of trouble. 


Insufficient attention to switch settings is a human error 
often committed by beginners. It happens frequently 
enough to deserve explicit mention. Usually a switch 
setting is used to alter the flow of a program. For ex- 
ample, a switch may return control to the beginning of the 
program for new values to be entered for another run. 
But the careless user may forget to turn off the switch 
which initiated this return; thus he finds control thrown 
back again almost immediately to the beginning of the 
program—not his intent. A program that checks a switch 
setting should include some kind of halt after the switch 
is checked, to allow time for resetting. This halt might be 
a READ (from the keyboard) statement, or it might be a 
PAUSE. 


51 


FORTRAN TROUBLES—DEBUGGING 


52 


We now discuss a programming difficulty experienced, 
although under somewhat different circumstances, by 
both the beginning and the experienced programmer. 
Before a variable can be used in a program it must be 
initialized, that is, it must be given some value. Other- 
wise the computer will accept for its value whatever 
garbage happens to be stored in that particular location 
at that particular time. There are only two ways to ini- 
tialize variables: by input or by using the variable on the 
left-hand side of an arithmetic assignment statement. 
The first use of any variable within the FORTRAN program 
should be in a statement of one of these two types. 
(Version 2 monitor also allows the DATA statement for 
initialization.) 


One might think that the compiler could check to see if 
the variable was initialized. Some checking is possible; 
the 1130 compiler lists unreferenced variables after com- 
pilation. But it is impossible to check for all possibilities 
during the compilation process, because the question of 
whether a variable has been initialized or not depends on 
the flow of the particular program. There is a difference 
in sequence between the FORTRAN statements on paper 
or cards and the execution of these statements, whenever 
branching statements are included. Consequently, the 
compiler is not always in a position to determine whether 
a variable has been initialized, especially when the pro- 
gram is complex. The FORTRAN program itself can be 
written so that such checking is done internally, and some 
FORTRAN systems have provided this facility, but the 
extra overhead for all programs is usually considered 
unwarranted. An 1130 compiled FORTRAN program does 
not check on initialization before a variable is used during 
a computation. Hence the burden of checking, if neces- 
sary, falls on the programmer. 


A particularly catastrophic form of this initialization 
problem (in terms of unexpected results) can occur with 
subscripts. An uninitialized subscript may well lead to 
quite disastrous results; the array element may be 
referenced far outside the intended storage area, de- 
stroying everything in its path. 


Tracing is often helpful in spotting the failure to initialize 
a variable, simply because it shows the variable as having 
a value quite different from that expected. Careful study 
of a logical flow chart will often aid the programmer to 
make sure that every variable is initialized before use. 
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O bit 





FIG. 6-1. The 1130 word. 


TABLE 6-1 


Decimal (base ten) 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 
16 (= 24) 
32 (= 25) 
64 (= 28) 
128 (= 27) 
256 (= 28) 
512 (= 29) 
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Binary (base two) 


1 

10 

11 

100 

101 

110 

111 

1000 

1001 

1010 
10000 
100000 
1000000 
10000000 
100000000 
1000000000 


COMPUTER STORAGE AND NUMBER SYSTEMS 


We have discussed two kinds of storage used by the com- 
puter, the core memory for fast storage, and the disks for 
bulk storage, but we have not yet considered in detail how 
this storage takes place. We are not here concerned with 
the operation of the computer's circuitry, but rather with 
the manner in which mathematical and symbolic entities 
are directly represented in the computer's electronic 
hardware. 


In the 1130, the memory, both core and disk, is divided 
into words of fixed length. Fixed-word-length memory is 
perhaps the most common, although many of the com- 
puters used for business purposes have a different 
organization, referred to as variable word length. Every 
word in the core memory has a unique address which the 
computer can use to find or store a unit of data. (The 
first word’s address is O, not 1.) 


The disk addressing system is slightly more complicated. 
A disk is divided into 200 tracks (actually 203, but only 
200 are usable); each track contains eight sectors, four 
on each side; and a sector contains 321 words. 


What is a word, and what information is stored in these 
words? Every 1130 word, in core or on disk, contains 16 
pieces of information, where ‘‘piece of information’’ 
means one or the other of only two possibilities. The 
terminology bit is often used for this ‘‘yes-no"”’ choice, 
and it is a convention to say that a bit is either a one ora 
zero. Therefore the individual word in the 1130 can be 
said to contain some ordered collection of 16 zeros and 
ones. For convenience, the bits in an 1130 word are 
identified by the numbers O through 15, going from left 
to right, as indicated in Fig. 6-1. 


The ability to represent all entities, whether they are 
numbers, letters, or other symbols, by combinations of 
zeros and ones is fundamental to the effectiveness of the 
computer. It is relatively easy to build high-speed elec- 
tronic and magnetic devices which have only two possible 
states, and these two states can be called zero and one. 
For example, a typical electronic device involving tran- 
sistors, the flip-flop, has only two possible states, which 
can be controlled by appropriate signals. In a similar 
manner, a magnetic core can be magnetized with the 
field pointing one way or the other. It would obviously be 
more difficult to represent decimal digits on physical 
devices requiring ten different and clearly distinguishable 
states. 


Almost all computers are internally constructed on this 
binary (also called base two) system. Some, including the 
1130, represent integer numbers directly in binary, 
whereas others represent numbers digit by digit in binary, 
using what is termed Binary Coded Decimal or BCD 
representation. 


BINARY AND HEXADECIMAL NUMBERS 


The binary, or base two, way of counting is one of the 
hallmarks of the ‘‘modern’’ mathematics in the elemen- 
tary school. If the reader does not know how to count in 
binary, perhaps the third-grader in the family can offer 
some assistance! The process is simple. Positional 
notation, which motivates our decimal, or base ten, 
numbers, is also the basis of binary counting; the digit 
in any one position or place keeps increasing until it 
reaches its largest allowable value, and then to represent 
the next number in sequence, the position to the left is 
increased by one. Table 6-1 shows the correspondence 
between some binary and some decimal numbers. 


The process of going from base two to base ten numbers 
or vice versa has often been described; we will give two 
examples, one in each direction, which will serve to 
illustrate the process. Note the use of subscripts to 
indicate the base. 


Binary to decimal: 


BINARY AND HEXADECIMAL NUMBERS 


To write hexadecimal numbers we use the decimal digits 
O through 9 and then switch to the letters of the alphabet 
from A through F. It should be clearly understood that 
this use of hexadecimal notation is for the convenience of 
the machine users. Internal storage is basically binary, 
and one might consider hexadecimal words as being 
stored in binary form. That we find the computer typing 
hexadecimal information is due to programming, con- 
verting binary numbers to hexadecimal numbers before 
printing. Such conversion programs are part of the sub- 
routine library. Incidentally, FORTRAN is not the best 
language for writing such translating programs. The 
assembler language we shall discuss in the next chapter 
is better suited for this as well as many other purposes. 


The Appendix includes tables to assist in conversions 
between different bases. 


1011012 = 1 x 2°4+0~x 2441 x 2241x 274+0~x 2!4+1 x 20 


=32 +0 +8 +4 +0 


Decimal to binary: 


27i0= 1X 164+1X*%8 +0XK441X24+1Xi1 


=1x 2*41>-x 22?4+0~x 274+1x 2!41x1=1101le 


The addition of binary numbers proceeds as with decimal 
numbers, except that one must remember that 
1+ 1= 102. Thus 1011 and 110 added give 10001. 


Every 1130 word is a 16-place binary number. The writing 
of binary numbers is an annoying process, one that can 
easily lead to errors. Furthermore, a 16-bit word is small; 
large computers have words with more bits. For example, 
a word in the IBM System/360 is 32 bits long. Since long 
binary numbers are messy to use, shorter representations 
of such numbers were sought. The ease of ‘‘translation’’ 
from base two numbers to any other base that is a power 
of 2, such as 4, 8, 16, or 32, has led to the frequent use 
of one or another of these bases to represent binary 
material in computer output or input. (Remember, how- 
ever, that as a FORTRAN user you needed only base ten 
numbers.) 


Octal, or base eight, was once common. The 1130 
monitor programming system uses hexadecimal, or base 
sixteen, for dumps and other output. Translating a num- 
ber from binary to hexadecimal involves replacing each 
successive group of four binary digits by a single hexa- 
decimal ‘‘digit’’; thus four hexadecimal digits define an 
1130 word. The relation between numbers in the three 
bases is shown in Table 6-2. 





= 4510 
TABLE 6-2 
Decimal Binary Hexadecimal 
1 1 1 
7 111 7 
9 1001 9 
10 1010 A 
11 1011 B 
12 1100 C 
13 1101 D 
14 1110 E 
15 1111 F 
16 10000 10 
151 10010111 97 
3449 110101111001 D79 
40743 1001111100100111 9F27 
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STORING NUMBERS 


What are we storing in our 16-bit words? As you might 
expect, several types of information can be stored, al- 
though for the present we shall consider in detail only 
the storage of numbers. 


First, there are the instructions which run the computer. 
We know from our discussion of the FORTRAN compiler 
that FORTRAN is not the form these instructions eventu- 
ally take. We will later see the form of machine-language 
instructions. 


Other kinds of information may be stored, such as vari- 
ables and constants. Since the computer is often used for 
calculations, it is essential that we have uniform ways of 
storing numbers in the memory. Another type of coded 
storage is storage of alphameric information, characters, 
and we shall encounter that also. However, eventually 
everything must end up as 16-bit words if it is to be stored 
by the 1130. 


We have already met two types of numbers in FORTRAN 
programs, integers (fixed point numbers) and reals 
(floating point numbers). Since these types are handled 
differently in FORTRAN, it should not be surprising that 
a similar dichotomy exists in methods of storing integers 
and reals in the 1130. 


Fixed point numbers are handled directly by the instruc- 
tions and circuitry of the machine, so their form is dictated 
by the electronic components, the hardware in the com- 
puter. The form for floating point numbers for the 1130, 
on the other hand, is determined by the programs written 
to manipulate them. We will consider first the storage of 
fixed point numbers. 


(+7)10 = 


Interchange: 


+1 





FIGURE 6-2 
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0000 0000 0000 0111 
1111 1111 1111 1000 same 
1111 1111 1111 1001 


FIXED POINT NUMBERS OR INTEGERS 


The basic method of storing numbers in the 1130 is as 
integers, either in standard precision or extended pre- 
cision. It is these numbers which are manipulated by the 
built-in arithmetic operations of addition, subtraction, 
multiplication, and division. 


Standard precision numbers require one storage word. 
The leftmost or zero bit is the sign bit; a O in the sign bit 
denotes a positive number, and a 1 denotes a negative 
number. In extended precision integers, two words are 
used, an even-address word and the next higher odd- 
address word. (FORTRAN uses only standard precision 
integers). Here the leftmost bit of the first word is the 
sign bit. 


Positive numbers are stored just as one would expect. 
That is, the binary equivalent of the number is stored in 
the word or words. The decimal number 5670 would be 
stored as indicated in Fig. 6-2. 


This number, 10110001001102, represents the decimal 
number 5670 and can be converted as follows: 


g12 + 210 4+ 29 +29 492491 — 
4096 + 1024 + 512+ 32+4 +2 =5670 


The largest positive number which can be stored ina 
single word is one with all bits except the sign bit set 
equal to 1, or 


01111111111111112 = 32,767 0 


Negative numbers are stored differently; the method is 
not just a reversal of the sign bit of the positive number. 
Instead, what is known as the 2’s complement farm is 
used to convert a positive to a negative integer. To ob- 
tain the 2’s complement of any binary number, we 
interchange all the bits, replacing zeros by ones and ones 
by zeros, and then add 1 to the resulting binary number. 
To illustrate this, suppose we want the binary representa- 
tion of —7 19. The following steps indicate the inter- 
changing of zeros and ones and the adding of 1 to get —7. 


positive number of 


absolute 
= (—7)i9 negative number value 


The use of 2’s complement for representing negative 
numbers may not be familiar and may seem to be a 
strange procedure; one wonders why the negative number 
is not the same as the positive, except for a different 

sign bit. The advantage of the 2's complement form for 
negative numbers is that it permits ordinary addition to 
proceed without any attention to the sign of the number. 


To illustrate this, it is convenient to work with shorter 
numbers. Suppose we employ an imaginary computer 
with four-bit words, one bit for the sign and three for the 
number. Then the number +3 would be represented as 


0011 


The number —3 would be represented in 2's complement 
form as 


1101 


Now add these numbers as though they were ordinary 
binary numbers. 


0011 
+ 1101 
10000 


The sum has five places but there is no fifth place in our 
four-bit-word machine, so the fifth digit is ignored. The 
sum is zero, as it should be. 


We can easily see that adding a number to its 2’s com- 
plement gives zero, but why do we need that strange step 
of adding 1 to get the complement? Assume for a moment 
that we keep the added 1 out of the picture. Wherever 
there was a 1 in the original number, we replace it by 
zero and vice versa. When the resulting two binary num- 
bers are added, the sum will be a string of 1’s, since we 
are adding a zero and a 1 in each place, one from each of 
two numbers. Now the added 1 will effect a carry through 
each successive place until there is one more place 
needed at the left end. Further play with the 2’s com- 
plement form shows that it allows us to add positive and 
negative numbers with no special precaution. 


We ignored the additional bit that occurs in the fifth 
position, but there is a related problem that cannot be 
ignored. The last bit to the left is the sign bit, which 
plays a different role from the others. Suppose again we 
had the following-two positive numbers to be added in 
our imaginary four-bit-word machine: 


0; 101 
+ 0/110 


We have drawn a vertical line to isolate the sign. If we 
add these numbers, the sum, 1011 without the sign bit, 
will no longer fit the three places allowed for a number, 
exclusive of its sign. This situation is known as overflow, 
and it is handled in a special way in the computer, as we 
shall see later. Without special handling of overflow, 
integers larger than +32767 in a 16-bit word would be 
effectively negative and those smaller than —32768, 
effectively positive. This ‘‘overflow’’ for integers is not 
the same as the real overflow we saw in the last chapter. 


FLOATING POINT OR REAL NUMBERS 


FLOATING POINT OR REAL NUMBERS 


We shall next consider the method of storing standard 
precision real numbers used by the 1130 subroutines. 


A standard precision real number requires two words of 
storage space in the computer. The address of the num- 
ber in storage is the address (always even) of the first 
word, i.e., the lower address (Fig. 6-3). Floating point 
numbers consist of a mantissa and an exponent or char- 
acteristic, so any storage system must accommodate both 
of these ‘‘pieces”’ of the number. Thus a decimal num- 
ber of the form .347 x 10!’ must have in storage both 
the mantissa, .347, and the characteristic, 17, although 
these may not be stored in base ten form. 


Since numbers are stored in binary in the 1130, both 
parts of a floating point number must be represented by 
binary numbers. In 1130 floating point storage, reading 
the two words from left to right, the first word and half of 
the second contain the mantissa; the second half of the 
second word has the characteristic (Fig. 6-4). 


Even word Odd word 


[oT 


(The word addressed) 
——— 


Low core 


FIGURE 6-3 


|(_______—___—_—- Mantissa———}{_ Characteristic} 


PF 


FIG. 6-4. Form of standard precision floating point storage. 
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TABLE 6-3 


THE 1130 STANDARD PRECISION 


FLOATING POINT REPRESENTATION 


of this number 
(decimal) 


1. 


ov ge Sl BS 


| tS i 


—9. 
—10. 
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is this pair of 


words (hex) 
4000 0081 
4000 0082 
6000 0082 
4000 0083 
5000 0083 
6000 0083 
7000 0083 
4000 0084 
4800 0084 
5000 0084 
CO000 0081 
C000 0082 
A000 0082 
C000 0083 
BOOO 0083 
A000 0083 
9000 0083 
C000 0084 
B800 0084 
BOOO 0084 


Table 6-3 contains some examples of simple integers 
stored in the 1130 as floating point variables. In the 
following discussion we will refer to these examples. 


For convenience, the examples are given in hexa- 

decimal, rather than in binary as they will be stored by the 
machine. As we have seen, it is easy to translate each 
hexadecimal digit into its corresponding four binary 

digits to get the full binary representation. For example, 
we can translate the first two-word pair in the table as 
follows: 


(4000 0081)i6 = (0100 0000 0000 0000 0000 0000 1000 0001)e2 


The leftmost bit of the left-hand word is the sign bit, 
containing in this case a zero for a positive number. If 
we translate into binary the leftmost hexadecimal digit of 
each number in the table, we see that for the positive 
numbers the leftmost bit is zero, while for the negative 
numbers it is one. 


In the location reserved for the characteristic (the second 
half of the second word) we have in each case a two- 
digit number, 80 or higher. The binary characteristic it 
represents raises two to some power. Each hex charac- 
teristic in the table is said to be excess 80, meaning that 
8016 is added to the true binary exponent. Such a char- 
acteristic shifts a binary point, just as the base ten 
characteristic shifts a decimal point. Thus in the first 
number, with a characteristic of 81, the binary point is to 
be shifted one place to the right. A characteristic of 87 
would indicate that the binary point is to be shifted right 
7 places; a characteristic of 8D shifts the point 13 places; 
and a characteristic of 90 shifts the point 16 places (90 
is a hex number, and 10;¢ = 16j0). 


Similarly, less than 80 in the second half of the second 
word would indicate a negative characteristic, moving 
the point to the /eft. No sign bit is stored; the leftmost 
characteristic bit is O if the number is less than 80, and 
therefore the characteristic is negative, and is 1 if the 
characteristic is positive. The actual numbers stored for 
the characteristic will always be positive. This is why the 
excess 80 system is used. This may seem a peculiar way 
of storing the characteristic, but such a method is for the 
convenience of writing subroutines to manipulate (add, 
etc.) real numbers. With this method the subroutines 
need consider only positive characteristics. 


Now consider the mantissa, stored in the first word and a 
half. We know that the leftmost bit of the first word is the 
sign bit. In 1130 floating point, the binary point is not 
actually present in the word but is assumed to be at the 


left end of the mantissa. Hence the mantissa of the first 


number in our table, with the point, is 


. L1OOOOO0D000000000000000 


Since the hexadecimal characteristic of this number is 81, 
we shift the point one place to the right, obtaining the 
following binary number: 


1.0000000000000000000000 


Hence we come to the not too surprising conclusion that 
the 1 is stored as a 1! However, this example is decep- 
tively simple. It may not be so easy to ‘‘translate’’ from 
binary into decimal form, as the example in the next 
section shows. 


A negative mantissa is stored as the 2’s complement of 
the corresponding positive number, just as with integers. 


AN EXAMPLE OF 1130 REAL STORAGE 


To illustrate the problems of converting a number from 
floating point storage within the 1130 to decimal form, 
consider the following floating point number in hexa- 
decimal form: 


6487ED82 


This is stored in two words, the first containing the binary 
equivalent of hexadecimal 6487 and the second, of ED82. 
As before, 82, the characteristic of the number, deter- 
mines the position of the binary point. Since 8216 is 216 
more than 80j6, the binary point is to be moved two 
places to the right. 


The first word and a half contain the mantissa. Writing 
in binary we have the following string of numbers: 


0110 0100 1000 0111 1110 1101 (binary) 


6 4 8 7 E D (hexadecimal) 

The corresponding hexadecimal digits are placed under- 
neath the binary groups. The leftmost bit is a zero, 
indicating that the number is positive. The implied 
binary point following the sign bit must be shifted two 
places to the right: after shifting, the resulting binary 
number is 


11.0010 0100 0011 111101101 


This is the number stored, but for convenience it is de- 
sirable to know its decimal equivalent. The integer part 
of this binary number gives no trouble, since 112 equals 
310. If we had a more extensive integer part we could use 
the table in Appendix C-5, or we could expand in powers 
of 2: 


lle =(1 X 2! 4.1 X 2%)9 = 3)0. 


The fractional part gives more trouble. Grouping as in- 


AN EXAMPLE OF 1130 REAL STORAGE 


dicated above we can write the fraction as a hexadecimal 
fraction, 


.243F 616 


dropping off the last bit. We could, with some labor, 
translate this number into the corresponding binary num- 
ber, realizing that when the place value system based on 
16 is used, the associated decimal number is 


2x 16-14 4~x 16-74+ 3 x 16-3 4+ 15 x 16-44 6x 16-5, 


To compute this expression by hand to the required num- 
ber of decimal places would be a lengthy operation, but it 
could be done. 


For conversions of this kind, it is desirable to have a table 
of the negative powers of 16 multiplied by the numbers 
from 1 to 15. A table of this kind can be produced on the 
computer; the one in Appendix C-3 was obtained by means 
of a FORTRAN program. Each line of the table represents 
values obtained by multiplying a number from 1 to 15 by 
the negative powers of 16, starting with 16~—!, 162, etc. 
Thus the value of 2 X 16~! obtained from this table is .125. 


The following list shows the values for the number given 
above: 


2 x 16~! = .12500000 


4 x 16~° = .01562500 
3 x 167% = .00073242 = 
15 x 16-4 = .00022888 
6 X 16-5 = .00000572 
Total = .14159202 


We see, then, that the table facilitates translation, al- 
though it does demand some arithmetic. The decimal 
number represented is 3.14159202. 


One can also resort to one of the conversion tables in the 
functional characteristics manual (included in the Appen- 
dix as Table C-6), giving functional parts of numbers. 
Using this table as directed, we can find quickly that 
.24316 = .14135742109. This of course gives only three of 
the places in the original hexadecimal fraction. We could, 
however, take into account the last places by adding to 
.24316 the last two terms in the expression above, 


15 xX 16-4+6~x 16~°. 


These are the last two terms on the list above, so we can 
find our number as follows: 


.24316 = .14135742 
15 X 16-4 = .00022888 
6 X 16—° = .00000572 
Total =.14159202 
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\———- Mantissa —--——__-]| 


cet—L J LC Ed 


Address word 


FIG. 6-5. Form of extended precision floating point storage. 


EXTENDED PRECISION REAL STORAGE 


Extended precision storage is slightly different from 
standard precision. Here three words are used for stor- 
age. The first word carries only the characteristic, in the 
same excess 80 form we have just seen. Thus half of the 
first word is wasted space in extended precision. The next 
two words carry the significant figures, so that one ob- 
tains eight more binary places than one obtains with 
standard precision (Fig. 6-5). Again the binary point is 
assumed to be in the leftmost place; its ultimate location 
is determined by the value of the characteristic just as 
before. The additional eight binary places correspond to 
about three more places of accuracy in the decimal 
number. 


Because of this difference in storage, it is necessary to 
have different sets of subroutines to handle standard and 
extended precision numbers. In the subroutine library 
the subroutines intended for standard precision have a 
name beginning with ‘‘F’’ while those for extended pre- 
cision begin with ‘‘E.’’ The loader verifies that all the 
subroutines used in one program are of the same pre- 
cision, and refuses to run programs calling for mixed 
precision. 
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STORING ALPHAMERIC DATA IN THE 1130 


So far we have examined methods of storing several types 
of numbers, the ingredients of arithmetical operations. 
However, the computer is increasingly important for 
symbol manipulation as well, i.e., for the manipulation of 
letters, other symbols, words, and sentences of the Eng- 
lish language. The ability to handle and manipulate 
character data is an important attribute of the modern 
computer. 


The principal characters represented inside a digital 
computer are the letters of the alphabet (sometimes 
upper and lower case), the numbers, arithmetic symbols 
(such as those needed in FORTRAN), and sometimes 
other symbols. Each of the input-output devices has its 
own limitations as to available characters. 


Some computers have one standard way of character 
coding, that is, representing each character internally in 
the machine, which is independent of the particular 
device used to get that character into or out of the com- 
puter. However, the 1130 was designed with multiple 
character codes; characters can be coded in different 
ways dependent on the input or output method and on the 
programs used. When a card is read, one type of charac- 
ter is stored for a punched A; but A can be coded in the 
machine in other ways. 


The following discussion reviews quickly the character 
codings used by the 1130. Details about each are in the 
coding table in Appendix C-8. 


IBM CARD CODE 


The IBM card code is the standard code for key-punched 
cards. The IBM card has 80 columns, and each column 
can represent a letter or anumber. Figure 6-6 illustrates 
the very simple coding involved. The letters are repre- 
sented by two punches in a column, the numbers by a 
single punch. Wecan use the coding shown here to read 
bank statements, gasoline credit card bills, etc., provided 
we want to take the trouble of decoding the letters in each 
column. 


When a card is read on the 1130, each card column, 
containing 12 positions from top to bottom, is transferred 
row by row to the first 12 bits (i.e., bits O-11) of a com- 
puter word. Thus if there is a punch in the top position 
of the column (called a twe/ve punch), a 1 is stored in bit 
O. If there is a zero punch, a 1 is put in bit 2, etc., down 
through the last (twelfth) line on a card. This coding is 
referred to as card image, because the word in core is the 
image of the word on the card, with 1 representing the 
punches, and O the nonpunches. 


Card punching within FORTRAN always produces the 
standard IBM card code for the 1130. However, cards 
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are not necessarily punched in the IBM card code; it is 
possible to ‘‘image’’ computer words on cards. 


The coding used in the 1130 for characters entered from 
the console keyboard is similar to card coding, but it also 
allows for some additional information. A 1 in bit 12 of 
the word used for the character, means that the EOF (End 
of Field) button on the keyboard was depressed. A 1 in 

bit 13 indicates that the backspacer was depressed. A 

1 in bit 14 indicates that the button labeled Erase Field 
was depressed. If these keys are to serve their functions, 
the program must examine these bits and take appropriate 
action. 


CONSOLE PRINTER CODE 


The console printer has a character code entirely its own. 
Since the listing of the general character codes in Appen- 
dix C-8 indicates this coding, it will not be described in 
detail here. Bit 6 contains a 1 if the letter is upper case. 
(The Selectric type ball of the console typewriter has 

only upper case, so lower case cannot be provided.) If 
bit 7 has a 1, the function is a control function. 


EBCDIC CODING 


Many of the monitor programs for the 1130 are designed 
for Extended Binary Coded Decimal Interchange Coding, 
or EBCDIC, which is not connected with any input or out- 
put device, and is widely used as a standard computer 
coding. The full EBCDIC code is eight bits long. Several 
versions are used in 1130 programs; in some programs 
the characters are stored one character per word, but 
EBCDIC coding can also be packed, two characters to a 
word, or even five characters in two words (in name code, 
where only the last six bits of the full eight-bit coding are 
used). This system allows a very large number of codings, 
for there are 2°, or 256, different possible arrangements. 





FIGURE 6-6 


EBCDIC CODING 
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CHAPTER 7 





INTRODUCTION TO 1130 ASSEMBLER LANGUAGE 


We have occasionally suggested that FORTRAN is not the 
only available programming language for the 1130. The 
second general programming language presently available 
for the 1130 ts the assembler language. 


Almost every digital computer has a symbolic language 
of the ‘‘assembler’’ type. Such languages are similar to 
machine-language coding, as we shall see. They were 
introduced to relieve the programmer of both the routine 
bookkeeping activities required by machine language and 
the need to manipulate long binary words, while allowing 
him to work closely with the detailed facilities available 
in the computer. Assembly languages use symbols or 
mnemonics for the computer operations and identify 
locations in the memory of the computer by names rather 
than by machine-language addresses. 


Our approach to the 1130 assembler is through FORTRAN. 
When the FORTRAN compiler translates the FORTRAN 
program, it produces for every sentence in the FORTRAN 
program a series of machine-language instructions. 

From knowledge of the compiler or inspection of compiler 
output, it is possible to learn, for any FORTRAN sentence, 
the corresponding set of machine-language instructions. 
Since there is a one-to-one mapping between machine- 
language and assembler instructions, the former can also 
be expressed as assembler instructions. (But the reader 
should understand that the FORTRAN compiler produces 
machine-language rather than assembler instructions.) 


Our strategy is to present the assembler coding that cor- 
responds to simple FORTRAN statements, explaining each 
new assembler feature as it appears. In this manner, you 
will be introduced to the assembler language and at the 
same time see what is happening during execution of a 
FORTRAN program. 


The basic information showing how the FORTRAN com- 
piler operates is given in the 1130 Program Logic Manual. 
The examples we shall use are given in an appendix in 
that manual. However, certain features in the discussion 
will not correspond exactly to features of assembly lan- 
guage. These pseudo-assembler features will be indicated 
by square brackets. 


In this chapter we will use only integer variables. We 
begin with a FORTRAN statement so simple that you 
might not see any use for it. The FORTRAN statement is 
shown on the left, with the corresponding assembler 
language translation on the right. 


sa - 
I=J LD L J 
STO L I 


These two assembler statements are almost self- 
explanatory. The I and J are called the operands of the 
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Step 1: move number in J 


to accumulator 
¢4— Location J 






Step 2: 
move number 

in accumulator 
to I 







4— Location I 


FIG. 7-1. Illustration of I = J. 


instruction. Just as in FORTRAN, I and J are variable 
names; during the translation of the assembler program 
and its loading into core, these variables are assigned to 
addresses in the core memory. Again, variable names can 
have up to five letters and numbers in any combination, 
provided they begin with a letter. Unlike FORTRAN, 
assembler names do not attach any meaning to the first 
letter. 


The first part of each assembler statement is the mne- 
monic for the computer operation requested by the 
instruction. LD stands, not too surprisingly, for ‘‘load,’’ 
and STO for ‘‘store.’’ Both instructions make use of an 
often used register (storage location) in the 1130, the 
Accumulator. Usually operations proceed to or from the 
accumulator; one of the two numbers in an arithmetic 
calculation is always in the accumulator, and the result is 
also stored there. The accumulator has the 16 bits char- 
acteristic of all 1130 storage. The load instruction causes 
the contents of the memory word identified by J to be 
loaded into the accumulator. The store instruction oper- 
ates from the accumulator, telling the machine to store 
the contents of the accumulator in the location indicated 
by I. This procedure is illustrated in Fig. 7-1. To move 
an integer from one location to another in core, we first 
put it in the accumulator, then move it to its destination. 
This is typical of one-address machine languages; each 
instruction contains only a single address. 


The L in these two instructions indicates that the instruc- 
tions are long form; the corresponding machine-language 
instructions occupy two consecutive computer words, in 
contrast to a short form instruction (an assembler instruc- 
tion without an L), which occupies a single computer 
word. Long instructions are sometimes indicated dif- 
ferently, as we will see. We shall not explain now why 
long instructions appear here. Often, as in the present 
case, the same instructions can be given either in long or 
in short form, and in some situations both forms accom- 
plish the same purpose. 
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ADDITION AND SUBTRACTION 


We now consider another FORTRAN integer arithmetic 
statement; this is slightly more complicated because it 
calls for some calculation. 


a 7 is 
I=K-M LD L K 
S L M 
STO L I 


The load and store instructions are the same as before. 
The intervening instruction contains an S, standing for 
‘‘subtract.’’ The word stored at K is loaded in the accu- 
mulator, and then the word stored in M is subtracted from 
the number in the accumulator. The results of integer 
arithmetic operations remain in the accumulator. We 
store the difference in location I. Again, the subtract 
instruction is long. The small numbers 27, 32, and 35 
indicate the card columns when the assembler statement 
is punched in a card. 


The assembler language contains other arithmetic in- 
structions similar to the subtract instruction. Remember 
that these instructions apply to single computer words. 
Hence an S instruction subtracts one 16-bit binary num- 
ber, stored as indicated in the previous chapter, from 
another 16-bit binary number. If the FORTRAN statement 
had been I = K + M, then A, the mnemonic for ‘‘add,’’ 
would replace the S. Similarly, the accumulator contains 
the sum when the addition is performed. 


MULTIPLICATION AND DIVISION 


One new feature comes in when we consider multiplication: 


a oP si 
I=J* K LD L J 
M L K 
SLT 16 
STO L I 


We easily identify the long form multiplication instruc- 
tion indicated by M. But the presence of the short SLT 
instruction may be surprising. The problem here is that 
the multiplication of two 16-bit binary words can produce 
a 32-bit binary word, which the accumulator alone cannot 
accommodate. In order to accommodate the possible 32 
bits, the computer must use an additional register, called 
the Accumulator Extension. \f there is no overflow (i.e., if 
the product still fits in a single word) the product com- 
puted is in the accumulator extension. Thus some com- 
mand is needed to move the product into the accumulator 
so that it can then be acted upon by the next instruction. 
The accumulator and the accumulator extension can be 
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considered as one long register, so that if we ‘‘shift’’ both 
of them left by 16 places (physically moving the number 
to the left by 16 places) the number which was in the 
accumulator extension will now be in the accumulator. 
The shift operation SLT fills with zeros the vacated spaces 
at the right end. 


To see how this works, assume that 2 and 3 (binary 10 
and 11) are to be multiplied. After the multiplication 
instruction the contents of the accumulator and the 


accumulator extension are: 
| OOOOQOO0O000000000 | | OOO0000000000110 | 
Accumulator extension 


Accumulator 


The result is in the accumulator extension; it is 11029 = 6)9. 
After the SLT instruction the accumulator and accumula- 


tor extension look this way: 
0000000000000110 | OOOOQ000000000000 | 
Accumulator extension 


Accumulator 





If you think carefully about what has been said, you may 
see that overflow is also a possibility here. 


Even if the integer variables in FORTRAN reserve two 
words, integers are stored in a single word. Thusa 
product of two integers which produces a binary integer 
requiring more than 16 bits cannot be stored in a single 
1130 word—it is unacceptable to FORTRAN. Note that 
FORTRAN does not take any action concerning this. The 
machine does take an action, however, and you can test 
for it, if necessary. If the product is more than the allow- 
able 15 significant figures, the overflow indicator bit is 
turned on. Subsequent programming can test this bit 

to see if it is turned on and then take the appropriate 
action. 


FORTRAN integer division is like multiplication except 
that it is necessary to place the number to be divided in 
the accumulator extension before division occurs. This is 
accomplished in the following list of instructions by the 
shift instruction SRT, which shifts both registers right. 
The result of a division is in the accumulator. 


“i va 
I= J/K LD L J 
SRT 16 
D LK 
STO L I 


Note that if a multiplication is followed immediately by a 
division, no shifting is necessary. 


THE SHIFT INSTRUCTIONS 


The FORTRAN compiler, in translating a program to 
machine language, uses shift instructions like those in 
our assembler language examples for moving words back 
and forth between the accumulator and the accumulator 
extension. The required shift is always 16 places in such 
a situation, but shift instructions can be used for any 
number of places. This ability to shift is particularly use- 
ful when one wishes to examine some of the internal bits 
in aword. For example, suppose we want to know what is 
in bit 7 in the accumulator. We could shift the number 
seven places to the left to bring bit 7 to the zero position. 
Then the ‘‘branch on negative”’ instruction, explained in 
the next section, could be used to check this bit, now in 
the sign bit position in the accumulator word. 


There are three types of shift instructions. All are used 
only in the short form. Those of the first type shift the 
number either to the right or to the left, filling any vacated 
places with zeros. SLA and SRA shift the accumulator left 
or right respectively, while SLT shifts both the accumula- 
tor and accumulator extension to the left. 


T’ > second type of shift instruction, SRT, is a special shift- 
right instruction, which repeats in each of the vacated 
places whatever the zero bit was before the shift started. 
This is particularly useful for shifting a negative number, 
for it keeps a number in the negative (2’s complement) 
form. To see this, suppose we wish to consider the last 
eight bits of an instruction as a number. (This happens 
with many machine-language instructions, since the last 
eight bits in a single-word instruction, as we will see, 
represent the displacement.) The procedure would be 
first to use SLA to shift the number to the left eight 
places, in order to get rid of whatever is currently in the 
first half of the word, and then to use SRT to shift the 
number back to its initial position, duplicating bit 9 in the 
vacated places. Because negative numbers are in 2's 
complement form, this procedure gives us the correct 
16-bit expression for whatever number was stored in the 
second eight bits. An example of the SRT instruction 
follows. 


Original number in accumulator 0101110110101011 


a ae 
First, SLA 8 gives 1010101100000000 
Then, SRT 8 gives 1111111110101011 


The third class of shift instructions works on a somewhat 
different basis, in that the shift is not of a fixed number 
of places but of a number dependent upon the contents 
of the word being shifted. The two instructions of this 
type are SLCA, shifting only the accumulator, and SLC, 
shifting both the accumulator and its extension. These 
instructions, standing for ‘‘shift and count,’’ always em- 
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ploy one of three special internal storage registers, the 
index registers, and the shift is always to the left. A num- 
ber is first entered in an index register, to indicate the 
maximum extent of the shift. For each shift of one place, 
the number stored in the index register is decremented 
by 1. The shift can end in either of two ways: the value 
in the index register becomes O, or a 1 has been shifted 
into the leftmost, or zero-bit position. This facility is par- 
ticularly useful when we wish to examine the bits ina 
word in order to take action on each bit that contains a 1. 


This concern with manipulating bits internally in a word 
is foreign to FORTRAN, although it is used in some of the 
FORTRAN subroutines. 


The index registers are words in core memory, with 
addresses 1, 2, and 3, that the programmer can use in 
various special ways when he is programming in assem- 
bler and machine language. When an index register is 
indicated in an instruction, it is named in card column 33, 
just after the place where the L would be, if present. 

Thus a shift left and count instruction using index reg- 
ister 2 would be punched as in this illustration: 


. - 


SLC 2 [operand field not present] 
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We encounter several new assembler instructions cor- 
responding to machine-language instructions when we 
consider how the FORTRAN compiler handles a DO state- 
ment, a statement setting up a DO loop within the program. 
Here is an example: 


i 3? 7 
DO 10 M = J,K LD L J 
STO L M 


a [First instruction in loop] 


10 CONTINUE MDX L M,1l 
LD L M 
S L K 
BSC L_ [address of a],+Z 


The DO statement translates into two groups of state- 
ments, the load and store statements at the beginning of 
the DO loop, and the incrementing and branching state- 
ments at the end. The load and store statements should 
be familiar; at the start of the DO loop, the instructions 
are to put J in the accumulator and then store it in M, 
i.e., setting M = J asthe DO statement indicates. This 
initilization is done once each time we enter the DO loop. 
The CONTINUE itself does not lead to any computer 
coding. 


65 


1130 ASSEMBLER VIA FORTRAN 


The instructions at the end of the loop contain two new 
and important assembler statements. The first is the MDX 
instruction, meaning ‘‘modify index.'’ The MDX is a ver- 
satile instruction within the 1130, with different forms to 
accomplish different things. The long MDX instruction 
such as this one, having two operands, M and I, sepa- 
rated by acomma, adds 1 to the number stored in location 
M, leaving the result in M. Since M is the index for the DO 
loop, incrementing M by 1 prepares for the next pass 
through the loop. Then M is loaded into the accumulator, 
and K is subtracted from it. 


The BSC is a branch mnemonic, standing for ‘‘branch (or 
skip) on condition,’’ the first assembler branch instruction 
we have met. This is a long BSC, differing in behavior 
from a short BSC. Like the long MDX, it has two operands 
separated by acomma. The first operand gives the 
branching address, the address to which control will go 

if the branch is to occur. This would usually be an assem- 
bler variable, but here it is indicated by the square 
brackets. In this example ‘‘address of a,’’ in brackets, 
could not be written in this fashion if this example were 
an assembler program; a name must begin with a letter. 


The second operand in the BSC, after the comma, states 
the conditions under which the branch will not occur, 
always referring to the number currently in the accumu- 
lator. In this case the branch does not occur if the value 
in the accumulator is either positive or zero. Stated 
another way, the branch occurs only if the number in the 
accumulator is negative. So the conditions after the 
comma in a long BSC tell under what conditions the 
branch will not occur. The accumulator contains the 
result of the calculation M—K when the branching test is 
made. Thus, so long as M is equal to or less than K, the 
program will go back to the instruction here labeled a@ and 
execute the DO loop once more. However, as soon as M 
becomes greater than K, the program will continue with the 
next instruction after the long BSC instruction. In any 
assembler branch instruction the next sequential instruc- 
tion is executed if the branch does not occur. 


TABLE 7-1 


Symbol Meaning 


O Branch if overflow indicator is on. 
C Branch if carry indicator is on. 
E Branch if the number in the accumulator is not 


even; i.e., branch if bit 15 in the accumulator 
contains a l. 


-- Branch if the number in the accumulator is not 
positive; i.e., branch if bit zero contains a 1 or 
if all bits contain O’s. 


— Branch if the number in the accumulator is not 
negative; i.e., branch if bit zero contains a O. 


Z Branch if the number in the accumulator is not 
QO; i.e., branch if any one of the accumulator bits 
contains a l. 
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The long BSC statement can check for any of the six 
conditions (or for any combination of them) listed in 
Table 7-1. If the second operand is a combination of 
these, as in the example, all conditions must be satisfied 
for the branch to occur. A long BSC with no second 
operand, i.e., no conditions listed, is an unconditional 
branch. 


The coding for a DO loop with variables incremented by 
some value other than 1 is not too different. However, the 
MDX instruction could be used only if the incrementing 
value is aconstant. If it is a variable, the following 
sequence is used. 


4 oF a 
DO 10 I = J,K,M LD L J 
STO L I 


a [first instruction in the loop] 


LD L I 
A L M 
10 CONTINUE STO L I 
S) L K 
BSC L_ [address of a],+Z 


The following example, a computed GO TO, shows coding 
with a symbolic address for a location in memory; again, 
an actual assembly program would have names. 


4 1 ar 7 7 
GO TO (111,112,113) ,KOP LDX Il KOP 
ADR1 BSC Il ADR1+41 
DC [111] 
DC [112] 
DC [113] 


There are several new features here. 


In interpreting these commands we must remember that 
the 1130 makes special uses of three 16-bit words, the 
index registers, in core memory, with addresses 1, 2, and 
3. Instructions can refer directly to the index registers. 
The LDX in this example is the first such instruction we 
have encountered. It can be read as ‘‘load index register,'’ 
because it transfers a computer word to one of the index 
registers, rather than to the accumulator as in the LD 
instruction. The machine must know which index register 
to use, and the 1 following the I in the LDX instruction 
indicates that the first index register (the core word with 
address 1) is to be used. This index register is also men- 
tioned in the BSC instruction that follows, with results that 
we shall see in a moment. 


The first two assembler instructions corresponding to the 
computed GO TO have an I, for ‘‘indirect,’’ in the place on 
the card previously used for the L indicating long form 
instructions. Indirect instructions, always long (the I 
implies an L), handle the operand differently than do 


direct instructions. If the LDX instruction were a direct 
instruction, without the I, then it would load in the index 
register the actual address KOP. An indirect instruction, 
however, loads not KOP but the computer word whose 
address is KOP. Not all instructions can be used in the 
indirect form, and the meaning of ‘‘indirect”’ differs 
slightly from one instruction to another. 


The BSC instruction not only uses the index register and 
indirect addressing, but it brings in other aspects of the 
assembler language not yet encountered. No branching 
conditions are given; i.e., there is only one operand. The 
branch is therefore an unconditional branch, one that will 
always occur. But the branch is to different locations 
under different conditions. | 


The BSC instruction is named ADRI1, the first assembler 
example we have of directly assigning a name, a label, or 
a symbolic address to a word in memory. The word 
identified by the label is the first word of the long (two- 
word) BSC instruction (indirect instructions are always 
long); the use of a symbolic address gives us a handle for 
referring to locations in memory. 


In the operand of the BSC instruction, 1 is added to this 
symbolic address. ADR1+1 refers to the word following 
that labeled by ADR1. Address arithmetic is a useful 
aspect of the assembler. The symbolic address indicated 
in the operand of the BSC instruction is the second word 
in the BSC instruction. But the second word of a long 
instruction always contains the address associated with 
that instruction, so the second word of the BSC contains 
its own address! At first glance this seems rather strange. 
Why would one branch into the middle of an instruction, 
an operation that would almost always be unfortunate? 
But that is not the intent; both the index register and the 
indirect aspect are still to be considered. 


The BSC instruction under consideration mentions index 
register 1. With most assembler instructions, when an 
instruction refers to an index register, that register is 
used in computing the effective address. The address 
indicated by the operand is not the full address for the 
instruction but only part of it. In this case (and in other 
similar instructions), the intent is to add the content of 


index register 1 to ADR1+1; this is the result of mentioning 


index register 1 in the instruction. Remember that the 
previous instruction loaded the number in KOP into index 
register 1. Hence if KOP contains 1, the effective address 
for the BSC instruction is ADR1+2, while if KOP is equal to 
2, the effective address is ADR1+3. Such use of an index 
register allows an instruction to perform different func- 
tions each time it is used. 


Thus if KOP is equal to 1, the effective address is the 


word in core immediately following the second word of the 


BSC. The assembler coding for this word is DC, standing 
for ‘‘defined constant.’’ A DC is not an instruction; it sets 
up a word in memory for data storage. The three succes- 
sive DC statements contain the address of the instructions 
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carrying out statement 111, the address of the beginning 
of statement 112, and the address of the beginning of 
statement 113, each address occupying one word. 


Finally, we must take into account the fact that the BSC is 
an indirect instruction. This means that the effective 
address of the instruction is not the address to which the 
program branches but rather the address at which the 
branching address is stored. The effect of the BSC in- 
struction in this coding is this: If KOP is equal to l, a 
branch is generated to the address where the coding for 
statement 111 will be found; if KOP is equal to 2, a branch 
is generated to the coding for statement 112; and if KOP 
is equal to 3, a branch is generated to the location for 
statement 113. This is a tricky instruction, and the person 
unfamiliar with assembler languages would do well to 
read once more the discussion of the coding for the com- 
puted GO TO. Figure 7-2 may be useful in reviewing this 
sequence. 


Core memory 


Addresses 


KOP 
Loads the contents of KOP 
in index register 1 
ADR1 
Branches to instruction 
whose address is in 
ees (ADR1+1+KOP) 








~ High core 


FIGURE 7-2 
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Some additional comment is called for in connection with 
the three DC statements in the program. In assembler 
language the programmer has full responsibility for 
setting up storage in memory; storage allocation is not 
done by the translating program as with the FORTRAN 
compiler. Here we are not storing variables but the three 
addresses that the BSC must branch to. 


We can see from the coding why the FORTRAN program 
misbehaves if KOP takes on a value of 4 or greater. The 
value of KOP will be determined earlier in the program. 
Consider that in some case in this program KOP did take 
the value 4. Then the branching address is to the word 
just after the third DC. But this is not intended to be an 
address; it might well be an instruction word. So the 
results would be unpredictable. The FORTRAN compiler 
could have been set up to test that KOP was not too large, 
perhaps giving an error message if it were, but this would 
involve additional instructions and the translated pro- 
gram would probably run more slowly. Hence the 1130 
FORTRAN compiler puts the burden of making the 
program work correctly on the programmer’s shoulders, 
in an attempt to gain efficiency. (For example, a transfer 
trace could be used to check for this difficulty in a 
FORTRAN program.) 


Finally we conclude this section with one of the forms of 
the FORTRAN IF statement, one with a fixed point 
argument. 


a i 

IF (N) 111,112,113 LD L N 
BSC L [111],+2 
BSC L [112],+- 
BSC L_ [113],-Z 


These assembler instructions involve aspects of the lan- 
guage you have already learned. All are long instructions. 
The N is loaded in the accumulator. Then there are three 
conditional branching instructions. The computer 
branches to the instructions for carrying out sentence 111 
if the variable N is negative (i.e., not positive or zero). It 
branches to the instructions for 112 if the variable is zero 
(not positive or negative), and it branches to the instruc- 
tions for 113 if the variable is positive (not negative or 
zero). 


The compiler does not necessarily generate three branch- 
ing statements for each IF statement; it takes advantage 
of cases in which two of the referenced statement numbers 
are the same, or where one of the branches is toa 
CONTINUE statement. So some attempt is made to 
‘“‘optimize’’ the program, avoiding the execution of 
unnecessary instructions. More sophisticated compilers 
have been constructed which go to great lengths to 
produce optimal programs. 
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LONG AND SHORT INSTRUCTIONS 


Many of the instructions in our FORTRAN-related intro- 
duction to the assembler language have been in long 
form, occupying two consecutive computer words. We 
have suggested, however, that for many instructions there 
are short forms using only one word, in some cases per- 
forming different tasks than the long-form instructions. 


To gain insight into this situation we will consider the 
‘‘add”’ instruction in both long and short form; both 
accomplish the same task. We hope to explain why long- 
form instructions are often necessary, even though they 
use an additional computer word. Here are the two forms 
of the add instruction: 


7 7 3 2 =. 
A NUM 
A L NUM 


Both tell the computer to add the integer stored in memory 
location NUM to the word in the accumulator and leave the 
result in the accumulator. Since the effect is the same in 
both cases, one may question why the long instruction, 
taking twice as much space to store, would ever be used. 
To understand the reason, we must consider some 
aspects of machine language. 


The basic problem, common to computers with ‘‘small”’ 
words, is that of representing the address NUM in the 
instruction. We know that an 1130 word contains 16 
binary bits, a typical size for a small computer. Five bits 
at the beginning of every instruction are given over to 
representing in a binary code the particular operation to 
be performed. Thus ‘‘add,’’ seen as an actual machine- 
language instruction in computer memory, starts with the 
following five bits: 10000. If auxiliary information is also 
needed in the instruction (e.g., long, index registers), they 
must occupy other bits. Even if the whole instruction can 
be crowded into a single word, half the bits, eight, are 
used for this basic information, leaving only the remaining 
eight for addressing. 


This is the crux of the problem. Eight bits are just not 
enough to represent a full address. The typical 1130 is 
equipped with either 4000 or 8000 words of core memory. 
To represent any address in a (minimal) 4000-word core, 
13 bits are required. In a long instruction the entire 
second word, 16 bits long, is given over to the address, 

so there is ample room. However, the eight bits available 
in the short-form instruction cannot store every address in 
the machine; some expedient must be used. 


The trick in the machine-language short instruction is to 
use an address relative to the next instruction. This 
means that the last eight bits in the machine-language 
short instruction do not contain the actual address of a 
word in memory, but rather a number specifying how 
many words backward or forward one must go from the 


address of the next instruction to find the word being 
referred to. The address of the next instruction is con- 
tained in the instruction address register; this register 
is also displayed on the console. 


Thus the ‘‘address”’ that appears in the short-form 
instruction is not an address at all, but a displacement, 
positive or negative, from the IAR address. The number 
of bits available sets a limit on how far one can go in 
either direction. In the 1130, with eight bits, the limita- 
tion is from —128 to +127. If the word referred to is 
stored within this ‘‘distance’’ in core from the next 
instruction, the short-form instruction can be used. On 
the other hand, if its storage location exceeds this dis- 
tance, the long form is necessary. Usually the FORTRAN 
compiler uses the long forms. 


The assembler programmer can ignore this distinction 
between a long and a short instruction when the address 
of his word is within the allowable displacement range. 
This means that he still uses in his operand the symbolic 
address that he requires, exactly as he would in the cor- 
responding long instruction. It is the job of the assembler 
translating program to calculate the necessary displace- 
ment to insert in the instruction. It is possible, however, 
to specify that the operand in a short instruction is an 
address rather than a displacement, by using an X in the 
place in the instruction where we have previously seen 
Lor I. 


This displacement-address limitation poses a quandary 
to the writer of the program. The programmer has three 
alternatives open to him: 


(1) He can carefully count backward or forward from every 
instruction to the word it refers to, to determine whether 
itis within the range. If he chooses to proceed in this 
way, he must remember to count in the same manner each 
time a change is made in the program when it is being 
debugged. 


(2) He can use only long-form instructions when the pro- 
gram is first written. After he has developed a working 
program, he can go through the compiler listing and 
compute the displacements. He will be able to determine 
readily when he is within range, but to do this with an 
assembler-produced machine-language list, he needs 
proficiency in hexadecimal arithmetic, because the ad- 
dresses on the list generated by the 1130 assembler 
compiler are hexadecimal. This procedure has the advan- 
tage of separating the job of deciding whether the 
instructions should be long or short from that of getting 
the program to run. 


(3) He may choose an intermediate approach. Since the 
assembler program will report in the form of an error 
message if a short instruction demands too large a dis- 
placement, he can go ahead and guess whether a given 
instruction should be long or short, and then use the 
listing from the compiler to correct his wrong guesses. 
Sometimes he can change some instructions from long to 
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short by judicious rearrangement of the program, putting 
data words closer to the part of the program which uses 
them. Such rearrangement may be useful in shortening a 
program which is too long to fit in memory. 


Different programmers may choose different alternatives. 


EFFECTIVE ADDRESS COMPUTATION 


In our examples the first operand in either a long or short 
instruction has been a name for a location in core mem- 
ory. However, sometimes this location is modified by 
other aspects of the instruction such as the use of index 
registers. Here we review and extend our knowledge 
about the actual referenced address, the effective address. 


We might start with several sample instructions. Here is 
an add instruction, in both long and short forms: 


a =f Si 
A L NUM 
A NUM 


The number stored in the location called NUM is to be 
added to the word in the accumulator; NUM identifies the 
effective address in both instructions. 


We have already referred to address arithmetic. Suppose 
that we next need to add to the number in the accumulator 
a number which is stored three words past the word 
labeled NUM. We could give a unique name to this word 

in the program, but naming every word can become a 
messy operation. To provide a convenient way of hand- 
ling such a case, assembler and other symbolic languages 
allow address arithmetic. Thus the following would be a 
valid assembler instruction: 

“ad 3? = 

A L NUM+3 


The effective address is that of the word that is stored 
three words past the one identified by NUM, so this word 
is used in the addition as desired. 


This procedure is also called relative addressing, because 
one can specify positions relative to the labeled address 
of acomputer word. No embedded blanks are allowed in 
the address operand, so we cannot use blanks freely for 
readability as we have done in FORTRAN. Any operand 
after a blank in an assembler statement is treated as a 
comment. 


Multiplication can also be used in address arithmetic, 
although it is probably of less use than addition. We 

shall not give a detailed discussion of the possibilities 
with address arithmetic; many are useful only for ad- 
vanced programmers. They are described in the assembler 
language manual for the 1130. Problems arise as to the 
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27 32 33 35 


| Il | 
LDX 2 35 
[Beginning of loop] 


A _L2 LIST-1 
MDX 2 -l 


[End of loop] 


LIST BSS 
; 20 FIGURE 7-3 


‘‘relocatability’’ of an address when address arithmetic is 
used in computing it. Most assembler programs are as- 
sembled as relocatable programs, to be stored in different 
places in core in different loadings, although there are 
also assembler facilities to ensure that the program 
always occupies a certain place in core. 


Address arithmetic is only one method of modifying the 
address. Another procedure also familiar to us is the use 
of the index registers. This is particularly helpful be- 
cause, with index registers, different uses of the same 
instruction in different executions of a loop can reference 
different words. In many instructions, if an index register 
is explicitly mentioned in the instruction, the number 
stored in the index register will be added to the address 
given in the instruction operand to yield the effective 
address. In a short instruction with a referenced index 
register, the operand is automatically treated as a dis- 
placement to be added to the value in the index register, 
except in such instructions as LDX and MDX, which 
directly concern the index registers. 


Consider a skeleton of a program (Fig. 7-3). We want to 
manipulate in succession each of 35 numbers stored 
consecutively in memory. We will not describe the de- 
tails except to say that something is to be added to each 
of the numbers. 


The BSS instruction reserves a block of 35 words in 
storage, the first one of which is labeled LIST. The LDX 
instruction puts 35 in index register 2. In the add in- 
struction, farther down in the program, we are adding to 
the number in the accumulator whatever number is in 
LIST—1 p/us the value in index register 2. This will mean 
that the number we add first is in LIST+34, the last of the 
numbers in the BSS block of 35 words. The short MDX 
instruction (a new case for us) decreases by 1 the value 
in index register 2. Since these instructions are ina 
loop, the next time we come to the add instruction, the 
number in the index register will have been decreased 
by 1. So the effective address of the add instruction is 
decreased by 1 each time it is executed. In this way the 
index registers can be used to determine effective ad- 
dresses. You can see that this device is particularly 
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useful when we have to access a number of elements, 
one after another, in a loop. We shall see later how to 
exit from loops. 


There is another assembler device which we can use when 
dealing with addresses, although we do not see examples 
of it in our FORTRAN studies. Often it is of advantage in 
assembler to address relative to the location of the current 
instruction. An asterisk is used for such relative address- 
ing in symbolic languages. The asterisk stands for the 
position in memory of the first word in the next instruction, 
the instruction following that containing the asterisk in 

its operand field. 


The same thing could be accomplished by more labels 
and addressing relative to these labels. The asterisk can 
occur in two different senses within one operand, first to 
indicate the current address, then multiplication. Thus 
the expression **5 indicates that we multiply the address 
of the next instruction by 5 to get the effective address. 


In considering effective addresses, we need to take ac- 
count of indirect addressing. The general rule, which is 
easy to remember, is that all necessary computation for 
the effective address must be done in advance of going 
indirect. This means that any address arithmetic, and 
any adding of index registers, must be performed first, 
and the resulting effective address is interpreted as an 
indirect address. 


In our examples the address operand has been represented 
by a name, a name with a constant added to it, or with an 
asterisk expression. It is also possible to use operands 
which are simply numbers. We have seen such instruc- 
tions in the discussion of shifting. The number may be 
written as an ordinary decimal number, in the usual 
fashion. It will be translated into binary form before use. 
However, it may be desirable to indicate an address in 
hexadecimal as the operand of an instruction. A hexa- 
decimal operand in the 1130 assembler language has a 
slash as the first symbol in the operand. Thus an in- 
struction telling the machine to branch unconditionally 

to memory address 0038, the connection with the skeleton 
supervisor, could be written in either of the following 
forms: 


id va se 


BSC L_  /0038 
LDX L /0038 


An LDX indicating no index register loads the quantity 
into the instruction address register, thus causing an 
unconditional branch. 


An operand may also specify EBCDIC coding for a letter. 
This is indicated by placing a dot in front of the letter to 
be coded: 


DC A 


In the final program all labels will be assigned values, so 
an assembler instruction with a symbolic address and one 
with a hexadecimal address can be functionally equivalent. 


DOUBLE PRECISION ASSEMBLER COMMANDS 


All the assembler instructions presented so far concern 
the manipulation of single words. However, we have 
mentioned occasionally the need to group two or more 
words together. This need arises in double or extended 
precision integer arithmetic, and in standard precision 
real arithmetic. The assembler language contains in- 
structions that enable us to handle such double words. 
For correct operation all these instructions assume that 
the effective address is even, and that the paired words 
are the one with that address and the word having the 
next higher address. 


Double word 


a 


Even address referring to both words 


Double-word instructions use the accumulator and the 
accumulator extension as a double-word register, in the 
same way that single-word instructions use the accumu- 
lator. The instructions are ‘‘load double,’’ LDD, ‘‘store 
double,'’ STD, ‘‘add double,’’ AD, and ‘‘subtract double,’’ 
SD. 


ASSEMBLER FACILITIES WHICH ARE 
NOT INSTRUCTIONS 


We have seen an instance of assembler facilities which 
did not correspond to any action on the part of the sys- 
tem, but instead specified storage, the DC used in 
FORTRAN-equivalent programming. 


Except for the DC, all the assembler codes introduced 
correspond, one-to-one, to machine-language instructions. 
For example, the assembler instruction with mnemonic A 
becomes a machine-language add instruction when the 
assembler program is translated. However, the assembler 
has facilities that do something other than create machine- 
language instructions. Programming consists of more 
than writing a series of instructions, and the assembler 
must allow for other aspects, such as storage of 
information. 


The programmer often is faced with the need to store 

data within a program. Such data may be numbers or 
character strings or both, on which the calculation may 

be based. Storage must also be provided for intermediate 
and final results. Furthermore, information of various 
types, numerical, symbolic, or logical, may be needed in 


ASSEMBLER FACILITIES WHICH ARE NOT INSTRUCTIONS 


connection with calculations, particularly in the execu- 
tion of loops or in branching to particular addresses. 
Hence we should not be surprised to learn that there are 
several assembler methods of establishing storage. 


A special assembler instruction exists for assigning float- 
ing point or real storage, with mnemonic DEC. Thus the 
instruction 


q7 oe 


DEC 3. 


leads to the establishment in memory of the following 
two words, expressed in hexadecimal, at this point in the 
program: 


COO0O 0082 


From our discussion in Chapter 6 on the storage form for 
reals, we can determine that this is indeed the number 
we intended to store with the assembler command. Sim- 
ilarly, the assembler command XFLC stores extended 
precision real numbers. Once again our discussion is not 
complete; the DEC command can be used for a number of 
other types of storage, including double precision 
integers. 


The mnemonic EEC indicates the storage of EBCDIC 
characters. In this case, the operand is a series of alpha- 
meric characters (letters, numbers, special symbols) 
preceded and followed by a period. The EBC statement 
causes storage in a packed form, two characters per 
word, at the location at which the EBC statement occurs. 
The version 2 monitor has additional assembler storage- 
assignment facilities. 


These instructions can be used to reserve a word (or 
several words) in memory, for use in a calculation. An- 
other facility is useful in making sure that a number of 
words will be available to the program. Two instructions 
can be used to define a block (a number of words, indi- 
cated by the operand), to be reserved for storage. BSS, 
meaning ‘‘block started by symbol,’’ has its label (if any) 
attached to the first, or lowest, address for the group of 
words, while a label attached to a BES, ‘‘block ended by 
symbol,’’ is the name assigned to the word immediately 
following the words reserved for the block. 


There are other assembler mnemonics which also do not 
correspond to machine-language instructions. Some will 
be encountered in the discussion of the assembler- 
language subroutine for use in FORTRAN, and others in 
connection with the use of subroutines. A listing of 
examples of assembler instructions is given in 

Appendix D-8. 
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SUBROUTINES IN ASSEMBLER 


CHAPTER 8 


REAL ARITHMETIC 


Although real arithmetic looks quite similar to integer 
arithmetic in FORTRAN, its programming for the 1130 is 
basically different. As we have noted, there are machine- 
language, and therefore assembler-language, commands 
for carrying out the operations of integer arithmetic. But 
most small computers have no hardware, i.e., electronic 
circuitry, for the direct execution of arithmetic operations 
with real or floating point numbers. Thus for the 1130 
there is no single machine-language instruction, and 
consequently no single assembler-language instruction, 
enabling the machine to add two real numbers stored in 
its memory. (Larger computers, on the other hand, can 
usually execute real arithmetic operations directly, with a 
resultant gain in speed.) 


In the 1130, floating point arithmetic must be done by 
subroutines, programs stored on disk (or in card decks in 
a system without disks) and placed into core if they are 
needed with a FORTRAN or assembler program. Such 
subroutines are supplied with the monitor system; they 
break down the operations of real arithmetic into the 
simpler kinds of arithmetic and logical manipulation 
which can be done by the machine-language instructions 
available. It is not too difficult to outline how to con- 
struct a subroutine for addition or multiplication of two 
real numbers, but we will not investigate this matter 
further. 


Because real or floating point arithmetic is accomplished 
by subroutines, assembler statements corresponding to 
FORTRAN real arithmetic statements are a set of linkages 
to the necessary subroutines. We already know that real 
numbers are stored in two (or three) words in core, and 
that the first word must have an even address. (See 
Chapter 6 for further details.) 


Again we examine some simple cases, giving the FOR- 
TRAN statement and the equivalent assembler coding. 
For our first example we choose the simple operation of 
storing a real variable in a new location in memory. 


sa ok 

A=B LIBF FLD 
DC B 
LIBF FSTO 
DC A 


In these assembler instructions FLD and FSTO are names 
of system subroutines, stored on disk. The first is the 
floating load subroutine, and the second is ‘‘floating 
store,’’ as you can quickly surmise from the names. 


All floating subroutines make use of three words in core 
memory called the Floating Point Accumulator, or FAC. 
(The previously discussed accumulator is not part of core, 


REAL ARITHMETIC 


but is a central processor register.) FLD loads a real 
number stored in core into the floating point accumulator, 
and FSTO takes a number from the FAC and stores it in 
core. The location of the FAC in core varies from program 
to program; it can be located through a computation 
using index register 3, as we shall see. 


The IBM Systems Reference Library includes a manual 
specifically dealing with the subroutines available in the 
1130 disk monitor system. This manual describes 1130 
system subroutines, including all the subroutines usually 
called within FORTRAN. A list of the 1130 subroutine 
library is included in Appendix E-1; some of these system 
subroutines will also be discussed later. In this example, 
as in the following ones, we are assuming that standard 
precision is used; the corresponding extended precision 
subroutines all begin with E rather than with F. 


The 1130 assembler language has two different com- 
mands for calling a subroutine, CALL and LIBF; the two 
subroutines used here are called by LIBF commands. 
Each subroutine can be called only in one of these two 
ways; the subroutine list specifies how to call each one. 
The difference between CALL and LIBF concerns the 
calling mechanism, the machine-language statements 
which bring into play the necessary subroutine. 


We have not yet explained all the statements associated 
with the FORTRAN operation of moving a real number 
from one storage location to another. Each of the LIBF 
commands is followed by a DC statement, setting up a 
word in storage. The operand in each of the DC state- 
ments indicates what is to be there. Remember that 
eventually A and B will correspond to locations, addresses 
in the computer memory, so 


7 7 si 


DC A 


indicates that the word immediately following the branch 
to the floating store subroutine will contain the address of 
A in the core memory (more carefully, the even address of 
the first word of A). In similar fashion, the word after the 
first subroutine call will contain the address of B in the 
core memory. 


Typically a subroutine call, either a LIBF or a CALL, will 
be followed by a number of DC. The subroutine knows 
how many DC to expect, and it also knows where they are 
in memory. The addresses stored in these words give the 
necessary input information for the subroutine to do its 
job, information as to where the variables needed in the 
subroutine are stored. In this case they tell the floating 
load subroutine that the number to be loaded into the 
FAC is at address B, and they tell the floating store 
subroutine that the number in the FAC is to be stored 

at A. 
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Real arithmetic operations bring into play other sub- 
routines: 


“it e 

A = BxC LIBF FLD 
DC B 
LIBF FMPY 
DC C 
LIBF FSTO 
DC A 


The floating multiply subroutine, FMPY, makes use of the 
floating point accumulator, as indicated. Thus after the 
value at B has been loaded in the FAC, it will be multiplied 
by the value at C, and the result will be in the FAC. Then 
the product is stored at A. Other real arithmetic opera- 
tions are very similar to this example; they include FADD, 
FSBR, and FDVR. 


New problems arise if the FORTRAN arithmetic expres- 
sion involves both integer and real numbers or variables. 
Older versions of FORTRAN do not allow ‘‘mixed mode”’ 
expressions, but require, with certain exceptions, that all 
the quantities on the left-hand side of the equation have 
the same mode (real or integer). But 1130 FORTRAN 
does allow such expressions. Wecan see how it handles 
them by examining the following sequence: 


zi ra ‘as 


A = Bel LD L I 
LIBF FLOAT 
LIBF FMPY 


DC B 
LIBF FSTO 
DC A 


The FLOAT subroutine takes the integer in the accumulator 
and converts it into a foating point (real) number in the 
FAC. Thus the FORTRAN program does mixed-mode 
arithmetic by converting the integers into real numbers 
where necessary. (Parts of the calculation may be done 
using integer arithmetic.) Since the FLOAT subroutine 
involves many instructions, this conversion takes longer 
than the direct multiplication of two real numbers; hence 
the programmer should not use mixed mode carelessly, 
even though it is available. There are situations where 

it is the desirable thing to do, but in other cases it in- 


Sign bit 





lt Characteristic tf ————— Mantissa | 


Index register 3 plus 126 
gives the address of this word 


FIG. 8-1. The floating point accumulator. 
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creases the operation time unduly. For example, 
A=B+1. 

is preferable to 

A=B+1 

because the second form involves additional instructions 


to convert the integer 1 to a real 1. 


Just as with integer arithmetic, in the evaluation of com- 
plicated expressions it is sometimes necessary for the 
compiler to create temporary intermediate storage for 
results that are needed later in the computation. 


THE FLOATING POINT ACCUMULATOR 


We can gain insight into how FORTRAN employs the 
floating accumulator if we examine the execution of an 
IF statement which tests on a real variable rather than 
on an integer as previously seen. Here is the coding. 


oT oT a 

IF (A) 111,100,113 LIBF FLD 
DC A 
LD 3 +126 


BSC L_= {111},42 
100 CONTINUE BSC L_  [113],-Z 
First note that, as already suggested, the dummy 
CONTINUE is ignored; if neither branch is taken, the 
program proceeds with the instruction after the second 
BSC. The new aspect here is a test on the real variable, 
the determination of its sign. A is loaded into the floating 
accumulator. Branching statements, however, examine 
the number in the (ordinary) accumulator, so we must 
load the sign-bearing part of A in the accumulator. 
Knowledge of the location of the FAC is essential. 


The FAC is a three-word block in the memory. Its location 
varies from program to program, depending on how many 
subroutines the program calls. Figure 8-1 shows the 
structure of the three words of the floating point accu- 
mulator. Thus it is the second word, the word addressed, 
that carries the sign bit. The location of the FAC is 
determined within a FORTRAN program by the address 
stored in index register 3; the word we want, the middle 
word in the FAC, is always 126 words higher than the 
address in index register 3. The FORTRAN-generated 
coding loads the index register. The load instruction in 
this coding, using index register 3, has the effective 
address needed to load this word into the accumulator. 
The branching then proceeds as before. 


A corollary to these remarks is that index register 3 is 
essential to a FORTRAN program. Any user-written sub- 


routines must be careful to save index register 3 (if it 
uses this register) and restore it to its original value 
before returning from the subroutine. 


USING SUBROUTINES—THE TRANSFER VECTOR 


Knowing the assembler coding for subroutine calls is not 
equivalent to knowing how subroutines are called within 

a machine-language program. In this section we outline 

the process of using subroutines. 


There is a special machine-language or assembler 
branching instruction for branching to subprograms. 
One problem in branching to a subprogram is that we 
must know how to get back to the calling program after 
the subprogram is completed, since we usually want to 
continue with the main program after completion of the 
subprogram. One way of establishing the return link is 
to bring into the subprogram the address of the next 
instruction in the calling program, the value currently 
stored in the instruction address register. This may be 
the address of the next instruction, or it may be the 
address of aDC. The branch and store [AR command, 
BSI, functions like the BSC command, but it causes the 
current value of the instruction address register to be 
stored in the effective address. The same branching 
conditions can be used in both instructions. Execution in 
the subroutine begins with the instruction just following 
the stored address, that is, at the effective address plus 
one. Since the subprogram knows how many DC state- 
ments follow the call, it can compute the return address, 
and so can get back to the calling program when necessary. 


The details of the machine-language calling procedure are 
different for CALL and LIBF subroutines. Both make use 
of an area called the transfer vector, in high address core 
just below the COMMON area. We shall not discuss the 
building of the transfer vector, which is primarily the task 
of the loader or core load builder. Its structure is shown 
in Fig. 8-2, a modification of the diagram contained in 
the monitor manual. 


We consider first the branching to a subroutine of the 
CALL type. There are two aspects, the CALL instruction 


USING SUBROUTINES—THE TRANSFER VECTOR 


itself and the CALL transfer vector. For each CALL sub- 
routine in a program there is one word in the transfer 
vector which contains at execution time the core address 
of the entry point to the subroutine, the place at which the 
value in the instruction address register is to be stored. 
The final machine-language calling program contains an 
indexed indirect long BSI instruction, replacing the CALL 
instruction of the assembler program. The effective 
address of this indirect instruction is the CALL transfer 
vector word just mentioned. 


The branching mechanism for a LIBF subroutine is more 
complex. The same two aspects, the branching instruc- 
tion in the program and the transfer vector, must still be 
considered. Again, the program being executed contains 
a BSI using index register 3, although now the instruction 
is short; and the branch is not directly to the subroutine, 
but to a three-word instruction within the LIBF transfer 
vector. At execution time the three words in the LIBF 
transfer vector have the following structure. The first 
word is blank to accommodate the effective address of 
the BSI; when the BSI is executed, the value in the IAR 
is placed in this word. Thus the return address informa- 
tion is in the transfer vector, not in the subroutine. The 
final two words in the transfer vector are a long uncondi- 
tional BSC instruction containing the entry address of the 
subroutine, the address of its first instruction, since no 
address is brought into the subroutine. The short BSI 
instruction in the calling program locates the transfer 
vector by use of index register 3 (as we have seen for 
subroutines needing the floating accumulator), adding a 
displacement to the value in index register 3 to obtain 
the branching address. Thus in executing a CALL sub- 
routine, only one branching instruction is used, but in 
executing a LIBF, two branches are used. 


There is one more trick involved with a LIBF. In order to 
have access to the return address, the subroutine must 
know which part of the transfer vector is used. Any sub- 
routine using the LIBF transfer vector must reserve a 
special place, two words past its entry point, for storing 
the address of the first word in LIBF transfer vector 
associated with that subroutine. This address is placed 
into the subroutine by the loader. 


Dummy word to make FAC have an 
odd address, if necessary 


Subroutine 
Last LIBF First LIBF Disk error indicator 
(3 words) a (3 words) 10 (3 words) 
Re 


LIBF transfer vector 

(Each LIBF consists of 
three words; the second 
and third are a BSC in- 
struction, and the first has 
the return address.) 


FIGURE 8-2 


(3 words) 


Second First High 
Last CALL CALL end of 
CALL ... .. address address COMMON area core 
ee ar ee eet ) 


CALL transfer vector 
(Each CALL is represented 
by one word.) 
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TABLE 8-1 

FORTRAN Standard Extended 
Real subroutines precision precision 
SIN FSIN ESIN 
COS FCOS ECOS 
ALOG FLN ELN 
EXP FEXP EEXP 
SQRT FSQR ESQR 
ATAN FATN EATN _ 
ABS FABS EABS 
SIGN FSIGN ESIGN 
TANH FTNH ETNH 


The entry addresses of both CALL and LIBF subroutines 
will be printed if we use an Lin column 14 in the XEQ 
card. 


The branching instruction is not generated by the assem- 
bler translating program, but is inserted by the loader or 
core load builder. The program as it goes to the loader 
contains the names of the subroutines (coded, as we shall 
see, in a form known as name code) plus indicators that 
show where these names are. The assembler manual 
gives a more detailed account of how the loader con- 
structs the transfer vector. 


USER AND SYSTEM SUBROUTINES 


The compiler handles user-written subroutines as it does 
the system subroutines we have seen in the last few 


examples. Suppose we consider the MAX subroutine intro- 


duced earlier in connection with our discussion of FOR- 
TRAN. (See Chapter 4.) A typical FORTRAN call to this 
subroutine might look as follows: 


CALL MAX (X, I) 
It will be recalled that X is an array name and IL is the 


number of array elements to be plotted. The correspond- 
ing assembler statements will look like this: 


i 7. 

CALL MAX 

DC [address of X] 
DC [address of I] 
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The DC corresponds in order and number to the param- 
eters in the subroutine call. Each identifies the address 
of the corresponding memory entity referenced by the 
subroutine. Thus each DC allows the subroutine to have 
access to the data described in one of the parameters. 


The system-supplied functions, such as the sine or cosine, 
are used somewhat differently. The FORTRAN names for 
these functions are not the same as the system names 
used in the location equivalence table, but are those 
familiar from algebra, e.g., SIN and COS. However, names 
in the subroutine library must include other information. 
Principally the subroutines must distinguish between 
standard precision and extended precision, since dif- 
ferent procedures are needed to calculate the function. 
Names of standard subroutines, as we have already noted, 
begin with the letter F, and extended precision sub- 
routines with the letter E. Table 8-1 lists the common 
FORTRAN functions and their names within the sub- 
routine library for extended precision and standard 
precision use. 


THE SUBROUTINE LIBRARY—A SURVEY 


A summary of the classes of subroutines in the library is 
in order, although many of these have already been men- 
tioned. We list these in no particular order and with no 
attempt at completeness. 


The first subroutines in this chapter dealt with real 
arithmetic. These subroutines are necessary because the 
1130 does not have electronic facilities for arithmetic 
operations including real numbers. They will be heavi'y 
used within most FORTRAN programs. 


We have already mentioned many times the arithmetic 
functions, such as SIN, that can be used within FORTRAN 
and also in assembler, and we have listed some of the 
corresponding subroutines. Subroutines of another class 
are intended for use in FORTRAN input/output operations. 
Later we will see more details of how the machine accom- 
plishes these operations directly, but it is clear that there 
must be some bridge between the FORTRAN input/output 
instructions and the details for carrying them out. This 
bridge is partly furnished by a series of input and output 
programs for use within FORTRAN. Every READ state- 
ment, for example, calls upon a subroutine called SRED, 
and every WRITE statement upon a subroutine called 
SWRT. In addition each input or output device has a sub- 
routine for running that particular device. The device 
subroutines for use within FORTRAN are identified by a 
name coding ending with the letter Z. For example, the 
FORTRAN subroutine to run the 1132 printer is called 
PRNTZ. 


The FORTRAN input/output subroutines do not make full 
use of the machine facilities for input and output, because 


the FORTRAN language does not have full access to these 
facilities. Hence another set of subroutines has been 
written for the system for use within assembler programs. 
These bear names similar to those of related FORTRAN 
subroutines; only the last letter is different. Furthermore, 
this self-contained distinction has significance of its own; 
those subroutines whose names end in 1 allow more error 
control than do those whose names end in QO. These 
assembler-oriented |/O subroutines are called by LIBF, 
with up to three DC statements following the call. The 
first DC is the control word, specifying the function to be 
performed. The second DC is the address of the input or 
output area in core, if the function is read or write. This 
input/output area may have as its first word the number 
of characters that are to be input or output. The third DC, 
when present, is an error parameter, telling where to find 
a user-written error routine. Input/output also always 
involves another set of subroutines whose use will become 
clear only when we study the 1130 interrupt system; these 
subroutines are called the interrupt level subroutines. 


Several system subroutines have been developed for 
debugging procedures. We have already seen trace 
facilities in FORTRAN, and later we shall learn to use 
these subroutines in assembler programs. Other sub- 
routines are intended primarily for dumping all or part 
of the program material. Version 2 supplies additional 
du-ri.ug facilities not available in the version 1 monitor 
sysiem. 


We learned in Chapter 6 that character coding in the 1130 
is device-dependent; an A may be represented internally 
in several different ways, with one coding when it is 
entered from an input device, and with another coding 

for an output device. Hence internal character conver- 
sion is necessary, and one collection of library sub- 
routines is concerned with this procedure. These 
subroutines are often used by the I/O subroutines. 


This survey is not exhaustive, but it shows some of the 
principle types of system subroutines. 


Most of the aspects of the assembler language we have 
noted are those commonly used in connection with FOR- 
TRAN programs. However, this approach misses many 
features of the language. Furthermore, it is difficult to 
see what a full assembler program looks like from this 
fragmentary approach. Hence in the next chapter we will 
follow our earlier procedure of considering a complete 
example, this time of an assembler subroutine. Since 
this subroutine, like many assembler programs, is in- 
tended to be used either in a FORTRAN or assembler 
program, we shall need to be concerned with the prob- 
lems of communication with a FORTRAN program. 


THE SUBROUTINE LIBRARY—A SURVEY 
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A FORTRAN SUBROUTINE IN ASSEMBLER 


CHAPTER 9 


To continue our introduction to the 1130 assembler and 
to extend somewhat our knowledge of FORTRAN, we shall 
develop in this chapter an assembler-written subroutine 
to be used, after assembly, within a FORTRAN program. 
As with all subroutines, it could also be used in assembler 
programs. 


THE PROBLEM 


First, we must define the problem. Frequently we need 
information in graphic form, rather than as long tables of 
numbers. One can equip the 1130 with an on-line plotter 
which can be used to obtain graphic output directly; the 
system library includes a collection of subroutines that 
facilitate the process of programming for a plotter. How- 
ever, even without a plotter it is possible to obtain a 
rough plot on the line printer or typewriter. We shall 
assume that the printer is to be used, because it is faster. 
The technique is to ‘‘plot’’ with one of the characters, 
perhaps an asterisk or a period; one or more can be 
printed on each line, one at each of the 120 print posi- 
tions available on the printer. We cannot plot a point 
between positions or between lines, so some resultant 
curves may look crude, particularly if the values change 
slowly. Nevertheless, for many purposes such a plotting 
program can save the considerable drudgery involved in 
hand plotting. Once written, the routine can be stored in 
the system library and then used over and over in many 
programs. We shall assume that some calculations are 
performed within a FORTRAN program and that it is de- 
sirable to plot the computed (real) values. A statement 
within the FORTRAN program will call the subroutine to 
produce the plot. 


Since the plotting subroutine should be usable in various 
programs with data differing in value, we will write it 
without any fixed limits of range of values for the numbers 
to be plotted. Instead, we will include within the sub- 
routine a procedure that will sca/e the data just before the 
plotting is done. Use of a scaling procedure requires that 
we determine the maximum and minimum values of the 
data to be plotted, and then relate the range of these 
values to the maximum allowable space in the printed 
output. The minimum and maximum values will then be 
plotted at the two sides of the paper. The scaling part of 
the subroutine requires that all data be calculated and 
stored in the FORTRAN program before the subroutine is 
entered. (An alternative, not used here, would be to 
specify the maximum and minimum values in the calling 
parameters.) 


As the calculation proceeds, the data for eventual plotting 
will be stored as a one-dimensional array. The plotting 
program must know where this array is, that is, where the 
points to be plotted are stored in the core memory, and 

it also needs to know how many values to plot. The 
limited capabilities of this program require that the 


CALLING PLOT 


[pirection of paper movement 





FIG. 9-1. Preliminary layout of PLOT. 


points will all have the same horizontal separation, one 
line on the printer. Thus when the output is turned side- 
ways, the usual format of vertical axis for the dependent 
variable is obtained. (One could, of course, write another 
program to plot arbitrary points stored in two arrays.) 
Figure 9-1 shows the preliminary layout of the output of 
our subroutine, which we will name PLOT, and Fig. 9-14 
shows an actual output of the final program. 


CALLING PLOT 
A reasonable FORTRAN CALL statement for PLOT would be 
CALL PLOT (X,N) 


in which X is the name of the array containing the data, 
and N is the number of points to be plotted. As with all 
subroutines, N could be a constant, a variable, or an 
expression. If N is an expression, its value, i.e., the num- 
ber of points to be plotted, would be the result of whatever 
calculation is called for by the expression. 


In order to write our subroutine we must know how the 
FORTRAN compiler translates this CALL statement. 

From the discussion of subroutines in the last chapter 
we know that the CALL statement will become a branch 
and store statement, a BSI, followed by two DC state- 
ments, one containing the X address (we shall later learn 
in more detail just what this means) and the second 
containing the address of N. The machine-language 
statements are equivalent to the following assembler 
statements. 


BSI L PLOT 
DC {address of the array X] 
DC [address of N] 
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oF 


ENT 
DC 
LD 
STO 


MDX 
LD 

STO 
MDX 


Low core 


Gi 


39 
PLOT 


PLOT 
PARA1 


PLOT, 1 
PLOT 
PARA2 
PLOT, 1 


ADDRESS OF X IS IN PARA] 
PLOT PLOT + 1 


PARA2 CONTAINS ADDRESS OF N 
PLOT HAS THE RETURN ADDRESS 





J 
T High core 
Address of the array 


FIG. 9-2. Storage of one-dimensional arrays in core. 
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BEGINNING THE PROGRAM 


Since plotting requires the addresses of X and N, our 
subroutine will retrieve them from the calling program 
and store them. Our program begins with this task, after 
some identifying information. The initial sequence of 
instructions is shown in the left column. 


Note that an assembler card with an asterisk in column 21 
is treated as acomment and ignored. Further, anything 
after a space in the operand field is also a comment. 


We explicitly specify an entry point, PLOT, in the sub- 
routine; this must be the first ‘‘instruction.’’ Note that 
PLOT is both a name of the subroutine and an entry 
point. Because we enter the subroutine via a BSI, the 
word in core labeled PLOT will contain the address in the 
instruction address register after the BSI is executed; 
thus the DC labeled PLOT will contain the address of the 
address of X, that is, to the address of the DC immediately 
following the BSI. 


A subroutine can be entered at several entry points; each 
must have an ENT assembler instruction. The first actual 
instruction is at PLOT+1. This first sequence of instruc- 
tions stores the address of X and the address of N in the 
subroutine, in locations labeled PARA1 and PARA? re- 
spectively. The long MDX instruction is used after each 
STO to increment the address in PLOT by one each time. 
We use an indirect load instruction because PLOT is the 
address of an address. At the end of this sequence we 
increase PLOT by one, so that it has finally the address 
of the word after the second DC in the calling sequence, 
that is, the address of the next instruction to be exe- 
cuted after we return to the calling program. This en- 
ables us to get back to the main program. 


So far we have not needed the data values, but since we 
will need them later for scaling purposes, we should now 
consider just how an array is stored in 1130 FORTRAN. 
Except for storage in COMMON, data storage in 1130 
FORTRAN is located before the program. Figure 9-2 
shows the storage organization of a one-dimensional 
array, X, with N real standard precision elements. 


We are assuming that the FORTRAN program uses stan- 
dard precision real numbers; each value in the array is 
stored in two words. The storage is ‘‘backward’’ in mem- 
ory, the last value of the array being stored at the lowest 
address and X(1) at the highest. The address placed by 
the compiler in the first DC after the BSI branching to 
PLOT will be the address of X(1). (This will be the ad- 
dress of the low-address word of the pair, and it must be 
an even address.) Knowing where X(1) is stored and 
how many values are to be plotted, that is, the value 

of N when the subroutine is entered, we can access the 
data. 


DETERMINING THE LARGEST AND SMALLEST VALUES 


To make full use of the space available, we want the 
computer to plot the smallest value in the array at the 
left side of the paper and the largest value at the right 
side, with the other values at intermediate points; this is 
the process known as scaling the data. 


We must first determine what the maximum and mini- 
mum values are. The procedure is simple. AMAX and 
AMIN are established somewhere in core as real storage 
locations by using two labeled DEC statements in our 
program. We load X(1) into both AMAX and AMIN. Then 
we successively compare each value stored in the array X 
with AMAX and AMIN. If we find a larger or smaller value, 
that becomes the ‘‘new’’ AMAX or AMIN respectively; the 
interchange is performed by two small sequences of 
coding, CHAN1 and CHAN2. Figure 9-3 gives a flow chart 
of this procedure, which stops when X(N), the last value 
of the array to be plotted, has been examined. Figure 9-4 
shows the coding for the interchange subroutines. 


CHAN1 is executed when the value being examined is 
larger than the value in AMAX at that point; it loads the 
current AI into AMAX, using the floating-load and floating- 
store subprograms. CHANZ2 is used in a similar way to 
store the minimum value in the array. In both cases the 
short MDX is an unconditional branch to BACK, just before 
the end of the loop in the coding for testing for maximum 
and minimum. 


The mainline sequence for determining the maximum and 
minimum values is given in Fig. 9-5. 


Note the use of index register 3 to locate the floating 
point accumulator, as outlined in the last chapter. To 
test for maximum and minimum we load the next AI, the 
next element in the array, and then subtract the current 
maximum or minimum. The result is in the FAC. Then 
the word 126 places past the value in index register 3 

is loaded in the accumulator; this is the sign-bearing part 
of the floating point accumulator, so the BSC instruction 
can check for the necessity of using CHAN1 or CHAN2. 


The flow chart (Fig. 9-3) does not show all the program- 
ming details. Particularly it does not reflect the looping 
process, during which all the N—1 data values are exam- 
ined. Since this process of examining all the elements 
in the array will be required again, with only a slight vari- 
ation, we should consider it in detail. The general pro- 
cedure, often useful in 1130 assembler for creating 
programming loops, is to use an index register plus the 
MDX commands to access the data values; this looping 
process is acommon use of index registers. Since each 
X-value occupies two words, the effective address in the 
LDD instruction, NEXT, must change by 2 each time it is 
used. (See Fig. 9-5 to follow this.) 


DETERMINING THE LARGEST AND SMALLEST VALUES 





FIG. 9-3. Finding the maximum and minimum values in the 
array. 


#BRANCHES FOR FINOING MAXIMUM AND MININUM 


CHAN] LIBF 
DC 
LIBF 
DC 
MDX 
LIBF 
DC 
LIBF 
DC 
MOX 


CHAN2 


FLO 
Al 
FSTO 
AMAX 
BACK 
FLO 
Al 
FSTO 
AMIN 
BACK 


*THE FORTRAN CALL IS OF THE FORM CALL PLOT Xol 
*#WHERE X IS THE ARRAY WITH DATA TO BE PLOTTED AND 1 


*THE NUMBER OF POINTSe 


FIG. 9-4. Coding for the interchange. 


LOD I 
STD 
STO 

LD I 
SLA 

S 

STO L 
A 

M 

SLT 

A 

STO 
LOD L 
STD 
LIBF 


NEXT 


DC 

LIBF 

DC 

LD 

BSC L 

LIBF 

DC 

LIBF 

DC 

LO 

BSC L 
BACK MDX 
MDX 


FIGURE 9-5 
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2 


3 


PARA] 
AMAX 
AMIN 
PARA2 
1 

TWO 

1 

TwO 
NONE 
16 
PARA1 
*61 

0 

Al 
FLD 


Al 

F SUB 
AMAX 
6126 
CHAN] »=Z 
FLD 

Al 

FSUB 
AMIN 
&126 
CHAN2 062 


~2 
NEXT 


Xl IN AMAX AND AMIN 

N IN ACCUMULATOR 

2N IN ACCUMULATOR 

2N-2 IN ACCUMULATOR 

2N=2 IN INDEX REGISTER 1 


-2N IN ACCUMULATOR 


PARA1=-2N IN 2NOD WORD OF LOD 
LOAD CURRENT A I 


LOAD CURRENT A I _ IN 
FLOATING ACCUMULATOR 


SUBTRACT AMAX 
PUT SIGN@BEARING PART INACC 


BRANCH TO CHAN1 IF POSITIVE 
NOW CHECK FOR MINIMUM 


TO CHAN2 IF AI LESS THAN 
AMIN 
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A FORTRAN SUBROUTINE IN ASSEMBLER 


First index register 1 is loaded with 2(N-—1). PARA 2 is 
placed in the accumulator, and shifting it left by 1 mul- 
tiplies it by 2. Elsewhere in the program we will have a 
DC labeled TWO which contains a 2, and this is sub- 
tracted. Then the result is placed in index register 1. 


The LDD, ‘‘load double,”’ instruction retrieves the suc- 
cessive X-values; it always adds the contents of index 
register 1 to 2N less than the address of X(1) to deter- 
mine the effective address. Note that 


STO ¥*+41 


places, during execution, the address of the second word 
before the last element of the array in the operand of this 
LDD. Figure 9-6 may help to clarify the situation. 


The first MDX instruction, labeled BACK in Fig. 9-5, de- 
creases the number in the index register by 2 during each 
pass through the loop, finally skipping over the short- 
form unconditional branching MDX at the end of this 
section of coding when the index register contains a zero. 
The MDX instructions always skip one word when the index 
register (or word) they reference becomes zero or changes 
sign, so they should be followed by a short-form instruc- 
tion unless such a change is impossible. Thus the 
effective address in the LDD is two less each time it is 
executed, and the successive elements in the array are 
accessed, one by one. The final skip, after index register 
1 becomes zero, takes us to the next section of the 
program. 


PRINTING 


The next problem is to print the maximum and minimum 
values in order to identify the range of the plotted output. 
For this procedure, and for the later printing of the data 
values, it is useful to know how to use the FORTRAN 
input/output subroutines, particularly the one for the 
line printer. In order to gain speed in calculation, it 
would be possible, though tedious, to work directly with 
the input-output command XI0. (Details on using X10 
are given in Chapter 11.) But we intend to use our PLOT 
subroutine primarily with FORTRAN programs, so it is 
certainly reasonable to use the I/0 FORTRAN sub- 
routines, since these will probably be needed elsewhere 
in the FORTRAN program. PRNTZ is the FORTRAN 
subroutine for the 1132 printer. 


All the FORTRAN input/output subroutines work in the 
same way. The material to be inputted or outputted is 
stored in a fixed 121-word buffer in memory, extending 
from core address 003C;¢ to 0O0B5;,g. Data must be in 
EBCDIC coding, one character per word (the leftmost 
eight bits should be zeros). Thus an ‘‘A”’ is represented 
by ‘‘OOC1"’ in the FORTRAN print buffer. The number of 
characters to be used is loaded into index register 2. 
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(Some of the |/O subroutines require that register 1 must 
also be loaded in this manner.) In an assembler program 
or subprogram it is the programmer’s responsibility to 
load the buffer and the index registers each time a line 
is to be printed. 


For PRNTZ the first word in the buffer area serves a spe- 
cial purpose; it does not store input or output, but rather 
a ‘‘carriage control’’ symbol, providing for single spacing, 
double spacing, or page skipping (with the aid of the 
punched carriage tape in the 1132 printer). These func- 
tions and the words (in hexadecimal) stored to provide 
for them are listed below: 


No space before printing OO4E 
Single space before printing Any other character 
Double space before printing OOFO 
Page skip before printing OOF1 


Since there may already be some material in the buffer 
area, it is necessary to clear the area before use. The 
character coding chart in Appendix (C-8) shows that the 
EBCDIC coding for a blank (a blank /s a character) is 
004015. We shall want to put blanks in each place sev- 
eral times, so an internal subroutine CLEAR is advisable. 


The CLEAR routine can be partially combined with an- 
other similar task, that of establishing top and bottom 
edges for the graph. Here we want to load the EBCDIC 
code for a dash in each word of the print area; the pro- 
cedure is not too different from loading blanks. We can 
combine these two requirements into a single internal 
subroutine with two entry points, CLEAR and EDGE. The 
coding is shown in Fig. 9-7. The DC with the EBCDIC 
coding for zero and dash, presumably elsewhere in the 
program, are labeled ZERO and DASH. Note again the 
use of index registers for repetitive processes. The call- 
ing instruction for this subroutine can be either of the 
following: 


i” = "i 5 
BSI L CLEAR 
BSI EDGE 


Both CLEAR and EDGE use the same index register. If 
this register is used for some other purpose in the main 
sequence, it will be necessary to store the number in the 
register before executing the BSI and to reload it after 
return from the subprogram. 


We want to print the words MAXIMUM and MINIMUM to 
identify those values to be printed at appropriate places. 
The EBCDIC-coded letters must first be loaded in the 
print buffer. In this program they are entered with two 
EBC commands. Since this command normally packs 
two characters in a word, each character is preceded by 
a space to generate the material for the print buffer. 
(PRNTZ ignores the fact that the left half of each word is 


PRINTING 


|+____- 2N--2 words; count in index register 1 —————————]] 
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rr A ey a 





L Address stored in operand 


of LDD: PARA1-—2N 


FIGURE 9-6 


*CLEAR PRINT AREA FOR FORTRAN 


CLEAR DOC 
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STO 
LO 
LOX 
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EDGE OC 
LO 
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GO STO 
MDX 
MDX 
BSC 


FIGURE 9-7 
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DASH 
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/003B 
=-1 

GO 
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CLEAR 
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MAX=1 
/00A3 
MIN=1 
/003F 
=] 

M 

120 
PRNTZ 


CLEAR 
FLO 


AMIN 
FBTO 
/003F 


FLD 
AMAX 
FBTD 
/O00A3 
120 


PRNTZ 
EDGE 
120 
PRNTZ 


PRINT HEADING 


CLEAR FORTRAN PRINT AREA 
CONVERT AMAX AND AMIN TO 
FLOATING POINT FORMAT 


POSITION FOR AMIN IN PRINT 
BUFFER 


POSITION FOR AMAX 

NUMBER OF CHARACTERS TO BE 
PRINTED 

PRINT AMIN & AMAX 

LOAD DASH IN BUFFER 


PRINT A LINE OF DASHES 


ie Address in PARAL] 


(2 Effective address of LDD 
during the first execution 


40 rather than 00.) Again, the loop that will put material 
in the buffer is generated by the use of an index register 
plus MDX commands, as shown in Fig. 9-8. 


The print buffer is cleared of symbols that may have been 
stored there from some previous usage. Index register 1 
is loaded with a 7, and the coding for MAXIMUM and 
MINIMUM is loaded in the loop terminating with the 
unconditional MDX branch. The 120 in index register 2 
indicates that a full line of 120 characters is to be printed 
(slightly more than we need). We use EBC statements 
elsewhere for the character coding. 


MAX EBC 


MAXIMUM. 
MIN EBC .- MINIMUM. 
Under the identifying words we want to print the maxi- 
mum and minimum values. The procedure is shown in 


Fig. 9-9. 


It is necessary to convert the maximum and minimum 
values from the standard precision real form in memory 
to the appropriate external form. Again, there is a system 
subroutine, FBTD, for this commonly performed task. 

The subroutine calling procedure is 


ae - 
CALL FBTD 
DC [address of first word of area for storage] 


where the DC is the address of the leftmost character 
after conversion. It is assumed by FBTD that the word to 
be converted has been loaded into the floating point 
accumulator. This subroutine stores one EBCDIC charac- 
ter per word, as required. The number is in the form 


+d.dddddddd E + dd 


Since all these places are usually not needed, a refine- 
ment of the program might clean this up. Note also that 
it will not be necessary to clear the entire print buffer; we 
could clear merely the places where we have loaded 
symbols, since we know where we have placed them. 

This would save some execution time, but would be a 
little more bother in writing the program. 
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Minimum A—— —— —— —— Maximum A 









€ Actual values 


Relative print- 
“I ¢ buffer positions 
110 (decimal) 


FIGURE 9-10 


LIBF FLD 


DC AMIN 

LIBF FSUB 

OC AMAX 

LIBF FSTO 

DC RAN RAN AMIN=AMAX 

LIBF FLO 

DC AMIN AMIN IN FAC 

LIBF FSUB 

DC Al AMIN=-AI IN FAC 

LIBF FOIV 

DC RAN 

LIBF FMPY 

DC HUN 100 AMIN@“AI /RAN IN FAC 

LIBF FADD 

DC TEN 

LIBF IF IX 

A BEG 

STO ASLOC ADORESS OF ASTERICK IN 
BUFFER 

FIGURE 9-11 

RAN DEG 6) 

AMAX DEC 0 

AMIN DEC 0 

Al DEC 0 

TEN DEC 10¢5 

HUN DEC 1006 

FIGURE 9-12 
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SCALING EACH GRAPHED VALUE 


The main body of the graph is to be produced one line at 
atime. First the value to be printed must be scaled. 

The process, similar to conversion from one temperature 
scale to another, is illustrated in the diagram in 

Fig. 9-10. We are allowing a margin on the plot by not 
using the 10 positions at either end of the print area. 
From the diagram, by simple proportionality, we have 


Maximum A — Minimum A = Al — Minimum A 
100 A-scale — 10 


or 


AMAX — AMIN = Al — AMIN 
100 A-scale — 10 


Solving this for the A-scale, we obtain 


Al — AMIN 
A-scale = 100 —————————- + 10 
AMAX — AMIN 


We calculate this expression by using the subroutines 
for floating point arithmetic (subroutines already dis- 
cussed). The sequence is shown in Fig. 9-11. 


After calculation, A-scale will be in floating point form and 
we round it to the nearest integer, by adding .5, com- 
bined in storage with the TEN we also need to add 

(Fig. 9-12). Another system subroutine, IFIX, converts 
this number to an integer. Again, storage is needed, and 
Fig. 9-12 shows what is necessary. 


The number just calculated is the print-buffer location at 
which we put the asterisk to be printed; to find the ad- 
dress to store the EBCDIC coding for the asterisk, we add 
003C1¢, (address of first word of buffer) to this location. 


We also will put the coding for I in the print buffer at the 
maximum and minimum locations in each line, ten 
places in from each edge, both to improve the visual 
appearance and to identify these locations accurately. 
Further, if zero falls between maximum and minimum, 

it is indicated by a period at the proper position. 


With this introduction we can examine the full program 
given in Fig. 9-13. You should be able to find the parts 
we have discussed, and thus follow the full calculation. 


The listing here is that generated by the assembler pro- 
gram, with instructions in the form given in this chapter. 
The four characters on the left give the hexadecimal 
address of the first word of each instruction, relative to 
the beginning of the program. The one or two numbers 
immediately following to the right of the relative ad- 
dresses are relocation and subroutine indicators. Then 
come the machine-language instructions, in a form 
called Disk System Format. 


SCALING EACH GRAPHED VALUE 


// JOB 
// ASM 
*LIST ALL 
QOOOA 174068C0 ENT PLOT 
*BRANCHES FOR FINDING MAXIMUM AND MININUM 
0000 20 064C4000 CHAN] LIBF FLO 
0001 1 OO0O9A DC Al 
0002 20 068A3580 LIBF FSTO 
0003 1 0096 DC AMAX 
0004 0 7031 MDX BACK 
0005 20 064C4000 CHAN2 LIBF FLD 
0006 1 OO9A DC Al 
0007 20 068A3580 LIBF FSTO 
0008 1 0098 OC AMIN 
0009 0 702C MDX BACK 
*THE FORTRAN CALL IS OF THE FORM CALL PLOT XolI 
*#WHERE X IS THE ARRAY WITH DATA TO BE PLOTTED AND I 
*#THE NUMBER OF POINTSe 
OOOA QO 0000 PLOT OC 0 
OO00B O01 C4&B0000A LD I PLOT 
0000 01 D4&0000A0 STO tL PARAI 
* AODRESS OF X IS IN PARAI 
OOOF O01 7401000A MOX L PLOTel1 PLOT PLOT & 1 
0011 01 C480000A LD I PLOT 
0013 0 DO6F STO PARA2 PARA2 CONTAINS ADDRESS OF I 
0014 01 7401000A MOX LL PLOT?1 PLOT HAS THE RETURN ADDRESS 
0016 01 CCB8O0O0AN LOD I[- PARAI 
0018 0 0870 STO AMAX 
0019 0 OD8T7TE STD AMIN 1 IN AMAX AND AMIN 
OO1A O1 C4800083 LO I PARA2 I IN ACCUMULATOR 
001C 0 1001 SLA 1 21 IN ACCUMULATOR 
001D 0 9066 S Two 21-2 IN ACCUMALTOR 
OO1E OO 04000001 S10 LL id 21=-2 IN INDEX REGISTER 1 
0020 0 8063 A TWO 
0021 0 AOTF M NONE 
0022 0 1090 SLT 16 -2I1 IN ACCUMULATOR 
0023 0 s07C A PARA] 
0024 0 pool STO *&1 PARAIL=2I IN 2ND WORD OF LDD 
0025 00 CcD000000 NEXT LODO Ll O LOAD CURRENT A I 
0027 0 D872 STO Al 
0028 20 064C4000 LIBF FLD LOAD CURRENT AI IN 
* FLOATING ACCUMULATOR 
0029 1 OO9A DC Al 
002A 20 068A4080 LIBF FSUB SUBTRACT AMAX 
002B 1 0096 DC AMAX 
002C O C37E LO 3 &126 PUT SIGN“BEARING PART INACC 
002D 01 4€300000 BSC tL CHAN1l»e“Z BRANCH TO CHAN] IF POSITIVE 
OO2F 20 064C4000 LIBF FLO NOW CHECK FOR MINIMUM 
0030 1 OO9A OC Al 
0031 20 068A4080 LIBF F SUB 
0032 1 0098 DC AMIN 
0033 0 C37E LD 3 6126 
0034 91 4C€280005 BSC L CHAN296Z TO CHAN2 IF AI LESS THAN 
+ AMIN 
0036 O 7TI1FE BACK MDX 1 =-2 
0037 0 70ED MDX NEXT 
0038 20 064cC4000 LIBF FLO COMPUTE LOCATION OF ZERO 
0039 1 0098 DC AMIN 
003A 20 068A4080 LIBF F SUB 
003B 1 0096 DC AMAX 
003C 20 068A3580 LIBF FSTO 
0030 1 0094 DC RAN RAN AMIN~AMAX 
*MAXIMUM AND MINIMUM HAVE BEEN DETERMINED 
OO3E O01 440000E7 BSI tL CLEAR 
0040 0 6107 LOX 17 
0041 01 C5000084 M ED) Ll MAX=1 
0043 00 D50000A3 STO Li /00A3 
0045 01 C500008B LD Ll MIN=] 
0047 0 O13F STO 1 /003F 
0048 0 TIFF MOX 1 =l 
0049 0 70OF7 MOX M 
004A 0 6278 LOx 2 120 
004B 20 176558E9 LIBF PRANTZ PRINT HEADING 
004C 01 440000E7 BSI L CLEAR CLEAR FORTRAN PRINT AREA 
OO4E 20 064C4000 LIBF FLO CONVERT AMAX AND AMIN TO 
* FLOATING POINT FORMAT 


FIGURE 9-13 (see also pp. 86-87) 
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OO4F 
0050 
0052 


0053 
0054 
0055 
0057 
0058 


0059 
OO5A 
005C 
0050 
OO5E 


0060 
0061 
0062 
0063 
0065 
0066 


0067 
0069 
006A 
006B 
006C 


OO6E 
OO6F 
0070 


0071 
0073 
0074 
0075 
0076 
0077 
0078 
0079 
OO7A 
0078 


oOo7C 
007D 


OO7E 
OO7F 
0081 


0082 


0083 
0084 
0085 
008C 
0094 
0096 
0098 
OO9A 
009C 
OO9E 
OOAO 
O0A1 
00A2 
O0A3 
OOA4 
OOA5 
00A6 
OOA7 
00A8 
OOA9 
OOAA 
OOAB 
OOAC 
OOAE 
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oOo 


ooocoo 
oooo0o0°o 


(oem em eke eokeowokokocowekeoke) 


0098 
060A3100 
003F 


064C4000 
0096 
060A3100 
00A3 
6278 


176558E9 
440000ED 
6278 

176558E9 
440000E7 


064C4000 
0096 
C37E 
4C30007F 
1011 
DO3C 


4COOOOAF 
064C4000 
0098 
C37E 
4C3000AC 


1011 
FO33 
D032 


4C1800AF 
064C4000 
OO9E 
06517A00 
0098 
06109940 
0094 
06044100 
009C 
091899C0 


8029 
D026 


7030 
C40000A2 
DO21 


TOE6 


0000 
0002 
000E 
OO0E 
00000000 
00000000 
00000000 
00000000 
54000084 
64000087 
0000 
FFFF 
0001 
0000 
0000 
0000 
0038 
0040 
00c9 
004B 
005C 
0060 
C40000A2 
70CO 


LDX 
LIBF 
BSI 
*DETERMINE 
LIBF 
DC 
LD 
BSC 
SLA 
STO 


BSC 
CON LIBF 
DC 
LD 
BSC 


SLA 
CON2 EOR 
STO 
*#O IN TEST 
BSC 
LIBF 
oc 
LIBF 


Ax LO 


MOX 


PARA2 DOC 
TWO OC 
MAX EBC 
MIN EBC 
RAN DEC 
AMAX DEC 
AMIN DEC 
Al DEC 
TEN DEC 
HUN DEC 
PARA1 DC 
NONE DOC 
ONE OC 
TEST DOC 
PELOC DC 
ASLOC DC 
BEG OC 
ZERO OC 
EYE OC 
PER OC 
AST DC 
DASH OC 
BX LO 
MOX 


IF 
L 


AMIN 
FBTO 
/O003F 


FLO 
AMAX 
FBTO 
/00A3 
120 


PRNTZ 
EOGE 
120 
PRNTZ 
CLEAR 


ZERO LINE 


FLO 
AMAX 
&126 
AXs-Z 
17 
TEST 


CON3 
FLO 
AMIN 
&126 
BX »=Z 


17 
TEST 
TEST 


BOTH HAVE 


CON3 9&= 


FLO 
HUN 
FMPY 
AMIN 
FOIV 
RAN 
FADD 
TEN 
IFIX 


BEG 
PELOC 


CON3 
ONE 
TEST 


CON 


x= 
~ > 


Oo 0o00Q0e«e NO 


~~ 
(o) 
t 

Ww 


zx 


-— oe 


POSITION FOR AMIN IN PRINT 
BUFFER 


POSITION FOR AMAX 

NUMBER OF CHARACTERS TO BE 
PRINTEO 

PRINT AMIN & AMAX 

LOAD DASH IN BUFFER 


PRINT A LINE OF DASHES 
CLEAR PRINT AREA 
IS TO BE PRINTED 


BRANCH IF AMAX IS PLUS 


O IN TEST IF AMAX LESS THAN 
ZERO 
GO TO CON3 


BX PUTS 1 IN ACC IF AMIN IS 
PLUS 
ZERO IN ACCUMULATOR 


SAME SIGNe 1 OTHERWISE 


LOCATION OF PERIOD ON PAPER 
IN ACC 


ADDRESS OF 
BUFFER 


IN PRINT 


1 IN TEST IF AMAX GREATER 
THAN ZERO 


CONSTANT S 


FIGURE 9-13 (cont.) 


SCALING EACH GRAPHED VALUE 


OOAF O01 C4800083 CON3 LD I PARA2 


0081 0 1001 SLA 1 21 IN ACC 

00B2 00 04000001 STO L 1 21 IN IRI 

00B4 0 AOEC M NONE 

00B5 0 1090 SLT 16 

0086 01 840000A0 A L PARAI PARAl=2I IN ACC 

0088 O 0001 STO #61 

0089 00 cd000000 PLO LOD L121 0 

00BB O O8DE STO Al STORE CURRENT I 

OOBC 20 064C4000 LIBF FLO 

OOBD 1 0098 OC AMIN AMIN IN FAC 

OOBE 20 068A4080 LIBF F SUB 

OOBF 1 OO9A OC Al AMIN@AI IN FAC 

00CO 20 06109940 LIBF FOIV 

oocl 1 0094 DC RAN 

00C2 20 06517A00 LIBF FMPY 

00C3 1 OO9E OC HUN 100 AMIN@AI /RAN IN FAC 

00C4 20 06044100 LIBF FADO 

00Cc5 1 O09C OC TEN 

00C6 20 091899C0 LIBF IF IX 

00C7 0 80DE A BEG 

00c8 0 o0D0C STO ASLOC ADDRESS OF ASTERICK IN 
* BUFFER 

00c9 0 CODE LD EYE 

OOCA 00 04000045 STO L 0045 

OOCC 00 D4&Q000A9 STO L /00A9 EDGE IN BUFFER 

OOCE 0 CcOD4 LD TEST 

OOCF O1 4C1800D4 BSC L CON4s&= BRANCH IF TEST 0 

0001 0 CcOoD7 LO PER 

00D2 01 D4&8000A4 STO I PELOC PERIOO IN BUFFER 

0004 0 CcOo05 CONS LD AST 

00D5 O01 D48000A5 STO I ASLOC * IN BUFFER 

0007 0 6278 LOX 2 120 

0008 0 6902 STX 1 #&2 

0009 20 176558E9 LIBF PRNTZ PRINT THE LINE 

OODA 00 65000000 LOx L1 0 

o00C 0 COCA LO ZERO 

OODD 01 D4&B000A5 STO I ASLOC REMOVE THE ASTERICK 

OODF O TI1FE MDX 1 =2 

0OOEO O 7008 MOX PLO 

OOE1 O1 440000ED BSI kL EDGE DASHES IN PRINT AREA 

00OE3 O 6278 LOX 2 120 

0OOE4 20 176558E9 LIBF PRNTZ 

OOE5 01 4CB8O000A BSC I PLOT RETURN TO MAIN PROGRAM 
*#CLEAR PRINT AREA FOR FORTRAN 

OOE7 O 0000 CLEAR OC 0 

OOE8 O COFE LO CLEAR 

OOE9 0 0003 STO #&3 

OOEA 0 COBC uD ZERO 

OOEB O 6278 LDXx 2 120 

OOEC 0 7003 MOX GO 

OOED O 0000 EDGE OC 0 

OOEE 0 COBC LO DASH 

OOEF 0 6278 LDXx 2 120 

OOFO 00 D600003B GO STO L2 /0038 

OOF2 O T72FF MDX 2 =-1 

OOF3 O TOFC MOX GO 

OOF4 01 4C8000ED BSC [| EDGE 

OOF6 END 

NO ERRORS IN ABOVE ASSEMBLY. FIGURE 9-13 (concluded) 
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A FORTRAN SUBROUTINE IN ASSEMBLER 


TESTING PLOT 


After writing a subroutine that compiles successfully, a 
main program is needed to test the subroutine. This 
testing program should be nontrivial, and the results 
should be known to the programmer in advance. A simple 
FORTRAN program for plotting a sine function furnishes a 
convenient check here. The program and the resultant 
output are shown in Figs. 9-14 and 9-15, respectively. 
The output is as expected, because the PLOT program 
has previously been debugged. Just as with FORTRAN, a 
complex program seldom works when it is first written. 
The next chapter considers assembler debugging. 


// JOB 
// FOR 
*LIST ALL 


#IOCS(KEYBOARD»s 1132 PRINTER) 


*LIST ALL 
DIMENSION X(50) 
DO 2 I = 1950 
X(I) = SIN( 
2 CONTINUE 


I # 015 ) 


CALL PLOT ( Xs 50 ) 


CALL EXIT 
END 
// XEQ 


FIGURE 9-14 
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FIGURE 9-15 


DEBUGGING IN ASSEMBLER 


CHAPTER 10 


DEBUGGING IN ASSEMBLER 


The process of finding errors within an assembler program 
is more a matter of personal choice than it is with FOR- 
TRAN, because the variety of available techniques is 
considerably greater. Different programmers will go 
about the assembler debugging process differently, so 
the methods suggested here should be viewed as only 
one person’s choice of some of the possibilities. Many of 
the techniques for debugging FORTRAN programs are 
appropriate here, so the reader may wish to review 
Chapter 5. 


The first task is to develop a program that will assemble 
without error messages. There are far fewer types of 
errors which can be made in an assembler program, so 
there are fewer possible error messages. These mes- 
sages are listed in the monitor manual, and in Appen- 
dixes D-2 and D-3. With the 1130 assembler you can get 
specific error messages only by using a LIST control 
card; without it the assembler will tell you the number of 
errors, but not where or what they are! Hence in the 
early stages of program writing it is essential to include a 
LIST card when assembling the program. The version 2 
monitor allows selective listings, using the LIST ON and 
LIST OFF mnemonics; with these only a reworked part of 
a program need be listed. 


The listing of the program shows your statements as 
punched and, to the left of each, the machine-language 
instructions into which your assembler instructions have 
been translated and their corresponding relative ad- 
dresses. The error message letters appear between these 
two lists, no more than two for each instruction. By this 
method, errors are more exactly located than are FOR- 
TRAN errors, so there is usually little problem in 
determining the source of trouble. An error message can 
reflect an error in another statement, possibly one that 
was not completely analyzed because of an error, so 
several assembly passes may be necessary to find all 
the grammatical errors. 


TESTING A PROGRAM 


In our discussion of FORTRAN debugging we stressed that 
it may not be easy to tell when a successfully compiled 
program is not functioning properly. There may be ob- 
vious Clues that a program is ‘‘sick.’’ A program may 
produce an unending loop; it may stop with no valid 
instruction in the operation register. In either case the 
program is clearly in trouble. Another clue may be 
printed or punched output that is different from what was 
expected, or the total absence of expected output. Such 
apparent troubles must always be dealt with first. 


After obvious difficulties of this type are removed and the 
program seems to be working well, the programmer must 
still establish that the program is doing what it is in- 

tended to do. The earlier discussion of testing measures 
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for FORTRAN is applicable here. However, simply invent- 
ing data and comparing program output with hand 
calculations, as suggested for FORTRAN, may be insuffi- 
cient for a complex assembler program. Since a very 
complicated program almost inevitably has bugs, the 
method chosen for testing it becomes a critical issue. 
Sometimes running the program under many different 
circumstances, hoping to catch most of the possible 
errors, may be the only possible choice. 


No amount of testing will catch a// the problems in very 
complex programs. The history of the FORTRAN com- 
piler for any particular machine shows that odd quirks 
are still being discovered and corrected, even years after 
the initial compiler was written. Perhaps one example in 
connection with the 1130 may be of interest. In the 
original version of the disk monitor system for the 1130, 
the FORTRAN compiler did not compile properly if a file 
was assigned the number 84 within a FORTRAN program. 
Any other number worked without difficulty. In the test- 
ing of the program it was not thought to try this particular 
file number so it was some time before this difficulty 
could be clearly identified. It was not until the third 
modification of the version 1 monitor that the error was 
corrected. 


One intriguing possibility is to write programs which 
themselves generate programs to be used for testing 
purposes. In this way one takes advantage of the speed 
of the computer in producing test programs. But it does 
not seem likely that any infallible method for testing 
complex programs will be devised. 


FINDING WHERE THE DIFFICULTY OCCURS 


When difficulties are known to be present, the first step 
may be to determine the precise section of the program 
where a difficulty is occurring. One way to do this is to 
isolate a part of a program by inserting an assembler 
WAIT at an appropriate spot within the program. A WAIT 
is identifiable when lights 2 and 3 in the operation regis- 
ter are on. As with the FORTRAN PAUSE, any given WAIT 
can be assigned some identifying number to be loaded 
into the accumulator, and then, when the WAIT occurs, it 
can be recognized by examining the console lights. How- 
ever, this takes additional instructions that will lengthen 
the program. (See the discussion of PAUSE later in this 
section.) 


Using a number of WAIT commands without identifying 
numbers may make it difficult to tell where any particular 
WAIT occurs. However, it is possible to identify a WAIT if 
you have an assembler list showing addresses of instruc- 
tions relative to the beginning of the program; if you have 
requested a core map (Lin column 14 of the XEQ card), 
you can establish where you are in memory, and there- 
fore where you are in the program, when the WAIT occurs. 


If no subroutines are in use, all that is needed is the exe- 
cution address, the address of the first instruction to be 
executed. The memory location is shown in the instruc- 
tion address register. 


An example might serve to make this clear. Let us sup- 
pose the following three things: the execution address of 
the program is known because we used an L on the XEQ 
card; this entry point has a relative address on the as- 
sembler list of 10;5; and at a WAIT in the program the 
IAR contains the hexadecimal address 200. Table 10-1 
indicates this situation. 


TABLE 10-1 
Relative address Program Core address 
(from assembler listing) 
6) Beginning 
10 Entry point 1D2 
Desired WAIT 200 


What we need to find, in order to determine where we 
are, is the relative address of the WAIT, the address asso- 
ciated with that WAIT in your assembler list. We first 
subtract from the value in the IAR the execution address 
of the program, obtaining the number of words the WAIT 
is past the entry point. Then we add to this the relative 
location of the entry point: 


20016 
—1D216 
2E16 
+1016 
3Ei6 


The final number we obtain is the relative address of the 
WAIT within the program, the address on the assembler 
listing that identifies the WAIT. 


Another method for locating a WAIT is the use of the sin- 
gle instruction mode. After a WAIT the mode switch can 
be put on SI, single instruction execute. Then as each 
instruction is executed (one each time you press PRO- 
GRAM START) you can check your assembler listing to 
see whether the instruction, as indicated by the op-code 
lights, corresponds to a sequence of instructions after a 
WAIT. Usually one needs to watch the operation register 
for only a few instructions to see which instructions are 
being executed. This will necessitate either knowing the 
binary operation codes or having a card specifying them 
mounted at a handy place on the console. Such mounting 
is recommended if much console debugging of assembler 
programs is to take place. Appendix F-3 has a list of 
mnemonics arranged in operation-code order. Note that 
assembler debugging brings us into closer contact with 
machine language than does assembler programming. 


USING FORTRAN DEBUGGING FACILITIES 


The PAUSE can be used in assembler as well as in FOR- 
TRAN, since it is based on a system subroutine. The 
calling procedure is 


a = 
LIBF PAUSE 
DC [Address of a constant] 


Thus if the DC address is that of a word containing 55554., 
this number will be in the accumulator lights on the con- 
sole when the PAUSE is executed, with the binary pattern 
of five (0101) in each of the four groups of four lights. 
Often it is convenient to use constants already present in 
the program for other purposes. 


USING FORTRAN DEBUGGING FACILITIES 


Since the assembler language has full command of all the 
facilities of the system, it is not too surprising that it is 
possible to use FORTRAN trace routines within an as- 
sembler program. FORTRAN trace uses several special 
subroutines. These subroutines either replace other 
statements when translated by the FORTRAN compiler or 
they are called in as additional pieces of the program. 
These same subroutines can be used in an assembler 
program, both for arithmetic tracing and transfer tracing. 


Arithmetic trace subroutines replace store operations. 
For example, in a standard precision floating point store 
operation if the coding 


a i 
LIBF FSTO 
DC A 


is replaced by the coding 


i 3p 
LIBF SFAR 
DC A 


then the program, in addition to storing the floating point 
variable A, will check switch 15. If the switch is on, the 
value of A will be typed or printed. Storage is accom- 
plished by either coding. Therefore, the FSTO card can 
be replaced during debugging by the SFAR card. If the 
SFAR card is marked so that it can be easily located and 
removed from the deck, the FSTO card can be reinserted 
when the program is ready for execution. Table 10-2 
shows alternative coding which can be used for tracing 
purposes, again using switch 15 for control. 


These subroutines can be used more selectively in 
assembler than in FORTRAN, since they can be inserted 
specifically into those sections of the program card deck 
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TABLE 10-2 


Ordinary coding 


Extended precision storage LIBF ESTO 
DC A 
Integer storage STO I 
Branch on number in the 
accumulator 
Branch on standard precision LD 3 +126 


number in floating point accumulator | (branch statements) 


+126 
(branch statements) 


Branch on extended precision LD 3 
number in floating point accumulator 


being worked on. One can also use in combination 


y 
CALL TSTRT 
CALL TSTOP 


to limit tracing just as one uses them within FORTRAN 
programs. 


FLOW CHARTS 


One general procedure recommended in connection with 
FORTRAN, flow charting, is also useful in writing and 
debugging assembler programs. Flow charting is, if any- 
thing, even more useful in assembler than in FORTRAN 
programs. Since each assembler statement is relatively 
more limited than a FORTRAN statement, an assembler 
program may have to use several statements to set up 
small loops for procedures which could be handled by a 
single FORTRAN instruction. A flow diagram provides a 
convenient way to ‘‘see’’ what is happening in a program 
for which the logic requires a complicated structure. 


As indicated earlier, there are programs for producing 
flow charts on some computers, but at present the 1130 
user, who is not likely to have such a program available, 
must flow chart his own. Reliance on flow charting varies 
considerably with individual programmers. Some prefer 
to draw a carefully detailed flow chart before beginning to 
write the actual program, then to annotate and update it 
to reflect each change as the program develops. Others, 
however, may omit flow charting entirely or make only 
skeleton charts, resorting to detailed charts only when 
they get into difficult situations. 
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Trace coding 


LIBF SEAR 
DC A 
LIBF SIAR 
DC BE 
Insert 
LIBF SIIF 
before branching 
statements 
LIBF SFIF 


(branch statements) 


LIBF SEIF 
(branch statements) 


DUMPS 


One of the principal causes of trouble in assembler pro- 
grams lies in the use of index registers. If you are writing 
a subprogram, you must be careful to save material in the 
index registers or the accumulator unless you know that 
these values are not needed in the main program. Loop- 
ing processes within your program may use the index 
registers, so any difficulties there, such as neglecting 
them in this way, may set up unending loops. 


Of particular concern to the programmer is index register 
3, which is the link to the transfer vector. Since all LIBF 
subroutines employ the transfer vector, subroutines of 
this type will be inaccessible to the program unless reg- 
ister 3 is stored in core when you come into your program 
and restored to its original value immediately before 
entering any LIBF subroutines, assuming that you wish 
to use this index register. Index register 3 is also needed 
to locate the floating point accumulator. 


If there are index register difficulties, dumping routines 
can check on the quantities in these registers at selected 
places during the program. One convenient way is with 
the ‘‘dump 80” subroutine, which dumps the first 80 
words in core memory. The calling command is 


i a 


CALL DMP80 


Since the index registers are in words 1, 2, and 3 in core, 
they can be found easily in such a dump, and other 
status indicators are also available. 


There are other dump routines for printing parts of the 
program or data storage areas. Suppose that it is desir- 


able to dump the entire program in hexadecimal form. 
If the first command in the program has a label BEGIN 
and the last command has a label END, then the following 
sequence would dump the program on the line printer. 


7 sg 
CALL DMTXO 
DC BEGIN 
DC END 


DMTX1 gives the same result on the console printer. 
These routines also give, as the first line of the dump, 
the status indicators (overflow, carry, accumulator, 
accumulator extension, the three index registers). 


A dump in decimal form is useful if the material to be 
dumped consists of decimal numbers; the two sub- 
routine entry points are DMTDO and DMTD1, for printing 
and typing, respectively. 


IBM also supplies several dump subroutines on cards, and 
these will probably be available in your computer center. 
They work independently of the monitor or program and 
are entered as needed from the card reader in combina- 
tion with the PROGRAM LOAD button on the console. 

The one-card console printer dump begins dumping at 
the core address in the console entry switches and stops 
only when PROGRAM STOP is pushed. The four-card 
printer dump begins at AOQig. Programs are also available 
for dumping sectors of the disk. 


Programs in working storage on disk can be dumped using 
the DUMP control record of the disk utility program. These 
will usually be in disk system format. The list in Appendix 
E-3 giving the name code form for the system subroutines 
is useful in reading disk system format programs. 


THE INTERRUPT-RUN FACILITY AND TRACING 


We have emphasized that assembler debugging can be a 
matter of personal choice, depending in technique and 
procedure on the programmer. This is particularly true 
with programs written especially for use in debugging, 
i.e., programs not intended for performing calculations 
but for assisting in the discovery of errors in other pro- 
grams. In this section we describe briefly one such 
program, using it also as an introduction to an 1130 
facility which can help in debugging programs. 


This facility is the INTERRUPT-RUN position of the mode 
switch, a position that we have not yet discussed. When 
the mode switch is in this position, a special action in- 
volving the interrupt facility of the computer (to be 
studied in Chapter 11) is taken. After each instruction 

is executed, if the mode switch is in the INTERRUPT- 
RUN position, a program break, called an interrupt, is 
generated by the system. The interrupt allows some 
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special action to be taken before the next instruction is 
executed, because it is accompanied by a computer- 
produced branch to a special part of the program. The 
ability to interrupt after every instruction can be very 
useful in a variety of debugging activities. Our sample 
program illustrates one use of this technique. 


The program to be described was developed by the author 
and several others at the Reed College Computing Cen- 
ter; it is called HELP. Several versions of the program 
exist, although only one will be described. After the 
execution of each instruction has been completed, an 
interrupt produces a computer-created branch; in this 
case the branch is to HELP. The function of HELP is to 
locate the next machine-language instruction, translate 
it into an assembler instruction, type out the resulting 
instruction and its address in core, and then return con- 
trol to the original program, which then executes the 
instruction just translated. 


Thus with the use of HELP we can obtain a running ac- 
count at the console typewriter of each instruction as it 

is being executed, and so follow in detail the flow of the 
program. Naturally the amount of output obtained in this 
way is limited. It is clearly impractical to ask the com- 
puter to type out hundreds of thousands of instructions 
in assembler form. But if this facility is used selectively 
to work through portions of a program giving particular 
trouble, HELP can be a very useful debugging aid. 


A variant might be to print the contents of the index 
registers, whenever any instruction references them. As 
mentioned, index registers are a frequent source of 
trouble in assembler programming, particularly pro- 
gramming involving many different subroutines. It is all 
too easy to forget to save the contents of a particular 
register under some circumstances. Hence the ability to 
determine that a value in an index register is not behav- 
ing as expected—for example, increasing when it should 
be decreasing toward zero—may be very useful. Such a 
program could be combined with HELP, or it could be a 
separate program also using the interrupt-run facility. 


The interrupt-run facility can be used selectively in cer- 
tain parts of a program. One could have a WAIT beginning 
and ending the section to be affected. In this case the 
program would be started with the mode switch in the 
normal RUN position. When the first WAIT occurred the 
switch would be put in the INTERRUPT-RUN position; 
pressing PROGRAM START would then bring the HELP 
program into use. At the second WAIT the operator 

would return the mode switch to RUN. 


Some special cautions are necessary when using the 
interrupt-run mode for debugging. Since an interrupt 
causes a branch after each instruction in the main pro- 
gram, it will interrupt a WAIT instruction just as it inter- 
rupts any other type of instruction, perform the branch, 
then return to the next statement in the program. In 
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other words, a WAIT instruction in the main program will 
be ignored as a WAIT unless the debugging subprogram 
includes instructions to check for a WAIT and to wait if it 
finds one. A second problem concerns the fact that a 
level-5 interrupt can be caused by another device in the 
system, the PROGRAM STOP button on the console. 
Consequently it is important, when using the level-5 
interrupt facility, to distinguish between these two devices. 
The details for doing this depend on knowledge of the 
interrupt system, which will be discussed in Chapter 11. 


DEBUGGING AT THE COMPUTER CONSOLE 


Console debugging has already been suggested in dis- 
cussing the use of the WAIT facility. Using the computer 
console for finding programming troubles is often a last 
resort when other methods have failed. 


For console debugging it is advisable to have a machine- 
language listing of your assembler program (perhaps com- 
piled in Absolute mode) and a transfer vector storage 
map showing the location of the program and sub- 
routines in memory. By including a WAIT in an appropriate 
place early in a program, preceding a section thought to 
be a source of trouble, we can put the mode switch on 
single instruction. Then we can follow the progress of the 
program, step by step, as it executes one instruction each 
time you push PROGRAM START. The console lights give 
the necessary information: the operation register shows 
the type of command being carried out; the instruction 
address register contains the address of the next instruc- 
tion to be executed; the index register lights show which 
index register is being used, if any; and the accumulator 
contains the value currently being manipulated. 


The configuration of each instruction in these lights can 
be inspected and checked against what was expected. 
Sometimes it will also be necessary to examine the con- 
tents of words in the memory other than those in the area 
in which you are proceeding one instruction at a time. 

For example, you might wish to know the contents of an 
index register. The procedure for displaying words in 
memory is listed in Appendix G-4. The IAR can be used 
to return to program execution after the display process. 


Just as with FORTRAN, the process of debugging a com- 
plex assembler program is easier if the program is 
written in a modular fashion, as a series of pieces. Each 
piece can be tested separately. Usually it is easier to 
find an error in a small program than in a large one, so 
writing programs in separately testable parts may facili- 
tate the debugging process. 


MACHINE LANGUAGE 
AND THE INTERRUPT SYSTEM 
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MACHINE LANGUAGE AND THE INTERRUPT SYSTEM 


INTRODUCTION TO MACHINE LANGUAGE 


This section introduces the last language we shall con- 
sider, the actual language of the machine. It may not be 
clear why we should concern ourselves with machine 
language at all, except for the fact that it is, of course, 
another possible programming language, along with 
FORTRAN and assembler. However, few 1130 programs 
are likely to be written in machine language, since 
assembler has almost all its advantages and few of its 
disadvantages. Writing programs which consist of 16-bit 
binary words means handling (and punching) long lists 
of zeros and ones, and this task is not only inconvenient, 
but difficult to do without errors. The designers of the 
1130 monitor system, taking into account the unlikeli- 
hood that machine language would be used in writing 
programs, considered it unnecessary to provide a con- 
venient way of entering machine-language programs. 
(Such programs can be entered, independently of the 
monitor, through the use of console entry switches. This 
procedure is followed occasionally for short machine- 
language programs. Or one can write self-loading 
programs.) 


There is another reason for learning machine language 
rather than its use as an active programming language. 
Knowledge of machine language can help the programmer 
to understand assembler details and it can be an espe- 
cially valuable tool in debugging either assembler or 
FORTRAN programs. You will recall that although the 
programmer has a choice of languages in which to 

write, his program, no matter what its language, must be 
translated into machine language for execution. Conse- 
quently, any dumps called for during execution are in 
machine language, in hex, unless translation of some 
kind is specified. (An example of dumping in another 
form was given in the HELP program, which specified 
translation into assembler language. See Chapter 10.) 
If these dumps are to be interpreted to determine what 
the program is doing, an understanding of machine lan- 
guage is essential to the 1130 programmer. 


We shall also consider in this chapter another machine 
feature, the interrupt system, and its use in input and 
output operations. 


Many of the characteristic details of machine language 
will be familiar from our discussion of the assembler 
language, because there is a close correspondence be- 
tween the two. For example, we know that some instruc- 
tions occupy one 1130 word, others two words. The 
internal structure of the 16-bit machine-language word 
has not yet been discussed fully, but we have already 
learned some of the word’s ‘‘ingredients”’ since they are 
the same as those used in assembler. 


We shall begin by discussing the short- and long-form 
instructions. 
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THE SHORT INSTRUCTION 


Figure 11-1 shows the layout for a short, or one-word, 
instruction. The five leftmost positions in the word, bits 
0-4, contain the operation code (op-code). In our assem- 
bler examples, mnemonics were used to specify the 
operations to be performed. Each mnemonic corresponds 
to a binary five-bit number in machine language. The 
table in Appendix D-6 shows binary op-codes of and 
mnemonics associated with the operations which can be 
performed in the 1130 system. For example, the code 
for simple addition is 10000; that for loading a single 
word is 11000. The code combinations that do not cor- 
respond to instructions (and so do not appear in the 
table) function as wait codes, but all system-generated 
waits have code 00110. 


When bit 5 contains a zero, the instruction is short. A 
long instruction will have a one in this bit, indicating that 
the word immediately following is the second half of the 
long instruction. Bit 5 is called the F-bit. Notall instruc- 
tions can be both long and short, but many can be written 
both ways. 


Bits 6 and 7 are the tag bits (T-bits). They indicate the 
index register, if any, that is being used. The tag bits 
contain the binary number for each index register. If the 
tag bits are zero, no index register is referenced. 


The second half of the word, bits 8-15, usually contains 
the address displacement. The problem of addressing in 
short instructions was explained in our assembler dis- 
cussion. You will recall that in a one-word short instruc- 
tion there is not enough room for the full representation 
of any possible address in core. Therefore, a short in- 
struction does not specify an actual address, but indicates 
the distance forward or backward, the displacement, of 
that address from the address currently in the instruction 
address register, the address of the next instruction. If 
both tag bits contain zeros, the displacement in the last 
eight bits is added to the value in the instruction address 
register to determine the effective address. If the tag 
bits specify an index register, that is, if they contain any 
value except two zeros, the displacement is added to the 
contents of the specified index register to determine the 
effective address. Negative displacements, like all nega- 
tive values, are in the 2's complement form, and bit 8 is 
the sign bit. 


Some short instructions use the last eight bits to specify 
information other than displacement. For example, every 
shift instruction has either one of only two operation 
codes: 00010 for shift left and 00011 for shift right. 
They are distinguished from each other by different cod- 
ing in the 8 and 9 bits, as shown in Table 11-1. When 
used in this way, bits 8 and 9 are called modifier (mod) 
bits. Except for the two shift left and count instructions, 
the number of places to be shifted is determined by the 


TABLE 11-1 
Mod bits , 
Op-code 8 and 9 Mnemonic 
Shift left 00010 00 SLA 
00010 Ol SLCA 
00010 10 SLT 
00010 11 SLC 


Shift right | O0011 | OO or Ol SRA 


00011 10 SRT 
00011 11 RTE 
Bit O12 3 4 5 6 7 8 9 10 111213 14 15 


positions 





et tit fo} PET TE ET ET 
——__________U 7A 


Operation code bits T Displacement or modifier bits 


(binary code 
corresponding to Tag bits 
assembler mnemonic) (identification of index 
register, if any) 
01=index register 1 
F-bit (always O 10=index register 2 
in short instruction) 11=index register 3 
OO=no register specified 


FIGURE 11-1 


TABLE 11-2 


Bit Test condition 


15 Overflow indicator off 

14 Carry indicator off 

13 Accumulator contents even (zero in rightmost bit) 

12 Accumulator positive nonzero (zero in leftmost bit, 
not all zeros) 

11 Accumulator negative (one in leftmost bit) 

10 Accumulator zero (zero in all bits) 


THE SHORT INSTRUCTION 


Name 


Shift left accumulator 

Shift left and count accumulator 

Shift left accumulator and extension 

Shift left and count accumulator and 
extension 


Shift right accumulator 
Shift right accumulator and extension 
Rotate right accumulator and extension 


tag bits, the index register, and the rightmost six bits. If 
the tag bits are zero, then the shift is controlled by the 
rightmost six bits; the binary number stored there speci- 
fies the number of places to be shifted. On the other 
hand, if the tag bits specify an index register, that index 
register contains the number of places to be shifted. The 
shift and count instructions also use an index register 
rather than the last six bits, but for these instructions the 
register contains the limit of the shift instead of the 
specification. All shift instructions exist only in the short 
form. 


The short form of the Branch (or Skip) on Condition 
instruction, BSC, uses the last six bits of the word to 
indicate the conditions under which the computer will 
skip the next word in memory and execute the instruction 
after this word. Table 11-2 identifies the conditions that 
can be tested and the bits used. 


For each condition to be tested, a one is entered in the 
bit corresponding to the condition. If the computer, upon 
execution of a short BSC instruction, finds that any one of 
the specified conditions is true, it skips the next word. 

The next word must contain a short instruction, because a 
skip into the middle of a long instruction would produce 
undefined and probably undesirable results. If none of 
the specified conditions is satisfied, control goes to the 
next sequential instruction; there is no skipping. 


The last eight bits of some short instructions are used for 
data values. In the load index register instruction, LDX, 
the last eight bits contain an actual value that is to be 
loaded into the index register specified by the instruction. 
The short MDX adds the value in these eight bits to the 
index register specified; if no register is specified, the 
MDX modifier bits are added to the IAR, causing an un- 
conditional branch, as the IAR always has the address of 
the next instruction to be executed. 
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First word 


Bit 23 4 5 6 7 8 9 10 11 12 13 14 15 


posimons PTTL EEE TELE LL 
Ne 





Operation code bits Modifier bits 
F-bit IA bit (1 if instruction is indirect) 
(always 1 
in long Tag bits 


instruction) 


LONG-FORM INSTRUCTIONS 


The two-word layout of a long instruction is shown in 

Fig. 11-2. Since the first word through bit 7 matches the 
word of the short instruction, we need to note only that 
bit 5 will always contain a 1 to indicate that the instruc- 
tion is long. 


Bit 8 is the IA (indirect address) bit, which indicates 
whether the address is indirect or direct. If the IA bit 
contains a 1, the effective address is interpreted as an 
indirect address; the actual address is at the effective 
address for indirect instructions. There is no need for 
this bit in the short form, since an indirect instruction 
must be long. 


In long-form branch instructions the modifier bits, 9-15, 
are used as in the short-form instructions, but the con- 
dition for branching is different: when none of the speci- 
fied conditions is true then the program branches to the 
effective address. |f any of the conditions is true the next 
sequential instruction is executed. In a long MDX when 
the tag bits are zero, the modifier bits contain the second 
operand; this operand is added to the word whose ad- 
dress is in the second word of the instruction, but the 
modifier bits are not used when an index register is used. 


The second word of a long instruction usually contains a 
full address rather than a displacement. Nonetheless, 
this full address may not be the effective address of the 
instruction, for when the tag bits are nonzero, the con- 
tents of the specified index register will be added to the 
contents of the second word to get the effective address. 
In the direct long LDX, the second word is the number that 
is to be placed in the index register. 


INTERPRETING MACHINE LANGUAGE 


Let us put some of our previous knowledge to use in 
interpreting machine-language instructions. Here are 
five words from an 1130 program as obtained, in hexa- 
decimal, from a standard dump routine of the disk 
utility program: 


D003 80F5 DOOE 7580 O1CB 
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Second word 


0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 


ee 
Address or value 


FIGURE 11-2 


TABLE 11-3 


Hex Binary 


pe i 
DOO3 1101 OO000 OO000 0011 


8OF5 1000 0000 1111 O101 
DOOE 1101 0000 OO000 1110 
7580 0111 0101 1000 0000 
01CB 0000 0001 1100 1011 


To translate these into instructions and to understand 
what they mean, we first write the five hexadecimal words 
in binary, as shown in Table 11-3. 


Bits O-4 in each word give the operation code, as we 
know; by referring to the table in Appendix F-3, we can 
find out which operations are specified. Note that bit 5 
of the fourth word contains a 1. This tells us that the 
fourth and fifth words constitute a long instruction. Bit 5 
in each of the first three words tells us that they are all 
short instructions. The following is a reasonable trans- 
lation into assembler: 


a = 
STO ¥43 
A *-11 
STO ¥414 


MDX Il /01CB 


The *, as usual in the operand field, represents the value 
in the instruction address register when the instruction is 
executed. This coding is certainly not unique; other trans- 
lations are possible, particularly if symbolic names for 
storage locations are introduced. Here is another 
possibility: 


4 1 s 7 F i 

START STO START+4 
A START-9 
STO START+17 


MDX Il /O1CB 


Note that the slash is used to indicate a hexadecimal 
constant in the operand. 


Even 
0 15 
Address 


FIGURE 11-3 


INPUT AND OUTPUT ON THE 1130 


The astute observer will be aware that we have never 
dealt directly with questions of input or output. In FOR- 
TRAN we used the READ and WRITE statements, and in 
assembler-language discussions, we called in system- 
supplied subroutines to take care of input/output 
operations. 


However, if there were no machine-language facilities for 
handling input and output, these subroutines could not 
even have been written! In early computer systems a 
series of machine-language instructions carried out all 
the possible input and output operations, usually one 
instruction for each type of operation. Early symbolic 
languages, one type of which is the assembler, included 
corresponding instructions. In modern computers, how- 
ever, input and output are no longer the simple opera- 
tions they once were. In a simplified way, because it is a 
small computer, the 1130 exemplifies current strategy 
for coping with input/output problems. We will here 
review only the situation; details are given in the 1130 
Functional Characteristics manual. 


The approach to an input/output operation usually fol- 
lows a general pattern. A machine-language instruction 
starts, let us say, an input operation. While this operation 
proceeds, the central processor continues executing the 
program. When the input operation has been com- 
pleted, a signal is produced by the device performing the 
operation; this signal causes the computer to interrupt 
the flow of program execution and respond to the comple- 
tion of the input operation. This mode of input/output 
operation is possible because of a facility known as an 
interrupt system, under which the computer can interrupt 
itself when some specified condition exists, in this case 
when the input/output operation has been completed. 
Thus the machine-language command simply initiates the 
operation. 


The assembler instruction to initiate an input or an output 
operation, the only one for this purpose, is Execute I/O: 

7 
XIO ADR 


INPUT AND OUTPUT ON THE 1130 


Odd 
0 12 3 4 5 6 7 8 15 


—_____,——______,———~’__ Additional information 


Device code Function code (Modifier bits) 


TABLE 11-4 


Program fragment Comments 





XIO ADR Begins the I/O operation 
ADR is the location of the 1|OCC 


(must be an even address) 


First word of l|OCC 
OUT is the output area 
Second word of !OCC 
(indicates ‘‘write’’ on console 
printer) 


ADR DC OUT 


DC /0900 


OUT DC /3CO00 Contains console printer code 


for the letter A 


The effective address of the instruction (ADR in this case) 
is the address of a pair of words which contain the de- 
scription of the input or output operation. The description 
specifies the device to be used and the function that 
device is to perform. The XIO command can be long or 
short, direct or indirect, and index registers can be 
employed in the usual fashion for effective address 
computation. 


The pair of words addressed by the XIO command is 
called the /nput/Output Control Command, or |OCC. The 
first word, always at an even location, is often an address, 
usually the address from which reading or writing is to 
take place; with some functions this word serves no pur- 
pose, but it must always be present. The second word 
identifies the device and the particular function to be 
performed by that device. An illustration of the structure 
of these two words is given in Fig. 11-3. Details may dif- 
fer for different devices. 


Appendix F-10, |/O Function Codes and Modifiers, gives 
the information needed for writing the second !OCC word. 
For example, to cause an A to be written on the console 
printer a programmer could use the sequence given in 
Table 11-4. Often the first word of the output area 
contains the number of characters to be used. 
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THE INTERRUPT SYSTEM 


We have referred to interrupts but not yet considered the 
operation of the interrupt system. Different types of 
interrupts are designated by /eve/s. On the 1130 these 
levels are zero through five. Thus we speak of a “‘level- 
three”’ interrupt. 


For each interrupt level there is an address stored ina 
fixed location in the core memory, the interrupt branching 
address for that level. For example, word 9 in core is the 
location for an address associated with a level-zero inter- 
rupt, word 10 with a level-one interrupt, etc. The appro- 
priate branching addresses must be entered into these 
words by the program, and the addresses in the words 
can be altered by the program just as with any word in 
core. 


Let us consider what happens during a level-zero inter- 
rupt. When the level-zero interrupt occurs, perhaps 
initiated by a device on the completion of some I/O 
function, the computer manufactures and executes a 
Branch and Store IAR (BSI) command, using the address 
for the level-zero interrupt, in word 9 in core, as the ef- 
fective address. After execution of this BSI, the current 
IAR value is stored at this address, and the instruction in 


the next word is executed. What program is at the branch- 


ing address (just after the storage word with address in 
word 9) will be determined either by what programming 





FIG. 11-4. Interrupt flow. 
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system is in use (FORTRAN or assembler) or by what the 
programmer himself has placed there. The programmer 
can control the branching address and so decide where to 
branch for each of the interrupt levels. Often (always in 
FORTRAN) the programmer accepts the system-supplied 
subroutines for the interrupt. 


The program at the branching address is designed to 
‘‘service’’ the interrupt, that is, to take whatever action is 
necessary when the originally specified input or output 
operation has been completed. Since this servicing pro- 
gram is reached through a BSI, it can return control to 
the original program when its work has been completed. 
The flow of control is shown in Fig. 11-4. 


Since there are many different things that can be done by 
the input/output devices, there are many possible inter- 
rupt causes. There are, for example, three interrupts, 
two of one level, one of another, that can be caused by 
the 1442 card read-punch. When acolumn of data has 
been read and is ready to be transferred to core memory, 
a level-zero interrupt is generated. When a column is 
ready to be punched, a level-zero interrupt allows for the 
necessary data transfer from core to the punch. A level- 
four interrupt occurs when column 80 of a card has 
passed the read station in the 1442, or when a machine 
malfunction occurs, such as a hopper check, when a card 
does not succeed in leaving the read hopper. Thus the 
card read-punch can cause an interrupt on two different 
levels and for several reasons. Appendix F-13 contains a 
list of conditions which produce interrupts in the 1130 
and shows the corresponding interrupt levels. 


Because there are many causes of interrupts, the inter- 
rupt service program must determine the cause of the 
interrupt before it can take the appropriate action. The 
level of the interrupt is the first piece of information that 
is available. In some situations this information deter- 
mines the device, for with some 1130 configurations only 
one device may use a particular interrupt level. In other 
cases the servicing program must determine which 
device caused the interrupt. 


With a level-four interrupt, both the card reader and the 
keyboard console (as well as the paper tape reader, if 
present) can create a level-four interrupt. To provide a 
quick way to see which device is responsible, the device 
sets a bit in a special central processor word, the /nterrupt 
Status Word. The coding of the interrupt status word is: 


Bit O—Paper tape read/punch 
Bit 1—Console/keyboard 
Bit 2—Card read/punch 


with a 1 in the appropriate bit identifying the device 
indicated. This word can be loaded in the accumulator by 
means of an XIO Sense Interrupt command (function code 
O11 in the IOCC). 


TRAFFIC CONTROL OF INTERRUPTS 


Multidisk systems and systems with a communications 
adapter for remote input or a storage access channel for 
user devices or high-speed input/output have interrupt 
level status words for use on all interrupt levels. Details 
of these facilities are given in the functional characteris- 
tics manual. 


When the service program knows which device caused the 

interrupt, it must next determine why that device gave 

such a signal. The source of information on the cause of 

an interrupt is a special word stored for each device, the 

Device Status Word, which can be examined by the service 

program. A device status word in each device can be 

examined by the program and so the interrupt can be 

identified by the interrupt servicing program; it is loaded 

in the accumulator with an XIO sense device command 

(code 111 in the lOCC). Indeed, this determination of the 

precise reason for the interrupt is the first function that 

must be performed by the servicing program. The struc- 

ture of the device status word for each device is specified 

in an IBM-supplied table, which is reprinted in Interrupt level 
Appendix F-11. addresses 


TRAFFIC CONTROL OF INTERRUPTS 


There are difficulties and problems we have not yet 

covered. It is entirely possible for an interrupt to occur 

while the computer is already servicing another interrupt. 

This possibility is of such common and frequent occur- 

rence that provision must be made for ‘‘nesting’’ inter- The interrupt 
rupts. The situation is complicated by the timing Serves Tales 


p : ; for level-O (address in 
requirements of the input/output devices. first word above) 


When an interrupt occurs, the corresponding interrupt 
switch is set in the machine, and the appropriate light on 
the console goes on. After the interrupt, interrupts of 
higher priority can interrupt the interrupt, but the oppo- 
site is not true. Interrupts of equal or lower priority are 
constrained from interrupting. Thus interrupts can be 
nested; an interrupt servicing program can itself be 
interrupted by a higher priority interrupt. All active 
interrupts are completed before return to the main 
program. 





: Start with 
_ program 


+ 


Main program: 
It is the programmer’s responsibility to ‘‘clear’’ the inter- 


rupt level after the completion of interrupt servicing and 
just before returning to the main program, thus allowing 
any equal or lower priority interrupts to be serviced. 
Clearing is done by a special form of the long BSC com- 
mand; in machine language, a 1 in bit 9 of the first word 
clears the level, and in assembler the instruction BOSC 
replaces the usual BSC. The interrupt facility is a hard- 
ware facility in the central processor, so clearing the 
priority status is a hardware operation. The chart in 

FIG. 11-5. Skeleton of memory and execution for a level-zero 


ig. 11-5 illustra a ation ina ; 
Fig. 11-5 " strates the general flow of operation in interrupt. Begin with the ‘‘Start with program’’ box in reading 
level-zero interrupt. this example. 
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WHY USE INTERRUPTS? 


The purpose of the interrupt system may be more appar- 
ent if it is seen as part of the progressive development of 
solutions to the problem of time usage. In early computer 
systems, when an input/output operation was started, the 
whole system had to wait for that operation to be finished. 
This limitation was often a waste of valuable time, for 
input/output operations use mechanical devices and are 
consequently much slower than the electronic operations 
of the central processor. Hence efforts were made to find 
other ways of dealing with the problem. One early solu- 
tion, still used, is buffering, by which information for 
input or output is stored in a special separate memory or 
small auxiliary computer, thus enabling the main central 
processor to be used for other things while input/output 
operations are going on. 


The interrupt facility is a more recently developed method 
of reducing the time for input/output, and it can be used 
both with and without buffering. After the XIO instruction 
is executed, the computer can continue to execute instruc- 
tions in the program that are not concerned with the 
information being inputted or outputted; of course, one 
must be careful in the program not to change unintention- 
ally the information going in or out. After some calculation 
the interrupt system signals that the machine is ready 

for more input or output operations. Thus considerable 
increase in speed is possible by the use of an interrupt 
system. The amount of gain actually realized depends on 
the design of the programs. 


Most of the system-supplied input and output subroutines 
do not make full use of the interrupt facility. This is par- 
ticularly true of the FORTRAN input/output subroutines, 
which complete input and output operations before 
returning to the main program. These subroutines have 
internal loops or waits to allow for the time needed to 
complete an input or output operation. Thus in a typical 
1130 FORTRAN program no calculation goes on during 
input or output, just as with older input/output systems, 
as described above. It is not too hard to see why this is 
true in FORTRAN, a system designed for use by many 
persons at different levels of sophistication. Many of 
these users will be unaware of the nature of the interrupt 
system and its advantages. The unsophisticated FOR- 
TRAN programmer is likely to write a program in such a 
way that the instructions immediately following an input 
instruction alter the material just read in. If the program 
were to continue with these instructions during input/ 
output, the results might be disastrous. But with experi- 
ence the programmer learns how to exploit the interrupt 
facility to gain time. 


THE LIFE HISTORY OF 
A FORTRAN STATEMENT 


CHAPTER 12 


THE LIFE HISTORY OF A FORTRAN STATEMENT 


You should already have a rough conception of what hap- 
pens to a FORTRAN statement from its entry into the 
computer to its execution. The statement is first con- 
verted by the compiler into a series of computer words 
and then changed by stages into a string of instructions. 
This string of instructions is in turn adapted by the loader 
(or core load builder) into the actual program that is exe- 
cuted, command by command. For most users of the 
1130 computer this knowledge is sufficient; it is not 
necessary to know the detailed structure of either the 
FORTRAN compiler or the loader in the monitor system of 
the 1130. Furthermore, in the space available here, it 
would be impossible to give a full account of their struc- 
ture. Details are given in an IBM publication especially 
designed for use by system programmers, that is, pro- 
grammers concerned with altering or extending the 1130 
monitor system. This publication is the /BM 1130 Monitor 
Programming System—Program Logic Manual, and the 
reader interested in monitor program details beyond the 
scope of the present book is referred to that manual. 


However, we may provide some insight into the operation 
of the various software packages within the system by 
tracing the history of a simple FORTRAN arithmetic 
statement through the entire process, from the entry of 
the statement to its execution. By this procedure we hope 
particularly to clarify the operation of the FORTRAN 
compiler. As you follow this history, you will probably 
discover that the process of compilation is more complex 
than you might have suspected thus far. Furthermore, 
you should bear in mind that you are learning only how 
one statement is handled. Remember that there are 
many other types! 


This example can serve also as an introduction to lan- 
guage processors other than the FORTRAN compiler. A 
general survey of the sophisticated linguistic analysis 
used in constructing compilers is presented in an article 
by Ruth M. Davis, ‘‘Programming Language Processors’’ 
(ed. F. L. Altand M. Rabinoff, Advances in Computers, 
Volume 7, Academic Press, New York, 1966). 


THE SOURCE STATEMENT AND THE 
FORTRAN COMPILER 


The FORTRAN statement we shall follow is 
N = (N + M)*N —-M 
Our source language is FORTRAN, and our target language 


is 1130 machine language. 


The first part of the system-supplied software that takes 
action is the FORTRAN compiler. In the 1130 version 1 
monitor for a system with one disk, the FORTRAN com- 
pilation program comprises 28 separate phases. Each of 
these phases is brought into core individually from the 
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disk, one after the other. The FORTRAN program, entered 
from cards or paper tape, becomes a string of symbols in 
core memory. This symbol string is manipulated succes- 
sively by each of the 28 phases of the FORTRAN compiler. 
A given statement may be affected by only certain phases. 
During this process the FORTRAN statement becomes, 
step by step, increasingly like a machine-language pro- 
gram. Certain auxiliary information, of which the most 
important is the symbol table, is also gathered during 
compilation. After compilation the symbol table will 
contain the variables in the program and their storage 
locations in memory relative to the beginning of the 
program. Thus the compilation process can be described 
as a string-manipulation operation, since the statement 

is converted by manipulation from the string of computer 
words that represent the statement as entered, into a 
corresponding string of machine-language instructions 
that will carry out the calculations specified in the 
statement. 


Usually the compiler moves from phase to phase with no 
interruption, and the user is consequently not aware of 
successive phases going in and out of the core memory. 
But one can alter the usual operation of the compiler in 
order to obtain a printout of the string area following the 
execution of each phase. It is this technique which we 
use to study the history of a FORTRAN statement. (A 
user who wishes to trace the history of a statement of his 
own choosing can do so with the help of the program 
logic manual.) 


FORTRAN—PHASE 3: INPUT 


Phases 1 and 2 in the compiler program are initialization 
phases, independent of the particular FORTRAN program 
being compiled. 


The internal symbol string that represents a source pro- 
gram is created in phase 3, during which the FORTRAN 
program card deck is read. On completion of phase 3, 
our FORTRAN statement is stored internally as 16-bit 
binary words, represented by the following hexadecimal 
string: 


OO1C DS7E 4DD5 4ED4 S5D5C D560 D440 


The internal coding for the symbols is 8-bit EBCDIC, 
packed two characters to a word. In hexadecimal nota- 
tion, two digits represent one character in 8-bit EBCDIC. 
Thus in the second word, D5 is the EBCDIC coding for N, 
and the second half of that word, 7E, is the hexadecimal 
representation of the EBCDIC coding for =. The second 
half of the last word, 40, represents the EBCDIC coding 
for a blank, which was included because the total number 
of characters was odd. Note, however, that the blanks 
included in the source statement for clarity have been 
eliminated. By using the character code table, in Appen- 


FORTRAN—PHASE 4: CLASSIFIER 


dix C-8, we can ascertain that, except for the first word, 
the above string of hexadecimal words represents exactly 
the EBCDIC coding for the characters of the FORTRAN 
statement as those characters appeared on the entry card. 


For each FORTRAN statement, the first word in the string 
plays a special role. The first five bits (0-4) in this ID 
word, will contain the code for the statement type when it 
is determined in phase 4. (For our statement these bits 
will remain five zeros, the code assigned to an arithmetic 
statement.) Bits 5-13 in the indicator word will change 
from phase to phase, however. They specify the number 
of words, including the ID word, in the string at the con- 
clusion of each phase. If you expand into binary the 

first hexadecimal word, OO1C, in the above phase-3 
string, you will find that the number of words specified by 
bits 5-13 is seven, the number of words in the string. 
The last bit in the indicator word is set to 1 if the entered 
statement begins with a statement number. 


The program is listed on the principal print device during 
phase 3, if the control records include a LIST SOURCE 
PROGRAM or LIST ALL card. 


FORTRAN—PHASE 4: CLASSIFIER 


After phase 4, the string is considerably altered in 
appearance. 


0034 AAOO OO3E OOO0D AAOO OQOOOE A800 OO0O1D OO1C AAOO O020 A800 OOI1E 
Interpretation 


N = N # M ) * N 7 M 


Again the first word in this string is the ID word; the 
statement type has been inserted, and there are 13 words 
in the sentence string. Although the new coding looks 
different, the alterations are not as great as they appear 
to be. The order of the symbols is unaltered. 


Each symbol is allotted a full word in phase 4, and so the 
string is longer. The coding of the operators, such as 
plus and minus, is 6-bit rather than 8-bit EBCDIC. In 6- 
bit EBCDIC coding, only the rightmost 6 bits are used for 
the operator. This coding is at the right end of the word 
with O’s in the other bits, so an operator word has a O in 
bit O. The 8-bit EBCDIC coding for an equals sign is 0111 
1110. The rightmost 6 bits are 11 1110; with two 0’s at 
the left end, the hex equivalent is 3E. Filling out the left 
end with O's the word OO3E stands for =. Similarly OOOD 
indicates a left parenthesis, as you can check by using 
the EBCDIC coding. The symbols of the statement are 
indicated under their equivalent codings in the string. 


A terminal operator, the semicolon, has been introduced 
into the string. This last word in the string, OOLE, is in- 
cluded in the word count. There are now two indications 
of the string’s end, the ID word with its count and the 
terminal operator. 
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0034 8001 OO0E 0010 8001 


CO0OO 0062 0000 4000 


The coding for the variables is also altered in phase 4. 
The hexadecimal coding for N in phase 3 was D5, while N 
is represented in the new string by the word AAOO. AI- 
though these look different, their equivalence is more 
obvious when the two codings are examined in binary. Let 
us consider the two codes for N. AA is 10101010; D5 is 
11010101. The new coding is again a variant of EBCDIC 
coding. Since the variable N is a single character, the rest 
of the word to the right is padded with O’s. A word con- 
taining a variable name in the string has a 1 in bit O. 


FORTRAN—PHASE 10: 
VARIABLE AND STATEMENT FUNCTIONS 


Phase 10 is the next compiler phase that operates on our 
string. After phase 10 the program string looks like this: 


0004 8003 0002 O00C 8001 0006 8003 OQ0000 
Interpretation 


+ M ) * N = M ; 


In phase 10 the literal variable names N and M were re- 
moved from the string and replaced by pointers, which are 
codings that point to the location of the literal names in 
the symbol table, as well as in the string area. The 
pointer for N is 8001; for M, 8003. 


The symbol table is a compiler-constructed list of the 
variables in a program. The variables are entered in the 
table during phase 10. A segment of the symbol table for 
our statement at the conclusion of phase 10 follows. 


A800 8000 C000 0001 O000 4000 AAOO 8s000 


One must read the symbol table from right to left, in 
groups of three; thus the ‘‘first’’ three words at the right 
are the entry forN, and the 1 at the end of the word 8001 
in the program string points to this first group of three 
words. Hexadecimal AAOO, the second word, is the al- 
ready encountered coding for N. You should also be able 
to find the coding for M in the symbol table. 


In phase 10 the arithmetic operators in our statement 
string are also changed. Later these operators are to be 
used in connection with a forcing table, and the values 
given here relate to that table. However, the string is 
still in the same order that it has been since the begin- 
ning; only the coding of the symbols has changed. 


FORTRAN—PHASE 17: SCAN 
Phase 17 in the compilation process is perhaps the most 


critical phase for arithmetic statements. The earlier 
changes have been leading up to the more complex pro- 


cessing of phase 17, in which the order of the string is 
completely changed. Here is the string representing our 
statement after phase 17: 


0036 0004 8001 8003 O00C 8001 0006 8003 
Interpretation 


+ N M * N - M 


lf you compare this string and its interpretation with the 
phase-10 string, you will see that all characters still pres- 
ent are represented by the same words, but that the order 
is different. The ID word has changed, reflecting the fact 
that two characters included earlier are now missing. The 
left and right parentheses have dropped out of the string. 
This dropping of the grouping symbols is an important 
aspect of the rearrangement in phase 17. In the paren- 
thesis-free string, there are no symbols which merely 
group; all the operators are now true operators. 


The purpose for this rearrangement is to bring the string 
to an order more nearly like that in which the computation 
will be performed. The phase-17 string, 


+NM* N-M=N 


can be read as follows: add M to N; then multiply the sum 
by N; then subtract M frem the product; and, finally, place 
the difference at N. This is the order we would follow in 
carrying out the arithmetical operations specified in the 
statement, and it corresponds to the order of the instruc- 
tions in the final translated program. (The name of this 
ordering, modified Polish notation, is derived from the fact 
that such a notation, which eliminates the need for 
parentheses, was used by the Polish logician, Jan Lukasie- 
wicz. It was also used earlier for certain quaternion 
operations. This rearranging is a critical stage in most 
compilers. 


The algorithm or procedure for rewriting the statement in 
the new order is based on the use of the forcing values of 
the operators and a forcing table. The details will not be 
included here; they are covered in the Program Logic 
Manual, in the discussion of an example (pp. 104-107). 
Another similar method is described in the Davis article 
cited. 


For the statement we are considering, the work of phase 
17 consists only of generating the symbol rearrangement 
just described. However, the symbols in some statements 
cannot simply be rearranged in computing order without 
doing something else, because the statements call for 
calculations in which the intermediate results of certain 
steps must be stored temporarily for later use. For ex- 
ample, any method of computing the statement 


N = N + (N*N + M*N) 


FORTRAN—PHASE 19: EXPANDER II 


OOOE 8001 0000 


N 


will require temporary storage of one of the two products. 
The compiler allocates any necessary temporary storage 
by adding it to the symbol table, and by adding at the 
same time whatever instructions are needed for storing a 
value and for removing it. This means, in essence, that 
the compiler itself defines a new variable, allocates 
storage for it, and rewrites the sequence of instructions 
using this new variable. 


Thus the above statement containing two multiplications 
might be approached by the compiler in the following 
manner. Let the name J be given to the expression 

N x N, and allocate storage for J; compute N x N, and 
place the product at J. In other words, let 


J=N#N. 


Then the compiler could evaluate 


N=N+ (J + M#N) 


according to the procedures outlined above. It should be 
understood that at this phase the compiler is not working 
with the FORTRAN symbols and that the example is in- 
tended only to illustrate the process. 


FORTRAN—PHASE 19: EXPANDER II 


Although the string was rearranged in phase 17, it was 
still a string of codings for symbols, with each coded 

word standing either for the location of a variable or for 
an operator. The major step in phase 19 is the change 
from a list of codings for symbols to a list that approaches 
the coding of the final machine-language program. After 
phase 19, each word corresponds to one instruction in 

the final coding, and the resulting string is 


001C 8801 9803 BOO1 3980 A003 9001 


The first word, as before, is the ID word. The numbers 
O01 and 03 in each occurrence as the last two digits of a 
word still point to N and M, respectively, in the symbol 
table. We can identify each word (except the ID) by the 
following ‘‘equivalent’’ assembler coding, provided we 
bear in mind the fact that the machine-language equiva- 
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lents of this coding have not yet been completely 
established. 


STO 


The second parts of most of the words in the string still 
contain pointers to locations of variables in the symbol 
table. If we ‘‘translate’’ the first half of these words we 
realize that the operation code is not yet being used. 


FORTRAN—PHASE 27: OUTPUT II 


The change in phase 19 is the last change of the string 
that takes place in core during the compilation process. 

If one examines the string after phase 28, the last phase 
of compilation, the codings are those of phase 19. (These 
other phases would affect other FORTRAN statements.) 
Nevertheless, a significant alteration occurs in phase 27, 
when the string is transferred from core to the working 
storage area on disk. Phase 27 entails rewriting, not just 
simple copying, and carries our statement another step 
toward the final machine-language program that is to be 
executed. 


The program is transferred to working storage on disk in 
disk system format, a format we have previously encount- 
ered. Programs are stored in both the user area and the 
fixed area on disk in disk system format, unless the store 
core image command is used. In disk system format all 
addresses present in the instructions are specified rela- 
tive to the beginning of the program, not as actual loca- 
tions in storage. 


Another important aspect of disk system format concerns 
the handling of subprograms; any necessary subprograms 
are indicated in the program by their names, in a special 
coding known as name code. Since our statement has no 
subprogram calls, this history shows no example of this 
aspect. The two leftmost bits, not used in name code, 
indicate the type of subprogram. 


As an aid to understanding, we will list under the phase-27 
string, which follows, the assembler mnemonics that cor- 
respond to the operation codes, which are now in place. 
This string should be compared with that in phase 19. 
Note the long instructions. 


C400 0002 | 8400 0004 | A400 0002 | 0444 1909 
LD N A M M N SLT 16 
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The addresses of the variables are still pointers, but the 
locations are a little different, because the symbol table 
has been slightly rearranged. These pointers are now 
also relative addresses, referring to the storage area pre- 
ceding the program during execution. We will see how 
they are converted to actual addresses. The symbol table 
at this stage reflects the relative placement of these 
storage words in the final program. Variable storage 
(except for COMMON) will precede the program. 


A program in disk system format has a header (generated 
in phase 26) stating the length of the program, the length 
of the program header, the number of files defined, the 
names and addresses of the entry points, and other 
information. 


In the phase-27 string there is one word, 0444, which has 
neither a mnemonic nor a variable address associated 
with it. It is not a machine-language instruction and will 
not be converted into one. Instead it is another kind of 
indicator word which occurs before every eight words in 

a program in the disk system format. (Our statement is 
only a piece of a program, so the location of this word 
depends on what precedes our statement in the program.) 
The role of this indicator word is to furnish information to 
the loader program for the process of converting this 
program into a working program. This process will be 
described shortly. The 16 bits in this indicator word 
correspond, in eight pairs, to each of the eight words 
following. The first bit of each pair of bits indicates 
whether the referenced word contains the name of a 
called subprogram. The second bit indicates whether or 
not the word is an address that needs to be relocated. 

If we expand into binary the indicator word 0444, group- 
ing the bits in pairs, we obtain 


00 00 O1 O00 O1 00 O1 00 


Since the first bit of each pair is O, no subprograms are 
involved; but the third, the fifth, and the seventh words 
following this indicator word evidently contain addresses 
requiring relocation, since the second bit of the pair 
associated with each of these words contains a 1. 
Checking the third and fifth words following the indicator 
word shows that these are indeed addresses of variables. 


The indicator word is not directly associated with indi- 
vidual instructions, but precedes each group of eight 
words, as indicated above. 


9400 0004 | 0400 0002 


M sTO N 


THE LOADER 


The final monitor program needed to bring our statement 
to execution is the loader, or core load builder. As indi- 
cated above, the loader replaces subprogram names, if 
any, by instructions branching to these subprograms, and 
converts relative addresses to absolute addresses. 


Replacing subprogram names with the necessary branches 
is not a simple process. The subprograms may be stored 
on disk either in the user area or in the fixed area. When 
the loader finds a subprogram name in a program it is 
converting for core usage, its first task is to look up the 
name in LET or FLET to determine whether that sub- 
program is stored on disk. If not, an error message is 
produced; but if the subprogram is on disk, the loader 
‘‘knows’”’ its location on disk and its length. The loader 
assigns a location for the subprogram in core memory 
and then uses this location to determine the addréss in 
the branching instruction for the subprogram. Each sub- 
program so established is also added to the transfer 
vector, described in Chapter 8. A BSI replaces the name 
of the subprogram. 


Since subroutines are usually in disk system format, they 
too must be converted by the loader. Furthermore, if 
subprograms call other subprograms, a chain of operations 
must be established whereby each subprogram called is 
converted for core. 


The loader's two-part process of converting and loading 
involves a considerable amount of disk activity, and the 
time it takes is not trivial. The tables by which sub- 
programs are located, LET and FLET, are in one part of 
the disk, and the subprograms themselves may be scat- 
tered over many sectors. The process of gathering 
information from the disk causes a buzzing sound from 
the central processor after the XEQ instruction is en- 
countered and before execution of the program is started. 
The XEQ card can be considered as a call to the loader. 
The loading process can be expedited in a system with 
several disks if the working storage area, the core image 
buffer, and the monitor system are all on separate disks, 
as they may be with the version 2 monitor. After con- 
version the program is loaded into core, and control is 
transferred to the first instruction. 


Finally we have the machine-language instructions for 
our statement as they are to be executed during the 
running of the program of which the statement is a part. 


C400 0104 | 8400 01C6 | A400 0104; 1090 | 9400 01C6 | D400 01C4 
LD N A M M N SLT 16| S M oTO N 


The actual addresses here (for example, the address 
01C4 for N) are valid only for this particular core load; 
the addresses would be different if the same statement 


THE LOADER 
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occurred in another FORTRAN program. By comparing 
these final addresses with those of the phase-27 string, 
you can see that the relocation process consisted in 
simply adding 01C2 to each phase-27 address; 01C2 is 
the usual location for the start of a FORTRAN or assem- 
bler program with the version 1 monitor. 


HOW INSTRUCTIONS ARE EXECUTED 


The final step in our life history of one FORTRAN state- 
ment is the execution of the instructions generated by 

the statement. Although a detailed explanation of the 
actions taken by the computer in executing a set of in- 
structions is beyond the scope of this book, we can outline 
the process and explain a few of its salient features. 


The first of two steps in the process of execution of an 
instruction is interpretation. (For a few instructions, in 
fact, interpretation is the only step.) Interpretation is 
accomplished by a series of interpretation- or |-cycles. 
The second step is the actual execution, which depends 
on information generated during interpretation. Execu- 
tion is accomplished by several execution- or E-cycles. 
The number of cycles of both kinds varies from instruc- 
tion to instruction. For example, at least one I-cycle must 
be and up to four may be used. All instructions require 
I-cycle 1, and all long instructions require I-2; the I-X 
cycle is required only when indexing is used in the in- 
struction and the I-I cycle only when indirect addressing 
is used. When the mode switch is in the Single Machine 
Cycle (SMC) position, one cycle is carried out each time 
the START button is pressed. These cycles are indicated 
by the lights in the second row in the center of the con- 
sole panel, starting with the light labeled I-1; there are 
lights in this row for the four possible I-cycles and for 
some of the E-cycles. 


Each cycle is a series of steps. One can observe each step 
individually by putting the mode switch in the Single Step 
position (SS). The lights in the top row of the center 
group, those preceded by T, indicate the separate steps. 
Thus a given I-cycle, such as I-1, will include some of the 
T steps. You may be relieved to know that the average 
user almost never needs these two mode switch positions! 
However, they can be useful when one is trying to deter- 
mine the cause of machine malfunctions. They can also 
provide a valuable tool for the student interested in learn- 
ing how instructions are executed. 


In the interpretation and execution of an instruction, the 
computer uses internal storage registers other than those 
already encountered. Most of these registers are repre- 
sented by lights on the console display panel. The 
Arithmetic Factor Register always contains any number 
brought from memory to be combined arithmetically with 
the number in the accumulator. The Storage Buffer 
Register holds numbers initially when they are brought 
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from memory. The Storage Address Register is often used 
as a temporary home for the address in the instruction 
address register, particularly just before the IAR is to be 
incremented by 1. If the SAR is so used, the computer 
has available both the current address and the next 
consecutive address. 


One register which has no corresponding lights is the 
Temporary Accumulator. During interpretation of an in- 
struction, the accumulator may be employed for effective 
address computation. Hence the value in the accumulator 
must be stored for later use in execution of the instruc- 
tion and for reloading the accumulator. The temporary 
accumulator provides this storage, and since it usually 
contains the same value that is in the accumulator, it 
requires no separate console lights. 


Some uses of these registers during execution involve 
details that we have not yet covered. Reading a number 
from core is a destructive operation, an operation that 
results in the loss of that number. Heretofore we have 
always assumed that a number loaded from core memory 
is still in core memory after the loading is completed. 
However, the number will actually be lost unless, in addi- 
tion to being loaded into the central processor registers, 
it is also later reloaded into core memory. The necessary 
reloading occurs during the first E-cycle for any instruc- 
tion that accesses memory. The net effect of the com- 
plete execution is that the word is unaltered in core. 


THE ADD INSTRUCTION 


With this description in mind, we shall follow the inter- 
pretation and execution of an add instruction, giving only 
enough of the process to provide an understanding of the 
general flow. The instruction will be long and direct, and 
it will reference no index registers. Hence you might 
think of it as the add instruction in our ‘‘life history’’ 
statement, now as a machine-language instruction. 


For interpretation a long instruction needs an I-1 and an 
I-2 cycle. During the I-1 cycle the computer stores the 
accumulator’s value (one of the numbers to be added) in 
the temporary accumulator, stores the IAR in the storage 
address register, and increments the IAR by 1. Next the 
first word of the instruction is loaded into the storage 
buffer register. The first nine bits of this word are then 
separated into functional pieces (the operation code bits, 
the tag bits, etc.) and sent to a series of smaller registers 
—the operation register, the flag register, the tag register 
and the mode register—for temporary storage. 


Since the instruction is long, an I-2 cycle is started. In 
the I-2 cycle the instruction address register is again 
loaded into its image, the SAR, and then the IAR is incre- 
mented by 1. Finally, the second word of the instruction 
is brought from memory into the SBR. For our add 
instruction this completes the I-cycles. 


THE ADD INSTRUCTION 


In E-1, the first execution cycle, the contents of the ac- 
cumulator are transferred to the storage address register, 
and then the accumulator is restored to its initial value 
by loading it with the contents of the temporary accumu- 
lator. We did not need to use the accumulator for 
effective address computation. 


Now the word whose address is in the storage address 
register is brought into both the storage buffer register 
and the arithmetic factor register. This word is also re- 
stored in memory by reading it back into the place from 
which it originally came. We are now prepared to carry 
out the add operation. 


The two registers containing the quantities to be added 
are the accumulator and the arithmetic factor register. 
Addition is carried out by a repetitive process that works 
through both words a number of times until a certain 
condition is met. In each pass through the process, two 
actions are taken. First, if a particular bit of the AFR 
contains a O, the corresponding bit in the accumulator is 
unaltered. On the other hand, if the bit of the AFR con- 
tains a 1, the corresponding accumulator bit is reversed. 
Second, whenever an accumulator bit is changed from a 1 
to a O—in other words, the carry situation—then the next 
higher-order position in the AFR is set equal to 1, a bit 
indicating a carry. All the other positions in the factor 
registers are set equal to O. Thus after each pass there 
will still be two numbers, with the arithmetic factor regis- 
ter containing the carry bits. The process is repeated 
until all the bits in the arithmetic factor register are O, 
indicating no further carry. Because of the use of the 2’s 
complement for negative numbers, no special action 
needs to be taken in case one of the numbers is negative. 
The following example, using only 8-bit words for con- 
venience, may make this description more transparent. 


After fourth pass 


Original contents After first pass | After second pass | After third pass | (Operation complete) 


ACC 00101101 00111010 00110000 00100100 01000100 


AFR 00010111 00001010 00010100 00100000 00000000 


Our discussion of how one machine-language instruction 
generated by our original FORTRAN statement, the add 
instruction, is executed by the 1130 is at an end. We have 
not considered the electronic circuitry to carry out the 
indicated steps, since the user need not be aware of the 
internal mechanism for execution of an instruction. Even 
apart from hardware consideration, our discussion is 

not complete. For example, we have had nothing to say 
about the Cycle Control Counter, nor about the carry and 
overflow bits. Other instructions will have to be imple- 
mented by procedures different from those for the direct, 
long-form, add instruction we have considered. 


111 


1130 INFORMATION 


APPENDIXES 


FORTRAN 


APPENDIX A 


i; FORTRAN STATEMENT TYPES 


2. FORTRAN DESCRIPTIONS 
FOR INPUT-OUTPUT DEVICES 


3. TYPICAL DECK FOR RUNNING 
A FORTRAN (OR ASSEMBLER) PROGRAM 


FORTRAN CONTROL RECORDS 

FORTRAN SUPPLIED SUBPROGRAMS 
FORTRAN ERROR CODES 

FORTRAN INPUT/OUTPUT ERROR CODES 


a  S 


FORTRAN INDICATOR TESTS 


APPENDIXES 


A-1. FORTRAN STATEMENT TYPES 


Statement type 


Arithmetic 


End 


Subroutine 


header 


Call 


Common 


Dimension 


Real 


Integer 


Do 


Format 


Function sub- 


program header 


Go to 


Go to 
(computed) 


If 


Return 


Write 
Read 


Pause 


Equivalence 


Continue 


Stop 


External 


Find 
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Executable 


Yes 


No 


No 


Yes 


No 


No 


No 


No 


Yes 


No 


No 


Yes 


Yes 


Yes 


Yes 


Yes 
Yes 


Yes 


No 


No 


Yes 


No 


Yes 


Example 


A = B*C + SIN(D) 


END 


SUBROUTINE HORSE (PIG, COW) 


CALL HORSE (3, 14, +J, DOG) 


COMMON A,B,C 


DIMENSION Z(40), J(20,20) 


REAL JOB, KUP(23) 


INTEGER COW, PIC 


DO 73 JOB = 1, JUP, 3 
FORMAT ('A = 'F8.3, I5) 


FUNCTION FIG(PEA) 


GO TO 64 


GO TO (33, 78, 6), KOW 


IF (SQRT(C*D)-P) 10,20,20 
RETURN 


WRITE (3,5) JOB, COW 
READ (6,8) AMT, GO, DO 
PAUSE 


EQUIVALENCE (A,B,C), (COW,DOG) 


CONTINUE 


STOP 


EXTERNAL COS, ABS 


FIND (2'T) 


Purpose 


Calculates a value, stores 
it in memory 


Last statement in program, 


signal to compiler 


First statement of sub- 
routine 


Transfers control to 
subroutine 


Stores variables in 
COMMON area 


Defines storage require- 
ments for arrays 


Declares variables to be 
real 


Declares variables to be 
integer 


First statement of DO loop 


Controls form of input or 
output 


First statement of function 


subprogram 
Unconditional branch 


Conditional branch 


Conditional branch 


Returns from subprogram 
to calling program 


Causes output 


Causes input 


Computer waits within the 


program 


Stores several variables in 


the same location 


Dummy statement, does 


nothing except mark a place 


Waits just before an exit 


Identifies subprogram 
names as possible sub- 
program arguments 


Positions the disk arm 


A-1. (Continued) 


Statement type Executable 
Define file No 
Statement No 
function 

Data No 
Backspace Yes 
Rewind Yes 
End file Yes 


Example 
DEFINE FILE (50,40,U, IR) 


DIST(X,Y) = SQRT(X*X + Y*Y) 


DATA A,B,C/3*0./, 


BACKSPACE 3 


APPENDIXES 


Purpose 
Defines a data file on disk 


Defines function for use in 
the program 


Stores values for variables 
durfng compilation 


C,D/1.2,2.1/ 


Returns to previous disk 


A-2. FORTRAN DESCRIPTIONS FOR INPUT-OUTPUT DEVICES 


Unit 
number 


Device 


1442 Card read punch 
(models 6 and 7) 


1134-1055 Paper 
tape reader-punch 


record 
REWIND 2 Returns disk arm to first 
record 
END FILE 4 Writes an end-of-file record 
on disk 
Number of 
FORTRAN characters I0CS card 
use allowed designation 

Write only 120 TYPEWRITER 

Read or write | 80 CARD 

Write only 120+ 1 1132 PRINTER 

Carriage control 
Read or write PAPER TAPE 
Write only 120+ 1 1403 PRINTER 
carriage control 

Read only 80 KEYBOARD 

Write only 120 PLOTTER 

Read only 80 20901 READER 

Write only 80 1442 PUNCH 

Read or write | 320 DISK 


(no data 
conversion) 
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A-3. TYPICAL DECK FOR RUNNING A FORTRAN 
(OR ASSEMBLER) PROGRAM 


b = blank space 


Cards 


//bJOB 

(With multidisk system, 
disk identifications go 
here.) 


//oFOR 

(The rest of card is 
available for identifica- 
tion purposes.) 


*I0CS (———_) 


*[Other FORTRAN 
(assembler) control 
cards] 


FORTRAN (assembler) 


program cards 


//PXEQ 


Blank card 


Data cards 


Next JOB card, etc. 
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Comment 


1) Used when the supervisor 


program is in control; other- 
wise a Cold Start card is 
needed. 

2) Not always necessary but 
usually advisable. Erases 
JOB T and resets working 
storage indicator as well as 
error indicators. 


Announces that the program is 


a FORTRAN program. 
(//bASM for an assembler 
program) 


Lists all devices used in the 
program, including subpro- 
grams (see previous table, 
A-2, for names). 


Options: listings, tracing, 
precision, etc. (See Table 
A-4.) 


Last card must be END. 


Needed only if compiled pro- 
gram is to be executed. 


Saves some button-pushing and 
time, but not essential, espe- 
cially if another job is stacked 
on top of this one. Omit if data 


cards follow. 


Requested by FORTRAN 
program. 





Programs may be stacked in 
the card reader. 


A-4. FORTRAN CONTROL RECORDS 


Record 


*NAME XXXXX 


*IOCS (Device list) 


**(Header information) 


*ONE WORD INTEGERS 


*EXTENDED PRECISION 


*ARITHMETIC TRACE — 


*TRANSFER TRACE 


*LIST SOURCE PROGRAM 


*LIST SUBPROGRAM NAMES 


*LIST SYMBOL TABLE 


*LIST ALL 


Description 


XXXXX represents program 


name to be printed on 
compiler-generated pro- 
gram listing. Used only in 
mainline programs. 


All input-output devices in 


program (including all sub- 
routines) should be listed; 
commas between device 
names. 


Text after second asterisk 
will be printed on each 
compiler output page. 


Allots one word of storage 
to integer variables; other- 
wise two words are set 


aside, but only one is used. 


Stores real variables and 
constants in three words 
instead of two, thus retain- 
ing more significant digits. 
Extended precision sub- 
routines are used. 


Switch 15 ON to print 
result of each assignment 
statement. 


Switch 15 ON to print 
value of IF or Computed 
GO TO. 


Lists source program on 
principal print device as it 
is read in. 


Lists subprograms called 
directly by compiled 
program. 


Lists variable names, 
statement numbers, and 
constants; gives (in hexa- 
decimal) relative address 
of each in program. 


Lists source program, sub- 
program names, symbol 
table (equivalent to above 
three cards). 


A-5. FORTRAN SUPPLIED SUBPROGRAMS 


No. of | Type of 
Argu- 
Function Performed ment(s) 


Trigonometric sine 
Trigonometric cosine 
Natural logarithm 


Argument power of e 
(i.e., ex) 


Square root 
Arctangent 
Absolute value 
Absolute value 


Convert integer argument 
to real 


Convert real argument to 
integer 


Transfer of sign (Sign of 
Argo times Arg) 


Transfer of sign (Sign of 
Argo times Arg) 


Hyperbolic tangent 
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A-6. FORTRAN ERROR CODES 


Error 
Number * Cause of Error 


Non-numeric character in statement number. 





More than five continuation cards, or continuation card 
out of sequence. 






Syntax error in CALL LINK or CALL EXIT statement. 






Undeterminable, misspelled,:or incorrectly formed 
statement. 






Statement out of sequence. 






Statement following transfer statement or a STOP statement 
does not have statement number. 







Name longer than five characters, or name not starting 
with an alphabetic character. 






Incorrect or missing subscript within dimension information 


(DIMENSION, COMMON, or type). 







Duplicate statement number. 


Syntax error in COMMON statement. 






Duplicate name in COMMON statement. 






Syntax error in FUNCTION or SUBROUTINE statement. 






Parameter (dummy argument) appears in COMMON 
statement. 





Name appears twice as a porameter in SUBROUTINE or 
FUNCTION statement. 






*1OCS control record in a subprogram, 


Syntax error in DIMENSION statement. 







Subprogram name in DIMENSION statement. 


Name dimensioned more than once, or not dimensioned on 
first appearance of name. 






Syntax error in REAL, INTEGER, or EXTERNAL statement. 






Subprogram name in REAL or INTEGER statement. 






Name in EXTERNAL which is also ina COMMON or, 
DIMENSION statement. 







IFIX or FLOAT in EXTERNAL statement. 







Invalid real constant. 






Invalid integer constant. 


More than 15 dummy arguments, or duplicate dummy 
argument in statement function argument list. 






Right parenthesis missing from a subscript expression. 







Syntax error in FORMAT statement. 


FORMAT statement without statement number, 






Field width specification >145. 





In a FORMAT statement specifying E or F conversion, 
w>127,d>31, or d>w, where w is an unsigned 





*Printed at the conclusion of Compilation. 
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A-6. FORTRAN ERROR CODES (Continued) 


Error 
Number* Cause of Error 


C 30 





integer constant specifying the total field length of the 
data, and d is an unsigned integer constant specifying 
the number of decimal places to the right of the decimal 
point. 









Subscript error in EQUIVALENCE statement. 






Subscripted variable in a statement function. 







Incorrectly formed subscript expression. 


Undefined variable in subscript expression. 






Number of subscripts in a subscript expression does not 
agree with the dimension information. 










Invalid arithmetic statement or variable; or, ina 
FUNCTION subprogram the left side of an arithmetic 
statement is a dummy argument (or in COMMON). 







Syntax error in IF statement. 


Invalid expression in IF statement. 






Syntax error or invalid simple argument in CALL state- 
ment. 





Invalid expression in CALL statement. 






Invalid expression to the left of an equal sign ina state- 
ment function. 








Invalid expression to the right of an equal sign in a state- 
ment function. 







In an IF, GO TO, or DO statement a statement number is 
missing, invalid, incorrectly placed, or is the number 
of a FORMAT statement. 







Syntax error in READ or WRITE statement. 


*1OCS record missing with a READ or WRITE statement 
(mainline program only). 







FORMAT statement number missing or incorrect in a 
READ or WRITE statement. 










Syntax error in input/output list; or an invalid list 
element; or, ina FUNCTION subprogram, the input list 
element is a dummy argument or in COMMON, 






Syntax error in GO TO statement. 





Index of a computed GO TO is missing, invalid, or not 
preceded by a comma. 











*TRANSFER TRACE or *ARITHMETIC TRACE control 
record present, with no *!OCS control record in a main- 
line program, 







Incorrect nesting of DO statements; or the terminal state- 
ment of the associated DO statement is a GO TO, IF, 
RETURN, FORMAT, STOP, PAUSE, or DO statement. 







More than 25 nested DO statements. 






Syntax error in DO statement. 






Initial value in DO statement is zero. 
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A-6. (Continued) 


Error 
Number Cause of Error 


In a FUNCTION subprogram the index of DO is a 
dummy argument or in COMMON, 


Syntax error in STOP statement. 

Syntax error in PAUSE statement. 

Integer constant in STOP or PAUSE statement is > 9999. 
Last executable statement before END statement is not 
a STOP, GO TO, IF, CALL LINK, CALL EXIT; or 
RETURN statement. 


Statement contains more than 15 different subscript 
expressions . 


Statement too long to be scanned, because of compiler 
expansion of subscript expressions or compiler addition 


of generated temporary storage locations. 


All variables are undefined in an EQUIVALENCE list. 


Variable made equivalent to an element of an array, in 
such a manner as to cause the array to extend beyond 


the origin of the COMMON area. 


Two variables or array elements in COMMON are 
equated, or the relative locations of two variables or 
array elements are assigned more than once (directly or 
indirectly). 


Syntax error in an EQUIVALENCE statement; or an 
illegal variable name in an EQUIVALENCE list. 


Subprogram does not contain a RETURN statement, or 
a mainline program contains a RETURN statement. 


No DEFINE FILE in a mainline program which has disk 
READ, WRITE, or FIND statements. 


Syntax error in DEFINE FILE. 


Duplicate DEFINE FILE, more than 75 DEFINE FILES, 
or DEFINE FILE in subprogram, 


Syntax error in record number of READ, WRITE, or 
FIND statement. 





*The detection of a code 65, 66, or 67 error prevents any subsequent 
detection of any of these three errors. 


APPENDIXES 


A-7. FORTRAN INPUT/OUTPUT ERROR CODES A-8. FORTRAN INDICATOR TESTS 


No *IOCS control card appeared with the mainline CALL SLITE (I) I = O Turns off all sense lights 
program and |/O was attempted in a subroutine. I = 1 Turnson sense light 1 

: | P | I = 2 Turns on sense light 2 
1. Logical unit defined incorrectly. I = 3 Turnson sense light 3 
2. No *IOCS control df ified 1/O 

nec lee: comalneconter rpacuvent2 I = 4 Turns on sense light 4 

{ —— ee 

Requested record exceeds allocated ‘buffer size. CALL SLITET (I,J) Returns J. 


CALL SLITT (I,J) If sense light Tis on, J = 1; 


otherwise J = 2. Turns off 
Exponent too large or too small in input field. sense light. 


Illegal character encountered in input record. 


More than one E encountered in input field. 


CALL OVERFL (J) Returns J. 
More than one sign encountered in input field. CALL OVERF (J) If overflow indicator is on, J = 1. 
If no overflow, J = 2. If under- 


More than one decimal point encountered in 





input field. flow, J = 3. Real arithmetic 
1. Read of output-only device. only. 
2. Write of input-only device. oe uuu ca | 
CALL DVCHK (J) Returns J. 
Real variable transmitted with an | format specifica- If zero-divisor indicator is on 
tion or integer variable transmitted with an E or F ' ; 
format specification. J = 1; otherwise J = 2. Turns 
off indicator. Real arithmetic 
F100 File not defined by DEFINE FILE statement. only 
F101 File record too large, equal to zero, or negative. See cet. ne te 
CALL DATSW (I,J) Returns J. 
F103 Disk FIO (SDFIO) has not been initialized. If console switch Lis on, J = 1; 
DISKZ Errors: if off, J = 2. 
F102 Read error. CALL TSTRT lf FORTRAN control trace cards 
F104 Write ecar, CALL TSTOP were compiled and switch is on, 
these subroutines start and stop 
F106 Read back check error. tracing. 
F108 Seek error. a ee 
CALL FCTST (I,J) Tests subroutine error indicator 
Forced read error (seek or find). word. If the indicator word has 
not been set, I = 2, J = 0. 
*Displayed in Accumulator If set, I = 1, J =value of 
indicator. 


121 


MONITOR AND DISK UTILITY PROGRAMS 


APPENDIX B 


-_ 
a 


— f 
= © 


12. 


13. 


~ 2 yr 2 eS YY 


MONITOR CONTROL RECORDS 

JOB CARD STRUCTURE IN DISK MONITOR SYSTEM, VERSION 2 
MONITOR SUPERVISOR ERROR MESSAGES 

DUP CONTROL RECORDS 

TO AND FROM FIELDS ON DUP CONTROL RECORDS 

TO AND FROM IDENTIFICATION ON VERSION 2 DUP CONTROL RECORDS 
RESTRICTIONS ON DUP FUNCTIONS IN TEMPORARY MODE (JOB T) 
SUMMARY OF DUP DATA TRANSFER OPERATIONS 

DUP ERROR MESSAGES 

DUP WAITS AND LOOPS 

LET AND FLET OUTPUT FORMATS 

SUPERVISOR CONTROL RECORDS 

LOADER MESSAGES 


B-1. MONITOR CONTROL RECORDS 


Record 


; of 
//b* [comments] 


//bJOB T 
(version 1) 


[Disk label] 


//ASM 
//>FOR 
//®PAUS 


//bTYP 


//bTEND 


//bDUP 


//0XEQ 
Program name = columns 8-12 
> L =column 14 
Count = columns 15-17 


Disk 0, 1, N =column 19 


APPENDIXES 


Description 


Not allowed after XEQ, ASM, or FOR card. 


Initializes a job sequence. T (if present) indicates a temporary job; any disk-stored 
material is deleted when the next JOB card is read. The label is optional. See next 
table for additional version 2 information. 


Assembler program follows. Remainder of card can be used for identification. 
FORTRAN program follows. Remainder of card can be used for identification. 


Instructs computer to halt until START is pressed, then read cards or tape until 
next monitor control record is found in the input stream. 


Changes control record input from principal input unit to keyboard/console printer 
for succeeding monitor control records. 


Changes input mode from keyboard/console printer back to the principal unit for 
succeeding monitor control records. 


Brings control section of disk utility program into core, and cards following will be 
DUP cards. 


If no program name given, executes program currently in working storage. 

If program name given, executes program stored on disk under that name. 

L produces a core map. 

Count = number (decimal, right-justified) of FILES, LOCAL and NOCAL cards 
following this card. 

Disk O, 1, N for assembler programs specifies disk routine; blank for FORTRAN. 


B-2. JOB CARD STRUCTURE IN DISK MONITOR SYSTEM, VERSION 2 


Card columns 


8 


11-14 


16-19 
21-24 
26-29 
31-34 
36-39 


41-44 


46-53 


Use 


A T indicates a temporary job; all programs stored on disk during the job are 
deleted at end of job. A blank in column 8 produces permanent storage. 


identification of the master cartridge, containing disk monitor system; logical 
drive O. 


Identification of cartridge on logical drive 1. 
Identification of cartridge on logical drive 2. 
Identification of cartridge on logical drive 3. 
Identification of cartridge on logical drive 4. 


Identification of cartridge containing the core image buffer for this job. Speed is 
increased if this is neither the master cartridge nor the working storage cartridge. 


identification of cartridge containing the working storage area for this job. Speed 
is increased if this is neither the master cartridge nor the CIB cartridge. 


Heading printed at top of each page of the listing on principal print device. 


The identification is a four-place hexadecimal number, stored in the fourth word of sector zero of each disk cartridge. 


123 


APPENDIXES 


B-3. MONITOR SUPERVISOR ERROR MESSAGES 
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M 01 PHASE NONX 


M 02 INVALID 


M 03 NON XEQ 


M 04 CHARACTER 


M 05 OFLO DISK 


M 06 NO PROGRAM 


M 07 NON DUP 


M 09 RECORD TRAP 


M 11 NOT IDENT 


M 12 SEQ ERROR 


M 13 T ERROR 


Execution is not permitted for this job. 


The above listed record is an invalid 
Supervisor record. 


The currently called execution is not 
permitted, 


A character in the name listed above 
is not permitted. 


The records listed above were too many 
for the disk storage allocated. 


The mainline program name listed above 
is not in the LET or FLET table or is not 
a mainline program. 


DUP is not allowed for the subjob. 


A system program detected a Supervisor 
record and returned control to the 
Supervisor. 


The cartridge identifier on the cartridge 
is not identical to the one on the input 
record. The Supervisor waits to allow 
the operator to rectify the difference if 
desired. 


LOCAL, NOCAL, and/or FILES records 
are intermixed (they must be grouped). 


Column 8 in the JOB record does not 
contain a blank ora T. An ampersand 
is printed in place of the illegal char- 
acter. The Supervisor waits so that the 
operator can (1) correct the JOB record, 
reload it in the reader, and press 
PROGRAM START on the console; or 

(2) press PROGRAM START on the 
console. In either case the JOB record 
is processed completely before any other 
processing. The job is considered non- 
temporary if column 8 contains a blank 
or a character other thana T. 





APPENDIXES 


B-4. DUP CONTROL RECORDS 
Card 
columns 123 45 6/7 89 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 
* DUMP b -From- ---TO---  weete ee nee Name---------- 
* DUM PODATA Db -From- ---TO--- ween ee ene Name---------- 0 --2---- Sector count-------- 
* STORE -From- ---TO--- ween tenes Name---------- 
* STORECI -From- o--TO--- were eee nee Name---------- +--+ Count of files------- 
records 
*STOREODATA -From- s--TO--- etre ne eee Name---------- ---+-- Sector, card, or------ 
record count 
UA 
*S TOREMOOD Db WS OF ween ne nee Name---------- 
FX 
* DUMPLET [Print contents of LET 
(and FLET if there is one) 
on principal printing 
unit] 
* DUMPFLET (Print contents of FLET 
only on principal printing 
unit) 
* DWADR (Write sector addresses in 
working storage area) 
* DELET BRB ete eeeeee Name---------- 
*DEFINEbFI X E D b A R E A wees Cylinder count------ 
*DEFINEbBVO I Db A SS S EM B L E R 
*DEFINEDbDVO I Db F O R T R A N 
B-5. TO AND FROM FIELDS ON DUP CONTROL RECORDS 
UA User area on disk (Programs are repacked each time a program is deleted.) 
FX Fixed area on disk (Programs stay in a fixed disk location. A fixed area must be ‘‘defined.’’) 
WS Working storage (Programs are in working storage after compilation or assembly.) 
CD Cards 
PT Paper tape 
PR Principal print device 
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B-6. TO AND FROM IDENTIFICATION ON VERSION 2 DUP CONTROL RECORDS 


DUP Control record 


DUMP 
DUMPDATA 
DUMPLET 


DUMPFLET 
STORE 
STOREDATA 
STOREDATACI 
STORECI 


STOREMOD 


DELETE 
DEFINE 


FIXED AREA 


From ID 
columns 
31-34 


Yes 
Yes 


Yes 


Yes 
Yes 
Yes 
Yes 
Yes 


Yes 


Yes 


VOID ASSEMBLER 
VOID FORTRAN 
PRINCbPRINT 
PRINCINPUT 


CORE SIZE 


DWADR 


To ID 
columns 
37-40 


Yes 


Yes 


Yes 
Yes 
Yes 
Yes 


Yes 


Yes 


Yes 


Remarks 


Uses data format. 


lf FROM ID is given, only that LET table is 


dumped; if no FROM ID, entire LET table 
is dumped. 


As with DUMPLET, uses data format. 


Uses core load builder. 


Caution: new program cannot be longer 
than old program. 


UA repacked, FA not. 


~— (minus sign) in column 31 indicates 
reduction of fixed area. 


Columns 21-24 have device number. 
No number means console printer. 


4K, 8K, 16K, or 32K, beginning in 
column 9. 


B-7. RESTRICTIONS ON DUP FUNCTIONS IN TEMPORARY MODE (JOB T) 


Functions 


DUMP 

DUMPDATA 

STORE 

STORECI 

STOREDATA 

STOREMOD 

DUMPLET 

DWADR 

DELETE 

DEFINE FIXED AREA 
DEFINE VOID ASSEMBLER 
DEFINE VOID FORTRAN 
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Restrictions (if any) Functions Restrictions (if any) 
None Version 2 
None 
None STOREDATACI To UA only 
To UA only DUMPFLET None 
DEFINE PRINC PRINT None 


To UA and WS only 


Not allowed 


None 


Not allowed 
Not allowed 
Not allowed 
Not allowed 
Not allowed 


Let 


B-8. SUMMARY OF DUP DATA TRANSFER OPERATIONS 


an 
i 
ia 




































UA 
(DSF) (DDF) (DC!) 


FX 
(DSF) (DDF) (DCI) 


WSs 
(DSF) (DDF) 


CD 
(CDD) ' (CDS) 


DUMP** DUMPDATA** | DUMPDATA** 


~° 
“+ 


PR 
(PTD) (PTS) (PRD) 


DUMPDATA** | DUMP** 


DUMP** 
DUMPDATA** 















DUMP** 









DUMP ** 
DUMPDATA** 


DUMP ** 


DUMPDATA** | DUMPDATA** DUMPDATA** 


DUMP ** 


DUMPDATA** | DUMPDATA** DUMPDATA** 


DUMP ** 
DUMPDATA** | DUMPDATA** 


DUMP** DUMP** 


DUMPDATA** 


(DSF) |STORE* 
STOREMOD 
WS 


DUMPDATA** 





DUMP** 
DUMPDATA** 


DUMPDATA DUMP DUMP 
DUMPDATA 
DUMPDATA 


DUMP** 
DUMPDATA** 
DUMP** DUMP** 
DUMPDATA** | DUMPDATA** 
STORECI fo DUMPDATA | DUMP 
STOREDATA 
STOREMOD DUMPDATA 








DUMPDATA 


(DDF) STOREDATA* 
STOREMOD 


STOREDATA* 
(CDS) |STORE* — STORECI 


(PTD) a STOREDATA* 


STORECI* 


*Eliminates stored information from Working Storage 








**Replaces current contents of Working Storage 


SAXIOGNAddV 
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B-9. DUP ERROR MESSAGES 


WS TOO LONG 


D 01 NOT PRIME ENTRY 


D 02 INVALID TY PE 


D 03 INVALID HEADER LENGTH 


D 05 SECONDARY ENTRY POINT NAME ALREADY IN LET IS.... 


D 13 DCTL, FUNCTION 
D 14 DCTL, FROM FLD 


D 15 DCTL, TO FIELD 
D 16 DCTL, NAME FLD 


D 17.DCTL, COUNT 


D 18 DCTL, TMP MODE 
D 41 FIXED AREA PRESENT 


D 42 ASSEMBLER NOT IN SYSTEM 
D 43 FORTRAN NOT IN SYSTEM 
D 44 INCREASE VALUE IN COUNT FIELD 


D 45 EXCEEDS WORK STORAGE 


D 61 DUPCO, EXCEEDS WORK STORAGE 


An attempt is made with *STOREMOD to move an item from Working Storage 
that is longer than the item to be overlaid in the User or Fixed Area. 


The primary name of the program in Working Storage does not match the 
name on the DUP control record. 


One of the following is detected: non-DSF program, mispositioned header, 
foreign data, or erroneous subtype. 


Word six of the DSF header is outside the range of 3-45. The causes are 
similar to D 02, except for subtype. 


The specified name is already in LET. The name must be deleted before this 
subprogram can be stored. 


An invalid DUP function specified in columns 1-12 of the DUP control record. 


Unacceptable characters are in columns 13 and 14 of the DUP control record. 
If Working Storage is specified in columns 13 and 14, then there is no valid 
program in Working Storage, i.e., the Working Storage Indicator has been 
set to zero, thus inhibiting the movement of programs from Working Storage. 


Unacceptable characters are in columns 17 and 18 of the DUP control record. 


If this is a *STORE control record, then the name is already in LET/FLET. 

If this is a *DUMP control record, then the name is not found in LET or FLET. 
If this is a *DUMP control record of Working Storage to the principal 1/0, 
then a name is required in columns 21 through 25 of the DUP control record. 
If this is a *DELETE control record, then the name is not found in LET or FLET. 
If this is a *STOREMOD control record, then the name is not found in LET 

or FLET. 


Columns 27 through 30 are blank or include alphabetic characters. 
The count field requires a decimal number. 


This function is not allowed during the JOB T mode. 


The FORTRAN compiler and/or assembler cannot be eliminated if a Fixed 
area has been previously defined. 


The assembler has previously been eliminated from the system. 

The FORTRAN compiler has previously been eliminated from the system. 
The count field was read as a value of zero or one. The first DEFINE 
requires one cylinder for FLET plus one cylinder of Fixed area. 


Thereafter, as little as one cylinder of additional Fixed area can be defined. 


The initiation or expansion of the Fixed area is limited to the Working 
Storage available. 


This function requires more Working Storage than is available. 





SAXIGNAddV 
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B-9. (Continued) 


D 62 EXCEEDS WORK STORAGE The Working Storage area is not large enough to contain the program specified. 
D 64 EXCEEDS FIXED AREA There is insufficient room in the Fixed area for the program, 
D 71 SEQUENCE OR CKSUM The cards are out of sequence, or there was an erroneous checksum. 


D 72 LOAD BLANK CARDS More blank cards are required to complete the dump. The operator performs 
an NPRO and places blank cards between the two cards ejected, removes the 
first card, places the first card in the output stacker, places the remainder 
in front of the cards still in the reader hopper, and presses the reader START 
button. 


D 82 NON FILES RECORD The first six characters of records following *STORECI are not *FILES. The 
number of *FILES records is determined by the count field of DUP control 
record STORECI, 


D 83 INVALID CHARACTER The *FILES record following the *STORECI DUP control record has an invalid 


character. 


D 84 EXCEEDS SECTOR ALLOCATION Too many Files have been defined. More than two sectors are required to 
contain the information from the *FILES record. 


D 92 INVALID Cl CONVERT The Loader has inhibited the continuation of *STORECI. The specific 
reason has been printed by the Loader. 


D 94 LET/FLET OVERFLOW A ninth sector of LET/FLET is required for the LET/FLET entry. A deletion 
of a program with a LET/FLET entry of similar size is required before this 
program can be stored. 





*Printed upon detection of an erroneous DUP control record. 


NOTE: DCTL means the error was detected in the DUP control record. DUPCO means the error was detected in the DUP common section. 
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B-10. DUP WAITS AND LOOPS 


Loops: System check. Reload entire Monitor 
70FF@0287 LET/FLET, COMMA, System. 

(occurs after and DCOM do not 

console printer agree. 

prints first 320 

core positions) 


Wait at 092C Paper tape reader not Ready paper tape reader 
ready and press PROGRAM 
START. 


Wait at 0005 Operator pressed Do not alter core 
PROGRAM STOP storage. To continue, 
on console. press PROGRAM START. 





*Displayed in Storage Address Register 


B-11. LET AND FLET OUTPUT FORMATS 


Line I: LET 


Line 2: XXXKX KXXXX XXXX XXXX XXXXKX XXXX 
(Entries in comma — ———-_ —— 
base and adjusted Work Storage starting Disk block address Number of words used 
addresses — see sector address available for next User by LET 

Appendix E) area program or data file 


Line 3: XXX X XX XX XXXX XXX X XX X X 
(LET sector header — = ———_ ———— =——— = 
words) Relative sector 0 if last sector Number of disk Words available Sector address of 
number (0-7) of LET; other- blocks referenced by in this sector next sector 
wise non-zero this sector of LET for more entries (0 if last sector) 


Line 4 XXXXX XXXX, XXXX ae 


‘ Program name Program size Starting address programs 


Linen (disk blocks) (disk blocks) 


ine 4 XX XXX XXXKX XXX X XXXX AXXX XX X X 
Line oc Seaieahad eshte SObagaeas Taaeebeee ees 
Program name _— Program size Starting address Execute core Program load Actual word count 
(disk blocks) in User area address address in of core image pro- 


(disk blocks) (absolute) core gram (includes a 
60-word header) 


For core 
image 
programs 


XX XXX XX XX X XX X 0000 0000 XX XX 
—_— Seine aaa —— _~— For data 
Data filename Data file size Starting address Reserved Data file size files 
(disk blocks) in User area (disk blocks) 
(disk blocks) 





NOTE 1: The header words of the first sector are printed on line 3, Additional header words are printed for each following sector as required. 
NOTE 2; For multi-entry subroutines, the Program Size and Starting Address fields for entry points subsequent to the first one will be blank. 
NOTE 3: Program size is the disk block count of the program. This corresponds to word 3 of the actual LET entry (see Appendix G). 

NOTE 4: Words 4, 5, and 6 of the printout reflect the actual LET entry words 4, 5, and 6. 

NOTE 5: All numbers are in hexadecimal. 
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B-11. (Continued) 


Line 1: FLET 


Line 2; XXXX XXXX 
e e ed 
(Entries in 


COMMA) Sector address of CIB Sector address of FLET Number of words used by FLET 


XXXX KXXXX 
_—— ee ed 


XXXX XXXX 
etary 


Line 3: XXXX XXXX XXXX XXXX XXXX 


(FLET sector ° : : : . 


Words available in this 
sector for more entries 


Relative sector 0 if last sector of 
number (first FLET; otherwise 
sector is non-zero 
numbered 16) 


header words) 


Line 4]  FLET entries are the same as for LET except that DSF programs do 
* not appear in the Fixed area; therefore, no three-word entries 


appear in FLET. 


NOTE 1: All references are in disk blocks unless otherwise indicated. 


Number of disk blocks 
referenced by this sec- 
tor of FLET 





Sector address of next 
sector (0 if last sector) 


NOTE 2: The header words of the first sector are printed on line 3. Additional header words are printed for each following sector as required; 


there is a header for each 52 FLET entries. 


NOTE 3: Program size is the disk block count of the program. This corresponds to word 3 of the actual FLET entry. 


NOTE 4: Words 4, 5, and 6 of the printout reflect the actual FLET entry words 4, 5, and 6. 


NOTE 5: All numbers are in hexadecimal. 


B-12. SUPERVISOR CONTROL RECORDS 


Follow the //bXEQ card. 


Columns 16 and 17 in the //bXEQ card give the number 
(decimal, right-justified) of supervisor control cards. 


No embedded blanks. 


Continuation cards: 

1) previous card ends in a comma. 

2) New card does not list mainline program name. 
Order of LOCAL, NOCAL, and FILES shown here must be 
followed. 


Note: No brackets are used on record cards; they indicate 
syntax only in examples below. 


*LOCAL [MAINLINE NAME] , [SUBPROGRAM 1] ,- 
[SUBPROGRAM 2] , 
*LOCAL, [SUBPROGRAM 1] , [SUBPROGRAM 2] 


Second form lists no mainline program. 


Result: Only one of the subprograms listed is in core at 
any one time. Others are in core image form in working 
storage and brought in when called. 


*NOCAL [MAINLINE NAME] , [SUBPROGRAM 1] , 
*NOCAL, [SUBPROGRAM 1] , [SUBPROGRAM 2] , 


Result: The listed subprograms are prepared and loaded 
into core, even if they are not requested in the program. 


*FILES (FILEN, NAMEN), (FILEM,NAMEM) , 


Result: The file with number FILEN in a FORTRAN DEFINE 
FILE statement is to be a file stored on disk under the 
name NAMEN. Any number of associations may be made. 


In the version 2 monitor, each pair of parentheses can 
contain a third quantity, the disk cartridge identification; 
a comma follows the file name, and then the ID is listed. 
In a multidisk system, no third item in parentheses 
indicates that the master cylinder contains the file. 
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B-13. LOADER MESSAGES/ERROR MESSAGES 


Code and Message Explanation and Recovery Procedures 


ORIGIN BELOW 1ST WORD OF MAINLINE The Loader has been instructed to load a word into an address lower than that of the 
first word of the mainline program. The ORG statement which caused this situation 
must be removed, or the mainline program must start at a lower address. 


LOAD REQUIRES SYSTEM LOCALS, LEVEL 1 No error. The load was too long to fit into core. The Loader has made two overlays, 
and the program will be executed with these two groups of routines overlaying each 


other (refer to System Overlays). 


LOAD REQUIRES SYSTEM LOCALS, LEVEL 2 No error. The load was too long to fit into core. The Loader has made three overlays, 
and the program will be executed with these three groups of routines overlaying one 


another (refer to System Overlays). 
FILE(S) TRUNCATED (SEE FILE MAP) At least one defined file has been truncated either because the previously defined 


storage area in the User or Fixed area was inadequate or because there is inadequate 
Working Storage available to store the file. See Message R 12 for a possible remedy. 


CORE LOAD EXCEEDS 32K The Loader has been instructed to load a word into an address exceeding 32,767, which 
is a negative number. The loading process is immediately terminated, because the 
Loader cannot process negative addresses. This error was probably caused by bad data, 
i.e., the program being loaded from the disk has been destroyed. 


LIBF TV REQUIRES 82 OR MORE ENTRIES There are at’ least 82 different entry points referenced in the load by LIBF statements. 
A possible remedy would be to subdivide the load into two or more links. 


TOO MANY ENTRIES IN LOAD-TIME TV There are more than 135 references to different entry points with CALL and/or LIBF 
statements in the load. A possible remedy would be to subdivide the load into two or 
more links. 


LOCALS/SOCALS EXCEED WKNG. STORAGE There is insufficient Working Storage remaining to accommodate the LOCAL and/or 
SOCAL overlays required in the load. A possible remedy would be to create more 
Working Storage by deleting subroutines, subprograms, and/or data no longer required 
by the installation. 


R13 DEFINED FILE(S) EXCEED WKNG. STORAGE There is insufficient Working Storage remaining to accommodate even one record of 
the defined file(s). See Message R 12 for a possible remedy. 


**R 16 XXXXX IS NOT IN LET OR FLET The program or data file designated in the message cannot be found in LET or FLET. 
A possible remedy is to store the program or data file. If the name cannot be explained 
otherwise, the program being loaded has probably been destroyed. 


XXXXX CANNOT BE DESIGNATED A LOCAL The routine named in this message is either a type which cannot appear on a LOCAL 
record, or this routine, which is a LOCAL, has been referenced, directly or indirectly, 
by another LOCAL, the name of which cannot be supplied by the Loader. 


XXXXX CANNOT BE DESIGNATED A NOCAL The routine named in the message is either a mainline, an ILS, or it has an invalid 
type code. In any case, it may not appear on a *NOCAL record. 


XXXXX IS NOT ON A SECTOR BOUNDARY The area named in this message does not begin at a sector boundary, which implies 
that it is not a storage area but a relocatable program, and thus a possible error. 
Choose another area for the storage of this file. 


XXXXX COMMON EXCEEDS THAT OF ML The length of COMMON for the routine named in this message is longer than that of 
the mainline program. A possible remedy is to define more COMMON for the mainline 
program. 


XXXXX PRECISION DIFFERENT FROM ML The precision for the routine named in this message is incompatible with that of the 
mainline program. Make the precisions compatible. 


XXXXX AND ANOTHER VERSION REFERENCED At least two different versions of the same |/O routine have been referenced, e.g., 
both CARDZ and CARDO (FORTRAN utilizes the "Z" version). Ifa disk routine is 
named in the message, it is possible that the XEQ record specifies one version, e.g., 
DISKO, whereas the program references another, e.g., DISK1 (a blank in col. 19 of 
the XEQ record causes DISK Z to be chosen). 


**R 23° XXXXX IS A USER AREA FILE REFERENCE The area named in this message is in the User area; references in DEFINE FILE and DSA 
statements for *STORECI functions must be to the Fixed area. 





*FORTRAN mainline programs only 
**XXXXX = the name of the program or disk file concerned 
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B-13. (Continued) 


Code and Message Explanation and Recovery Procedures 


*R 24 XXXXX IS BOTH A LIBF AND A CALL The routine named in this message has been either referenced improperly, i.e., CALL 
instead of LIBF or vice versa, or has been referenced in both CALL and LIBF statements. 
The only remedy is to reference the routine properly. NOTE: NOCALs must be CALL- 
type routines, i.e., type 4 or 6 routines (refer to Appendix B). 


XXXXX HAS MORE THAN 14 ENTRY POINTS This message usually indicates that the routine has been destroyed since no routine is 
stored with more than 14 entry points. 


XXXXX HAS AN INVALID TYPE CODE The routine named in this message has either been designated on an XEQ record and is 
not a mainline program, indicating a mistake has probably been made in preparing the 
XEQ record, or contains a type code other than 3 (subroutine), 4 (functional), 5 (ISS), 
or 6 (ILS), in which case the routine has probably been destroyed. This error could 
also be caused by a DSA statement referencing a program which is in Disk System format, 
or a CALL or LIBF referencing a program in Core Image or Disk Data format. 


XXXXX LOADING HAS BEEN TERMINATED The loading of the mainline program named in this message has been terminated as a 
result of the detection of the error(s) listed in the messages preceding this one. 


XXXXX CANNOT REF’CE THE LOCAL XXXXX The routine named first in this message has referenced the routine named second, which 
isa LOCAL. Either the first named routine isa LOCAL or it is entered (directly or 
indirectly) froma LOCAL. Neither case can be allowed for it could cause a LOCAL 
to be overlaid by another LOCAL before the first LOCAL has been completely executed. 


XXXX (HEX) = ADDITIONAL CORE REQUIRED If the load was executed, XXXX16 is the number of words by which it exceeded core 
storage before the Loader made it fit by creating special overlays (SOCALs); if the 
load was not executed, the first occurrence of the message is as described and the 
record indicates the number of words by which it exceeds core storage even after 
creating the deepest level of special overlays. A possible solution to the latter problem 
is to create two or more links or LOCALs. 


XXXX (HEX) TOO MANY WDS IN COMMON The length of COMMON specified in the mainline program plus the length of the core 
load exceeds core storage by XXXXj14 words. 


XXXX (HEX) 1S THE EXECUTION ADDR No error. This message follows every successful conversion from Disk System format 
to Core Image format provided a core map is requested. 


XXXX (HEX) = ARITH/FUNC OVERLAY SIZE No error. It has been necessary to employ the special overlays (SOCALs), and 
XXXX1~6 is the length of the arithmetic/functional overlay (refer to System Overlays). 


XXXX (HEX) = FI/O + 1/O OVERLAY SIZE No error. It has been necessary to employ the special overlays (SOCALs), and 
XXXX1% is the length of the FORTRAN I/O, !/O, and conversion routine overlay 
(refer to System Overlays). | 


XXXX (HEX) = DISK FI/O OVERLAY SIZE No error, It has been necessary to employ the special overlays (SOCALs), and 
XXXX146 is the length of the Disk FORTRAN I/O overlay, including the 320-word 
buffer. 


XXXX (HEX) = AN ILLEGAL ML LOAD ADDR XXXX16 is the address at which the loader has been requested to start loading the 
mainline program, but this address is lower than the highest address occupied by the 
version of Disk 1/O requested for this load. Either make the mainline origin higher 
or request a shorter version of Disk. 


XXXX (HEX) WORDS AVAILABLE No error, XXXXy¢ is the number of words of core storage not occupied by this core 
load. 





*XXXXX = the name of the program or disk file concerned 
**XXXXX = the name of the program concerned 
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APPENDIX C 

1. VALUE RANGES—SINGLE PRECISION WORD 

VALUE RANGES—DOUBLE PRECISION WORD 

POWERS OF TWO TABLE 

CONVERTING HEXADECIMAL FRACTIONS TO DECIMAL FRACTIONS 
HEXADECIMAL NUMBERS—BASIC SYMBOLS 
HEXADECIMAL/DECIMAL CONVERSION CHART 
DECIMAL/HEXADECIMAL CONVERSION CHART—FRACTIONS 
DEVICE CHARACTER CODES 

CHARACTER CODE CHART 


2S eS PS. 


C-1. VALUE RANGES—SINGLE PRECISION WORD 


Positive Binary Values Absolute Values Negative Binary Values 


Decimal bie Bit Positions 


Pistatlon Notation Wu 
Base-10 Baceelé 0123 4567 8901 2345 


Bit Positions 
11101 
0123 4567 8901 2345 


Powers of 2 


No negative zero 
WIT VWIT add 
1111-1191 1110 

1111 1100 


1111 1000 
1111 0000 
1110 0000 
1100 0000 


0 
1 
2 
4 
8 
0 


] 


S83 88 


OMY OMNAW HY—O 


8888 82 


OULD VVVT DUTT TT 
No positive equivalent 





VALUE RANGES—DOUBLE PRECISION WORD 


Positive Binary Values Absolute Values Negative Binary Values 


Bit Positions Bit Positions 


111) W101 2222 2222 2233 11 109 1111 2222 2222 2233 
0123 4567 8901 2345 6789 0123 4567 8901 0123 4567 8901 2345 6789 0123 4567 8901 













Decimal Hexidecimal 
Notation - Notation 


Powers of 2 










Base = 10 Base - 16 














0000 0000 0000 0000 0000 0000 0000 0000 
0000 0000 0000 0000 0000 0000 0000 0001 
0000 0000 0000 0000 0000 0000 0000 0010 
0000 0000 0000 0000 0000 0000 0000 0100 


0000 0000 0000 0000 0000 0000 0000 1000 
0000 0000 0000 0000 0000 0000 0001 0000 
0000 0000 0000 0000 0000 0000 0010 0000 
0000 0000 0000 0000 0000 0000 0100 0000 


0000 0000 0000 0000 0000 0000 1000 0000 
0000 0000 0000 0000 0000 0001 0000 0000 
0000 0000 0000 0000 0000 0010 0000 0000 
0000 0000 0000 0000 0000 0100 0000 0000 














No negative zero 

VVV0 1007 V0 1007 100 
THVT V0 D000 1007 1007 
TV00 0000 1000 1007 1171 


111 
1 
W1 
VOUT VVDT Vdd Vdd 1d a 
TUVT VV0T VdTT V0d7 Tadd ad 
111 
WW 
WW 
111 






























16 
32 
64 


128 
256 
512 

1,024 









VU) Vdd Vd Vdd 1a 
TUUT VUdT Vad Vdd add) 


THUD VDT TTT 10d 1d 
WUD VVTT TdT TdT dd 
T100 1707 1197 1117 1177 1110 0000 0000 
1171 91012 71717 11717 17117 1100 0000 0000 


1110 0000 
1100 0000 


1000 0000 


















1 
] 
] 
1 
1 11171 0000 
1 
J 
1 








































ODN AOMAW NH—O I 































































0000 0000 0000 0000 0000 1000 0000 0000 2,048 1111 11717 1197 11777 11171 1000 0000 0000 
0000 0000 0000 0000 0001 0000 0000 0000 4,096 1, 1117 7117 1111 11177 11117 0000 0000 0000 
0000 0000 0000 0000 0010 0000 0000 0000 8,192 2, 1117 1177 11171 1117 1110 0000 0000 0000 
0000 0000 0000 0000 0100 0000 0000 0000 16, 384 4, 1111 1117 1111 1111 1100 0000 0000 0000 
0000 0000 0000 0000 1000 0000 0000 0000 32, 768 8, 1171 117117 1711 11171 1000 0000 0000 0000 
0000 0000 0000 0001 0000 0000 0000 0000 65, 536 10 1111 1117 11117 1111 0000 0000 0000 0000 
0000 0000 0000 0010 0000 0000 0000 0000 131,072 20 1111 127717 1111 1110 0000 0000 0000 0000 
0000 0000 0000 0100 0000 0000 0000 0000 262, 144 40, 11117 11117 41711 1100 0000 0000 0000 0000 
0000 0000 0000 1000 0000 0000 0000 0000 524, 288 80, 11117 1211 11711 1000 0000 0000 0000 0000 
0000 0000 0001 0000 0000 0000 0000 0000 1,048,576 100, W111 1111 0000 0000 0000 0000 0000 
0000 0000 0010 0000 0000 0000 0000 0000 2,097, 152 200, 1111 1110 0000 0000 0000 0000 0000 
0000 0000 0100 0000 0000 0000 0000 0000 4,194,304 400, W111 1100 0000 0000 0000 0000 0000 

1111 

111 





} 
1 
} 
1 1000 0000 0000 0000 0000 0000 
1 
0 













8338 8888 8888 8888 8888 8852 axc. aco 














0000 0000 1000 0000 0000 0000 0000 0000 8,388, 608 800, 

0000 0001 0000 0000 0000 0000 0000 0000 16,777,216 1,000, 0000 0000 0000 0000 0000 0000 
0000 0010 0000 0000 0000 0000 0000 0000 33,554, 432 2,000, 1111 0000 0000 0000 0000 0000 0000 
0000 0100 0000 0000 0000 0000 0000 0000 67, 108, 864 4,000, 11 

0090 1000 0000 0000 0000 0000 0000 0000 134, 217, 728 8,000, 1111 1000 0000 0000 0000 0000 0000 0000 
0001 0000 0000 0000 0000 0000 0000 0000 268, 435, 456 10, 000, 1111 0000 0000 0000 0000 0000 0000 0000 
0010 0000 0000 0000 0000 0000 0000 0000 536,870,912 20, 000, 1110 0000 0000 0000 0000 0000 0000 0000 
0100 0000 0000 0000 0000 0000 0000 0000 1,073, 741,824 40,000, 1100 0000 0000 0000 0000 0000 0000 0000 
OVID DUTT VVTD UTD VdaT Tadd aad ddd 2, 147,483, 647 7F, FFF, FFF 1000 0000 0000 0000 0000 0000 0000 0001 
No positive equivalent 2, 147, 483, 648 80, 000, 000 1000 0000 0000 0000 0000 0000 0000 0000 
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C-2. POWERS OF TWO TABLE 


262 144 
924 288 


1 048 576 
2 097 152 
4 194 304 
8 388 608 


16 777 216 
33 554 432 
67 108 864 
134 217 728 


268 435 456 
936 870 912 
1 073 741 824 
2 147 483 648 


4 294 967 296 
8 589 934 592 
17 179 869 184 
34 359 738 368 


68 719 476 736 
137 438 953 472 
274 877 906 944 
949 755 813 888 
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27" 


0 
0 
015 625 
007 8125 


03 906 25 

01 953 125 
00 976 562 5 
00 488 281 25 


0 

0 

0 

0 

000 244 140 625 
000 122 070 312 5 

000 061 035 156 25 

000 030 517 578 125 

000 015 258 789 062 5 

000 007 629 394 531 25 
000 003 814 697 265 625 
000 001 907 348 632 812 5 
0 

0 

0 

0 


00 000 953 674 316 406 25 

00 000 476 837 158 203 125 
00 000 238 418 579 101 562 5 
00 000 119 209 289 550 781 25 


000 000 059 604 644 775 390 625 
000 000 029 802 322 387 695 312 5 
000 000 014 901 161 193 847 656 25 
000 000 007 450 580 596 923 828 125 


000 000 003 725 290 298 461 914 062 5 
000 000 001 862 645 149 230 957 031 25 
000 000 000 931 322 574 615 478 515 625 
000 000 000 465 661 287 307 739 257 812 5 


1, 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0. 
0.000 000 000 232 830 643 653 869 628 906 25 

0.000 000 000 116 415 321 826 934 814 453 125 

0.000 000 000 058 207 660 913 467 407 226 562 5 

0.000 000 000 029 103 830 456 733 703 613 281 25 
0.000 000 000 014 551 915 228 366 851 806 640 625 
0.000 000 000 007 275 957 614 183 425 903 320 312 5 
0.000 000 000 003 637 978 807 091 712 951 660 156 25 
0.000 000 000 001 818 989 403 545 856 475 830 078 125 


C-3. 


oO OB NN ODO oO FP WD PD 


A-10 
B-11 
C-12 
D-13 
E-14 
F-15 


C-4. HEXADECIMAL NUMBERS—BASIC SYMBOLS 


CONVERTING HEXADECIMAL FRACTIONS TO DECIMAL FRACTIONS 


x167! 
0206250000 
012500000 
0218750000 
0 ¢25000000 
0631250000 
037500000 
0 e43750000 
0 «50000000 
0 656250000 
0 662500000 
0 «68750000 
0 e 75000000 
0681250000 
087500000 


0293750000 


Hexadecimal 


"moeoqnduawae FVUOo AN OD OT FP WD DN KS 


Decimal 


x16-2 
0200390625 
0200781250 
0201171875 
0201562500 
0601953125 
0002343750 
0602734375 
0603125000 
0203515625 
0603906250 
0204296875 
0204687500 
0205078125 
0205468750 


0205859375 


Oo ON HD Oo FF W DY & 


- »& SS» =|»  & 
ao fF W YO KF O 


«167-3 
0000024414 
000048828 
0200073242 
0e00097656 
0200122070 
0200146484 
0200170898 
0200195312 
0200219726 
0200244140 
0200268554 
Ce00292968 
0200317382 
0200341796 


0200366210 


0001 
0010 
0011 
0100 
0101 
0110 
0110 
1000 
1001 
1010 
1011 
1100 
1101 
1110 
1111 


x16~4 
0200001525 
0e00003051 
0200004577 
000006103 
0200007629 
0200009155 
0200010681 
0200012207 
0200013732 
0200015258 
0200016784 
0200018310 
0200019836 
0200021362 


0200022888 


Four-place binary coding 


x16-5 
0200000095 
0200000190 
0200000286 
0200000381 
0200000476 
0200000572 
0200000667 
0200000762 
0200000858 
0200000953 
0200001049 
0200001144 
0200001239 
0200001335 


0200001430 


x16-6 
000000005 
0600000011 
0200000017 
0200000023 
0200000029 
0200000035 
0200000041 
0200000047 
0200000053 
0200000059 
0200000065 
0200000071 
0200000077 
0200000083 


0200000089 


e 
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x16~7 
0«00000000 
0200000000 
0200000001 
0200000001 
020000000] 
0200000002 
0200000002 
0200000002 
0200000003 
0200000003 
0200000004 
0200000004 
0200000004 
0200000005 


0200000005 
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C-5. HEXADECIMAL/DECIMAL CONVERSION CHART 


The tables printed below are used to convert 
decimal numbers to hexadecimal and hexadeci- 
mal numbers to decimal. In the descriptions. 
that follow, the explanation of each step is 
followed by an example in parentheses. 


Decimal to Hexadecimal Conversion. Locate the 
decimal number (0489) in the body of the table. 
The two high-order digits (1E) of the hexadeci- 
mal number are in the left column on the same 
line, and the low-order digit (9) is at the top of 
the column. Thus, the hexadecimal number 1E9 
is equal to the decimal number 0489. 


Hexadecimal to Decimal Conversion. Locate the 
first two digits (1E) of the hexadecimal number 
(1E9) in the left column. Follow the line of fig- 
ures across the page to the column headed by the 
low-order digit (9). The decimal number (0489) 
located at the junction of the horizontal line and 
the vertical column is the equivalent of the hex- 
adecimal number. 
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C-5. (Continued) 


0 
1 
2 
3 
4 
5 
6 
7 





¥mO OW SP © ow 


The table to the left gives the decimal, 
binary, and hexadecimal coding for the full 
range of fourbinary bits, from zero through 
Fig and 15i0. 

To convert a four-digit hexadecimal 
number to decimal, determine the decimal 
value of the three low-order hexadecimal 
digits in the main table, and add the value 
for the high-order digit, as shown in the 





extended chart to the right. 

For conversion of decimal values beyond 
the main table, deduct the largest number 
in the table at the right that will yield a po- 
sitive result. The related digit is the high- 
order hexadecimal digit. Determine the 
three remaining hexadecimal digits by con- 
verting the product of the above subtraction 
in the main table. 
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C-6. DECIMAL/HEXADECIMAL CONVERSION CHART—FRACTIONS 


Decimal to Hexadecimal Conversion. Locate the decimal fraction (. 1973) inthe table. If the exact figure Hexadecimal to Decimal Conversion. Locate the first two digits (. 1E) of the hexadecimal fraction (. 1E9) 


is not shown, locate the next higher and lower fractions (. 19726563, . 19750977). The first two digits of in the horizontal row of column headings. Locate the third digit (. 009) in the leftmost column of the table. 
the hexadecimal fraction are at the top of the column (. 32). To locate the third digit, determine by obser- Follow the . 009 line horizontally to the right to the .1E column. The decimal equivalent is .11938477. 
vation or subtraction the smaller difference between the known fraction and each of the found fractions. The decimal fractions in the table were carried to eight places and rounded. If 12 places are required, or 
The smaller difference identifies the correct line (.008). The hexadecimal equivalent is . 328. if the hexadecimal fraction exceeds the capacity of the table, express the hexadecimal fraction as powers 
If the hexadecimal fraction is required to more places, multiply the decimal fraction by 16 and devel- of 16 (expansion). For example: 


op integers as successive terms of the hexadecimal fraction. Using the previous sample decimal fraction: 
. 1E94 6 = 1(1671) + 14(1672) + 9(16-3) + 4(16~4) 


, a = 1(. 0625) + 14(. 00390625) + 9(. 000244140625) + 4(. 0000152587890625) 
3. 1568 = . 1194458007612500)9 
x16 . 197319 = . 328216 
2. 5085 
x16 
8. 1360 


x16 
2. 1760 
























. 00000000 =. 00390625 . 00781250 .01171875  . 01562500 .01953125 . 02343750 . 02734375  .03125000 . 03515625 .03906250 . 04296875 . 04687500 .05078125 . 05468750 . 05859375 
- 00024414 + . 00415039 . 00805664 . 01196289 . 01586914 .01977539 . 02368164 .02758789 . 03149414 . 03540039 . 03930664 . 04321289 .04711914 . 05102539 . 05493164 . 05883789 
- 00048828 =, 00439453 =. 00830078 §=. 01220703 «=. 01611328 + . 02001953 . 02392578 . 02783203 . 03173828 . 03564453 . 03955078 . 04345703 . 04736328 . 05126953 . 05517578 . 05908203 
- 00073242 =, 00463867 . 00854492 .01245117 .01635742 . 02026367 . 02416992 .02807617 . 03198242 . 03588867 .03979492 .04370117 . 04760742 . 05151367 . 05541992 =. 05932617 
. 00097656 . 00486281 . 00878906 . 01269531 .01660156 . 02050781 . 02441406 . 02832031  . 03222656 . 03613281 .04003906 . 04394531 .04785156 .05175781 . 05566406 . 05957031 
- 00122070 = . 00512695 . 00903320 . 01293945 .01684570 .02075195 .02465820 . 02856445 . 03247070 . 03637695 .04028920 . 04418945 .04809570 . 05200195 . 05590820 . 05981445 
. 00146484 +=. 00537109 . 00927734 . 01318359 . 01708984 . 02099609 . 02490234 . 02880859 . 03271484 . 03662109 . 04052734 . 04443359 . 04833984 . 05224609 . 05615234 . 06005859 
- 00170898 . 00561523 . 00952148 . 01342773 . 01733398 . 02124023 . 02514648 .02905273 . 03295898 . 03686523 .04077148 . 04467773 .04858398 . 05249023 . 05639648 . 06030273 
. 00195313 . 00585938 . 00976563 . 01367188  .01757813 . 02148438 02539063 .02929688  . 03320313 . 03710938 .04101563 .04492188 .04882813 . 05273438 . 05664063 . 06054688 
. 00219727 =, 00610352 +=. 01000977 =. 01391602 . 01782227 +. 02172852 . 02563477 + .02954102 . 03344727 . 03735352 . 04125977 . 04516602 . 04907227 . 05297852 . 04688477 . 06079102 
. 00244141 +=, 00634766 §=©. 01025391 =. 01416016 . 91806641 02197266 . 02587891 .02978516 . 03369141 . 03759766 .04150391 .04541016 . 04931641 . 05322266 . 05712891 . 06103516 
- 00268555 .00659180 . 01049805 . 01440430 .01831055 .02221680 . 02612305 . 03002930 .03393555 .03784180 .04174805 . 04565430 . 04956055 . 05346680 . 05737305 . 06127930 
- 00292969 =. 00683594 .01074219 . 01464844 . 01855469 . 02246094 . 02636719 . 03027344  . 03417969 . 03808594 .04199219 . 04589844 . 04980469 . 05371094 . 05761719 . 06152344 
- 00317383 00708008 . 01098633 . 01489258 .01879883 . 02270508 . 02661133 .03051758 . 03442383 . 03833008 . 04223633 .04614258 . 05004883 . 05395508 . 05786133 . 06176758 
- 00341797 =, 00732422 =. 01123047 =. 01513672 =. 01904297 =. 02294922 =. 02685547 . 03076172  .03466797 .03857422 . 04248047 . 04638672 . 05029297 .05419922 . 05810547 . 06201172 
- 00366211 , 00756836 . 01147461 . 01538086 .01928711  . 02319336 .02709961 .03100586 . 03491211 .03881836 . 04272461 . 04663086 . 05053711 05444336 . 05834961 . 06225586 




































































































- 06250000 =. 06640625 .07031250 .07421875 .07812500 . 08203125 .08593750 .08984375 .09375000 .09765625 .10156250 .10546875 .10937500 .11328125 .11718750 12109375 
- 06274414 =. 06665039 =. 07055664 . 07446289 . 07836914 . 06227539 . 08618164 . 09008789 . 09399414 . 09790039 . 10180664 .10571289 .10961914 .11352539 .11743164 . 12133789 
- 06298828 =. 06689453 =. 07080078 +=. 07470703 +=. 07861328 +. 08251953 . 08642578 . 09033203 . 09423828 . 09814453 10205078 . 10595703 . 10986328 . 11376953 .11767578 . 12158203 
- 06323242 =, 06713867. 07104492. 07495117. 07885742 =. 08276367 . 08666992 . 09057617 .09448242 . 09838867 .10229492 .10620117 .11010742 .11401367 11791992 . 12182617 
- 06347656 =. 06738281 +=. 07128906 =. 07519531. 07910156 .08300781 . 08691406 . 09082031 . 09472656 . 09863281 .10253906 .10644531 .11035156 . 11425781 .11816406 . 12207031 
- 06372070 =. 06762695 =. 07153320 =. 07543945 =. 07934570 =. 08325195 . 08715820 . 09106445 .09497070 . 09887695 .10278320 .10668945 .11059570 .11450195 .11840820 . 12231445 
- 06396484 =. 06787109 =. 07177734 +=. 07568359 =. 07958984 +. 08349609 . 08740234 . 09130859 . 09521484 . 09912109 .10302734 .10693359 .11083984 . 11474609 .11865234 . 12255859 
- 06420898 +=. 06811523 =. 07202148 +=. 07592773 =. 07983398 §=—. 08374023 «=, 08764648 +=, 09155273 =. 09545898 . 09936523 .10327148 10717773 .11108398 .11499023 .11889648 . 12280273 
- 06445313 =, 06835938 ©, 07226563. 07617188 . 08007813 . 08398438 . 08789063 .09179688  . 09570313 . 09960938 .10351563 .10742188 .11132813 .11523438 .11914063 . 12304688 
- 06469727 06860352 =. 07250977 +=. 07641602 . 08032227 . 08422852 . 08813477 .09204102 . 09594727 . 09985352 .10375977 .10766602 .11157227 .11547852 .11938477 12329102 
- 06494141 =. 06884766 =. 07275391 =. 07666016 + . 08056641 . 08447266 . 08837891 .09228516 . 09619141 .10009766 .10400391 .10791016 .11181641 .11572266 .11962891 . 12353516 
- 06518555 =. 06909180 .07299805 . 07690430 .08081055 . 08471680 . 08862305 . 09252930 . 09643555 .10034180 .10424805 .10815430 .11206055 .11596680 .11987305 . 12377930 
- 06542969 =, 06933594 . 07324219 07714844 . 08105469 .08496094 . 08886719 . 09277344  . 09667969 .10058594 .10449219 .10839844 .11230469 .11621094 .12011719 12402344 
- 06567383 =, 06958008 =. 07348633 =. 07739258 ~ . 98129883 . 08520508 . 08911133 . 09301758 . 09692383 .10083008 . 10473633 . 10864258 .11254883 .11645508 .12036133 . 12426758 
- 06591797 , 06982422 «=. 07373047 +=. 07763672 +=. 08154297 =. 08544922 . 08935547 . 09326172 .09716797 .10107422 .10498047 .10888672 .11279297 .11669922 .12060547 12451172 
06616211 07006836. 07397461__—«. 07788086 __—«. 08178711 _, 08569336 __, 08959961 _—, 09350586 _. 09741211 10131836, 10522461 10913086 11303711 _. 11694336. 12084961 __, 12475586 






























































































12500000 =. 12890625. 13281250 =. 13671875. 14062500. 14453125 .14843750 .15234375 .15625000 .16015625 .16406250 .16796875 .17187500 .17578125 .17968750 18359375 
- 12524414 =, 12915039. 13305664 =. 13696289 =. 14086914 14477539 .14868164 .15258789 15649414 .16040039 .16430664 . 16821289 .17211914 .17602539 .17993164 . 18383789 
12548828 =, 12939453. 13330078 =. 13720703, 14111328 =, 14501953. 14892578 15283203 .15673828 . 16064453 .16455078 .16845703 .17236328 .17626953 .18017578 . 18408203 
- 12573242 =, 12963867. 13354492. 13745117. 14135742 =, 14526367 =. 14916992 .15307617 15698242 16088867 .16479492 .16870117 .17260742 .17651367 .18041992 . 18432617 
- 12597656 =. 12988281 =. 13378906 =. 13769531 .14160156 .14550781 .14941406 . 16332031 .15722656 .16113281 .16503906 .16894531 .17285156 .17675781 .18066406 . 18457031 
- 12622070 =. 13012695 =, 13403320. 13793945 =. 14184570. 14575195 .14965820 .15356445 .15747070 .16137695 .16528320 .16918945 .17309570 .17700195 .18090820 ., 18481445 
- 12646484 =. 13037109 =. 13427734 =. 13818359 =. 14208984 14599609 . 14990234 .15380859 .15771484 .16162109 .16552734 . 16943359 .17333984 .17724609 .18115234 . 18505859 
- 12670898 =. 13061523... 13452148 =, 13842773. 14233398 §=, 14624023. 15014648 .15405273 15795898 .16186523 .16577148 .16967773 .17358398 .17749023 .18139648 18530273 
» 12695313. 13085938 =, 13476563. 13867188 ©. 14257813. 14648438 =, 15039063 =. 15429688 § =. 15820313. 16210938 + ,16601563 .16992188 .17382813 .17773438 .18164063 . 18554688 
- 12719727 =. 13110352. 13500977. 13891602, 14282227, 14672852. 15063477 15454102, 15844727 .16235352 .16625977 .17016602 .17407227 .17797852 .18188477 .18579102 
12744141 =. 13134766 =, 13525391. 13916016 =. 14306641 . 14697266 . 15087891 .15478516 .15869141 .16259766 .16650391 .17041016 .17431641 .17822266 .18212891 . 18603516 
- 12768555 =. 13159180 =. 13549805 =. 13940430 =. 14331055. 14721680 .15112305 .15502930 .15893555 .16284180 .16674805 .17065430 .17456055 .17846680 .18237305 . 18627930 
- 12792969. 13183594 =. 13574219. 13964844 =. 14355469. 14746094 15136719 .15527344 15917969 16308594 .16699219 .17089844 .17480469 .17871094 .18261719 . 18652344 
- 12817383 =, 13208008 =. 13598633. 13989258 =. 14379883 =. 14770508 .15161133 .15551758 .15942383 . 16333008 .16723633 .17114258 .17504883 .17895508 .18286133 . 18676758 


- 12841797 =, 13232422 =. 13623047 =. 14013672. 14404297. 14794922 - 15185547 =. 15576172 . 15966797 .16357422 .16748047 .17138672 .17529297 .17919922 .18310547 .18701172 
- 12866211 .13256836 . 13647461 - 14038086 .14428711 .14819336 .15209961 . 15600586 - 15991211 .16381836 #£. 16772461 - 17163086 .17553711 .17944336 . 18334961 . 18725586 










































SAXIGNAddV 
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. 000 
.001 
. 002 
. 003 
. 004 
005 
. 006 
. 007 
. 008 
.009 
.00A 
.00B 
.00C 
.00D 
.00E 
.00F 











(Continued) 


. 18750000 
. 18774414 
. 18798828 
. 18823242 
. 18847656 
. 18872070 
. 18896484 
. 18920898 
. 18945313 
. 18969727 
. 18994141 
. 19018555 
. 19042969 
. 19067383 
. 19091797 
. 19116211 


. 40 


. 25000000 
. 25024414 
. 25048828 
. 25073242 
. 25097656 
. 29122070 
. 25146484 
. 25170898 
. 29195313 
. 25219727 
. 25244141 
. 25268555 
- 25292969 
. 25317383 
Y , 25341797 
. 25366211 


. 31250000 
. 31274414 
. 31298828 
. 31323242 
. 31347656 
. 31372070 
. 31396484 
- 31420898 
. 31445313 
- 31469727 
. 31494141 
. 31518555 
. 31542969 
. 31567383 
. 31591797 
. 31616211 


. 37500000 
. 37524414 
. 37548828 
. 37573242 
. 37597656 
. 37622070 
. 37646484 
- 37670898 
. 37695313 
~ 37T19727 
. 37744141 
. 37768555 
. 37792969 
. 37817383 
. 37841797 
. 37866211 














. 19140625 
. 19165039 
. 19189453 
. 19213867 
. 19238281 
. 19262695 
. 19287109 
. 19311523 
. 19335938 
. 19360352 
. 19384766 
. 19409180 
. 19433594 
. 19458008 
. 19482422 
. 19506836 


41 


. 25390625 
. 25415039 
. 25439453 
. 25463867 
. 25488281 
. 25512695 
. 25537109 
- 25561523 
. 25585938 
. 25610352 
. 25634766 
. 25659180 
- 25683594 
- 25708008 
. 25732422 
- 25756836 


. 31640625 
. 31665039 
. 31689453 
. 31713867 
. 31738281 
. 31762695 
. 31787109 
. 31811523 
. 31835938 
. 31860352 
. 31884766 
. 31909180 
. 31933594 
- 31958008 
. 31982422 
. 32006836 


. 37890625 
. 37915039 
. 37939453 
. 37963867 
. 37988281 
. 38012695 
. 38037109 
. 38061523 
. 38085938 
. 38110352 
. 38134766 
. 38159180 
. 38183594 
. 38208008 
. 38232422 
. 38256836 




















. 19531250 
. 19555664 
. 19580078 
. 19604492 
. 19628906 
. 19653320 
. 19677734 
. 19702148 
. 19726563 
. 19750977 
. 19775391 
. 19799805 
. 19824219 
. 19848633 
. 19873047 
. 19897461 


. 42 


. 25781250 
. 25805664 
. 25830078 
. 25854492 
. 25878906 
. 25903320 
. 25927734 
- 25952148 
. 25976563 
. 26000977 
. 26025391 
. 26049805 
. 26074219 
. 26098633 
. 26123047 
. 26147461 


. 32031250 
, 32055664 
. 32080078 
. 32104492 
. 32128906 
. 32153320 
. 32177734 
. 32202148 
, 32226563 
. 32250977 
, 32275391 
. 32299805 
. 32324219 
. 32348633 
. 32373047 
. 32397461 


, 38281250 
. 38305664 
, 38330078 
. 38354492 
, 38378906 
, 38403320 
, 38427734 
. 38452148 
. 38476563 
, 38500977 
. 38525391 
, 38549805 
. 38574219 
, 38598633 
. 38623047 
, 38647461 

















. 19921875 
. 19946289 
. 19970703 
. 19995117 
. 20019531 
. 20043945 
. 20068359 
. 20092773 
. 20117188 
. 20141602 
. 20166016 
. 20190430 
. 20214844 
. 20239258 
. 20263672 
. 20288086 


. 43 


. 26171875 
. 26196289 
. 26220703 
. 26245117 
. 26269531 
. 26293945 
. 26318359 
. 26342773 
- 26367188 
. 26391602 
. 26416016 
. 26440430 
. 26464844 
. 26489258 
. 26513672 
. 26538086 


. 32421875 
. 32446289 
. 32470703 
. 32495117 
. 32519531 
. 32543945 
- 32568359 
. 32592773 
. 32617188 
. 32641602 
. 32666016 
. 32690430 
. 32714844 
. 32739258 
. 32763672 
. 32788086 


- 38671875 
. 38696289 
. 38720703 
. 38745117 
. 38769531 
. 38793945 
. 38818359 
. 38842773 
. 38867188 
- 38891602 
. 38916016 
. 38940430 
. 38964844 
. 38989258 
. 39013672 
. 39038086 

















. 20312500 
. 20336914 
. 20361328 
. 20385742 
. 20410156 
. 20434570 
. 20458984 
. 20483398 
. 20507813 
. 20532227 
. 20556641 
. 20581055 
. 20605469 
. 20629883 
. 20654297 
. 20678711 


. 44 


. 26562500 
. 26586914 
. 26611328 
. 26635742 
- 26660156 
. 26684570 
. 26708984 
. 26733398 
. 26757813 
. 26782227 
- 26806641 
. 26831055 
. 26855469 
. 26879883 
. 26904297 
. 26928711 


. 32812500 
. 32836914 
. 32861328 
. 32885742 
. 32910156 
. 32934570 
. 32958984 
. 32983398 
. 33007813 
- 33032227 
. 33056641 
. 33081055 
. 33105469 
- 33129883 
. 33154297 
. 33178711 


. 39062500 
. 39086914 
. 39111328 
. 39135742 
. 39160156 
. 39184570 
. 39208984 
. 39233398 
. 39257813 
. 39282227 
. 39306641 
. 39331055 
. 39355469 
. 39379883 
. 39404297 
. 39428711 























. 20703125 
. 20727539 
. 20751953, 
. 20776367 
. 20800781 
. 20825195 
. 20849609 
. 20874023 
. 20898438 
. 20922852 
. 20947266 
. 20971680 
. 20996094 
. 21020508 
. 21044922 
. 21069336 


45 


. 26953125 
. 26977539 
. 27001953 
. 27026367 
. 27050781 
. 27075195 
. 27099609 
. 27124023 
. 27148438 
. 27172852 
. 27197266 
. 27221680 
. 27246094 
, 27270508 
, 27294922 
. 27319336 


. 33203125 
. 33227539 
. 33251953 
. 33276367 
. 33300781 
. 33325195 
. 33349609 
. 33374023 
. 33398438 
- 33422852 
- 33447266 
. 33471680 
. 33496094 
. 33520508 
. 33544922 
. 33569336 


. 39453125 
. 39477539 
. 39501953 
. 39526367 
. 39550781 
. 39575195 
. 39599609 
. 39624023 
. 39648438 
. 39672852 
. 39697266 
. 39721680 
. 39746094 
. 39770508 
. 39794922 
. 39819336 
































. 21093750 .21484375  .21875000 , 22265625 
, 21118164 .21508789 .21899414 , 22290039 
. 21142578  , 21533203 . 21923828 ., 22314453 
. 21166992 ,21557617 .21948242 , 22338867 
.21191406  , 21582031 . 21972656 , 22363281 
, 21215820 ,21606445  .21997070 . 22387695 
. 21240234 , 21630859 .22021484 , 22412109 
. 21264648 , 21655273 . 22045898 , 22436523 
. 21289063 .21679688  .22070313  , 22460938 
. 21313477 .21704102 . 22094727 ., 22485352 
. 21337891 .21728516 .22119141 ., 22509766 
. 21362305 .21752930 .22143555 . 22534180 
. 21386719 .21777344 .22167969 , 22558594 
. 21411133 .21801758 . 22192383 . 22583008 
. 21435547 =. 21826172  .22216797 . 22607422 
. 21459961 .21850586  .22241211 , 22631836 
. 46 .47 . 48 .49 
. 27343750 . 27734375 ~~, 28125000—~«, 28515625 
. 27368164 . 27758789 . 28149414 . 28540039 
. 21392578 . 27783203 . 28173828 . 28564453 
. 27416992 .27807617 28198242 , 28588867 
. 27441406 =, 27832031 . 28222656 . 28613281 
. 27465820 .27856445 | 28247070 . 28637695 
. 27490234 ,27880859 | 28271484 , 28662109 
. 27514648 = .27905273 = =§, 28295898 =, 28686523 
. 27539063 .27929688 , 28320313 . 28710938 
. 27563477 ,27954102 | 28344727 =, 28735352 
. 27587891 . 27978516 , 28369141 , 28759766 
. 27612305 28002930 28393555 =. 28784180 
. 27636719 . 28027344 98417969 . 28808594 
. 27661133 =, 28051758 =, 28442383 =. 28833008 
» 27685547 =. 28076172 =, 28466797 =. 28857422 
. 27709961 —. 28100586 ~—, 28491211 _—, 28881836 








. 33593750 =, 33984375 . 34375000 =, 34765625 
. 33618164 ., 34008789 . 34399414 , 34790039 
. 33642578 =, 34033203 . 34423828 =, 34814453 
. 33666992 ., 34057617 . 34448242 =, 34838867 
. 33691406 =, 34082031 . 34472656 =, 34863281 
. 33715820 =. 34106445 . 34497070 =, 34887695 
. 33740234 . 34130859 . 34521484 =, 34912109 
. 33764648 =, 34155273 . 34545898 ., 34936523 
. 33789063 =, 34179688 . 34570313 =, 34960938 
. 33813477 =, 34204102 . 34594727 =, 34985352 
. 33837891 =, 34228516 . 34619141 . 35009766 
. 33862305 =, 34252930 . 34643555 =. 35034180 
. 33886719 , 34277344 . 34667969 =, 35058594 
- 33911133 =, 34301758 - 34692383 =, 35083008 
. 33935547 =, 34326172 - 347167987 =, 35107422 
. 33959961 =, 34350586 - 34741211 =, 35131836 

















. 39843750 =, 40234375 . 40625000 =, 41015625 


. 39868164 , 40258789 . 40649414 ., 41040039 
. 39892578 , 40283203 . 40673828 , 41064453 
. 39916992 ., 40307617 . 40698242 =, 41088867 
. 39941406 =, 40332031 - 40722656 =, 41113281 
. 39965820 =, 40356445 . 40747070 =, 41137695 
. 39990234 . 40380859 . 40771484 =, 41162109 
- 40014648 =, 40405273 . 40795898 =, 41186523 
. 40039063 ., 40429688 - 40820313 =, 41210938 
. 40063477 =, 40454102 - 40844727) =, 41235352 
. 40087891 . 40478516 - 40869141 , 41259766 
40112305 =, 40502930 - 40893555 . 41284180 
. 40136719 , 40527344 . 40917969 =, 41308594 
. 40161133 =. 40551758 - 40942383 =, 41333008 
. 40185547 =, 40576172 - 40966797 =, 41357422 
. 40209961 . 40600586 - 40991211 =. 41381836 























» 22656250 
. 22680664 
- 22705078 
» 22729492 
. 22753906 
. 22778320 
. 22802734 
. 22827148 
. 22851563 
. 22875977 
. 22900391 
. 22924805 
. 22949219 
. 22973633 
. 22998047 
. 23022461 


4A 


. 28906250 
. 28930664 
. 28955078" 
. 28979492 
. 29003906 
. 29028320 
. 29052734 
. 29077148 
. 29101563 
. 29125977 
. 29150390 
. 29174805 
. 29199219 
. 29223633 
. 29248047 
, 29272461 





. 35156250 
. 35180664 
. 35205078 
. 35229492, 
. 35253906 
. 35278320 
. 35302734 
. 35327148 
. 35351563 
. 35375977 
. 35400391 
. 35424805 
. 35449219 
. 35473633 
. 35498047 
. 35522461 




















. 23046875 
. 23071289 
. 23095703 
. 23120117 
. 23144531 
. 23168945 
. 23193359 
. 23217773 
. 23242188 
. 23266602 
. 23291016 
. 23315430 
. 23339844 
. 23364258 
. 23388672 
. 23413086 


.4B 


. 29296875 
. 29321289 
. 29345703 
. 29370117 
. 29394531 
. 29418945 
. 29443359 
. 29467773 
. 29492188 
. 29516602 
. 29541016 
. 29565430 
. 29589844 
. 29614258 
. 29638672 
. 29663086 


. 35546875 
. 35571289 
. 35595703 
. 35620117 
. 35644531 
. 35668945 
. 35693359 
. 35717773 
. 35742188 
. 35766602 
. 35791016 
. 35815430 
. 35839844 
. 35864258 
. 35888672 
. 35913086 























. 23437500 .23828125 ., 24218750 . 24609375 
. 23461914 .23852539 . 24243164 , 24633789 
. 23486328 . 23876953 .,24267578 , 24658203 
. 23510742 . 23901367 , 24291992 , 24682617 
. 23535156 . 23925781 . 24316406 . 24707031 
. 23559570 =. 23950195 ., 24340820 ., 24731445 
. 23583984 . 23974609 . 24365234 . 24755859 
. 23608398  , 23999023 . 24389648 . 24780273 
. 23632813 . 24023438 ., 24414063 . 24804688 
. 23657227 =, 24047852 =, 24438477 =, 24829102 
. 23681641 . 24072266 . 24462891 . 24853516 
. 23706055 .,24096680 . 24487305 . 24877930 
. 23730469 =. 24121094 =, 24511719 =, 24902344 
. 23754883 =. 24145508 =. 24536133 =, 24926758 
. 23779297 , 24169922 ., 24560547 =, 24951172 












. 23803711 24194336 24584961 24975586 
~ 4C . 4D . 4E .4F 

. 29687500 ,30078125 .30468750 . 30859375 
29711914 .30102539 . 30493164 . 30883789 
. 29736328 .30126953 .30517578 . 30908203 
. 29760742 =, 30151367 =, 30541992 =, 30932617 
29785156 .30175781 .30566406 ., 30957031 
- 29809570 .30200195 .30590820 ., 30981445 
. 29833984 .30224609 .30615234 . 31005859 
. 29858398 .30249023 .,30639648 ., 31030273 
. 29882813 . 30273438 .30664063 . 31054688 
~ 29907227 =.30297852 =, 30688477 = . 31079102 
. 29931641 , 30322266 .30712891 . 31103516 
. 29956055 ., 30346680 . 30737305 = . 31127930 
. 29980469 .30371094 .30761719 = . 31152344 
. 30004883 =, 30395508 . 30786133 . 31176758 
. 30029297 =, 30419922 =, 30810547 =, 31201172 
. 30053711  . 30444336 . 30834961 . 31225586 





























. 35937500 .36328125 .36718750 . 37109375 
35961914 ,36352539 . 36743164 . 37133789 
. 35986328 =, 36376953 =. 36767578 =. 371 58203 
. 36010742 =. 36401367 .36791992 . 37182617 
. 36035156 . 36425781 .36816406 . 37207031 
. 36059570 =. 36450195 .36840820 . 37231445 
. 36083984 ,36474609 .36865234 . 37255859 
. 36108398 ,36499023 . 36889648 . 37280273 
. 36132813 , 36523438 . 36914063 . 37304688 
36157227 =, 36547852 =, 36938477 = , 37329102 
. 36181641 ,.36572266 .36962891 . 37353516 
. 36206055 .36596680 .36987305 . 37377930 
. 36230469 =. 36621094 .37011719 , 37402344 
. 36254883 =. 36645508 =. 37036133 =, 37426758 
. 36279297 =, 36669922.) 37060547 =. 37451172 
. 36303711 , 36694336 .37084961 .37475586 


















. 41406250 
. 41430664 
. 41455078 
. 41479492 
. 41503906 
. 41528320 
. 41552734 
. 41577148 
. 41601563 
. 41625977 
. 41650391 
. 41674805 
. 41699219 
. 41723633 
. 41748047 
- 41772461 





. 41796875 
. 41821289 
» 41845703 
. 41870117 
. 41894531 
. 41918945 
. 41943359 
. 41967773 
. 41992188 
. 42016602 
. 42041016 
. 42065430 
. 42089844 
. 42114258 
. 42138672 
. 42163086 




































» 42187500 .42578125 .42968750  . 43359375 
. 42211914 . 42602539 =, 42993164 =, 43383789 
. 42236328 . 42626953 . 43017578 . 43408203 
. 42260742 =. 42651367 =, 43041992 =, 43432617 
- 42285156 . 42675781 . 43066406 , 43457031 
- 42309570 =. 42700195 . 43090820  . 43481445 
. 42333984 . 42724609 ., 43115234 ., 43505859 
. 42358398 . 42749023 ., 43139648 , 43530273 
. 42382813 .42773438 . 43164063 . 43554688 
~ 42407227 =, 42797852), 43188477 =, 43579102 
. 42431641 . 42822266 . 43212891 . 43603516 
. 42456055 . 42846680 . 43237305 , 43627930 
. 42480469 =. 42871094 , 43261719 . 43652344 
. 42504883 =, 42895508 . 43286133 =, 43676758 
- 42529297 =6.. 42919922), 43310547 =, 43701172 
42553711 ~~, 42944336 —-, 43334961 —, 43725586 
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C-6. DECIMAL/HEXADECIMAL CONVERSION CHART—FRACTIONS (Continued) 


. 70 .71 . 72 . 73 . 74 75 . 76 .77 . 78 79 ~TA . 7B ~7C . ™ . TE .7F 


.000 |.43750000 .44140625 .44531250 .44921875 .45312500 .45703125 . 46093750 , 46484375 . 46875000 §=. 47265625 . 47656250 . 48046875 . 48437500 . 48828125 . 49218750 . 49609375 
.001 |, 43774414 .44165039 . 44555664 . 44946289 . 45336914 .45727539 . 46118164 . 46508789 . 46899414 .47290039 . 47680664 . 48071289 . 48461914 . 48852539 .49243164 . 49633789 
.002 |. 43798828 .44189453 .44580078 .44970703 .45361328 . 45751953 . 46142578 . 46533203 . 46923828 8, 47314453 . 47705078 . 48095703 . 48486328 . 48876953 . 49267578 ., 49658203 
.003 |. 43823242  .44213867 .44604492 . 44995117 .45385742 .45776367 . 46166992 . 46557617 - 46948242 =. 47338867 . 47729492 . 48120117 . 48510742 . 48901367 .49291992 . 49682617 
.004 |.43847656 .44238281 . 44628906 . 45019531 .45410156 .45800781 .46191406 . 46582031 . 46972656 . 47363281 . 47753906 . 48144531 . 48535156 . 48925781 . 49316406 . 49707031 
.005 |.43872070 .44262695 .44653320 , 45043945 . 45434570 .45825195 , 46215820 . 46606445 . 46997070 .47387695 .47778320 .48168945 .48559570 .48950195 .49340820 ., 49731445 
.006 |. 43896484 .44287109 .44677734 . 45068359 . 45458984 .45849609 . 46240234 . 46630859 . 47021484 = 47412109 Ss , 47802734 §=. 48193359 =. 48583984 § . 48974609 . 49365234 ., 49755859 
.007 |. 43920898 ,44311523 .44702148 . 45092773 . 45483398  .45874023 . 46264648 . 46655273 . 47045898 . 47436523 . 47827148 . 48217773 . 48608398 . 48999023 . 49389648 , 49780273 
.008 |,43945313 , 44335938 .44726563 .45117188 .45507813 . 45898438 . 46289063 . 46679688 . 47070313 =, 47460938 . 47851563 . 48242188 . 48632813 . 49023438 . 49414063 . 49804688 
.009 |,43969727 .44360352 .44750977 .45141602 .45532227 .45922852 . 46313477 . 46704102 . 47094727 =, 47485352 =. 47875977 =. 48266602 §=. 48657227 §=—, 49047852 3= . 49438477 = «, 49829102 
.OOA |, 43994141 . 44384766 . 44775391 .45166016 . 45556641  . 45947266  . 46337891 . 46728516 . 47119141 . 47509766 . 47900391 , 48291016 . 48681641 .49072266 . 49462891 ., 49853516 
.0OOB |, 44018555 .44409180 .44799805 .45190430 .45581055 . 45971680 . 46362305 . 46752930 » 47143555 =, 47534180 . 47924805 . 48315430 . 48706055 . 49096680 . 49487305 . 49877930 
.00C |, 44042969 , 44433594 .44824219 . 45214844 45605469 . 45996094 . 46386719 . 46777344 - 47167969 . 47558594 . 47949219 . 48339844 . 48730469 .49121094 .49511719 . 49902344 
.00D |. 44067383 .44458008 . 44848633 . 45239258 .45629883 . 46020508 . 46411133 , 46801758 . 47192383 . 47583008 . 47973633 . 48364258 . 48754883 . 49145508 . 49536133 . 49926758 
.OOE |, 44091797 . 44482422 . 44873047 . 45263672 .45654297 , 46044922 . 46435547 . 46826172 . 47216797 . 47607422 , 47998047 . 48388672 .48779297 .49169922 . 49560547 , 49951172 
.OOF |, 44116211 . 44506836 .44897461 .45288086 .45678711  . 46069336 . 46459961 . 46850586 - 47241211 +=, 47631836 , 48022461 . 48413086 . 48803711 . 49194336 .49584961 . 49975586 


. 80 . 81 . 82 . 83 . 84 - 85 . 86 . 87 - 88 . 89 . 8A . 8B . 8C . 8D . 8E 8F 































.000 | . 50000000 , 50390625 ,50781250 .51171875 .51562500 .51953125 . 52343750 . 52734375 .53125000 .53515625 .53906250 . 54296875 .54687500 .55078125 . 55468750 , 58859375 
.001 | . 50024414 . 50415039 ,50805664 .51196289 .51586914 . 51977539 . 52368164 .52758789 .53149414 .53540039 . 53930664 . 54321289 .54711914 . 55102539 , 55493164 , 55883789 
002 | . 50048828 . 50439453 .50830078 .51220703 .51611328 .52001953 .52392578 . 52783203 .53173828 . 53564453 . 53955078 . 54345703 . 54736328 .55126953 . 55517578 . 55908203 
003 | . 50073242 . 50463867 .50854492 .51245117 .51635742 ,.52026367 . 52416992 .52807617 ,. 53198242 . 53588867 . 53979492 .54370117 . 54760742 . 55151367 55541992 , 55932617 
,004 | , 50097656 . 50488281 .50878906 ., 51269531 .51660156 .52050781 . 52441406 . 52832031 , 53222656 .53613281 ,54003906 ., 54394531 .54785156 .55175781 , 55566406 . 55957031 
.005 | 50122070 =. 50512695 ,50903320 .51293945 .51684570 .52075195 .52465820 . 52856445 . 53247070 . 53637695 . 54028320 . 54418945 . 54809570 .55200195 .55590820 . 55981445 
.006 | . 50146484 . 50537109 .50927734 .51318359 .51708984 , 52099609 . 52490234 .52880859 .53271484 . 53662109 ., 54052734 . 54443359 . 54833984 .55224609 . 55615234 . 56005859 
.007 | . 50170898 .50561523 , 50952148 .,51342773 .51733398 .52124023 . 52514648 .52905273 , 53295898 .53686523 . 54077148 . 54467773 . 54858398 .55249023 . 55639648 . 56030273 
,008 | . 50195313 . 50585938 .50976563 .51367188 .51757813 . 52148438 ., 52539063 , 52929688 . 53320313 .53710938 . 54101563 ., 54492188 . 54882813 . 55273438 .55664063 . 56054688 
.009 | . 50219727 . 50610352 .51000977 . 51391602 .51782227 .52172852 . 52563477 + , 52954102 =. 53344727) =. 53735352) = «5 54125977 =... 54516602 =. 54907227 3=. 55297852 =. 55688477 =... 56079102 
~OOA | . 50244141 . 50634766 .51025391 . 51416016 .51806641 . 52197266 .52587891 .52978516 .53369141 .53759766 .54150391 . 54541016 . 54931641 . 55322266 . 55712891 . 56103516 
.00B} .50268555 .50659180 .51049805 ., 51440430 .51831055 .52221680 .52612305 .53002930 .,53393555 . 53784180 . 54174805 ., 54565430 . 54956055 .55346680 55737305 . 56127930 
.00C | . 50292969 .50683594 ,51074219 . 51464844 . 51855469 . 52246094 . 52636719 , 53027344 . 53417969 . 53808594 . 54199219 . 54589844 , 54980469 .55371094 .55761719 , 56152344 
.00D | , 50317383. .50708008 ., 51098633 . 51489258 .51879883 .52270508 .52661133 . 53051758 . 53442383 . 53833008 . 54223633 . 54614258 . 55004883 . 55395508 .55786133 . 56176758 
.00E | . 50341797 . 50732422 .51123047 .51513672 .51904297 . 52294922 .52685547 .53076172 . 53466797 . 53857422 . 54248047 . 54638672 . 55029297 . 55419922 . 55810547 ., 56201172 
. OOF | , 50366211 .50756836 , 51147461 . 51538086 ,51928711 . 52319336 . 52709961 .53100586 .53491211 . 53881836 . 54272461 . 54663086 . 55053711 . 55444336 . 55834961 . 56225586 







































56250000 . 56640625 .57031250 .57421875 .57812500 .58203125 .58593750 ,58984375 .59375000 .59765625 . 60156250 . 60546875 . 60937500 . 61328125 , 61718750 . 62109375 
. 56274414 =, 56665039 =, 57055664 = 5 57446289 =. 57836914 8, 58227539 =. 58618164 .59008789 . 59399414 .59790039 ., 60180664 . 60571289 . 60961914 . 61352539 ., 61743164 . 62133789 
. 56298828 , 56689453 .57080078 .57470703 . 57861328 .58251953 . 58642578 . 59033203 . 59423828 , 59814453 .60205078 . 60595703 . 60986328 .61376953 .61767578 ., 62158203 













. 96323242 =, 56713867 =. 57104492, 57495117 =. 57885742) =. 58276367 «=. 58666992 =. 59057617 + . 59448242 8, 59838867 , 60229492 .60620117 . 61010742 , 61401367 .61791992 . 62182617 
. 56347656 =, 56738281 =. 57128906 =. 57519531 =, 57910156 =, 58300781 =, 58691406 §=, 59082031 98. 59472656 §=—. 59863281 §=—. 60253906 = «.. 60644531 =, 61035156 =. 61425781 , 61816406 =, 62207031 
. 96372070 =, 56762695. .57153320 =, 57543945 =. 57934570) =, 58325195 =. 58715820 =. 59106445 3. 59497070 . 59887695 , 60278320 ., 60668945 . 61059570 ., 61450195 , 61840820  , 62231445 
. 96396484 . 56787109 . 57177734 . 57568359 .57958984 . 58349609 . 58740234 .59130859 . 59521484 .59912109 . 60302734 . 60693359 .61083984 .61474609 . 61865234 . 62255859 
. 56420898 , 56811523 =. 57202148 =. 57592773 = 57983398 =, 58374023) = 5 58764648 8. 59155273 = «. 59545898 =, 9936523 =... 60327148 =. 60717773 =, 61108398 , 61499023 ., 61889648 ., 62280273 
. 96445313 =, 56835938 =. 57226563 =... 57617188 . 58007813 . 58398438 . 58789063 . 59179688 .59570313 . 59960938 , 60351563 . 60742188 ., 61132813 , 61523438 .61914063 , 62304688 






. 56469727 =, 56860352) 557250977) =. 57641602 =, 58032227) =, 58422852), 58813477 =. 59204102 = «.. 59594727 =. 59985352 =... 60375977 §=—6, 60766602 =. 61157227 =. 61547852 =, 61938477 ~—s_ ,. 62329102 
- 56494141 38, 56884766 =, 87275391 57665016 ., 58056641 . 58447266 .58837891 . 59228516 .59619141 ,60009766 .60400391 .60791016 .61181641 .61572266 .61962891 , 62353516 
56018555 =, 56909180 . 57299805 57690430 .58081055 .58471680 . 58862305 .59252930 .59643555 .60034180 .60424805 .60815430 .61206055 .61596680 .61987305 . 62377930 
. 56542969 =, 56933594 =, 57324219 57714844 , 58105469 , 58496094 . 58886719 .59277344 .59667969 , 60058594 . 60449219 . 60839844 . 61230469 .61621094 .62011719 . 62402344 
. 56567383 =, 56953008 =, 57348633) =. 57739258 =, 58129883) =—s_ «.. 58520508 =, 58911133 . 59301758 . 59692383 . 60083008 . 60473633 . 60864258 . 61254883 . 61645508 .62036133 . 62426758 
56591797 =, 56982422, 57373047 57763672 .58154297 . 58544922 . 58935547 .59326172 .59716797 ,60107422 ,60498047 .60888672 .61279297 .61669922 .62060547  . 62451172 
. 56616211 , 57006836 .57397461 .57788086 ,58178711 . 58569336 .58959961 .59350586 .59741211 , 60131836 . 60522461 .60913086 .61303711 . 61694336 , 62084961 , 62475586 
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(Continued) 


62500000 , 62890625 . 63281250 .63671875 . 64062500 ,64453125 64843750 . 65234375 .65625000 66015625 . 66406250 66796875 .67187500 67578125 .67968750 . 68359375 
62524414  ,62915039 , 63305664 , 63696289 . 64086914 . 64477539 . 64868164 . 65258789 .65649414 66040039 . 66430664 66821289 . 67211914 .67602539 . 67993164 , 68383789 
62548828  , 62939453 63330078 , 63720703 . 64111328 . 64501953 . 64892578 . 65283203 .65673828 . 66064453 . 66455078 . 66845703 67236328 .67626953 . 68017578 , 68408203 
62373242  , 62963867 , 63354492 . 63745117 ., 64135742 . 64526367 . 64916992 . 65307617 . 65698242 66088867 . 66479492 .66870117 .67260742 .67651367 68041992 , 68432617 
62397636 . 62988281 , 63378906 . 63769531 64160156 . 64550781 . 64941406 65332031 .65722656 .66113281 .66503906 .66894531 .67285156 .67675781 .68066406 , 68457031 
62622070  , 63012695 , 63403320 . 63793945 . 64184570 .64575195 , 64965820 , 65356445 .65747070 .66137695 .66528320 .66918945 67309570 .67700195 .68090820 , 68481445 
62646434  , 63037109 , 63427734 . 63818359 . 64208984 . 64599609 . 64990234 . 65380859 .65771484 .66162109 .66552734 .66943359 . 67333984 .67724609 . 68115234 , 68505859 


62670898  , 63061523 , 63452148 63842773  , 64233398 , 64624023 , 65014648 , 65405273 .65795898 .66186523 .66577148 .66967773 .67358398 .67749023 . 68139648 , 68530273 
62695313 63035938 , 63476563 . 63867188 64257813 ., 64648438 . 65039063 . 65429688 . 65820313 .66210938 . 66601563 .66992188 ., 67382813 .67773438 .68164063 ., 68554688 
62719727  , 63110352 ,63500977 .63891602 , 64282227 ,64672852 , 65063477 . 65454102 .65844727 . 66235352 .66625977 .67016602 .67407227 .67797852 .68188477 . 68579102 
.G2744141 63134766 , 63525391 ., 63916016 . 64306641 . 64697266 .65087891 .65478516 .65869141 66259766 . 66650391 .67041016 .67431641 67822266 .68212891 ., 68603516 
62768555. 63159180 , 63549805 , 63940430 . 64331055 . 64721680 . 65112305 . 65502930 .65893555 .66284180 . 66674805 .67065430 .67456055 .67846680 . 68237305  . 68627930 
. 62792969 . 63183594 .63574219 . 63964844 . 64355469 . 64746094 .65136719 . 65527344 .65917969 .66308594 . 66699219 .67089844 .67480469 .67871094 . 68261719 . 68652344 
62817383 63208008 , 63598633 ., 63989258 64379883 .64770508 .65161133 . 65551758 . 65942383 66333008 . 66723633 .67114258 .67504883 .67895508 . 68286133 . 68676758 
62841797 . 63232422 , 63623047 , 64013672 .64404297 .64794922 . 65185547 .65576172 . 65966797 .66357422 . 66748047 .67138672 .67529297 67919922 . 68310547 . 68701172 
62866211  , 63256836 , 63647461  ., 64038086 . 64428711 ,64819336 .65209961 .65600586 .65991211 . 66381836 66772461 67163086 67553711 .67944336 68334961 . 68725586 





























. 68750000 , 69140625 ,69531250 . 69921875 ., 70312500 . 70703125 . 71093750 , 71484375 . 71875000 .72265625 .72656250 . 73046875 . 73437500 . 73828125 . 74218750 ., 74609375 
. 68774414  , 69165039 , 69555664 , 69946289 . 70336914 . 70727539 . 71118164 .71508789 . 71899414 .72290039 .72680664 . 73071289 ., 73461914 . 73852539 ., 74243164 , 74633789 
, 68798828 , 69189453, 69580078 =, 69970703 =, 70361328 ~=, 70751953, 71142578 +=, 71533203 «=. 71923828) =, 72314453... 72705078 =, 73095703 =, 73486328 =, 73876953, 74267578 =, 74658203 
. 68823242 , 69213867 . 69604492 . 69995117 =. 70385742 70776367 71166992 . 71557617 . 71948242 . 72338867 . 72729492 . 73120117 . 73510742 . 73901367 . 74291992 . 74682617 
68847656 , 69238281 , 69628906 , 70019531 . 70410156 . 70800781 . 71191406 . 71582051 .71972656 , 72363281 .72753906 .73144531 . 73535156 . 73925781 . 74316406 . 74707031 
68872070 =, 69262695 69653320 . 70043945 . 70434570 . 70825195 . 71215820 . 71606445 .71997070 . 72387695 .72778320 .73168945 .73559570 . 73950195 . 74340820 , 74731445 
. 6R896484 , 69287109 , 69677734 , 70068359 . 70458984 . 70849609 . 71240234 .71630859 . 72021484 .72412109 . 72802734 . 73193359 .73583984 . 73974609 ., 74365234 . 74755859 
. 68920898 , 69311523 .69702148 , 70092773 . 70483398 . 70874023 . 71264648 . 71655273 .72045898 .72436523 . 72827148 . 73217773 , 73608398 . 73999023 . 74389648 . 74780273 
. 68945313 , 69335938 , 69726563 70117188 70507813 . 70898438 . 71289063 . 71679688 .72070313 .72460938 .72851563 .73242188 . 73632813 . 74023438 . 74414063 , 74804688 
68969727 . 69360352 . 69750977 , 70141602 , 70532227 70922852 . 71313477 . 71704102 . 72094727 . 72485352 . 72875977 . 73266602 73657227 . 74047852 . 74438477 ~—«,{. 74829102 
63994141 , 69384766 ,69775391 70166016 70556641 . 70947266 . 71337891 .71728516 .72119141 .72509766 .72900391 .73291016 .73681641 .74072266 74462891 , 74853516 
. 69018555 , 69409180 , 69799805 . 70190430 , 70581055 . 70971680 . 71362305 . 71752930 .72143555 .72534180 .72924805 . 73315430 .73706055 . 74096680 74487305 , 74877930 
. 69042969 , 69433594 .69824219 . 70214844 , 70605469 . 70996094 71386719 . 71777344 . 72167969 , 72558594 .72949219 ., 73339844 .73730469 . 74121094 74511719 . 74902344 
69067383 69458008 , 69848633 . 70239258 ., 70629883 . 71020508 . 71411133 . 71801758 . 72192383 . 72583008 . 72973633 . 73364258 . 73754883 . 74145508 .74536133  , 74926758 
. 69091797 69482422 =, 69873047, 70263672 =, 70654297 =. 71044922... 71435547 =, 71826172. 72216797 +=. 72607422 =. 72998047 =. 73388672 «=. 73779297 =, 74169922, 74560547 ~—-, 74951172 
. 69116211  , 69506836 , 69897461 , 70288086 70678711 .71069336 71459961 . 71850586 .72241211 . 72631836 . 73022461 . 73413086 . 73803711 . 74194336 . 74584961 . 74975586 










































. 75000000 =. 75390625 . 75781250 . 76171875 . 76562500 . 76953125 . 77343750 . 77734375 . 78125000 . 78515625 . 78906250 .79296875 .79687500 .80078125 . 80468750 . 80859375 
. 75024414 = . 75415039 . 75805664 . 76196289 . 76586914 . 76977539 . 77368164 .77758789 .78149414 . 78540039 . 78930664 . 79321289 .79711914 . 80102539 ., 80493164 . 80883789 
. 75048828 =, 75439453. 75830078 =. 76220703. =. 76611328 + . 77001953 . 77392578 .77783203 . 78173828 . 78564453 . 78955078 . 79345703 . 79736328 . 80126953 . 80517578 . 80908203 
. 75073242 =. 75463867 8, 75854492 . 76245117 =, 76635742 =. 77026367 =—. 77416992 =. 77807617 +=. 78198242 =. 78588867 =. 78979492 =. 79370117 =. 79760742) =, 80151367 =, 80541992 =, 80932617 
. 75097656 .75488281 . 75878906 . 76269531 . 76660156 .77050781 . 77441406 . 77832031 . 78222656 . 78613281 .79003906 . 79394531 .79785156 . 80175781 . 80566406  . 80957031 
. 75122070 =. 75512695 =, 75903320 =. 76293945 =. 76684570 =. 77075195 =. 77465820 =. 77856445 3. 78247070 =. 78637695 =. 79028320 . 79418945 . 79809570 . 80200195 . 80590820 . 80981445 
. 75146484 =. 75537109 = ., 75927734 . 76318359 . 76708984 .77099609 .77490234 .77880859 .78271484 . 78662109 . 79052734 . 79443359 . 79833984 . 80224609 . 80615234  . 81005859 
. 75170898 . 75561523 . 75952148 . 76342773 =. 76733398 =. 77124023). 77514648 =. 77905273 =. 78295898 =. 78686523 =. 79077148 + . 79467773 + . 79858398 ., 80249023 . 80639648 _—. 81030273 
. 75195313 =, 75585938 . 75976563 . 76367188 . 76757813 . 77148438 .77539063 . 77929688 . 78320313 . 78710938 ., 79191563 .79492188 .,79882813 . 80273438 . 80664063 . 81054688 
. 75219727 =, 75610352 =, 76000977. =. 76391602 . 76782227 . 77172852 . 77563477 .77954102 =. 78344727 =, 78735352... 79125977 . 79516602 ., 79907227 . 80297852 . 80688477 . 81079102 
. 715244141 = . 75634766 . 76025391 . 76416016 . 76806641 . 77197266 .77587891 . 77978516 .78369141 . 78759766 .79150391 .79541016 ., 79931641 . 80322266 . 80712891 . 81103516 
. 75268555 =. 75659180 . 76049805 . 76440430 . 76831055 . 77221680 . 77612305 . 78002930 . 78393555 . 78784180 .79174805 . 79565430 .79956055 80346680 . 80737305 . 81127930 
. 75292969 =. 75683594 . 76074219 . 76464844 .. 76855469 . 77246094 . 77636719 . 78027344 . 78417969 . 78808594 ., 79199219 . 79589844 , 79980469 . 80371094 . 80761719 . 81152344 
. 75317383 = .75708008 ., 76098633 . 76489258 . 76879883 . 77270508 . 77661133 . 78051758 . 78442383 . 78833008 . 79223633 .79614258 . 80004883 . 80395508 . 80786133 . 81176758 
. 75341797 =, 75732422), 76123047 =. 76513672 =. 76904297 =. 77294922 =. 77685547 =. 78076172 =. 78466797 =. 78857422 =. 79248047 =, 79638672 =... 80029297 = «, 80419922 =, 80810547 ~—=s.| 81201172 
. 75366211 =, 75756836 =, 76147461 + . 76538086 ., 76928711 . 77319336 . 77709961 . 78100586 . 78491211 . 78881836 . 79272461 .79663086 . 80053711 . 80444336 . 80834961 , 81225586 






































SAXIGNI3AddVv 


C-6. DECIMAL/HEXADECIMAL CONVERSION CHART—FRACTIONS (Continued) 


, 81250000 . 81640625 . 82031250 , 82421875 . 82812500 ., 83203125 . 83593750 . 83984375 .,84375000 . 84765625 . 85156250 . 85546875 . 85937500 . 86328125 . 86718750 . 87109375 
, 81274414 . 81665039 . 82055664 . 82446289 . 82836914 . 83227539 . 83618164 .84008789 ., 84399414 . 84790039 . 85180664 . 85571289 . 85961914 . 86352539 . 86743164 . 87133789 
, 81298828 . 81689453 , 82080078 . 82470703 . 82861328 . 83251953 . 83642578 , 84033203 . 84423828 . 84814453 .85205078 .85595703 .85986328 . 86376953 .86767578 . 87158203 
, 81323242 . 81713867 . 82104492 . 82495117 . 82885742 . 83276367 . 83666992 . 84057617 , 84448242 . 84838867 . 85229492 .85620117 . 86010742 . 86401367 . 86791992 . 87182617 
. 81347656 . 81738281 . 82128906 . 82519531 ,82910156 . 83300781 . 83691406 . 84082031 . 84472656 , 84863281 . 85253906 . 85644531 . 86035156 . 86425781 . 86816406 . 87207031 
. 81372070 . 81762695 . 82153320 . 82543945 .82934570 . 83325195 . 83715820 . 84106445 . 84497070 . 84887695 . 85278320 . 85668945 . 86059570 . 86450195 . 86840820 . 87231445 
. 81396484 . 81787109 . 82177734 ., 82568359 . 82958984 . 83349609 . 83740234 . 84130859 , 84521484 . 84912109 . 85302734 . 85693359 . 86083984 . 86474609 . 86865234 =. 87255859 
. 81420898 . 81811523 .82202148  ., 82592773 . 82983398  . 83374023 . 83764648 . 84155273 , 84545898 . 84936523 . 85327148 . 85717773 . 86108398 . 86499023 , 86889648 =. 87280273 
. 81445313 . 81835938 ., 82226563 . 82617188 .83007813 . 83398438 . 83789063 . 84179688 ., 84570313 . 84960938 . 85351563 . 85742188 . 86132813 . 86523438 . 86914063 . 87304688 
. 81469727 . 81860352 . 82250977 . 82641602 . 83032227 . 83422852 . 83813477 . 84204102 , 84594727 . 84985352 =. 85375977 . 85766602 . 86157227 . 86547852 =, 86938477 =. 87329102 
. 81494141 . 81884766 , 82275391 . 82666016 . 83056641 , 83447266 . 83837891 . 84228516 . 84619141 . 85009766 . 85400391 .85791016 . 86181641 ., 86572266 . 86962891 . 87353516 
. 81518555 . 81909180 . 82299805 . 82690430 . 83081055 . 83471680 . 83862305 . 84252930 ., 84643555 . 85034180 . 85424805 . 85815430 . 86206055 . 86596680 . 86987305 ., 87377930 
. 81542969 . 81933594 . 82324219 . 82714844 . 83105469 , 83496094 . 83886719 . 84277344 | 84667969 . 85058594 . 85449219 . 85839844 . 86230469 . 86621094 87011719 . 87402344 
. 81567383 . 81958008 . 82348633 . 82739258 . 83129883 . 83520508 . 83911133 . 84301758 . 84692383 . 85083008 . 85473633 . 85864258 . 86254883 =. 86645508 =. 87036133 =. 87426758 
.81591797 . 81982422 . 82373047 . 82763672 . 83154297 .83544922 . 83935547 .84326172 | 84716797 . 85107422 . 85498047 . 85888672 . 86279297 . 86669922 . 87060547 . 87451172 
. 81616211 . 82006836 . 82397461 . 82788086 . 83178711 . 83569336 . 83959961 . 84350586 . 84741211 . 85131836 . 85522461 . 85913086 . 86303711 . 86694336 . 87084961 . 87475586 


87500000 . 87890625 . 88281250 . 88671875 . 89062500 89453125 . 89843750 . 90234375  . 90625000 .91015625 . 91406250 . 91796875 =. 92187500 =. 92578125 =. 92968750 =. 93359375 
87524414 .87915039 . 88305664 , 88696289 . 89086914 89477539 89868164 .90258789  . 90649414 . 91040039 . 91430664 . 91821289 . 92211914 . 92602539 =. 92993164 =, 93383789 
87548828  , 87939453 88330078 88720703 , 89111328 . 89501953 . 89892578 . 90283203 . 90673828 . 91064453 . 91455078 . 91845703 =. 92236328 =. 92626953 =. 93017578 =. 93408203 
87573242  . 87963867 , 88354492 88745117 . 89135742 ., 89526367 . 89916992 .90307617 . 90698242 .91088867 . 91479492 . 91870117 . 92260742 =. 92651367 =. 93041992 =. 93432617 
87597656  , 87988281 88378906 88769531 . 89160156 . 89550781 . 89941406 . 90332031 . 90722656 .91113281 91503906 . 91894531 =. 92285156 =. 92675781 =. 93066406 =. 93457031 
87622070 , 88012695 , 88403320 88793945 89184570 .89575195 . 89965820 .90356445 .90747070 . 91137695 . 91528320 . 91918945 . 92309570 =. 92700195 =. 93090820 =, 93481445 
87646484  . 88037109 . 88427734 88818359 . 89208984 . 89599609 . 89990234 .90380859 . 90771484 .91162109 . 91552734 91943359 92333984 =. 92724609 =. 93115234 =. 93505859 
87670898 . 88061523 , 88452148 88842773 . 89233398 . 89624023 .90014648 .90405273 . 90795898 .91186523 . 91577148 =. 91967773 =, 92358398 =. 92749023. 93139648 =. 93530273 
87695313 . 88085938 , 88476563 , 88867188 , 89257813 . 89648438 .90039063 .90429688 . 90820313 . 91210938 . 91601563 =. 91992188 =. 92382813 =. 92773438 =. 93164063 =. 93554688 
87719727  . 88110352 , 88500977 . 88891602 , 89282227 . 89672852 .90063477 .90454102 . 90844727 . 91235352 . 91625977 =. 92016602 =. 92407227 =. 92797852. 93188477 =. 93579102 
87744141  . 88134766 , 88525391 88916016 . 89306641 . 89697266 .90087891 .90478516 .90869141 .91259766 .91650391 .92041016 . 92431641 . 92822266 =. 93212891 =. 93603516 
87768555 , 88159180 , 88549805 . 88940430 ,89331055 .89721680 .90112305 .90502930 . 90893555 .91284180 . 91674805 .92065430 . 92456055 . 92846680 =. 93237305 =, 93627930 
87792969  . 88183594 , 88574219 , 88964844 , 89355469 . 89746094 .90136719 . 90527344 . 90917969 . 91308594 .91699219 . 92089844 . 92480469 . 92871094 = . 93261719 =, 93652344 
87817383  , 88208008 88598633 . 88989258 .89379883 .89770508 ,90161133 .90551758 . 90942383 =. 91333008 =. 91723633 =. 92114258 =, 92504883. 92895508 =. 93286133 =. 93676758 
87841797  , 88232422 . 88623047 . 89013672 . 89404297 . 89794922 .90185547 .90576172  . 90966797 .91357422 . 91748047 92138672 =. 92529297 =. 92919922. 93310547 =. 93701172 
87866211 . 88256836 , 88647461  , 89038086 . 89428711 . 89819336 .90209961 .90600586 .90991211 . 91381836 .91772461 .92163086 92553711 . 92944336 =. 93334961 =, 93725586 


. 93750000 .94140625 .94531250 .94921875 .95312500 .95703125 96093750 . 96484375  .96875000 .97265625 .97656250 .98046875 .98437500 .98828125 .99218750  . 99609375 
. 93774414  .94165039 .94555664 .94946289 .95336914 .95727539 .96118164 .96508789  ~- 96899414 .97290039 .97680664 . 98071289 . 98461914 . 98852539 =. 99243164 =. 99633789 
. 93798828 .94189453 .94580078 .94970703 .95361328 .95751953 96142578  . 96533203 - 96923828 .97314453 .97705078  .98095703 .98486328 .98876953 . 99267578 . 99658203 
. 93823242 . 94213867 .94604492 .94995117 .95385742 .95776367 96166992 . 96557617  - 96948242 .97338867 .97729492 .98120117 .98510742 .98901367 . 99291992 . 99682617 
. 93847656 .94238281 .94628906 95019531 .95410156 .95800781 .96191406 .96582031 ~- 96972656 .97363281 .97753906 .98144531 . 98535156 . 98925781 =. 99316406 =. 99707031 
. 93872070 ,94262695 .94653320 .95043945 95434570 .95825195 96215820 .96606445 «96997070 .97387695 .97778320 .98168945 .98559570 .98950195  .99340820 . 99731445 
. 93896484 ,94287109 .,94677734 .95068359 .95458984 .95849609 96240234 . 96630859 - 97021484 .97412109 .97802734 .98193359 . 98583984 . 98974609 . 99365234 . 99755859 
. 93920898 ,94311523 .94702148 .95092773 .95483398 .95874023 . 96264648 . 96655273 .97045898 .97436523 . 97827148 98217773 . 98608398 . 98999023 . 99389648 =. 99780273 
. 93945313, 94335938 =, 94726563 .95117188 .95507813 .95898438 .96289063 . 96679688 - 97070313 . 97460938 .97851563 . 98242188 . 98632813 . 99023438 . 99414063 . 99804688 
. 93969727 94360352 .94750977 .95141602 . 95532227 .95922852 .96313477 .96704102 + 97094727 . 97485352 .97875977 . 98266602 . 98657227 .99047852 . 99438477 . 99829102 
. 93994141 94384766 .94775391 .95166016 , 95556641 .95947266 .96337891 .96728516 -97119141 .97509766 .97900391 .98291016 . 98681641 . 99072266 . 99462891 . 99853516 
.94018555 .94409180 94799805 .95190430 .95581055 . 95971680 96362305 .96752930 -97143555 .97534180 .97924805 .98315430 .98706055 .99096680 99487305  . 99877930 
. 94042969 . 94433594 . 94824219 .95214844 .95605469 . 95996094 .96386719 . 96777344  -97167969 .97558594 .97949219 . 98339844 . 98730469 .99121094 .99511719 . 99902344 
. 94067383 .94458008 . 94848633 .95239258 .95629883 96020508 .96411133 . 96801758  -97192383 .97583008 .97973633 .98364258 .98754883 .99145508 . 99536133 . 99926758 
.94091797 .94482422 . 94873047 .95263672 .95654297 , 96044922 . 96435547 . 96826172 -97216797 .97607422 .97998047 .98388672 .98779297 .99169922 .99560547 . 99951172 
94116211 94506836 . 94897461 . 95288086 95678711  .96069336 .96459961 ,96850586 - 97241211 . 97631836 . 98022461 . 98413086 . 98803711 . 99194336 . 99584961 =. 99975586 
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C-7. DEVICE CHARACTER CODES 


Characters 
Device per word Bits used 
Console printer one 0-7 (7 control) 
Keyboard one 0-11 
12-EOF 
13-Backspace 
14-Scan field 
Console entry 0-15 
switches 
Card reader, one O-11 
normal mode 
Card reader, one 0-4 
load mode (12, 11, O, and 
1 on card) 
8-15 
(3-9 on card) 
Card punch one 0-11 
12-operation 
complete 
Paper tape one 0-7 
1132 Printer 
1403 Printer two 1-7, 9-15 
(1 and 8 parity 
bits) 


APPENDIXES 


Code in core 
(see Appendix C-9) 


Console printer code 


Card code 


Binary word as in the switches 


Card image 
(Punch = 1; no punch = O, 
beginning at top of card) 


Card image 


Card image 


PTTC/8 (tape image) 


No code set. Characters 
printed in print-chain order. 
Words 3210-3910 are the 
print scan field. The current 
character is printed if there 
is a 1 in the corresponding 
position in the scan field. 
The program ‘‘loads”’ the 
scan field. 


1403 Printer code 
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C-8. CHARACTER CODE CHART 


EBCDIC IBM Card Code 





1132 PTTC/8 





: Graphics and Control Printer Hex 
inary Rows EBCDIC U-Upper Case 
es L-Lower C 
0123 4567 12 1109 8 7-1 Subset Hex wer Casc 













Punch Off 
HT Horiz.Tab 
LC Lower Case 
DEL Delete 









Anak WNH —O 


® 
oO 
© 






N QO WH — — 











a | 


NOON & WH — 







fe *) womnmoanwnoaa ca 





Restore 
NL New Line 
Backspace 


NOOO & GOD = — 











NO & WA — 





fee) wamnDmowmoaa co 





Line Feed 
EOB End of Block 


Prefix 


ooddownonooovooodowowodo OO ononowotnovnvonuooooo ODO oowwdowowowowowowowowowowo so 
NOON AWD — — 


oO ooooo°oo9”*ooocooo0o0°o 


fe) fo ole ofke ode ole oBfe ole oie c) 
NOOO & WA — 











41 Q@ 


9 1 
9 ! 
9 2 
9 3 
9 4 
9 5 Reader Stop 09 @ 
9 6 UC Upper Case 
9 7 EOT End of Trans. 
9 8 
98 | 
9 8 2 
9 8 3 
98 4 
98 5 
9? 8 6 
9 8 7 
NOTES: Typewriter Output 
@ Tabulate (3) Carrier Return * Recognized by all Conversion subroutines 
@ Shift to black (4) Shift to red Codes that are not asterisked are recognized only by the SPEED subroutine 
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C-8. (Continued) 











1132 
Printer 


EBCDIC 
Subset Hex | L-Lower Case 


10 (U/L) 








Graphics and Control 
Names 


Printer 













| epcoIC si — Card Code 
Binary 
0123 4567 12 ; ‘ 8 7-1 
64* 


no punches. 


















12 0 9 1 
12 0 9 2 
12 0 9 3 
12 09 4 
12 0 9 5 
12 0 9 6 
12 0 9 7 
09 8 
8 | 
8 2 ¢ 
8 3 (period) 4B 
8 4 < 
8 5 ( 4D 
8 6 + 4E 
8 7 1 (logical OR) 















9 1 
12 11 9 2 
12 11 9 3 
12 11 9 4 
12 11 9 5 
12°11 9 6 
122 11 9 7 
12 11 9 8 
8 | 
8 2 42 
8 3 40 
8 4 Dé 
8 5 F6 
8 6 D2 
8 7 | (logical NOT) F2 
84 
0 BC 
0 
0 
0 
0 
0 
0 
0 
0 
0 80 
0 06 
0 BE 
0 46 
0 86 
0 
09 1 
09 2 
09 3 
09 4 
09 5 
09 6 
09 7 
09 8 
8 1 
8 2 82 
8 3 co 
8 4 04 
8 5 E6 
8 6 C2 
8 7 E2 





+ Any code other than those defined will be interpreted by PRNT1 as a space. 


APPENDIXES 
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APPENDIXES 


C-8. CHARACTER CODE CHART (Continued) 


EBCDIC IBM Card Code PTTC/8 Console 


Binary Rows Graphics and Control Hex Printer 
U-Upper Case 
0123 4567 122 1109 8 7-1 bia cnGee Hex 

















NOOO Aa WD — — 


ooooo0o oo °o°oeoeoo0o°0cd eo 
. °) 





fo] CODmDoma ed @ 
NO Gn & GW PAO 


NOG & WA — — 











NOOO & WA = — 










Cc aonamaanaa oO 


ooooo°c”coooooo0o0°ceoo ooooo o°o°o°9co0co°ceo°0o°cde & 
NAO &WH @ — 





NO On & WP 


a _ _ _ 
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Cc-8. 


192 
193* 
194* 
195* 
196* 
lor" 
198* 
199* 
200* 
201* 
202 
203 
204 
205 
206 
207 


(Continued) 


EBCDIC 


Binary 


0123 4567 


1100 0000 
0001 
0010 
001) 
0100 
0101 
0110 
O11 
1000 
1001 
1010 
101] 
1100 
1101 
1110 
Wd) 


IBM Card Code 


Rows 


09 8 7-) 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 


0 OOOO OO ow OOOO OO 00 OOO OO 


wo OO OO OO 


fee) fo ote oe ole ole ole c) foe) 


NO Gn & GN — PO 


Graphics and Control 


N<xs<Cc7H 


OMDNAMAWHNH — © 


1132 
Printer 
EBCDIC 
Subset Hex 


PTTC/8 
Hex 
U-Upper Case 
L-Lower Case 


Console 
Printer 
Hex 


3C or 3E 
18 or IA 
1C or IE 
30 or 32 
34 or 36 
10 or 12 
14 or 16 
24 or 26 
20 or 22 


7 or 7E 
58 or 5A 
5C or 5E 
70 or 72 
74 or 76 
50 or 52 
54 or 56 
64 or 66 
60 or 62 


98 or DA 
9C or YE 
BO or B2 
B4 or B6 
90 or 92 
94 or 96 
A4 or Aé 
AO or A2 
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ASSEMBLER 


APPENDIX D 


> & 


= ef Se 


10. 
11. 


ASSEMBLER CONTROL RECORDS 
ASSEMBLER ERROR DETECTION CODES 
ASSEMBLER ERROR MESSAGES 


CARD FORMAT AND OTHER DETAILS 
FOR AN ASSEMBLER INSTRUCTION 


LIST DECK FORMAT 

INSTRUCTION CODES AND EXECUTION TIMES 

BSC, BOSC, AND BSI CONDITION CODES 

EXAMPLES OF ASSEMBLER INSTRUCTIONS 

SPECIAL ASSEMBLER INSTRUCTIONS 

SPECIAL ASSEMBLER INSTRUCTIONS—VERSION 2 ONLY 
FORTRAN-ASSEMBLER EQUIVALENTS 


D-1. 


Record 


*TWO PASS MODE 


*LIST 


*LIST DECK 


*LIST DECK E 


*PRINT SYMBOL TABLE 
*PUNCH SYMBOL TABLE 
*SAVE SYMBOL TABLE 


*SYSTEM SYMBOL TABLE 


*LEVEL n 


*COMMON n 


*FILE n 


Version 2 
*OVERFLOW SECTORS nn 


APPENDIXES 


ASSEMBLER CONTROL RECORDS 


Description 


Reads source deck twice; must be specified when 


LIST DECK or LIST DECK E is specified, or when 
intermediate output fills working storage. 


Prints a listing on the principal printing device, 
giving error codes. 


Punches a list deck on the principal I/O device if 


it is the card reader (requires TWO PASS MODE). 


Punches only error codes (columns 18-19) into 
source program list deck (requires TWO PASS 
MODE). 


Prints a listing of the symbol table on the 
principal printing device. 


Punches a list deck of the symbol table (in the 
form of EQU commands). 


Saves symbol table on disk as a system symbol 
table. 


Uses system symbol table to initialize symbol 
table for this assembly. 


n = interrupt level; required for ISS subroutines. 


n = number (decimal) of words of COMMON to be 
saved between links. 


n = number (decimal) of sectors of working 
storage required at execution time by the program 
being assembled. 


nn = number of sectors assigned to symbol 
table overflow. 
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D-2. ASSEMBLER ERROR DETECTION CODES 


152 


Address Error 
Attempt made to specify dis— 
placement field, directly or 


indirectly, outside range of 
—128 to +127. 


Condition Code Error 
Character other than +, -, Z, 
E, C, or O detected in first 
operand of short branch or 
second operand of long BSC, 
BOSC, or BSI statement. 


Format Code Error 

Character other than L, I, X, 
or blank detected in col. 32, 
or Lor | format specified for 

instruction valid only in short 
form. 


Label Error 
Invalid symbol detected in label 
field. 


Multiply Defined Label Error 
Duplicate symbol encountered 
in operand. 


Relocation Error 

Expression does not have valid 
relocation. 

Non-absolute displacement 
specified. 

Absolute origin specified in 
relocatable program. 
Non-absolute operand specified 
in BSS or BES. 
Non-relocatable operand in 
END statement of relocatable 
mainline program. 

ENT operand non-relocatable. 


Syntax Error 

Invalid expression (e.g., invalid 
symbol, adjacent operators, 
illegal constant) 

legal character in record, 


Main program entry point not 
specified in END operand. 
Incorrect syntax in EBC state— 
ment (e.g., no delimiter in 
card column 35, zero character 
count). 

Invalid label in ENT or ISS 
operand. 


Tag Error 

Card column 33 contains 
character other than blank, 0, 
1, 2, or 3 in instruction 
statement. 


Undefined Symbol 


Undefined symbol in expression 


Op Code 


Unrecognized 


ISS, ILS, ENT, LIBR, SPR, 
EPR, or ABS incorrectly placed. 


Displacement set to zero 


Displacement set to zero 


Instruction processed as if L 
format were specified, unless 
that instruction is valid only in 
short form, in which case it is 
processed as if the X format 
were specified 


Label ignored 


First occurrence of symbol in 
label field defines its value; 
subsequent occurrences of 
symbol in label field cause a 
multiply defined indicator to be 
inserted in symbol table entry 
(Bit O of first word). 


Expression set to zero 
Displacement set to zero 
Origin ignored 

Operand assumed to be zero 


Card columns 9-12 left blank; 
entry assumed to be relative 
zero 

Statement ignored 


Expression set to zero 


If illegal character appears in 
expression, label, op code, 
format, or tag field, additional 
errors may be caused. 

Card columns 9-12 left blank; 
entry assumed to be relative 
zero. Card columns 9-12 not 
punched; address counter 
incremented by 17. 


Statement ignored 


Tag of zero assumed 


Expression set to absolute zero 


Statement ignored and address 
counter incremented by 2. 
Statement ignored 
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D-3. ASSEMBLER ERROR MESSAGES 


AOl MINIMUM W. S, NOT AVAILABLE--- Perform a DUP DELETE to expand Working 
ASSEMBLY TERMINATED Storage to a minimum of 33 sectors before 


Less than 33 sectors of Working Storage are 
available at the beginning of the assembly. 


A 02 SYMBOL TABLE OVERFLOW EXCEEDS 4 CYLINDERS 


A03 DISK OUTPUT EXCEEDS W.S. 


Symbol table overflow exceeds 3392 
symbols (refer to Assembler Messages and 


Error Codes to compute number of symbols 
allowed in a program). 


Disk output is greater than Working 


attempting further assemblies. 


Reduce number of symbols and 
reassemble. 

Divide program into segments and 
assemble each separately. 


If error occured during pass 1, the 


assembler will wait at OAD6. When 
PROGRAM START is pressed, the 
assembly will continue in the two-pass 
mode. Therefore, the operator should 
first insure that the source statements 
can be read a second time without 
encountering the next monitor control 
record, 

If error occurred during pass 2, object 
output exceeds Working Storage. 
Perform a DUP DELETE to enlarge 
Working Storage. 


Storage. 


A 04 SAVE SYMBOL TABLE INHIBITED With SAVE SYMBOL TABLE option, symbol 
table exceeds the allowable System 
Symbol! Table size of 100 symbols, or at 


least one assembly error was detected. 


Reduce number of symbols and/or correct 
the erroneous statements and reassemble. 





D-4. CARD FORMAT AND OTHER DETAILS FOR 
AN ASSEMBLER INSTRUCTION 


Card 

column Contents 

21-25 Label, which begins with number and is 
‘‘name”’ of this word. Five places allowed. 

27 Operation, a mnemonic (or pseudo-assembler 
mnemonic), which indicates type of instruction. 

32 Blank for short instruction; L for long; I for 
indirect. 

33 1, 2, or 3 for index register (blank for none) 
referenced by instruction. 

35- Operands, usually one, but long BSC, BSI, or 


MDX may have second operand after a comma. 
No embedded blanks in operands. Blank 
before comment material. 
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D-5. LIST DECK FORMAT 


ty | f4iste pz fejoy | fiztisy | frefizfishisf2ofayy | | [2sjzej27} | [30f3r}s2}33}34}3s] | | | | 


Blank Blank Blank Blank Blank Blank Blank 
Format 


Address of the First Word of Error Flags, Label Op Code 
Instruction; the Assembled if any 
Address m 
Code 
Assigned to 
the Label, if any 
Relocation Indicators; Second Word of 
Col. 7 is Blank for One- the Assembled 
Word Instructions or DC Code 


or 
Exponent for an 
XFLC Statement. 


pt ET tT Pe ETT TT TE EE ET feast TT tT 20} 
es 


ID and Sequence 


Operands 
Blank Number, if any 


* For EBC Statements, Col. 9-12 Contains the Number of EBC Characters 


For BSS and BES Statements, Col. 9-12 Contains the Number of Words 
Reserved for the Block. 
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APPENDIXES 


D-6. INSTRUCTION CODES AND EXECUTION TIMES 


Execution Times (in microseconds) for 3.6 usec Core Only** 


Single Word (F = 0) Double Word (F = 1) 


T =00 T =01,10,o0r 11 T =00 T= 01,10, or 11 
(1) 
Avg. Avg. Avg. | Max 


Load and Store 
Load ACC 
Load Double 
Store ACC 
Store Double 
Load Index 
Store Index 
Load Status* 
Store Status 
Arithmetic 
Add 
Add Double 
Subtract 
Subtract Double 
Multiply 
* Divide 
And 
Or 
Exclusive Or 
Shift Left* Modifier Bits 8 & 9: 
Shift Left ACC 00 SLA @ 
Shift Left ACC and EXT 10 SLT @ 
Shift Left and Count ACC 01 | © SLCA @ 
Shift Left and Count ACC 
and EXT N stcC @ 
Shift Right* Modifier Bits 8 & 9: 
Shift Right ACC 00 or 01 SRA @ 
Shift Right ACC and EXT 10 SRT @ 
Rotate Right a RTE @ 
Branch 
Branch and Store IAR BSI 
Branch or Skip on Condition BSC 
Modify Index and Skip MDX 
Wait*® WAIT @ 
Input/Output 
Execute 1/O xio © 


* Valid in short format only ** For 2.2 usec core, multiply figures shown by 61%. 
NOTES: 


Indirect addressing, where applicable, N>16: 7.2 + .45(N=19) 

adds 3. 6ysec to execution time N= 16: 7,2 

If branch is taken N<16: 7.2+ .45(N=4) 

3.6+ .45(N=4) where N=number of positions shifted 

7.2+ .45(N=4) Indirect addressing not allowed 

N >16:3.6+ .45(N=19) If T=00, functions as SLA or SLT 

N= 16: 3.6 All unassigned OP codes are defined as Wait operations 
N< 16: 3.6 + .45(N=4) If XIO Read or Write, add 3.6ysec 
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D-7. BSC, BOSC, AND BSI CONDITION CODES 


Unique 
character | Condition Description 
) Overflow | Skip or do not branch if overflow indicator off 
C Carry Skip or do not branch if carry indicator off 
E Even Skip or do not branch if bit 15 of accumulator = O 
+ or & Plus Skip or do not branch if bit O of accumulator = O, 
but not all bits of accumulator = O 
- Minus Skip or do not branch if bit O of accumulator = 1 
Z Zero Skip or do not branch if all bits of accumulator = O 


D-8. EXAMPLES OF ASSEMBLER INSTRUCTIONS 


GO—Label of an instruction word 
NUM—Label of a data word 


Load Instructions 


Bit position 
set to l 


15 
14 
13 
12 


11 
10 





LD NUM 
LD L NUM 


Loads word stored in NUM into accumulator. 


LD L  /1873 Loads word with hexadecimal address 1873 into accumulator. 


LD I NUM Loads word with address stored in NUM into accumulator. 
STO NUM ; 
STO L cnt Stores accumulator in NUM. 


STO I NUM Stores accumulator in word whose address is in NUM. 


Arithmetic Instructions 





A acai Adds 16-bit binary word stored in NUM to word in accumulator; result 

A L NUM is in accumulator. 

A - NUM Adds 16-bit binary word whose address is stored in NUM to word in 
accumulator; result is in accumulator. 

A L /1687 Adds word with address 1687 (hex) to word in accumulator; result is 


in accumulator. 


S ale Subtracts word stored in NUM from word in accumulator; result is in 


accumulator. 


SAXIGN§AddV 


M NUM 
M I NUM 
D NUM 
D NUM 
D I NUM 


Store and Load Double Instructions 


LDD NUM 
LDD L NUM 


STD NUM 
STD L NUM 


Double Arithmetic Instructions 


AD NUM 
AD L NUM 


Subtracts word whose address is in NUM from word in accumulator; 
result is in accumulator. 


Multiplies word in accumulator and word in NUM. Result is in 
accumulator extension and accumulator, as follows: 


a 


Accumulator Accumulator extension 


Rightmost bit of product 


Multiplies word in accumulator and word whose address is in NUM. 
Result as above. 


Divide instruction. Dividend is in accumulator extension, divisor in 
NUM. Result is in accumulator, remainder in accumulator extension. . 


Indirect version of divide instruction. 


1. NUM an even address: 


Contents of NUM in accumulator, NUM + 1 in accumulator 
extension. 


Lt | Core memory 
aE 5 ee > 2 


Accumulator Accumulator NUM NUM+1 
extension 


2. NUM an odd address: 


Contents of NUM in both accumulator and accumulator extension. 
1. NUM an even address: 


Contents of accumulator and accumulator extension stored in 
NUM and NUM + 1. 
2. NUM an odd address: 


Contents of accumulator stored in NUM; extension not stored. 


1. NUM an even address: The 32-bit word in NUM and NUM + 1 is 
added to 32-bit word in accumulator and accumulator extension; 
result in accumulator and accumulator extension. 

2. NUM an odd address: The 16-bit word in NUM is added to both 
accumulator and accumulator extension. 


Similar structure for subtract double instructions. 


LST 


(Continued) 
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8ST 


D-8. EXAMPLES OF ASSEMBLER INSTRUCTIONS (Continued) 


Logical Instruction 





Assume for all: 


AND 
AND 


OR 
OR 


EOR 
EOR 


VAR 
VAR 


VAR 
VAR 


VAR 
VAR 


Load and Store Index Registers 


Contents of accumulator before execution is 
0000 0000 1111 1111, 
and of the word symbolically addressed as VAR is 
0000 1111 0000 1111. 
Accumulator after execution contains 0000 0000 0000 1111 


Accumulator after execution contains 0000 1111 11111111 


Accumulator after execution contains OOOO 1111 1111 0000 





LDX 
LDX 


LDX 
LDX 


LDX 
LDX 


LDX 
LDX 
OTX 


STX 
STX 


STX 


Branch or Skip Instructions 


L 


z 
L2 


1 
Ll 


Ll 
I3 


4 
L2 


I3 


pd 
/0038 


pe 
/0014 


4 
16 


Unconditional branch to hexadecimal address 38 (38 is loaded in IAR). 
Hexadecimal 14 is loaded in index register 2. 


Decimal 16 is loaded in index register 1. 


Address of NUM is loaded in index register 1. 
Word whose address is NUM is loaded in index register 3. 
Contents of IAR are placed in NUM. 


Contents of index register 2 are placed in NUM. 


Index register 3 is stored in word whose address is in NUM. 





MDX 
MDX 


MDX 


MDX 


R 


Ll 


I2 


GO 
us 


NUM 


NUM 


The next instruction to be executed is that labeled GO. 

Subtracts 3 from contents of index register 2. If resulting number is 
zero, or if contents change sign, skips next word; if neither, continues 
with next instruction. 


Contents of NUM are added to index register 1. If contents of register 
change sign or equal zero, next word is skipped. 


Contents of word whose address is in NUM are added to index register 
3. Word skipped or not, as in previous MDX instructions. 
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6ST 


MDX 


BSC 
BSC 
BSC 
BSC 
BSC 


BSC 
BSI 
BSI 
BSI 


BSI 


KH 


NUM, 2 


GO 


GO ,+Z 


GO,- 


NUM, Z 


Adds 2 to contents of NUM. If result is zero, or changes sign, skips 
next word (as above); if result is nonzero, uses next word (or two) as 
next instruction. If zero result is possible, this instruction should be 
followed by a short instruction. 


Skips next word if accumulator is either positive or negative. 
Skips next word if accumulator is even. 

Unconditional branch to instruction labeled GO. 
Unconditional branch to instruction whose address is in NUM. 


Branch to instruction labeled GO if word in accumulator is negative 
(i.e., not positive or zero); otherwise continue with next instruction. 


Branch to instruction whose address is stored in GO if accumulator is 
zero or positive; otherwise continue with the next instruction. 


Stores current value of IAR in word labeled NUM, and starts executing 
instructions beginning at NUM + 1. 

Stores value of [AR in word whose address is in NUM, and executes 
following instructions. 


If accumulator is zero, continues with next instruction; if not zero, 
stores IAR in word labeled NUM and starts executing instructions at 
NUM + 1. 


Branch and Skip Instructions—Version 2, extended instruction mnemonics 


SKP 


B 
B 


BZ 


BNZ 


BN 


BNN 


BP 


BNP 


BC 


Z+ 


GO 
GO 


GO 


GO 


GO 


GO 


GO 


GO 


Skips next word if accumulator is zero or positive; equivalent to 


BSC Z+ 

Next instruction to be executed is that labeled GO; equivalent to 
MDX GO 
BSC L_ GO 


Branches to GO if accumulator is zero; an implicit long instruction 
equivalent to 
BSC L GO, +- 


Branches to address in NUM if accumulator is not zero; equivalent to 
BSC I NUM, Z 


Branches to GO if accumulator is negative. Long instruction equiva- 
lent to 
BSC L GO, Z+ 


Branches to GO if accumulator is not negative; equivalent to 
BSC L GO, - 


Branches to GO if accumulator is positive; equivalent to 
BSC L GO, -Z 


Branches to GO if accumulator is not positive; equivalent to 
BSC L GO, + 


Branches to GO if carry indicator is on; equivalent to 
BSC L GO, C 
(Continued) 
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D-8. EXAMPLES OF ASSEMBLER INSTRUCTIONS (Continued) 


BO GO 
BOD GO 
MDM NUM, 83 


Shift Instructions 


SLA 3 
SLA 1 
SRA 

SLT 4 
ORT 8 
RTE 16 
XCH 


SLCA 1 
Before instruction 
Accumulator 

Case l. 1XXXXXXXXXXXXXXX 


Case 2. OO1XXXXXXKXXXXXXKXK 


Case 3. OOO0000001XXXXKXX 


X = either O orl 


Branches to GO if overflow indicator is on; equivalent to 
BSC L GO, O 


Branches to GO if accumulator is odd; equivalent to 
BSC L GO,E 


Adds 83 to the quantity stored in NUM; equivalent to 
MDX L NUM,83 


Shifts number in accumulator left three places, adding zeros at right. 
For example, 1101 becomes 1101000. 


Shifts left one place (a convenient way of multiplying by 2). 
Shifts accumulator right two places (e.g., 11001 becomes 110). Fills 
vacated spaces with zeros. 


Considers contents of accumulator and accumulator extension to be a 
single 32-bit number, shifts it left four places, adding zeros at right. 


Accumulator Accumulator extension 
0000 0100 0000 0010 1111 0000 1010 1001 
becomes 


0100 0000 0010 1111 0000 1010 1001 0000 


Shifts paired registers right eight places; duplicates original zero-bit 
of accumulator in all vacated bits. 


Shifts both accumulator and extension 16 places right, putting each 
bit shifted out of right end of extension into left end of accumulator. 
This instruction interchanges the accumulator and extension. 


Version 2 only. Exchange accumulator and extension; equivalent to 


RTE 16 
After instruction 
Index register 1 Accumulator Index register 1 Carry 
OOOOOO00000000011/; Unaltered Unaltered Unaltered 


OO000000000000111 | 1XXXXXXXXXXXXX00 OO00000000000101 Turned on 
(Terminated by a 1 in leftmost bit of accumulator) 


0000000000000111 | OO1XXXXXXO0000000 OOOOO000000000000 Turned off 
(Terminated by count in register 1 going to zero) 


SLC uses accumulator and extension as a double register, but functions otherwise like SLCA. 
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T9T 


Assembler Storage and Data Definition Statements 


DC 


DC 


DC 
DC 
DEC 


DEC 


DEC 


XFLC 


EBC 


BSS 


BSS 
BES 


at 


/004E 


GO+1 
16 


4.3E10 


2.783 


.HORSE. 


43 


16 


Puts binary equivalent of 2719 into a word: 


0000 0000 0001 1011 


Puts binary equivalent of 4E,. into a word: 


0000 0000 0100 1110 


Stores 8-bit EBCDIC code for F in a word. 
Stores one more than the value of GO. 
Establishes two words and stores binary equivalent of 16;0. 


O0000000000000000 00000000000 10000 


The label, if any, refers to leftmost word. 


Stores in two words the standard precision floating point representa- 


tion for 3.5. The label, if any, refers to leftmost word. 


Stores in two words the standard precision floating point representa- 
tion for 4.3 * 10!°. The label, if any, refers to leftmost word. 


Stores in three words the extended precision floating point represen- 


tation for 2.783. The label, if any, refers to leftmost word. 
Stores H and 0 in first word, R and S in second, and Ein third. The 


character code is 8-bit EBCDIC. The label, if any, refers to first word. 


EBC can store up to 35 characters. 


Reserves 43 words in storage. The label, if any, refers to leftmost 
word. 


Sets address counter even. 


Reserves 16 words in storage. The label, if any, refers to one word 
past rightmost word. 
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APPENDIXES 


D-9. SPECIAL ASSEMBLER INSTRUCTIONS 


Program control 


ABS Assembles with absolute (instead of 
relocatable) addresses. 

LIBR Identifies subroutine to be called by LIBF; 
first instruction of subroutine. 

SPR Uses only standard precision subroutines. 

EPR Uses only extended precision subroutines. 

ORG Assigns an address for next instruction. 

END Specifies end of program; always 
required. 


Program linking 


ENT Specifies subroutine entry point. At least 
one required with a subroutine. 

ISS Specifies Interrupt Service Subroutine 
entry point. 

CALL Call for CALL subroutines. 

LIBF Call for LIBF subroutines. 

ILS Specifies that a subroutine is an Interrupt 


Level Subroutine. 


LINK Requests that another program on disk be 
loaded into core and executed. 


EXIT Returns control to skeleton supervisor; 
exits from current program. 


-Miscellaneous 


EQU Equates two symbols in program. 
DSA Identifies a named file on disk. 
HDNG Specifies a page heading for a listing; 


skips to a new page. 
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D-10. SPECIAL ASSEMBLER INSTRUCTIONS— 
VERSION 2 ONLY 


Miscellaneous 


DN Converts name in operand field (up to 
five characters, first a letter) into name 
code, stored in two words. 


DMES Stores operand as a message for use in an 
output subroutine; tag field (column 33) 
specifies device and code (e.g., O = con- 
sole, 1 = 1403, 2 = 1132). 


LIST By using ON or OFF as an operand, allows 
selective listing of only part of an assem- 
bler program. 


SPAC Integer in operand is number of blank 
spaces desired at this point in listing of 
program. 

EJCT Begins new page. 

DUMP Selective dump. Three operands, specify- 


ing (1) beginning of dump, (2) end of 
dump, and (3) blank or zero. Program is 
terminated immediately after dump. 


PDUMP Like DUMP, except that control returns to 
program after dumping. 


FILE Four operands; each like the correspond- 
ing FORTRAN DEFINE FILE parameter. 
Seven words used. 


D-11. FORTRAN-ASSEMBLER EQUIVALENTS 


From the program logic manual (no tracing) 


FORTRAN 
LeadJ 
A=B 
A=I 
I=A 

I= J+K 
A=1+8B 
A=B+tI1I-J 
I = J*K 

A = BxC 

I = J/K 


Assembler 


LD 
STO 


LIBF 
DC 
LIBF 
DC 


LD 
LIBF 
LIBF 
DC 


LIBF 
DC 
LIBF 
STO 


LD 
A 
STO 


LD 
LIBF 
LIBF 
DC 
LIBF 
DC 


LD 
LIBF 
LIBF 
DC 
LIBF 
DC 
LD 
LIBF 
LIBF 
DC 
LIBF 


LD 


SLT 
STO 


LIBF 


LIBF 
DC 
LIBF 
DC 


LD 
ORT 


STO 


| Cee ) oe 


FLD 


FSTO 


FLOAT 
FSTO 


FLD 


IF IX 


HAG 


FLOAT 
FADD 


FSTO 


FLOAT 
FADD 


FSTO 
GTI 


FLOAT 
FSBR 


GTI 
FSTO 


16 


FLD 


FMPY 


FSTO 


APPENDIXES 


(Continued) 
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D-11. FORTRAN—ASSEMBLER EQUIVALENTS (Continued) 


FORTRAN 
A =B/C 

I = J*¥*K 
A = B**l 
A = B*e*C 
A= 


DO 10 I=J,K 


10 CONTINUE 


D0 10 T=J, K, M 


10 CONTINUE 
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JOE(B+C,D) +E 


Assembler 


LIBF 
DC 
LIBF 
DC 
LIBF 
DC 


LD L 
LIBF 

DC 

STO L 


LIBF 
DC 
LIBF 
DC 
LIBF 
DC 


LIBF 
DC 
CAU 
DC 
LIBF 
DC 


LIBF 
DC 
LIBF 
DC 
LIBF 
DC 
CALL 
DC 
DC 
LIBF 
LIBF 
DC 


oe3re e ee ee ec @ 


AH SH 


LABEL, +Z 


D-11. (Continued) 


FORTRAN 
GO TO (111, 112, 113), I 


ADR1 


If (I) 111, 112, 113 


IF (A) 111, 100, 113 


100 CONTINUE 
PAUSE II 


READ (N, 101), A, I 


(nondisk linkage) 


WRITE (N, 101), A, I 


(nondisk) 


APPENDIXES 


Assembler 

LDX Il I 

BSC Il ADR1+1 

DC [address of 111] 
DC [address of 112] 
DC [address of 113] 
LD L I 

BSC L [111] ,+Z 

BSC L [112] ,+- 

BSC L [113] ,-Z 

LIBF FLD 

DC A 

LD 3 +126 

BSC L [111] ,+Z 

BSC L [1B] ,-Z 

LIBF PAUSE 

DC (address of constant II) 
LIBF SRED 

DC N 

DC (address 101) 
LIBF SIOF 

DC A 

LIBF SIOI 

DC I 

LIBF SWRT 

DC N 

DC (address 101) 
LIBF SIOF 

DC A 

LIBF SsIOor 

DC I 

LIBF SCOMP 
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SUBROUTINE 


APPENDIX E 


—_ 


—= 
= © 


= 
i) 


2 2. 2 SS 


1130 SUBROUTINE LIBRARY 

VERSION 2 SUBROUTINES 

SUBROUTINES IN NAME CODE 

CORE REQUIREMENTS 

EXECUTION TIMES 

INPUT/OUTPUT SUBROUTINES—CHARACTER CODES 
INPUT/OUTPUT SUBROUTINES—CONTROL PARAMETER 
TYPES OF CONVERSIONS 

CHARACTER CODE CONVERSION SUBROUTINES 
ERRORS DETECTED BY THE ISS SUBROUTINES 


SUBROUTINE ACTION AFTER RETURN FROM 
A USER’S ERROR ROUTINE 


SUBROUTINE ERROR INDICATORS 


E-1. 1130 SUBROUTINE LIBRARY 


APPENDIXES 


FORTRAN 


Called by CALL 


Loader Reinitialization (card only) 
Data Switch 

Sense Light On 
Overflow Test 

Divide Check Test 
Function Test 

Trace Start 

Trace Stop 

Integer Transfer of Sign 
Real Transfer of Sign (E) 
Real Transfer of Sign (S) 


Called by LIBF (card/poper tape) 


Real IF Trace (E) 

Real IF Trace (S) 

Integer IF Trace (E) 

Integer IF Trace (S) 

Integer Arithmetic Trace (E) 
Integer Arithmetic Trace (S) 
Real Arithmetic Trace (E) 
Real Arithmetic Trace (S) 
Computed GO TO Trace (E) 
Computed GO TO Trace (S) 
Trace Test-Set Indicotor 
Pause 

Stop 

Subscript Calculation 

Store Argument Address 

I/O Linkage (E) 


I/O Linkage (S) 


Card Input/Output 
Printer-Keyboard Output 
Printer-Keyboord Input/Output 
1132 Printer Output 

Paper Tape Input/Output 

Card Code-EBCDIC Conversion 
Console Printer Code Table 
Card-Keyboard Code Table 
Address Calculation 


Called by LIBF (monitor) 


Real IF Trace (E) 

Real IF Trace (S) 

Integer IF Trace 

Integer pean Trace 
Real Arithmetic Trace (E) 
Real Arithmetic Trace (S$) 
Computed GO TO Trace 
Trace Test-Set Indicator 
Pause 

Stop 

Subscript Calculation 
Store Argument Address 
I/O Linkage (non-disk) 


Disk-I/O Linkage 


Disk Find 

Card Input/Output 

Disk Input/Output (part of supervisor) 
Printer-Keyboard Output 


LOAD 
DATSW 
SLITE, SLITT 
OVERF 
DVCHK 
FCTST 


VIF 

WIF 

VIIF 

WIIF 

VIAR, VIARX 

WIAR, WIARX 

VARI, VARIX 

WARI, WARIX 

VGOTO 

WGOTO 

TTEST, TSET 

PAUSE 

STOP 

SUBSC 

SUBIN 

VFIO, VRED, VWRT, VCOMP, 
VIOAI, VIOAF, VIOFX, 
VIOIX, VIOF, VIO! 
WFIO, WRED, WWRT, WCOMP, 
WIOAI, WIOAF, WIOFX, 
WIOIX, WIOF, WIOI 
CARDZ 

WRTY Z 

TYPEZ 


- PRNTZ 
- -PAPTZ 


HOLEZ 
EBCTB 

HOLTB 
GETAD 


SEIF 

SFIF 

SIF 

SIAR, SIARX 

SEAR, SEARX 

SFAR, SFARX 

SGOTO 

TTEST, TSET 

PAUSE. 

STOP 

SUBSC 

SUBIN 

SFIO, SRED, SWRT, SCOMP, 
SIOAF, SIOAI, SIOF, SIOI, 
SIOFX, SIOIX 

SDFIO, SDRED, SDWRT, 
SDCOM, SDAF, SDAI, 
SDF, SDI, SDFX, SDIX 
SDFND 


- CARDZ 


DISKZ 
WRTYZ 





None 
None 
None 
None 
None 
None 

TSET 

TSET 

None 
ESUB, ELD 
FSUB, FLD 


TTEST, VWRT, VIOF, VCOMP 

FSTO, TTEST, WWRT, WIOF, WCOMP 
TTEST, VWRT, VIOF, VCOMP 

TTEST, WWRT, WIOI, WCOMP 
TTEST, VWRT, VIOI, VCOMP 

TTEST, WWRT, WIOIL, WCOMP 

ESTO, TTEST, VWRT, VIOF, VCOMP 
FSTO, TTEST, WWRT, WIOF, WCOMP 
TTEST, VWRT, VIOIL, VCOMP 

TTEST, WWRT, WIOI, WCOMP 

None 

None 

None 

None 

None 

FLOAT, ELD/ESTO, IFIX 


FLOAT, FLD/FSTO, IFIX 


HOLEZ 

GETAD, EBCTB 

GETAD, EBCTB, HOLEZ 
None 

None 

GETAD, EBCTB, HOLTB 
None 

None 

None 


FSTO, TTEST, SWRT, SIOF, SCOMP 
FSTO, TTEST, SWRT, SIOF, SCOMP 
TTEST, SWRT, SIOI, SCOMP 
TTEST, SWRT, SIOI, SCOMP 

ESTO, TTEST, SWRT, SIOF, SCOMP 
FSTO, TTEST, SWRT, SIOF, SCOMP 
TTEST, SWRT, SIOIL, SCOMP 

None 

None 

None 

None 

None 

FLOAT, ELD/ESTO or FLD/FSTO, IFIX 


DISKZ 


DISKZ 

HOLEZ 

None 

GETAD, EBCTB 
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E-1. 1130 SUBROUTINE LIBRARY (Continued) 


Called by LIBF (monitor) 


Printer-Keyboard Input/Output 
1132 Printer Output 

Paper Tape Input/Output 

Card Code-EBCDIC Conversion 
Console Printer Code Table 
Card-Keyboard Code Table 
Address Calculation 


ARITHMETIC AND FUNCTIONAL 


Called by CALL 


Real Hyperbolic Tangent (E) 
Real Hyperbolic Tangent (S) 
Real Base to Real Exponent (E) 
Real Base to Real Exponent (S) 
Real Natural Logarithm (E) 
Real Natural Logarithm (S) 
Real Exponential (E) 

Real Exponential (S) 

Real Square Root (E) 


Real Square Root (S) 

Real Trigonometric Sine/Cosine (E) 

Real Trigonometric Sine/Cosine (S) 

Real Trigonometric Arctangent (E) 

Real Trigonometric Arctangent (S) 

Fixed-Point Square Root 

Real Absolute Value (E) 

Real Absolute Value (S) 

Integer Absolute Value 

Real Binary to Decimal Real Decimal to Binary 


Called by LIBF 


Get Parameters (E) 

Get Parameters (S) 

Real Base to Integer Exponent (E) 
Real Base to Integer Exponent (S) 
Real Reverse Divide (E) 

Real Reverse Divide (S) 

Real Divide (E) 

Real Divide (S) 

Real Multiply (E) 

Real Multiply (S) 

Real Reverse Subtract (E) 

Real Reverse Subtract (S) 

Real Add/Subtract (E) 

Real Add/Subtract (S) 

Load/Store FAC (E) 

Load/Store FAC (S) 

Fixed Point Double Word Divide 
Fixed Point Double Word Multiply 
Fixed Point Fractional Multiply (short) 
Real Reverse Sign 

Integer to Real 

Real to Integer 

Fixed Integer Base to an Integer Exponent 
Normalize 

Real Arithmetic Range Check 


DUMP 


Called by CALL 


Dump Status Area 
Selective Dump on Console Printer 
Selective Dump on Printer 
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ETNH, ETANH 

FTNH, FTANH 

EAXB, EAXBX 

FAXB, FAXBX 

ELN, EALOG 

FLN, FALOG 

EXPN, EEXP 

FXPN, FEXP 

ESQR, ESQRT 

FSQR, FSQRT 

ESIN, ESINE, ECOS, ECOSN 
FSIN, FSINE, FCOS, FCOSN 
EATN, EATAN 

FATN, FATAN 

XSQR 

EAVL, EABS 

FAVL, FABS 

|ABS 

FBTD, FDTB 


EGETP 
FGETP 

EAXI, EAXIX 

FAXI, FAXIX 

EDVR, EDVRX 

FDVR, FDVRX 

EDIV, EDIVX 

FDIV, FDIVX 

EMPY, EMPYX 

FMPY, FMPYX 

ESBR, ESBRX 

FSBR, FSBRX 

EADD, EADDX, ESUB, ESUBX 
FADD, FADDX, FSUB, FSUBX 
ELD, ELDX, ESTO, ESTOX 
FLD, FLDX, FSTO, FSTOX 
XDD 

XMD 

XMDS 

SNR 

FLOAT 

IFIX 

FIXI, FIXIX 

NORM 

FARC 


DMP8O 
DMTX0, DMTDO 
DMPX1, DMPD1 


GETAD, EBCTB, HOLEZ 
None 
None 
GETAD, EBCTB, HOLTB 
None 
None 
None 


EEXP, ELD/ESTO, EADD, EDIV, EGETP 
FEXP, FLD/FSTO, FADD, FDIV, FGETP 
EEXP, ELN, EMPY 

FEXP, FLN, FMPY 

XMD, EADD, EMPY, EDIV, NORM, EGETP 
FSTO, XMDS,FADD,FMPY,FDIV, NORM, FGETP 
XMD, FARC, EGETP 

XMDS, FARC, FGETP 

ELD, ESTO, EADD, EMPY, EDIV, EGETP 
FLD/FSTO, FADD, FMPY, FDIV, FGETP 
EADD, EMPY, NORM, XMD, EGETP 

FADD, FMPY, NORM, XMDS, FSTO, FGETP 
EADD, EMPY, EDIV, XMD, EGETP, NORM 
FADD, FMPY, FDIV, XMDS, FSTO, FGETP 
None 

EGETP 

FGETP 

None 

None 


ELD/ESTO, EMPY, EDVR 
FLD/FSTO, FMPY, FDVR 
ELD/ESTO, EDIV 
FLD/FSTO, FDIV 

XDD, FARC 

FARC 

XMD, FARC 

XMDS, FARC 

EADD 


FADD 

FARC, NORM 
NORM, FARC 
None 

None 

XMD 

None 

None 

None 

NORM 

None 

None 

None 

None 
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E-1. (Continued) 


INTERRUPT LEVEL 








Level 0 I1LSO0* 
Level | ILSOT* 








Level 2 1LS02* 
Level 3 1LSO3* 
Level 4 ILS04* 






*These subroutines are not identified by name in the card and poper tape systems 







CONVERSION 






Called by LIBF 





















































Binary to Decimal BINDC None 
Binary to Hexodecimal BINHX None 
Decimal to Binary DCBIN None 
EBCDIC to Console Printer Code EBPRT EBPA, PRTY 
IBM Card Code to or From EBCDIC HOLEB EBPA, HOLL 
IBM Card Code to Console Printer Code HOLPR HOLL, PRTY 
Hexadecimal to Binary HXBIN None 
EBCDIC to or from PTTC/8 PAPEB EBPA 
IBM Card Code to or from PTTC/8 PAPHL EBPA, HOLL 
PTTC/8 to Console Printer Code PAPPR None 
IBM Card Code to or from EBCDIC SPEED None 
EBCDIC and PTTC/8 Table EBPA None 
IBM Card Code Table HOLL None 





Console Printer Code Table None 


DISK SUBROUTINE INITIALIZE (cord/paper tape only) 







Called by CALL 








Set Pack Initialize Routine SPIRO, SPIRI, SPIRN DISKO, DISKI, DISKN 


OVERLAY (monitor only) 






Called by LIBF 






DISKZ or DISKO, DISK] or DISKN 






Local Read-in FLIPO, FLIP] 






INTERRUPT SERVICE 


Called by LIBF 




























Card CARDO, CARD] ILSOO, ILSO4 

Disk (part of supervisor in monitor system) DISKO, DISK], DISKN ILSO2 

Paper Tape PAPT1, PAPTN ILS04 

Plotter PLOT] ILS04 

1132 Printer PRNTI ILSO1 

Console Printer-Keyboard TYPEO, WRTYO HOLL, PRTY, ILS04 





E-2. VERSION 2 SUBROUTINES 


Subroutine Names 


Called by LIBF 


2501 Card reader READO, READ1, READZ 
1442 Card punch PNCHO, PNCH1, PNCHZ 
1403 Printer raat PRNTS, PRNZ 
1231 Optical mark reader OMPR1 
32-bit binary converted to 
card code decimal BIDEC 
Card code decimal to 32-bit 
binary DECBI 
Conversion subroutine ZIPCO 
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E-3. 


0225 
0225 
0305 
C305 
0305 
040C 
0496 
0451 
0451 
0451 
0452 
0452 
0494 
050C 
050C 
050C¢ 
Oo50Nn 
O50N 
0504 
0504 
0504 
0505 
0506 
0506 
0596 
0506 
0506 
0506 
0506 
0508 
0509 
0509 
051¢€ 
051D 
0510 
0510 
0512 
0512 
0516 
0525 
054C 
054C 
054D 
055D 
0551 
0551 
0551 
0566 
O58A 
O58A 
OS8A 
O5B8A 
058C 
058D 
0588 
0588 
0588 
0588 
0588 
0589 
0589 
059D 
O60A 
060C 
060¢ 
060C 
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SUBROUTINES IN NAME CODE 


5103 
5227 
9129 
9130 
9131 
2255 
3846 
7F30 
7131 
79F1 
3130 
39FO 
3212 
8059 
8649 
8667 
6880 
6895 
2880 
4100 
4127 
3587 
3055 
3540 
5400 
70A7 
7080 
7240 
7267 
3802 
7040 
7663 
58N7 
9244 
9940 
9967 
5640 
5667 
75C0 
50C0 
4000 
49C0 
5000 
3543 
6945 
7A00 
7A27 
44C5 
3547 
3580 
GOAT 
4080 
1548 
5200 
2640 
2667 
91D5 
9540 
9545 
8640 
8663 
7540 
3100 
8059 
B649 
8667 


BINDC 
BINHX 
CARDZ 
CARNO 
CARD1 
DCBIN 
DATSW 
DMP 80 
DMPD1 
DMPX1 
DMTDO 
DMTXO 
DVCHK 
ECHAR 
ECHRI 
ECHRX 
ECOS 

ECOSN 
FABS 

FADD 
EADDX 
EALOG 
EATAN 
EATN 
FAVL 

F AXBX 
EAXB 

EAXT 

EAXIX 
ERCTB 
EBPA 

EBPRT 
EGETP 
EGRID 
EN1V 

EDI VX 
EDVR 

EDVRX 
EEXP 

FINC 

FLD 

ELOX 

ELN 

EPLOT 
EMOVE 
EMPY 

EMPYX 
ERULE 
ESTOX 
ESTO 
ESURX 
ESUR 

ETANH 
E TNH 
ESBR 

ESBRX 
ESIGN 
ESIN 

ESINE 
ESOR 


ESQRT- 


EXPN 
FRTD 


FCHAR.- 


FCHRI 
FCHRX 


060D 
0600 
060E 
0604 
0604 
0604 
0605 
0605 
0606 
0606 
0606 
0606 
0606 
0606 
0606 
061C 
061N 
0610 
0610 
0612 
0612 
0612 
0616 
0625 
0626 
0626 
064C 
064C 
064C 
064¢ 
064D 
064D 
065D 
0651 
0651 
0651 
0666 
O6RA 
O68A 
O68A 
O68A 
068C 
068D 
0688 
0688 
0688 
0688 
0688 
0689 
0689 
069N 
0716 
0859 
0859 
0859 
0859 
0859 
089C¢ 
0904 
0909 
0918 
094F 
094E 
094E 
O094F 
0988 


6880 
6895 
38A3 
2880 
4100 
4127 
3587 
9000 
3055 
3540 
5400 
7OA7 
7080 
7240 
7267 
58D7 
9244 
9940 
9967 
3080 
5640 
5667 
75C0 
50C0 
7240 
7267 
4000 
49C0 
95F0 
95F) 
5900 
6063 
3543 
6945 
7A00 
7TA27 
44C5 
35A7 
3580 
4OAT 
4080 
1548 
5200 
2640 
2667 
91D5 
9540 
9545 
8640 
8663 
7540 
3044 
3142 
3169 
34C0 
35D9 
38C2 
2255 
2880 
4030 
99C0 
2¢30 
2€31 
2C€32 
2034 
91D5 


FCOS 
FCOSN 
FCTST 
FABS 
FADD 
FADDX 
FALOG 
FARC 
FATAN 
FATN 
FAVL 
FAXBX 
FAXB 
FAXI 
FAXIX 
FGETP 
FGRID 
FOIV 
FDIVX 
FOTB 
FOVR 
FDVRX 
FEXP 
FINC 
FIXT 
FIXIX 
FLD 
FLOX 
FLIPO 
FLIP1 
FLN 
FLOAT 
FPLOT 
FMOVE 
FMPY 
FMPYX 
FRULE 
FSTOX 
FSTO 
F SUBX 
FSUB 
FTANH 
FTNH 
FSBR 
FSBRX 
FSIGN 
FSIN 
FSINE 
FSOAR 
FSQRT 
FXPN 
GETAD 
HOLER 
HOLEZ 
HOLL 
HOLPR 
HOLT8 
HXBIN 
IABS 
IBMOO 
IFIX 
IL SOO 
ILSO} 
ILSO2 
ILSO04 
ISIGN 


1559 
1694 
1705 
1705 
1705 
1705 
1705 
1705 
1706 
1758 
1765 
1766 
220C 
220C€ 
220D 
221D 
2210 
2210 
2210 
2210 
2210 
2210 
2210 
2210 
2210 
2211 
2212 
2214 
2214 
2214 
2218 
2218 
2218 
2218 
2224 
2224 
2224 
2225 
2225 
2225 
2225 
2225 
2225 
224C 
224C 
225C 
2255 
2264 
228D 
2290 
2290 
2299 
23A1 
2341 
238A 
238A 
238C 
2388 
250C 
260C 
2666 
2666 
2710 
2750 
2750 
2789 


9500 
5646 
7142 
7213 
7509 
7805 
78E9 
78F} 
4885 
9563 
58F 1 
3A00 
14€5 
14C6 
6517 
68D6 
1180 
1240 
3594 
6000 
6256 
6544 
69C0 
9000 
99C€0 
9144 
666% 
1640 
1667 
9180 
1640 
1667 
9180 
9580 
1640 
1667 
9180 
6046 
6049 
61A7 
6180 
6240 
6767 
98C5 
9863 
5144 
9000 
5100 
65C0 
2255 
2883 
98C0 
7169 
7170 
3597 
3663 
58A3 
58C0 
B649 
8649 
3A29 
3A30 
4000 
4000 
4880 
8640 


NORM 
OVERF 
PAPEB 
PAPHL 
PAPPR 
PAPTN 
PAPTZ 
PAPT1 
PAUSE 
POINT 
PRNT] 
PRTY 
SCALE 
SCALF 
SCOMP 
SGOTO 
SDAF 
DSAI 
SDCOM 
SDF 
SDFIO 
SDFND 
SDFX 
SDI 
SDIX 
SDRED 
SDWRT 
SEAR 
SEARX 
SFIF 
SFAR 
SFARX 
SFIF 
SFIO 
STAR 
STARX 
STIF 
STQAF 
SIOAT 
STOFX 
SIOF 
SIO! 
STOIX 
SLITE 
SLITT 
SPEEN 
SNR 
SRED 
STOP 
SUBIN 
SUBSC 
SWRT 
TYPEZ 
TYPEO 
TSTOP 
TSTRT 
TTEST 
TSET 
VCHRI 
WCHRI 
WRTYZ 
WRTYO 
XDO 
XMD 
XMDS 
XSQR 


E~4. CORE REQUIREMENTS 


Arithmetic and functional subroutines 


Standard precision 


Leese alia 102 
FSUB/FSUBX 
FMPY/FMPYX 52 
FDIV/FDIVX 86 
FLD/FLDX 54 
FSTO/FSTOX 
FLOAT 10 
IFIX 40 
NORM 42 
FSBR/FSBRX 24 
FDVR/FDVRX 28 
SNR 8 
FABS/FAVL 12 
IABS 16 
FGETP 22 
FARC 34 
XMDS 28 
FIXI/FIXIX 68 
XSQR 52 
XMD 66 
XDD 74 
FSIN/FSINE 
eal ve 
FATN/FATAN 130 
FSQR/FSQRT 70 
FLN/FALOG 136 
FEXP/FEXPN 118 
FAXI/FAXIX 78 
FAXB/FAXBX 54 
FTNH/FTANH 54 
FBTD (bin. to dec.) 
FDTB (dec. to ane mee 
DMTDO/DMTXO 412 
DMPD1/DMPX1 520 
DMP80 102 
DATSW 34 
DVCHK 16 
FCTST 30 
LOAD 138 
OVERF 18 
SLITE, SLITT 68 
TSTOP 6 
TSTRT 6 
ISIGN 24 
FSIGN 34 
Card/Paper Tape Only 
WARI/WARIX 32 
WIAR/WIARX 36 
WIF 26 
WIIF 24 
WGOTO 22 
WFIO/WIOI/WIOAI/ 
WIOF/WIOAF/ 
WIOFX/WCOMP/ 854 
WWRT/WRED/ 
WIOIX 


Extended precision 


Sera 98 
ESUB/ESUBX 
EMPY/EMPYX 46 
EDIV/EDIVX 78 
ELD/ELDX AG 
ESTO/ESTOX 
10 
40 
42 
ESBR/ESBRX 24 
EDVR/EDVRX 28 
8 
EABS/EAVL 12 
16 
EGETP 22 
34 
68 
52 
66 
74 
ESIN/ESINE 
Second re 
EATN/EATAN 150 
ESQR/ESQRT 76 
ELN/EALOG 148 
EEXP/EXPN 140 
EAXI/EAXIX 82 
EAXB/EAXBX 54 
ETNH/ETANH 46 
420 
412 
520 
102 
34 
16 
30 
138 
18 
68 
6 
6 
24 
ESIGN 34 
Card/Paper Tape Only 
VARI/VARIX 32 
VIAR/VIARX 36 
VIF 26 
VIIF 24 
VGOTO 22 
VFIO/VIOI/VIOAI/ 
VIOF/VIOAF / 
VIOFX/VCOMP/ 864 
VWRT/VRED/ 
VIOIX 


Monitor Only 
SDFIO/SDAF/SDAI/ 
SDCOM/SDF/SDFX/ 602 
SDI/SDIX/SDRED/ 

SDWRT 
SDFND 60 
SFAR/SFARX 32 


SFIO/SIOI/SIOAI/ 
SIOF/SIOAF/SIOFX/ = }892 


SCOMP/SWRT/SRED/ 
SIOIX 

SFIF 26 
SGOTO 22 
SIAR/SIARX 36 
SIIF 24 
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Monitor Only 


602 


60 
SEAR/SEARX 32 


892 


SEIF 28 
22 
36 
24 


Miscellaneous and ISS subroutines 


CARDO 
CARD1 
PAPT1 
PAPTN 
DISKO 
DISK1 
DISKN 


WRTYO 
TYPEO 
PLOT1 
PRNT1 


ILSOO 
ILSO1 
ILSO2 
ILSO3 
ILSO4 


SPIRO 
SPIR1 
SPIRN 
FLIPO 
FLIP1 
PAUSE 
STOP 


SUBSC 
SUBIN 
TTEST/TSET 
CARDZ 
PAPTZ 
PRNTZ 
TYPEZ 
WRYTZ 
HOLEZ 
GETAD 
EBCTB 
HOLTB 


242 
246 
254 
294 
356 (1) 
620 (1) 
808 (1) 


124 
296 
216 
386 


18 
18 
18 
18 
30 


48 (2) 
62 (2) 
62 (2) 
72 (3) 
48 (3) 
12 
Card/P.T. 8 
Monitor 12 
30 
32 
16 
80 
202 
176 
82 
60 
54 
14 
54 
54 


(1) Card/Paper Tape only, part of supervisor in Monitor. 


(2) Card/Paper Tape only. 
(3) Monitor only. 


(Continued) 
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E-4. CORE REQUIREMENTS (Continued) 


Conversion subroutines 


BINDC 
DCBIN 
BINHX 
HXBIN 


HOLEB 
HOLPR 
EBPRT 
PAPEB 
PAPHL 
PAPPR 


SPEED 
HOLL 
EBPA 
PRTY 


E-5. EXECUTION TIMES 


72 
88 
44 
66 


134 
100 
102 
246 
244 
192 


330 
80 
80 
80 


Arithmetic and functional subroutines Mee 


STANDARD 


FADD/FADDX } 
FSUB/FSUBX 
FMPY/FMPYX 
FDIV/FDIVX 
FLD/FLDX } 
FSTO/FSTOX 
FLOAT 

IFIX 

NORM 
FSBR/FSBRX 
FDVR/FDVRX 
SNR 

FABS /FAVL 
ABS 

FGETP 

FARC 

XMDS 
FIXI/FIXIX 
XSQR 550 av. (860 max.) 
XMD 520 
XDD 1760 
FSIN/FSINE } 
FCOS/FCOSN 
FATAN/FATN 
FSQRT/FSQR 
FALOG/FLN 
FEXP/FXPN 
FAXI/FAXIX 
FAXB/FAXBX 
FTANH/FTNH 

FBTD (bin. to dec.) 
FDTB (dec. to bin.) 


Srownuauww 
OOWOWO—UNADH ARO 


NO 
© 
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EXTENDED 


EADD/EADDX } 
ESUB/ESUBX 
EMPY /EMPYX 
EDIV/EDIVX 
ELD/ELDX 

ESTO /ESTOX 


ESBR/ESBRX 
EDVR/EDVRX 


EABS/EAVL 


EGETP 


550 av. (860 max.) 


ESIN/ESINE 
ECOS/ECOSN 
EATAN/EATN 
ESQRT/ESQR 
EALOG/ELN 
EEXP/EXPN 
EAXI/EAXIX 
EAXB/EAXBX 
ETANH/ETNH 


al 


— 


> 
OMWwWth lh DOOM 


CO4~wNRORDWDO: 


3 





E-5. (Continued) 


Miscellaneous and ISS subroutines 


Subroutine and Times (usec) 
Function (n = word count) 























iLSOO 112 
ILSO 112 
ILSO2 112 
ILSO3 112 





1LSO4 


CARDO 
Test 


148 





















165 


Read 14930 + 38.5 (n) 
Punch 763 + 185 (n) 
Feed 605 


Sel. Stack. 290 






CARD1 





















Test 165 

Read 14972 + 38.5 (n) 
Punch 800 + 190 (n) 
Feed 640 





Sel. Stack. 325 






WRTYO 
Test 
Print 

































165 
228 + 734 (n) 










TYPEO 
Test 
Read print 






165 
685 + € (825 + 48.5y) + 390 a + 
1595 b + 1224 c¢ 


€ = sum of char. times for each 
graphic 

y =no. char. skipped in table 
look -up 

a = EOM character 

b = re-entry character 

c = backspace character 


344 + 920 (n) 






152 
432 + 808* (n) 


*add +112 if check 
480 + 680* (n) 
*add +96 if check 






176 
408 + 952* (n) 


*add +112 if check 
464 + 840* (n) 
*add +64 if check 






130 
418 = if char is 0-9 
472 = if char is A 
624 = if char is B 
698 + 752 = if char is C 
224 = per dup. of 
previous pen 
motion 


E-5. (Continued) 


Miscellaneous and ISS subroutines 


E-5. (Continued) 


Conversion subroutines 


APPENDIXES 


Subroutine and 
Function 


Print Numeric 


Control 

Single space 
Double space 
Triple space 

Skip to channel 12 
Skip to channel 1 


DISKO 

Test 

Read 

Write 
Without RBC 
With RBC 
Write Imm 
Seek 

1 to center 
By addr 


DISK 1 
Test 
Read 


Write 
Without RBC 
Write 

With RBC 
Write Imm 
Seek 

1 to center 


By addr 


DISK IN 
Test 
Read 


Write 
Without RBC 
Write 

With RBC 
Write Imm 
Seek 

1 to center 
By addr 


Times (psec) 
(n = word count) 


188 
44142 + 5971.2 (n-1)* 


*subtract 11.4 for each word 
where | char. does not match; 
22.8 where both char. do not 


match. 


25950 + 2736.8 (n-1) 
+268 x 


x = no. idle cycles before Ist 
numeric char. on wheels is 
reached 


708 
998 
1288 
676* 
936* 


*add 208 for each channel crossed 
before correct one reached 
178 

1492 

1778 

2050 

1062 

1076 

1502 

178 

900 + 760 x + 478 y 

x =no. sectors 

y = no. seeks after Ist sector 


1292 + 660 x + 822 y 


1562 + 1098 x + 908 y 
660 + 622 x + 476 y 


1072 

1468 

178 

908 + 652 x + 1012 y 

x =no. sectors 

y =no. seeks after Ist sector 
1516 + 610 x + 926 y 


1728 + 1022 x + 1178 y 
820 + 606 x + 282 y 


1076 
1478 





Time, Per Character 
Table 


Initial- 


ization Look - 
Std. 
Set 


BINDC 
DCBIN 
BINHX 
HXBIN 


HOLPR 
EBPRT 


HOLEB 
EBCDIC output 
EBCDIC input 


SPEED 

Packed EBCDIC output 
Unpacked EBCDIC output 
Packed EBCDIC input 
Unpacked EBCDIC input 


PAPPR 

Per shift chor. input 
Per graphic char. input 
Per control char. input 


PAPHL 

PTTC/8 input 

Per shift char. input 

Per graphic char. input 

Per control char. input 
PTTC/8 output 

Per control char. output 

Per graphic char. output 

Per shift/graphic char. output 


PAPEB 

PTTC/8 input 

Per shift char. input 

Per graphic char. input 

Per control char. input 
PTTC/8 output 

Control char. output 

Per graphic char. output 

Per shift/graphic char. output 
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E-6. INPUT/OUTPUT SUBROUTINES—CHARACTER CODES 


Typical calling sequence, except for FORTRAN: 


LIBF (name) 
DC (control parameters) 
DC (address of !/O area) 
DC (address of error routine) 
Subroutine input or output area 


ALL FORTRAN I/O sub- 
routines (end in Z) 


121 words, beginning at/OO3C 


CARDO 
CARD1 
(1442 Read-Punch) 


in this area contains the count of columns. 


DISKO Identified by second DC after LIBF. 

DISK1 First word: count of words to be transmitted. 

DISKN Second word: sector address where reading or 
writing begins. 

PRINT1 Identified by second DC after LIBF. First word 
in output area specifies the number of computer 
words to be printed. 

TYPEO Identified by second DC after LIBF. First word 

WRTYO of area is number of characters. 

PAPT1 Identified by second DC after LIBF. First word 

PAPTN of area is number of computer words. 

READO Identified by second DC after LIBF. (First word 

READ1 has count.) 

PNCHO Identified by second DC after LIBF. (First word 

PNCHN has count.) 

PRNT3 Identified by second DC after LIBF. (First word 
has count.) 

E-7. INPUT/OUTPUT SUBROUTINES—CONTROL PARAMETERS 


(First DC after the calling LIBF.) 


Identified by second DC after LIBF. First word 


Characters/word in |/O area 


One, lower eight bits 


One, left-justified (bits 0-11) 


Two 


Print: two 


Read-Print: one 


Two 


One, left-justified (bits 0-11) 
One, left-justified (bits O-11) 


One, left-justified (bits 0-11) 


Subroutine First hexadecimal digit Second digit Third digit 
(I/O Function) 
CARDO O Test: Is previous operation completed? 
CARD1 1 Read Not used Not used 
2 Punch 
3 Feed acard 
4 Select stacker 
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Code assumed 


EBCDIC 


Card code 


Disk word and 
core word are 
identical 


EBCDIC 


Console printer 
code 


Card code 
(card image) 


Tape image 


(usually PTTC/8) 


Card code 


Card code 


Card code 


Fourth digit 


E-7. (Continued) 


Subroutine 


DISKO 
(version 1 only) 
DISK 1 
DISKN 


PRNT 3 
(version 2 only) 


—_—_———— eee LN 


READ1 


—_— OO | ——  — —_s—— FO i 


PNCH1 
(both version 2) 


- TTT | OS | | 


OMPR1 
(version 2) 


First hexadecimal digit 
(I/O Function) 


Write without read-back check 
Write with read-back check 
Write immediate 

Seek 


Print 
Carriage control 
Print numerical (PRNT 1 only) 


Test 
Read-print 
Print 


Disconnect 


Second digit 


Not used 


Carriage control 
(first digit=3) 


Third digit 


First digit=5. 


O Seek cylinder 


with address 
in second 
word in In- 
put/Output 
area not O; 
seek next 
cylinder 


Carriage control 
after printing 


1 Skip to channel 1 

2 Skip to channel 2 

3 Skip to channel 3 

4 Skip to channel 4 

5 Skip to channel 5 

6 Skip to channel 6 

9 Skip to channel 9 

C Skip to channel 12 

D Space one 

E Space two 

F Space three 

Not used 0 

O Check word Not used 
count 

1 Nocheck 

Not used Not used 

Not used Not used 

Not used Not used 

1 Stacker Not used 
selected 

O Not used 


APPENDIXES 


Fourth digit 


1 File-protect 


facility is used. 


O No file protect 


Not used 


Oorl 


Used with test 


function 

O Is reader ready? 
1 Is punch ready? 
6) 

0 

0 


Timing-mark 
check test 





Samples of Test Function in Input/Output Subroutines 


Situation: Program is to loop until printer operation is completed. 


TEST LIBF PRNT1 
DC = /0000 


MDX # TEST 
(Next instructions to be executed when printer operation is completed) 


[The first digit is zero (indicates a test).] 
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E-8. TYPES OF CONVERSIONS 


CONVERTED TO 


CONVERTED IBM Card 
FROM IBM Card PTTC/8 EBCDIC EBCDIC Equivalent | Equivalent 


Code (256) ee (Subset) (256) (Subset) | Printer | (Card Code)| (Card Code) 


Console Hex Decimal 


BINHX BINDC 


IBM Card 
Code (256) 


IBM Card 
Code (Subset) 


PTTC/8 
(Subset) 


EBCDIC 
(256) 


EBCDIC 
(Subset) 


Hex 
Equivalent 


(Card Code) 


Decimal 
Equivalent 


(Card Code) 





E-9. CHARACTER CODE CONVERSION SUBROUTINES 


IN—Address of first word of input area 
OUT—Address of first word of output area 
Where not specified, illegal characters are replaced by a space character 


Name Calling sequence From To Comments 
BINDC LIBF BINDC Binary number Card code Six-word output—sign +5 decimal 
DC OUT in accumulator (decimal) digits, beginning at OUT; no errors 
One per word detected. 
BINHX LIBF BINHX Binary number Card code (HEX) Like BINDC, but to HEX; 4-word 
DC OUT in accumulator output; no errors detected. 
DCBIN LIBF DCBIN Card code Binary word in Reverse of BINDC; assumes 5 
DC IN (decimal) accumulator digits and sign in IN through IN +5; 
One per word, at IN terminates on illegal character. 
HXBIN LIBF HXBIN Card code (hex) Binary word in Four card-code characters in IN 
DC IN One per word, at IN accumulator through IN+3 for input; output in 
accumulator; terminates on illegal 
character. 
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E-9. (Continued) 


Name Calling 


LIBF 


DC 
DC 


DC 
DC 


HOLEB 


SPEED LIBF 


DC 


DC 
DC 


PAPEB LIBF 


BIDEC 
(version | DC 


sequence 


HOLEB 


/000x 
IN 


OUT 
(No. of characters) 


SPEED 

/O0yx 

IN 

OUT 

(No. of characters) 


PAPEB 

/O0yx 

IN 

OUT 

(No. of characters) 


OUT 
(No. of characters) 


PAPPR 

/O00yx 

IN 

OUT 

(No. of characters) 


HOLPR 

/000x 

IN 

OUT 

(No. of characters) 


OUT 


IN 
(Address of no. of 
characters) 


From 


Control digit 


Card code 
One per word 


Control digit 


EBCDIC (subset) 
Two per word 


Control digit 


Card code 
One per word 


Control digit 
EBCDIC 


Control digit 


PTT c/8 
Two per word 


Control digit 


EBCDIC (subset) 
Two per word 


PTTc/8, 


two per word 


Card code, 
one per word 


EBCDIC 
(subset), 


two per word 


Two binary words 
in accumulator 
and accumulator 
extension 


Card-code 
characters of a 
decimal number 


| To 


x=0 

EBCDIC (subset) 
Two per word 
x=1 

Card code 

One per word 


x= 0 
EBCDIC 


x=1 
Card code, 
one per word 


x=0 
EBCDIC (subset) 
Two per word 


x= 1 
PTTc/8 
Two per word 


Console printer 
code or 1403 
Printer code, 
two per word 


Console printer 
code, 
two per word 


Console printer 
code or 1403 
Printer code, 
two per word 


Card code 
(decimal) 


Two binary words 
in accumulator 
and accumulator 
extension 
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Comments 


Two EBCDIC characters per 
word 


One left-justified EBCDIC 
character per word 


(y is the third control digit) 


Initialize case. 
Do not alter case. 


y= 0: 
y=I1: 


Like PAPEB, but card code instead 


of EBCDIC. 
Card-code characters, one per word. 


y=0: Initialize case; 
y=1: Donot alter case. 

x = 0: Console printer code 
x= 1: 1403 Printer code 

x =0Q: Console printer code 
x= 1: 1403 Printer code 

x = 0: Console printer code 
x=1: 1403 Printer code 


11-word output: Sign and 10 
decimal digits; no errors detected. 


First word input area is 0001; no 
errors detected. 
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E-10. ERRORS DETECTED BY THE ISS SUBROUTINES 


CONTENTS OF ACCUMULATOR Contents of 
ERROR ; Extension 
(if any) 


Card 
*Last card 


*Read check 
*Punch check 

Device not ready 

Last card indicator on for Read 
legal device (not 0 version) 
Device not in system 

Hlegal function 

Word count over +80 

Word count zero or negative 


*Feed check | 


Printer-Keyboard 


Device not ready 

Device not in system 

legal function 

Word count zero or negative 


Paper Tape 


*Punch not ready 
*Reader not ready 
Device not ready 
WWlegal device 
HHlegal function 
Word count zero or negative 
WWlegal check digit 


Disk 


*Disk overflow 
*Seek failure remaining after ten attempts 0 Effective Sector Id 
*Read check remaining after ten attempts 
Data Error Effective Sector Id 
Data overrun 
*Write check remaining after ten attempts 
Write select 
Data error 
Data Overrun 
Device not ready 
legal device (not 0 version) 
Device not in system 
Illegal function 
Attempt to write in file protected area 
Word count zero or negative 
Word count over +320 (0 version only) 
Starting sector identification over + 1599 


Effective Sector Id 


1132 Printer 


*Channel 9 detected 

*Channel 12 detected 
Device not ready or end of forms 
legal function 
IWegal word count 


Plotter 


Plotter not ready 

Hlegal device 

Device not in system 

IHlegal function 

Word count zero or negative 





NOTE: The errors marked with an asterisk cause a branch via the error parameter. These errors are detected during the processing of 
interrupts; as a consequence, the user error routine is an interrupt routine, executed at the priority level of the I/O device. 
All other errors cause a branch to location 41. The address of the LIBF in error is in location 40. 
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E-11. 


SUBROUTINE ACTION AFTER RETURN FROM A USER’S ERROR ROUTINE 


If function is PUNCH 
Otherwise 
If Accumulator is 0 





Eject card and terminate 
Terminate Immediately 
Terminate immediately 


Otherwise Loop until 1442 is ready, then reinitiate operation 


Paper Tape 


0004, 0005 If Accumulator is 0 


Otherwise 


Terminate immediately 
Check again for device ready 


Disk 
0001, 0002, and 
0003 


If A Reg. is 0 
Otherwise 


Terminate immediately 
Retry 10 more times 


1132 Printer 


0003, and 0004 If Accumulator is 0 


Otherwise 


Terminate immediately 
Skip to channel 1 and then terminate 


* Assumes operator intervention. 


E-12. SUBROUTINE ERROR INDICATORS 


The three-word error indicator is just below the floating point accumulator. Hence the words are 122, 123, and 124 more 
than the value in index register 3, and their meaning is indicated in the following table. 


Subroutine Error Error indicator word Is set to Comment 

All real arithmetic Overflow 1 =] FAC set to maximum 
Underflow 1 =3 FAC set to zero 

Floating point divide Zero divisor 2 =] Dividend not changed 

Square root Negative argument 3 1 in bit 13 »/ of absolute value 

Natural logarithm Zero argument 3 lin bit 15 FAC set to maximum 
Negative argument 3 1 in bit 15 Absolute value of argument 

used 

Sine and cosine Absolute value of 3 1 in bit 14 FAC set to zero 
argument > 224 

IFIX (floating point to integer) Absolute value of 3 1 in bit 12 Largest possible signed 
argument > 215 — 1 result in accumulator 

Integer base to integer Base = O, 3 1 in bit 11 Zero result 

exponent exponent < O 

Floating point base to integer Base = O, 3 1 in bit 10 Zero result 

exponent exponent < 0 

Floating point base to floating Base = O, 3 lin bit9 Zero result 

point exponent exponent < 0 
Base = 0, 3 lin bit 15 Result is absolute value of 


exponent ~ O 


The error indicators can be interrogated by: 


1. CALL OVERFL (J): 
2. CALL DVCHK (J): 
3. CALL FCTST (I,J): 


If indicator word three ~ O, then | = 


base 


J set to the value of indicator word one (J = 2 if no overflow or underflow). 
J = 1 if indicator word two = 1; J = 2 otherwise. 
If indicator word three = O, then | = 2 and J = O. 


1 and J = indicator word three. 
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F-1. 1130 WORD FORMATS 


First word Second word 


0123456789 10 11 12 13 14 15;0123 4567 89 10 11 12 13 14 15 
Data formats | Single 


Negative integer 
number in Double 
2's comple- -_ 
mentform [Precision fS 
integer (Even address for leftmost word) 
Instruction Short 
formats instruction | |Op-code FT Displacement 
F = O for 
short instruc- 
tion T = tag 
.; Long 
10, N) IA=1|iMstruction |[Op-code FT 1A Modifiers | 
10,N) IA=1 instruction ||Op-code FT {A Modifiers ddress 
for indirect 
instruction 
lOCC format 


pec! ee 


for function 
codes and 


modifiers (Even address) 


F-2. CORE STORAGE LOCATIONS 


Address 
Decimal Hexadecimal Function 
1 1 Index register 1 
2 2 Index register 2 
3 3 Index register 3 
8 8 Interrupt branching address, level zero 
9 9 Interrupt branching address, level one 
10 A Interrupt branching address, level two 
11 B Interrupt branching address, level three 
12 C Interrupt branching address, level four 
13 D Interrupt branching address, level five 
32-39 20-27 1132 Printer scan field 
3C-B5 FORTRAN input-output area 
50-144 32-90 In-core communications area (COMMA) 
38 Address of link to skeleton supervisor (version 1) 
276 Address of link to disk utility program (version 1) 


Version 1 Version 2 


1C2 1C3 Beginning of FORTRAN or assembler core load (DISKZ used) 


260 Beginning of FORTRAN or assembler core load (DISKO used) 
370 2D6 Beginning of FORTRAN or assembler core load (DISKI used) 
438 39E Beginning of FORTRAN or assembler core load (DISKN used) 
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F-3. INSTRUCTIONS ARRANGED IN ORDER OF OPERATION CODES 


Mod bits 
(8-9) 


00 
10 
11 
11 
00 


(Bit 9) O 
(Bit 9) 1 


Operation 


00001 
00010 
00010 
00010 
00011 
00011 
00100 
00101 
00110 
01000 
01001 
01001 


01100 
01101 
01110 
10000 
10001 
10010 
10011 
10100 
10101 
11000 
11001 
11010 
11011 
11100 
11101 
11110 


Mnemonic 


XIO 
SLA 
SLT 
SLC 
RTE 
SRT 
LDS 
STS 
WAIT 
BSI 
BSC 
BOSC 


LDX 
STX 
MDX 
A 
AD 
S 
SD 
M 

D 

LD 
LDD 
STO 
STD 
AND 
OR 
EOR 


Function 


input-output 

Shift left accumulator 

Shift left accumulator and extension 

Shift left and count accumulator and extension 
Rotate right accumulator and extension 

Shift right accumulator and extension 

Load status 

Store status 

Wait 

Branch and store instruction address register 
Branch or skip on condition 

Branch or skip on condition 

(resets interrupt level if branch or skip occurs) 
Load index 

Store index 


’ Modify index and skip 


Add 

Add double 

Subtract 

Subtract double 

Multiply 

Divide 

Load accumulator 

Load double—accumulator and extension 
Store accumulator 

Store double—accumulator and extension 
Logical AND 

Logical OR 

Logical exclusive OR 


All other operation codes function as WAIT 


F-4. TAG BIT CODES 


Load Index 00 IAR 
01 XRI 
XR2 
XR3 














Store Index 





Shift Left 
Shift Right 








Modify Index 
and Skip 


F=0 














Disp. added to [AR 
Disp. added to XR] 
Disp. added to XR2 
Disp. added to XR3 
















added to C 
added to XR1 
added to XR2 
added to XR3 


Disp. 
Add. 
Add. 
Add. 




















F=1;1A=1 Disp. added to C 
C added to XR1 
C added to XR2 
C added to XR3 
Disp. = Contents of Displacement field 
of instruction 

Add. = Contents of Address field of instruction 


C =Contents of location specified by Add. 


SAXIGN3ddV 
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F-5. EFFECTIVE ADDRESS COMPUTATION 


F=0 F=1, |lA=0 F=1, IA=1 
(Direct (Direct (Indirect 
Addressing) Addressing) Addressing) 


Disp + IAR Add C/Add 
Disp + XRI Add + XR1 C/Add + XR1 


Disp + XR2 Add + XR2 C/Add + XR2 
Disp + XR3 Add + XR3 C/Add + XR3 


isp = Contents of Displacement field of instruction. 
Add = Contents of Address field of instruction. 
C =Contents of Location specified by Add or Add + XR. 





F-6. EFFECTIVE ADDRESS COMPUTATION—MACHINE F-7. MDX INSTRUCTION 
LANGUAGE 





F-8. AND, OR, AND EOR OPERATIONS 





Resulting accumulator bit 
Memory | Corresponding 
bit accumulator bit | AND OR EOR 

















0 


= OOO 


0 
1 
1 
0 


— — 


0 0 
0 1 
1 0 
1 1 
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F-9. CARRY AND OVERFLOW INDICATORS 


Instruction 


Add 


Add double 


Subtract 


Subtract double 


Divide 


Shift left ACC 
Shift left ACC and 
EXT 


Shift left and count 


Any other command 


other than ‘‘status’”’ 
command 


Overflow 


On after the instruction if sum is 
too large for accumulator (ACC) 


Like add 


ON 1) dividing by zero 


ON 2) quotient too large for ACC 


Not affected 


Not affected 


Not affected 


Carry 


ON if there is a carry-out of the 
high-order bit position of ACC. 
Reset anew by each add instruction. 


ON if there is a borrow in high-order 
bit position of ACC. 


Not affected 


ON if the last position shifted out of 


the accumulator contained a 1-bit. 
OFF if a O-bit. 


ON if shift is terminated by 1 in 
high-order ACC bit; OFF if ACC is 
decremented to zero, even if 1 is in 
the high-order bit of ACC. 


Not affected 


F-10. INPUT/OUTPUT FUNCTION CODES AND MODIFIERS 


Modifier bits 
Bit Function 
1 Reset interrupt level 4 indicator 


1 Reset interrupt level 4 indicator 


Stacker select 


Function 
Input/output device (code) instruction code Bit 
number 
Console printer (00001) 
Write 001 
Sense device 111 15 
Console keyboard (00001) 
Read 010 
Control (interrupt) 100 
Sense device 111 15 
1442 Card read punch (00010) 
Read 010 
Write 001 
Control 100 
13 
14 
15 
Sense device 111 14 
15 
1134 Paper tape reader (00011) 
1055 Paper tape punch (00011) 
Read 010 
Write 001 
Control 100 
Sense device 111 15 
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Initiate read 

Feed cycle 

Initiate punch 

Reset interrupt level 4 indicator 
Reset interrupt level O indicator 


Reset interrupt level 4 indicator 


F-10. (Continued) 


Input/output device (code) instruction 


Disk storage (00100) 
Initiate write 
Initiate read 


Control 


Sense device 


1627 Plotter (00101) 
Write 
Sense device 


1132 Printer (00110) 
Read emitter 
Control 


Sense device 


Console entry switches (00111) 
Read 


2501 Card reader (01001) 
Initiate read 
Sense device 


1403 Printer (10101) 
Initiate write 
Control 
Write 
Sense interrupt 
Sense device 


1231 Optical mark page reader 
(01000) 
Read 
Sense interrupt 
Sense drive 


2310 Disk storage 
Drive 1—10001 
Drive 2—10010 
Drive 3—10011 
Drive 4—10100 
Sense interrupt 
Control 


Initiate write 
Initiate read 


Sense device 


Function 
code Bit 
number Bit 
101 13-15 
110 13-15 
8 O 
8 1 
100 13 O 
13 1 
111 15 1 
001 
111 15 1 
010 
100 8 1 
9 1 
13 1 
14 1 
15 1 
111 15 1 
010 
110 
111 15 1 
101 
100 
101 
O11 
111 15 1 
010 
011 
111 15 1 
011 
100 13 O 
1 
101 13-15 
110 13-15 
8 1 
111 15 1 
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Modifier bits 
Function 

Sector 

Sector 


Read operation 

Read-check operation 

Move access forward 

Move access backward 

Reset interrupt level 2 indicator 


Reset interrupt level 3 indicator 


Start printer 

Stop printer 

Start carriage 

Stop carriage 

Space carriage 

Reset interrupt level 1 indicator 


Reset bits 3 and 4 in Device 
Status Word (DSW) 


Bits in address (4-15); control 
carriage skips to channels 1-12. 
DSW and channels 9 and 12 
indicators are reset. 


Reset DSW 


Arm moves toward center. 

Arm moves away from center. 
(address: number of cylinders 
to move) 


Sector (0-7) to be used 


Reset DSW 
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F-11. DEVICE STATUS WORD 


Keyboard 1442 134 1627 
1055 






Disk 
Storage 






Console Console 


Printer 





4 2 5 


Data Read Emitter Program 
Error Response Stop Key 
Operation Skip Interrupt 
Complete Response Run Mode 
Busy, Space 

Not Ready Response 


Busy Carriage 
Busy 
Carriage Print Scan 
Home Check 
Forms 
Check 
Printer 
Busy 
Carriage 


Control Tape 
Channel No. 
1 


® 
-|- 





Position 








Read 
Response 


Response Punch Reader 
Response Response 
Request Error 


0- Keyboard | Last Card 
Entry 

1 -Console 
Entry 


. Operation Reader 
Printer Busy, Reader Busy, 
Not Ready Not Ready 
Keyboard Busy Punch 

Busy 
Punch Busy, 
Not Ready 


Service Response 


Response 





Punch 


Response 














1627 Busy 


B 


Sector 


Counts 
1627 
Not Ready 


1442 Busy, 
Not Ready 


— 
Nn 


1s 
RO 
wo 
Cc 
“ 
<< 


-_ 
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INTERRUPT HANDLING 
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F-13. INTERRUPT CONDITIONS 


Single disk storage interrupts Level 2 


Read 

Read-check when operation completed 
Write 

Control (arm access) 


Console interrupts Level 4 


Character printed 

Control function completed 

Interrupt request (INT REQ) key on keyboard pressed 
Key on keyboard pressed (when keyboard is in select 
status, with keyboard select light on) 

1442 Card read punch 


Column of data ready to be entered into core Level O 
Request for transmission of information to punch a 
column Level O 

Operation completed (column 80 past read station or card 
past punch station) Level 4 

Card read errors 

1132 Printer 


The eight words of the print-scan field have been scanned 
and one character printed Level 1 

Punch in channels 1, 2, 3, 4, 5, 6, 7, or 12 of paper tape 
in printer 


Console controls Level 5 


PROGRAM START button on console pushed 
Mode switch is on INTERRUPT RUN, and execution of an 
instruction has just been completed. 


2501 Card reader 


Operation completed Level 4 


Paper tape reader 


Character available for core Level 4 


Paper tape punch 


Punching completed Level 4 


Plotter 


Specified action completed Level 3 


1403 Printer 


Transfer complete (120-position buffer full) Level 4 
Printing completed Level 4 
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TURNING THE COMPUTER ON 

COLD START PROCEDURE 

RETURN TO SUPERVISOR PROGRAM AFTER TROUBLE 
DISPLAY CONTENTS OF A WORD IN MEMORY 

DISPLAY INDEX REGISTERS 

ENTER WORDS IN CORE MEMORY 

EXECUTE A PROGRAM FROM WORKING STORAGE ON DISK 
STORE A FORTRAN OR ASSEMBLER PROGRAM ON DISK 
EXECUTE A PROGRAM STORED ON DISK 

CORE DUMP AFTER TROUBLE 

MALFUNCTIONS OF CARD READER 

ENTERING MATERIAL FROM TYPEWRITER 

REMOVING AND INSERTING A DISK 

EXECUTION ADDRESS 

PRINTER CARRIAGE CONTROL IN FORTRAN 


IBM MANUALS CONCERNING THE 1130 


G-1. TURNING THE COMPUTER ON 


1. Turn on the main switch on the central processor, 
located slightly above and to the right of the keyboard. 

2. If the Disk File UNLOCK light (to the left of the key- 
board) is on, then open the front right side of the cabinet 
and turn on the FILE switch. Turn on other disks if 
present. 

3. Turn on the 1132 line printer, using the switch on its 
control panel. Also press the START button on the printer. 
Check that the printer has paper and reload if necessary. 
4. Hold down Non-Process Runout (NPRO) on the card 
reader for a few seconds to clear cards from the reader. 

5. The computer will be ready to operate when the FILE 
READY light on the console turns on. It may be necessary 
to read a cold start card (see Appendix G-2) to establish 
communication with the supervisor, although it is some- 
times possible to return to the supervisor by means of the 
console entry switches (see Appendix G-3). 


G-2. COLD START PROCEDURE 


When a program misbehaves and destroys the connecting 
link with the supervisor program, one must use the cold 
start procedure. Sometimes this is also necessary when 
the machine is first turned on. This procedure requires a 
cold start card, which is supplied by IBM. The computer 
center will usually have a number of such cards available. 


1. Hold down Non-Process Runout on the card reader for 
a few seconds. 

2. Place a cold start card in the card hopper, face down, 
9-edge in. 

3. Place your program, if you plan to run one, on top of 
this card in the hopper. The cold start card may also be 
entered by itself for a program to be run later. 

4. Place the card weight on top of the stack of cards. 

5. Press START on the card reader, holding it down until 
the READY light on the reader comes on. 

6. Press IMM (immediate) STOP, RESET, and PROGRAM 
LOAD on the console (keys to right of keyboard). 


G-3. RETURN TO SUPERVISOR PROGRAM AFTER 
TROUBLE 


The procedure which follows is based on the assumption 
that the skeleton supervisor is in core. If the procedure 
fails, use cold start procedure. 


1. Press PROGRAM STOP. If this is not effective, and if 
the computer is not engaged in input-output, press 

IMM STOP. 

2. Set console mode switch to LOAD position. 
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3. Enter core address 0038;.6 (0000 0000 0011 1000.) in 
the console switches (up for 1, down for 0). 

4. Press LOAD IAR on the console. (IAR is the instruction 
address register. You are placing the address of the next 
instruction to be executed, 0038, in the IAR.) 

5. Set mode switch to RUN. 

6. Press PROGRAM START. 


The same procedure, with a different address in the 
console entry switches, is followed for branching to some 
point in a program currently in core. For example, if you 
load a FORTRAN program's ‘‘execution address”’ (from 
your listing) in the IAR, you will begin the program again, 
provided the program has not already destroyed itself. 


G-4. DISPLAY CONTENTS OF A WORD IN MEMORY 


1. Press PROGRAM STOP, if program is running. (If you 
wish to continue execution after display, note the address 
in the IAR.) 

2. Set console mode switch to LOAD position. 

3. Enter in the console switches the address of the word 
to be displayed. 

4. Press LOAD IAR. 

5. Set mode switch to DISP. 

6. Press PROGRAM START. 

7. Read the Storage Buffer Register (SBR) on the console; 
this is the word desired. 

8. Pushing PROGRAM START again will display the next 
word in core, whose address will be one greater than that 
of the word displayed first. 


G-5. DISPLAY INDEX REGISTERS 


A variant of the general display procedures can be used 
conveniently to display the contents of three index 
registers, since these are in fixed positions in memory; 
index register 1 is in word 1, index register 2 in word 2, 
and index register 3 in word 3. We give the procedure 
fully, although a reading of the general display procedure 
would be sufficient. 


. Press IMM STOP and RESET. 

. Set console mode switch to LOAD position. 

. Turn off (down position) all the console entry switches. 
. Press LOAD IAR. 

. Set mode switch to DISP. 

. Press PROGRAM START twice. The storage buffer 
register now shows the contents of index register 1. 
Pressing PROGRAM START again will cause the contents 
of index register 2 to be shown in the SBR, and then 
pressing it once more will give index register 3. 


OonbBWND & 
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G-6. ENTER WORDS IN CORE MEMORY 


1. Press PROGRAM STOP, if program is running. 

2. Set console mode switch to LOAD position. 

3. Enter address, in binary, into the console switches. 
The address identifies the word to be changed. 

4. Press LOAD IAR. 

5. Enter word, in binary, into the console switches. 

6. Press PROGRAM START. 

7. Continue entering more words, each word in sequence, 
into the console entry switches and push PROGRAM 
START after each entry. The IAR is incremented by one 
each time, so each word entered is in one higher place in 
memory. 


G-7. EXECUTE A PROGRAM FROM WORKING 
STORAGE ON DISK 


In the method which follows, it is assumed that the 
supervisor program is in control, and that the card reader 
is being used for input. 


1. Load a //bXEQ card in the card reader hopper. 

2. Press START on card reader and hold until READY 
light comes on. 

3. Press PROGRAM START. 


A second method is available for procedure under 
supervisor control but with input from the console 
keyboard. 


1. Type //bXEQ 


A third method is used whenever the skeleton supervisor 
is in core. 


. Set 8038 (hexadecimal) in the console entry switches. 
. Set console mode switch to LOAD position. 

. Press RESET and LOAD IAR. 

. Set mode switch to RUN. 

. Press PROGRAM START. 


oR WD 


G-8. STORE A FORTRAN OR ASSEMBLER 
PROGRAM ON DISK 


1. Prepare the following two cards: 


4 ar — a (Card columns) 

/ /®DUP 

* STORE WS UA (upto 5characters, left- 
justified) 


2. Place these cards after the program cards. 
3. Follow with an XEQ card if program is to be executed. 
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G-9. EXECUTE A PROGRAM STORED ON DISK 


Use an XEQ card with the program name left-justified in 
columns 8 to 12: 

if 
//bXEQb[name] 


A JOB card may need to precede the XEQ. 


G-10. CORE DUMP AFTER TROUBLE 


1. Press IMM STOP and RESET. 

2. Press NPRO on card reader and enter appropriate 

program in hopper: 
a) One-card program (supplied by IBM) for console 
dump; set the starting address in the console entry 
switches. 
b) Four-card program (supplied by IBM) for printer 
dump; ready printer. Dumps in hexadecimal from 
OOA016 to the end of core. Core address at the 
beginning of each line. 

3. Press START on card reader and PROGRAM LOAD on 

console. 


For dump subroutines in the system library, callable 
within programs, see IBM 1130 Subroutine Library 
descriptions of DMP80, DMTXO, DMTDO, DMPX1, and 
DMPD1. 


G-11. MALFUNCTIONS OF CARD READER 


The card reader subroutines check for error conditions. 
(See table of error conditions on following page.) If 

read or punch difficulties occur, the computer is put in 

a WAIT state (lights 2 and 3 on in the operation register) 
or goes into a loop (assembler and monitor especially). 
The error indicator on the card reader comes on, and the 
particular error is also displayed on the card reader 
control panel. The following action should be taken: 

1. Lift up the remaining cards in the hopper and place 
them elsewhere. 

2. Press NPRO, being careful to collect the cards ejected 
from the machine by this operation. The ejected cards 
are placed at the bottom of the hopper stack, so that they 
will be read first. (In the TRANS error the first card 
should not be placed in the hopper, but only the second 
and third ejected cards. If READ REG occurs after long 
wait, just as reader tries to pull in next card, enter only 
second of two NPROD. Otherwise on READ REG (i.e., 
during continuous reading), reenter both. See the 
following table for a discussion of these error conditions. 
3. Place cards in the hopper. 

4. Press READER START on the card reader to bring the 
first card into the reader. 

5. Press PROGRAM START on the console if necessary. 


Type of error Indicator Reason 

Hopper misfeed HOPR Card did not enter 
card reader from 
hopper 

Feed check PUNCH STA Card improperly 

(punch) positioned in 
punch station 

Transport TRANS Card failed to pass 
into the stacker 

Feed cycle FEED CLU Cards advanced in 
position without a 
request 

Feed check READ STA Card stuck in read 

(read) station 

Read READ REG Incorrect read 

registration registration 

Punch check PUNCH Improper punching 


G-12. ENTERING MATERIAL FROM TYPEWRITER 


The procedure of entering numbers and letters from the 
typewriter is controlled not only by the typewriter keys 
and computer circuitry, but by the programming support 
of the computer. The following description applies to 
FORTRAN-used subroutines. 
1. The computer expects material from the typewriter 
keyboard when the KB SELECT light, just to the left of 
the keyboard, is on. A WAIT (lights 2 and 3 on) shows in 
the operation register. 
2. The two keys which control numeric or alphameric 
status are at the lower left and the lower right of the 
keyboard; the keyboard stays in either status until the 
other status key is depressed. 
3. Numbers and/or letters must be entered according to 
the format specification in the program that is in control. 
it is convenient to write programs so that a message 
giving specifications for the data is typed just before they 
are entered. The following special points should be noted. 
a) The use of the space bar is equivalent to typing a 
zero. 
b) If the places indicated in the format statement for 
an integer number are not all typed, the subroutines 
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Special notes 


If card has been damaged, 


particularly in central area 
facing inward, it may need 
to be repunched. (But try 
to repeat operation before 
repunching.) 


No special comment 


No special comment 


No special comment 


No special comment 


Repeated errors of this 
type may indicate that 
cards are badly punched 
(misregistered) or that 
1442 is badly timed, needs 
service. 


Correction of card to pre- 
punched state may be 
necessary before reentry 
into the hopper 


consider the ‘‘missing’’ spaces to be zero. (For 
example, if one has an I3 format and types 20, the 
number will be considered as 200.) 
c) If the decimal point is explicitly entered in a real 
number, it is not necessary to fill in the end of the 
number with zeros. The format count of places 
includes both the decimal point and the sign. If no 
decimal point is entered, the additional missing spaces 
in the format will be considered as zeros, as above, 
before the program inserts a decimal point at the 
place indicated in the format statement. The common 
procedure is to type the decimal point, overriding the 
program format specification. 
d) Entering information contrary to the format specifi- 
cation, such as letters for an | or F format, leads to a 
FORTRAN I/O error. The computer will be placed in a 
WAIT state, with the accumulator showing the nature of 
the error. (See FORTRAN I/O error codes, Appendix 
A-7.) Pressing START returns control to the monitor 
and thus to the next program if one is waiting in the 
card hopper. 

4. If it is desirable to retype a line without entering the 

typed information, the ERASE FIELD key should be 

pressed (to the right of the keyboard). The carriage will 
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be returned, and typing can commence once more. 

5. After the full information has been typed, control is 
returned to the computer by pressing the EOF (End of 
Field) key on the right-hand side of the keyboard. 


G-13. REMOVING AND INSERTING A DISK 


. Power must be turned on. 

. Turn off file switch (inside door on right-hand side). 

. Wait (about a minute) for unlock light to come on. 

. Pull down handle in front of file (inside door). 

. Slide out the old disk carefully. 

Press down disk cover to protect against dust. 

. Slide in the new disk and put handle up. 

. Turn on file switch. 

. Wait for file ready light to come on (about 15 minutes) 


OOMAONAaAPWN Pe 


G-14. EXECUTION ADDRESS 


To find the absolute execution address of a FORTRAN or 
assembler program currently in core, display the word 
with address 007F (in the in-core communications area). 
See Appendix G-4 for details. If the FORTRAN input/ 
output routines have been used, this word will have been 
overlaid with input/output information and so will no 
longer be the execution address. 


The execution address, along with subroutine addresses, 
can be obtained by the use of an Lin column 14 of the 
//oXEQ card. Alternatively, a simple assembler sub- 
routine can be written to type the execution address at 
the beginning of a FORTRAN program. 


G-15. PRINTER CARRIAGE CONTROL IN FORTRAN 


Unlike the programming for other output devices, that of 
the 1132 printer assumes that the first character in a line 
is the carriage control character. The characters used 
and their meanings are as follows: 


Blank, or any other character not mentioned here 
— Single space before printing 
O — Double space before printing 
1 — New page before printing (depends on using the 
proper carriage tape) 
+ — Data to be printed on the same line that the previous 
material was printed on 


If the line begins with an alphameric message, set off, 
either with single quotes or with explicit H specification. 
The first letter in this message should be the carriage 
control symbol or the control character symbol in single 
quotes. 
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G-16. IBM MANUALS CONCERNING THE 1130 


The ultimate source of information governing the 1130 is 
the collection of manuals published by IBM concerning 
this computer and its available programming languages. 
These manuals are often revised, both with Technical 
Newsletters and with new editions, and thus may reflect 
changes made since this book was written. The serious 
user will find it essential to consult the manuals, so it is 
advisable to have sets in the library and computer room. 


The following list describes some of the available IBM 
literature on the 1130. 


IBM 1130 System Summary (A26-5917) 

Brief description of the 1130 components and program- 
ming language. 

IBM 1130 Functional Characteristics (A26-5881) 
Description of the general structure of the 1130 system, 
its machine language, and its input/output facilities. 


IBM 1130 Assembler Language (C26-5927) 
Brief definition of the assembler language. 


IBM 1130 Subroutine Library (C26-5929) 

Discussion of IBM-supplied subroutines, including those 
used in FORTRAN. Discussion of subroutines for input/ 
output. 


IBM 1130/1800 Basic FORTRAN IV Language (C26-3715) 
Definition of the basic FORTRAN language for the 1130. 


1130 FORTRAN Programming Techniques (C20-1642) 
Advice on writing efficient FORTRAN programs. Very 
readable. 

Core Requirements for 1130 FORTRAN (C20-1641) 
Estimate of core storage needed for FORTRAN programs. 


IBM 1130 Disk Monitor System Reference Manual 
(C26-3750) 

Monitor and disk utility programs, including monitor 

control for FORTRAN and assembler. 

IBM 1130 Disk Monitor System, Version 2 (C26-3709) 

System introduction. 

IBM 1130 Program Logic Manual (Y26-3752) 

Description of the programs in the monitor system, 

including FORTRAN and assembler. Restricted 

distribution. 

1130 Continuous System Modeling Program Application 
Description (H20-0209) 

A program for simulating an analog computer, 

representing the problem in a way similar to an analog 

flow diagram. 

1120 Continuous System Modeling Program (H20-0282) 

Program reference manual. 


1130 Continuous System Modeling Programming System 
Manual (H20-0284) 
Programming logic of CSMP. 


Civil Engineering Coordinate Geometry (COGO) for IBM 1130 
Model 2! User Manual (H20-0301) 


Guidance for solving geometrical problems from surveying 
and related areas. 


Civil Engineering Coordinate Geometry (COGO) System 
Manual (Y20-0064) 
Programming logic of COGO. 


IBM 1130 Scientific Subroutine Package, Programmer's 
Manual (H20-0252) 

FORTRAN subroutine written by IBM for use in scientific 

programs. 


IBM 1130 Data Presentation System Application 


Description (H20-0235) 
Programming packages for the plotter. 


IBM 1130/1800 Plotter Subroutines (C26-3755) 
FORTRAN and assembler subroutines for plotting curves 
and characters. 


IBM 1130 Bibliography (A26-5916) 

List and descriptions of IBM publications for the 1130. 
The accompanying SRL Newsletter (N20-1130) also lists 
the descriptions of application programs. 
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A, 64 
Absolute value, 36 
Accumulator, 63 
Accumulator extension, 64 
Accumulator lights, 45 
Add instruction, 64, 110 
Addition, process of, 110 

of signed numbers, 57 
Additional core required, 41 
Address, 19, 100 

of FAC, 74 

of index register, 66 

of |/O buffer, 82 

in long instruction, 98 
Address arithmetic, 69 
Address displacement, 96 
Address storage, 68 
Addresses, actual, 109 
A-FORMAT specification, 36 
Allowable range, 50 
Alphameric comparisons, 37 
Alphameric information, 36 
Arctangent, 36 
Arithmetic factor register, 110, 111 
Arithmetic IF, 15 
Arithmetic instructions, 156 
Arithmetic statement, 6, 14, 116 
Arithmetic subroutines, 73, 76 
Arithmetic trace, 47, 118 
Arithmetic tracing, 91 
Array, 31 
Array 1/0, 33 
Array names, 32 
Array storage, 79 

allocation of, 32 
Assembler, branching commands in, 

65 

calling sequence in, 79 

control records in, 151 

data storage in, 71 

debugging in, 90 

examples of, 156 

subroutines in, 73 
Assembler error, 152 
Assembler error messages, 90, 153 
Assembler language, 63 
Asterisk, 2 

in addresses, 70 

for multiplication, 51 
Asterisks printed, 6, 45 


Base eight, 55 

Base ten, 55 

Base two, 54 

Beginning of FORTRAN program, 110 

Binary, 54 

Binary arithmetic, 14 
problems in, 48 

Binary coded decimal, 54 

Binary numbers, 49, 55 

Bit, 54 

Block, definition, 71 
ended by symbol, 71 
started by symbol, 71 

Branch, 6, 9 

Branch and store, IAR, 75 

Branch instructions, 158 

Branch on condition, 66 


Branching conditions, 66 
in machine language, 97 

Branching structure, 47 

Branching troubles, 46 

BSS instruction, 70 

Buffering, 102 

Builder, 21 

Bulk storage, 21 


C incolumn 1, 14 
Calculations, 47 
CALL EXIT, 17 
CALL in assembler, 73 
CALL LINK, 42 
CALL statement, 116 
Calling a function, 34 
Calling program, 34 
Calling subroutines, 73 
Card code, 60 
Card dumps, 93 
Card format for assembler instruction, 
153 
Card image, 60 
Card read punch, 19, 117 
Card reader punch interrupts, 187 
Card speeds, 19 
Carriage control, 6 
characters used for, 6, 82 
Carry and overflow bits, 111 
Carry and overflow indicators, 184 
Carry bits, 111 
CD, 125 
Central processor, 19, 20 
Character code conversion, 176 
Character codes, 145-149, 174 
Character conversion, 77, 176 
Character data, 36, 60 
in assembler, 82 
Characteristic, 57, 58 
Check on computation, 7 
Checking programs, 45 
Circuitry, 20 
Cleaning up a program, 41 
Clearing the interrupt level, 101 
COLD START card, 21 
Cold start procedure, 189 
COMMA, 22 
Comment in assembler, 69 
Comment sentences, 14 
Comment statement, 17 
COMMON, 43 
Common FORTRAN problems, 51 
COMMON statement, 35, 116 
Compiler, 21, 104 
Complement, 2's, 56, 96 
Computation order, 107 
Computed GO TO, 30 
Computer arithmetic, 48 
Computer storage, 54 
Condition codes, 156 
Conditional branching statement, 6, 30 
Conditional transfer, 15 
Conditions for branch, 66 
Console debugging, 94 
Console interrupts, 187 
Console keyboard, 3, 19, 117 
code for, 61 
Console lights, 46 


INDEX 


Console printer, 3, 19, 117 
code for, 61 
Console switches, 28 
Continuation cards, 4 
Continuation column, 4, 17 
CONTINUE statement, 9, 116 
Control parameters, 174 
Conversion, across equals sign, 42 
of numbers, 59 
Conversion subroutines, 77 
Conversion tables, 59 
Conversions, 176 
Converting numbers, 138-144 
Core address of FAC, 74 
Core dumps, 190 
Core image, 108 
Core image buffer, 22 
Core image format, 23 
Core load, 21 
Core load builder, 23, 24, 75 
Core map, 44 
Core memory, 19 
Core requirements, 41 
for subroutines, 171-172 
Core speed, 19 
Core storage locations, 181 
Core word, 54 
Correcting programs, 45 
Cosine, 36 
Cycle control counter, 111 
Cycle steps, 110 


Data, 52 
on disk, 42 
scaling of, 81 
DATA statement, 37 
Data storage, 54 
in assembler, 71 
DCOM, 22 
Debugging, 11, 41, 45, 90 
at the computer console, 94 
Debugging subroutines, 77 
Decimal numbers, 55 
Decimal points, 3 
Deck for FORTRAN program, 118 
DEFINE FILE statement, 38, 42, 117 
Defined constant, 67 
DELETE, 25 
DELETE card, 35-36 
Device character codes, 145 
Device code, 23, 99 
Device number, 3, 15, 23 
Device status word, 101, 186 
Diagrammatic representation, see 
Flow charts 
DIMENSION statement, 32, 116 
Dimensioned storage, 51 
Disk, 117 
Disk addressing, 54 
Disk blocks, 39 
Disk file switch, 20 
Disk 1/O, 38 
Disk memory, 19 
Disk monitor system, 21 
Disk name, 26 
Disk READ, 38 
Disk sector address, 39 
Disk storage, 23 
Disk system format, 24, 108 
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Disk utility programs, 23 

Disk WRITE, 38 

Displacement, 69, 96 

Display contents of a word, 189 

Display index registers, 189 

Division by zero, 51 

Division instruction, 64 

DO, 9, 15, 46 

DO statement, 116 

Double asterisk, 2 

Double precision number, 181 

Drums, 21 

Dummy statement, 9 

DUMP card, 24 

DUMP b, 125 

DUMPDATA, 37, 125 

DUMPLET, 25, 125 

Dumps, 92, 96 

DUP, 23 

DUP card, 24 

DUP control records, 125 
version 2, 126 

DUP data transfer operations, 127 

DUP error messages, 128-129 

DUP waits and loops, 130 

Dynamic allocation, 32 


E, 14 
EBCDIC, 36, 82, 104 
coding in, 61, 71 
storage in, 71 
Effective address, 67, 69 
computation of, 183 
Efficient programs, 41 
E—FORMAT specification, 16 
Eight-bit EBCDIC, 61 
E-cycles, 110 
Embedded blanks, 43 
End of field, 7 
END statement, 7, 116 
Enter words in memory, 190 
Entering material from typewriter, 191 
Entry point, 75 
Entry switches, 28 
EOF, 7 
EQUIVALENCE statement, 42, 116 
Error codes, 11, 119 
Error indicators, 179 
Error location, 90 
Error messages, 45, 90, 132-133, 152 
Error-correction techniques, 45 
Errors in assembler, 90 
Examples of assembler instructions, 
156 
Excess 80, 58 
Execute a program on disk, 190 
Execute from working storage, 190 
Execute 1/0, 99 
Execution address, 192 
Execution cycle, 111 
Execution of instructions, 110 
Execution times, 155, 172 
Executive, 21 
EXIT, 6, 17 
Explicit FORTRAN functions, 14 
Exponent, 57 
Exponential, 36 
Extended precision, 49, 118 
EXTENDED PRECISION card, 14 
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Extended precision real storage, 60 
Extended precision subroutines, 60 
External statement, 116 


FAC, 73, 74 
F-bit, 96 
Feed check, 191 
Feed cycle error, 191 
F—FORMAT specification, 16 
File number, 37 
Files, 131 
FILES statement, 39 
FIND statement, 116 
Finding errors, 45 
Finding FORTRAN troubles, 47 
Fixed area, 108 
Fixed length word, 54 
Fixed location equivalence table, 25 
Fixed point storage, 56 
Fixed point variables and numbers, 7 
FLET, 25, 109 
FLET output formats, 130 
Flip-flop, 54 
Floating add, 74 
Floating multiply, 74 
Floating point accumulator, 73, 74 
Flow charts, 4, 47, 52, 92 
FOR card, 11, 22 
Forcing table, 107 
Forcing values, 107 
Format specification, 4, 33 
FORMAT statement, 3, 15, 16, 116 
blanks in, 16 
examples of, 16 
slash in, 16 
FORTRAN, 2, 28 
arrays, 31 
card format, 17 
compiler, 11, 23 
control cards, 22 
control records, 118 
debugging facilities in assembler, 91 
disk use, 37 
error codes, 119 
file association, 39 


files, 37 

1/0, 117 

1/O buffer, 82 
1/O error, 46 


|/O error codes, 119 
numbers, 14 
program, 4 
statements, 4 
subprograms, 31, 119 
subroutine in assembler, 79 
subroutines, 76 
troubles, 41 
variables, 14 
FORTRAN-assembler equivalents, 163 
“From” field, 24 
Function, 33 
Function code, 99 
Function subprograms, 33 
Functions, 31 
FX, 125 


‘‘Garbage,’’ 46 
GO TO, 15 
GO TO error, 68 


GO TO statement, 116 
Guessing results, 46 


Halt, 45 

Halt commands, 17 

Hand calculations, 14, 46, 47, 48 

Hardware, 56 

Header, 108 

Hexadecimal numbers, 55 

Hexadecimal operand, 70 

Hexadecimal words, 25 

Hexadecimal/decimal conversion 
chart, 138-139 

H-FORMAT specification, 16 

Hidden troubles, 46 

Hopper misfeed, 191 

Human calculator, 47 


IA bit, 98 
IBM card, 10 
IBM manuals, 192 
l-cycles, 110 
ID word, 105 
IF statement, 6, 15, 116 
I-—FORMAT specification, 16 
IMMEDIATE STOP, 20, 46 
Implied DO loops, 33 
Incorrect output, 45 
Incorrect results, 46 
Index register instructions, 158 
Index registers, 65, 66, 70, 81, 92, 96 
Indicator tests, 119 
Indicator word, 108 
Indirect address, 70, 98 
Indirect instructions, 66 
Initialization of variable, 52 
Input, 3, 99 
Input/output, 
control command, 99 
devices, 3 
DO loops, 33 
errors, 45 
function codes, 184 
in machine language, 99 
statements, 15 
subroutine, 76 
subroutine for FORTRAN, 81 
subroutines, control parameters, 174 
units, 19 
Instruction address register, 20, 69 
Instruction codes, 15, 155 
Instruction execution, 110 
Instructions, 56 
in order of operation codes, 182 
mnemonics for, 63 
Interpretation cycle, 110 
Interpreting machine language, 98 
Interrupt, 93, 99 
Interrupt branching, 100 
Interrupt conditions, 187 
Interrupt levels, 100 
Interrupt status word, 100 
Interrupt system, 96, 100 
Interrupt-run, 93 
Integer, 7, 14, 32 
Integer arithmetic, 7 
Integer range, 50 
Integer statement, 116 
Integer value ranges, 135 


Integer variables, 4, 14 

Integer variables and numbers, 7 
Internal check, 46 

Internal storage, 4, 56 

1/0, see Input/output 

IOCC, 99 

IOCS card, 23, 45, 118 

Isolating an error, 47 


JOB card, 22 
version-2, 123 

JOB T card, 25 

JOB T restrictions, 126 


Key punch, 10 
KEYBOARD SELECT, 45 


L, 63 
Lincolumn 14, 44 
Label, 67 


Language processors, 104 
LET, 23, 24, 35, 109 
LET output formats, 130 
Level-5 interrupt, 94 
Levels of interrupts, 100 
LIBF in assembler, 73 
LIBF return address, 75 
Library routine, 30 
Line printer, 3 
Line printer switch, 20 
Linear strings, 3 
Linked programs, 42 
LIST ALL, 118 
LIST ALL card, 12 
LIST SUBPROGRAM NAMES, 44 
Load index register, 66, 156 
Load instruction, 63 
Loader, 21, 23, 24, 43, 75, 104, 109 
Loader messages, 132-133 
LOAN problem, 2 
Location of errors, 90 
Location of FAC, 74 
LOCAL, 43, 131 
LOCAL subprograms, 43 
Location equivalence table, 23 
Logical drive zero, 22 
Logical instructions, 158, 183 
Logical structure, 92 
Long and short instructions, 68 
Long BSC, 66 
Long MDX, 66 
Long programs, 41 
Long-form instruction, 63, 98 
Loops, 6, 9, 15 

in assembler, 81 
Lukasiewicz, Jan, 107 


Machine language, 11, 20, 96, 107, 
180 

Machine-language instructions, 63 

Magnetic cores, 19 

Magnetic tapes, 21 

Malfunctions of card reader, 190 

Manipulating bits, 65 

Mantissa, 57, 58 

Master cartridge, 22 

Maximum value, 50 

MDX instruction, 183 

Memory, 19 

Memory word, 54 


Mixed mode, 14, 74 

Mnemonics, 63, 96 

Mode switch, 20, 46 

Modified Polish notation, 107 

Modify index instruction, 66 

Monitor control records, 21, 123 

Monitor supervisor error messages, 
124 

Monitor system, 10 

Multiplication instruction, 64 


NAME card, 42 

Name code, 76, 93 
Names of disk programs, 23 
Natural logarithm, 36 
Negative numbers, 56 
Nested DO loops, 9 
Nesting interrupts, 101 
NOCAL, 131 

NPRO, 20 

Number conversion, 59 
Number systems, 54 
Numbered pause, 4/7 


Octal, 55 

Off-on switch, 20 
Omission of asterisk, 51 
One-word integers, 118 
One-word instruction, 96 
Operand, 63 

Operating system, 21 
Operation code, 96 
Operation register, 45 
Optimal programs, 68 
Optimizing a program, 42 
Order of execution, 4 
Output, 3, 99, see a/so Input/output 
OVERFL, 50 

Overflow, 57, 64 
Overflow errors, 50 
Overflow indicator, 120 
Overflow problems, 50 


Packed EBCDIC, 71 
Paper feed, 46 
Paper tape reader, 19 
Paper tape reader-punch, 117 
Parameter association, 35 
Parameter list, 34 
Parentheses, 2, 14 
Parenthesis-free, 107 
PAUSE, 17, 47 

in assembler debugging, 91 
PAUSE statement, 116 
PDUMP, 48 
Phases of FORTRAN compiler, 104 
Plotter, 79, 117 
Pointers, 106 
Polish notation, 107 
Positional notation, 55 
Power-of-10 notation, 14 
Powers of two, table, 136 
PR, 25, 125 
Principal print device, 105 
Printer, 3, 117 
Printer carriage control, 192 
Printer interrupts, 187 
Printer stop, 20 
Priority of interrupts, 101 
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Priority status, 101 

Procedures, 189-192 

Program break, 93 

Program control in assembler, 162 
Program linking in assembler, 162 
Program load, 21 

Program logic manual, 104 
PROGRAM START, 17, 20, 45, 46 
PROGRAM STOP, 20 

PT, 125 

Punch check error, 191 

Punched card code, 60 

Purpose of interrupts, 102 


Range check, 51 

Range of numbers, 50 

READ, 3, 15, 23 

Read from disk, 38 

Read registration error, 191 
READ statement, 116 
Reading punched cards, 60 
Real, 7, 14, 32 

Real integers, 14 

Real numbers, 57 

Real range, 50 

REAL statement, 116 

Real storage in assembler, 71 
Real variables, 4, 14 
Recognizing troubles, 45 
Record, 37 

Relative address, 68, 108 
Relative addressing, 69 
Relocatable programs, 70 
Removing and inserting a disk, 192 
RESET, 20 

Restrictions, JOB T, 126 
Retrieving parameter addresses, /9 
RETURN, 34 

Return address, 80 

Return link, 75 

RETURN statement, 116 
Return to supervisor program, 189 
Rounding off, 49 

Round-off errors, 14 

RUN, 20, 46 


Scaling procedure, 79 
Secondary storage, 20 
Sector, 54 
Sense device, 101 
Sense interrupt, 100 
Shared storage, 42 
‘Shift and count,’’ 65 
Shift instructions, 64, 65, 96, 160 
Short-form instruction, 63, 68, 96 
Sign bit, 56, 58 
Signs of trouble, 45 
Sine, 36 
Single disk storage interrupts, 187 
Single instruction execute, 20-21, 46 
Single instruction mode, 91 
Single machine cycle, 110 
Single precision number, 181 
Single step position, 110 
Skeleton supervisor, 21 
Skip instructions, 158 
Slash, 2 

in format, 4 

for hexadecimal, 70 
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Sloppy programs, 41 
SLT, 64 
Software, 21, 104 
Source language, 104 
Spaces, 2, 14 
Special assembler instructions, 162 
Square root, 36 
Stacked job mode, 21 
Standard precision, 49 
Standard precision subroutines, 60 
START on the card reader, 20 
Statement function, 30 
Statement number, 3, 4, 17 
STOP, 17 
STOP statement, 116 
Storage, 54 
allocation of, 32, 35, 43, 68 
and data definition in assembler, 161 
of FORTRAN arrays, 80 
of negative numbers, 56 
of numbers, 36 
of real numbers, 57 
of symbols, 36 
Storage address register, 110 
Storage block, 71 
Storage buffer register, 110 
STORE, 125 
Store a program on disk, 190 
STORE card, 24 
Store instruction, 63 
STORECI card, 24 
STOREDATA, 37, 39 
Storing alphameric data, 60 
Storing numbers, 49, 56 
String manipulation, 104 
Subprogram arguments, 34 
Subprogram name, 35 
Subprograms, 23, 30, 31 
Subroutine call, 30 
in assembler, 73 
Subroutine error indicator, 120, 179 
Subroutine failures, 46 
Subroutine header statement, 116 
Subroutine library, 14, 60, 76, 167-169 
Subroutines, 31, 34, 73 
in name code, 170 
Subscript arithmetic, 32 
Subscript outside range, 51 
Subscripts, 31 
Subtract instruction, 64 
Supervisor, 21 
Supervisor control records, 39, 131 
Symbol table, 104, 106, 108 
Symbolic language, 63 
Syntactical errors, 45 
System functions, 36, 119 
System overlays, 44 
System programmers, 104 
System subroutines, 73 


T for temporary job, 25 

Tag bit codes, 182 

Tag bits, 96 

Target language, 104 

T-bits, 96 

Temporary accumulator, 110 
Temporary job, 36 
Temporary storage, 107 


Terminal operator, 105 
Testing a program, 88, 90 
Three-dimensional arrays, 32 
To" field, 24 

Trace, 91 

Trace coding, 91 

Trace control, 48 

Trace mode, 50 

Tracing, 52 

Tracing control, 120 

Tracing FORTRAN, 47 

Track, 54 

Traffic control of interrupts, 101 
TRANSFER TRACE, 48, 68, 118 
Transfer tracing, 91 

Transfer vector, 75, 109 
Transistors, 54 

Transport error, 191 

Trial hand calculation, 47 
Troubles, 45, 90 

TSTOP, 48 

TSTRT, 48 

Turning the computer on, 189 
Two slashes, 21 
Two-dimensional arrays, 32 
Two-pass mode, 151 

Two’s complement, 56 
Two-word instruction, 96 
Typewriter, 19 

Type wheels, 19 


UA, 24, 125 

Unconditional branch, 66 
Unconditional branching, 15 
Uncontrolled loop, 46 

Underflow indicator, 120 
Undesired behavior, 46 

Unending loops, 90, 92 
Unexpected halt, 45 

Unit number, 117 
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Write on disk, 38 
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